
UTAH OILANDGAS CONSERVATION COMMISSION

REM S: E LOG ELECTRICLOGS WATERSANDS LOCATIONINSPECTED SUB REPORT/abd

DATEFILED DECEMBER 12, 1994
LAND:FEE & PATENTED STATE LEASE NO. ML- 4 5 5 5 5 PUBLICLEASENO INDIAN

DRILLINGAPPROVED: DFCFMRFR 14, 19 9 4
SCOMDDLEE

D: PUT TO PRODUCING:

INITIAL PRODUCTION:

ROO

UCINGZONES:

TOTALDEPTH:

WELL ELEVATION:

DATEABANDONED:

FIELD: EIGHT MILE FLAT NORTH FIELD
UNIT: NA
COUNTY: UI NTAH
WELLNO. BALCRON MONUMENT STATE #22-2 API NO. 43-047-32610
LOCATION 19 8 0 ' FNL FT. FROM (N) (S) LINE. 19 8 0 ' FWL FT FROM (E) (W) LINE SE NW 1/4 - 1/4 SEC. 2

TWS 1RGE SEC. EæQUIT
RES ENERGY
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EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION
1601 Lewis Avenue Office: (406) 259-7860
P.O. Box 21017 FAX: (406) 245-1365 O
Billings, MT 59104 FAX: (406) 245-1361

December 7, 1994

-- VIA FEDERAL EXPRESS --

State of Utah
Division of Oil, Gas & Mining
3.55 West North Temple
Salt Lake City, UT 84180

Gentlemen:

Enclosed are Applications for Permit to Drill the wells on the
enclosed list. Our Production Supervisor for our Vernal
District will be doing the onsites for these wells. I have
talked with Dennis Ingram and he agreed that we will do the
onsites for these wells at the same time as the onsite for the
Balcron State #41-36Y. I have asked Dan to contact Dennis to
set up a time for the onsites.

As operator, we hereby request that the status of these wells
be held tight for the maximum period allowed by State
regulations.

If you need additional information or have any questions, please
give me at call at (406) 259-7860.

Sincerely,

Bobbie Schuman
Regulatory and Environmental Specialist

jhs

DIVOF 011.,GAS&MINING

Enclosures

th. Dan Tarnsyor
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MONUMENT BUTTE DRILLING PROGRAM 1

1995 DRILLING PROGRAM (State BATCH)

Balcron Monument STATE #12-2
SW NW Section 2, T9S, R17E
Duchesne County, Utah
1980' FNL, 660' FWL
Field: Undesignated
State Lease #ML-45555
PTD: 5,850' (Green River formation)
GL: 5097.14'

Balcron Monument STATE #13-2
NW SW Section 2, T9S, R17E
Duchesne County, Utah
2210' FSL, 604' FWL
Field: Undesignated
State Lease #ML-45555
PTD: 5,850' (Green River formation)
GL: 5077.1'

Balcron Monument STATE #22-2
SE NW Section 2, T9S, R17E
Uintah County, Utah
1980' FNL, 1980' FWL
Field: Undesignated
State Lease #ML-45555
PTD: 5,800' (Green River formation)
GL: 5047.36'

Balcron Monument STATE #23-2
NE SW Section 2, T9S, R17E
Uintah County, Utah
1980' FSL, 1980' FWL
Field: Undesignated
State Lease #ML-45555
PTD: 5,800' (Green River formation)
GL: 5081.86'

Balcron Monument STATE #24-2
SE SW Section 2, T9S, R17E
Uintah County, Utah
660' FSL, 1980' FWL
Field: Undesignated
State Lease #ML-45555
PTD: 5,700' (Green River formation)
GL:
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MONUMENT BUTTE DRILLING PROGRAM 2

1995 DRILLING PROGRAM (State BATCH)

Balcron Monument STATE #32-2
SW NE Section 2, T9S, R17E
Uintah County, Utah
1980' FNL, 1980' FEL
Field: Undesignated
State Lease #ML-45555
PTD: 5,850' (Green River formation).
GL: 5076.1'

Balcron Monument STATE #34-2
SW SE Section 2, T9S, R17E
Uintah County, Utah
800' FSL, 1980' FEL
Field: Undesignated
State Lease #ML-45555
PTD: 5,750' (Green River formation)
GL: 5069.43'

12/7/94

MONUMENT BUTTE DRILLING PROGRAM 2

1995 DRILLING PROGRAM (State BATCH)
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Equitable Resources Energy Company

Balcron Oil Division

DRILLING PROGRAM

WELL NAME: Monument State #22-2 PROSPECT/FIELD: Nonument Butte
LOCATION: BE NW Sec.2 Twn.98 Rge.17E
COUNTY: Duchesne BTATE: Utah

TOTAL DEPTH: 5800'

HOLE SIZE INTERVAL

12 1/4" Surface to 260'
7 7/8" 260' to 5800' (TD)

CASING INTERVAL CASING

STRING TYPE FROM TO SIZE WEIGHT GRADE

Surface Casing 0 260 8 5/8" 24 lb/ft J55
Production Casing 0 5800 5 1/2" 15.50 K55

(All casing strings will be new, 8 Rd, ST&C)

CEMENT PROGRAM

Surface 150 sacks Class "G" with 2% CaCl and 1/4 lb/sack
Flocele.
(Cement will be circulated to surface.)

Production 250 sacks Thrify Lite and 400 sacks 50-50
Pozmix.
(Actual cement volumes will be calculate from
caliper log with cement top being 2000')

PRELIMINARY
DRILLING FLUID PROGRAM

PLAS. YIELD
TYPE FROM TO WEIGHT VIS POINT

Air and air mist Surf 260 N.A. N.A. N.A.
Air/Air Mist|KCl Water 260 5800 8.7-8.9 N.A. N.A.

COMMENTS

1.) No cores or DST's are planned.
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BALCRON OIL CO.

Operator: BALCRON OIL | Well Name: Monument State 22-2

Project ID: Location: Duchesne/Utah

Design Parameters: Design Factors:
Mud weight ( 8.80 ppg) : 0.457 psi/ft Collapse : 1.125
Shut in surface pressure : 2071 psi Burst : 1.00
Internal gradient (burst) : 0.100 psi/ft 8 Round : 1.80 (J)
Annular gradient (burst) : 0.000 psi/ft Buttress : 1.60 (J)
Tensile load is determined using air weight Body Yield : 1.50 (B)
Service rating is IISweetti Overpull : 0 lbs.

Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (lb/ft) (feet) (in.)

1 5,800 5-1/2" 15.50 K-55 ST&C 5,800 4.825

collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.

(psi) (psi) (psi) (psi) (kips) (kips)

1 2651 4040 1.524 2651 4810 1.81 89.90 222 2.47 J

Prepared by : McCoskery, Billings, MT
Date : 12-06-1994
Remarks :

Minimum segment length for the 5,800 foot well is 1,500 feet.
The mud gradient and bottom hole pressures (for burst) are 0.457 psi/ft and

2,651 psi, respectively.

NOTE: The design factors used in this casing string design are as shown above. As a general guide-

line, Lone Star Steel recommends using minimum design factors of 1.125 - Cottapse (with
evacuated casing), 1.0 - Burst, 1.8 - 8 Round Tension, 1.6 - Buttress Tension, and 1.5 - Body
Yield. Collapse strength under axial tension was calculated based on the Westcott, Dunlop and
Kemler curve. Engineering responsibility for use of this design will be that of the purchaser.

Costs for this design are based on a 1990 pricing model. (Version
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alcron Oil Well ProgAsis
EXHIBIT "C"

We11Name BALCRONMONUMENT STATE #22-2 Exploratory Control Well 33-2H
Location SENW SECTION 2-T9S-R17E 1980' FNL, 1980' FWL Development X Operator NGC

County UINTAH Field MON BUTTE KB 5064
State UTAH Section SENw 2 Section NWSE 2

Tota1Depth 5800 Township 98 Township 98
GL (Ung) 5047.36 EST. KB 5056 Range 17E Range 17E

Formation Tops Prognosis Sample Top Control Well High/Low
Formation Depth Datum Depth Datum Datum Prog Cntl Deviation
UINTA SURFACE
GREEN RIVER 1485 3571 3631
HORSEBENCH SS 2355 2701 2764
2ND GARDEN GULCH 3915 1141 1201Y-2 SAND (PAY) 4210 846 906
YELLOW MARKER 4524 532 592
DOUGLASCREEK 4686 370 430R-5 SAND (PAY) 4839 217 277
2ND DOUGLASCREEK 4932 124 184
GREEN MARKER 5087 -31 29G-5 SAND (PAY) 5228 -172

-112

BLACK SHALE FACIES 5382 -326

-266

CARBONATE MARKER 5518 -462

-402

B-1 SAND (PAY) 5575 -519

-459

B-2 SAND (PAY 5605 -549

-489

TD 5800

Samples DST,s Wellsite Geologist
50' FROM 1400' TO 4000' DST #1 NONE Name:
30' FROM 4000' TO TD DST #2 From: to:
5' THROUGH EXPECTED PAY DST #3 Address:
5' THROUGH DRILLINGBREAKS DST #4

Phone # wk.Logs
. Cores hm.DLLFROM SURF CSG TO TD Core #1 NONE Fax #

LDT/CNL FROM 3700' TO TD Core #2
Core #3 Mud Logger/Hot Wire
Core #4 Company:

Required: (Yes/No) YES
Type: TWOMAN

Comments: Logger:
Phone #

Fax #
Report To: Ist Name: DAVE BICKERSTAFF Phone # (406)259-7860 wk. 245-2261 hm.

2nd Name: KEVEN REINSCHMIDT Phone # " wk. 248-7026 hm.
Prepared By: K.K.REINSCHMIDT 12/1/94 Phone # wk.
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FIN/SHED GRADE ŒSUNG20GTABI£R£30FRCESEN£RGYCO.
RALCRONMONUAŒNT STATE /22-2

o
-

SECTION 2, TPS Rt?T SL B.&M

F/2.6 C/0.2 r = so' SR. 0+00

STA. 0+00

SCALE 1" = 50'

C/0. 7

-

-

NE .L HOLE
- RESERVE P/7 -

n100' X 75'
8' DEEP

r - so' SB. 1+50
C/0.5F/1.8 10' S' 7 lilitilliiSTA. 1+50 75'

C/0.5

WAstr
WELL HEAD.
UNGRADED = 5047.4'
F/N. GRADE= 5046.9

REFERENCEPOINTS
150' NORTH 5042.2'
200' NORTH 5037.7'
200' EAST 5045.5' Y = 50' SM. 2+75250' EAST 5043.8'

STA. 2+75 APPROXIMATEYARDAGES
F/J.0 C/0.4 C/21 CUT = 1680 Cu. Yds. SURVEYo an G.s R.a

Proposed Access

FILL= 1310 CuC

&

DÆŒV & RE.¾

Road
6" TOPSOIL= 900 Cu. Yds. and Ju?Weying. fuc.SCALE 1" - 50'

(801) 781-2507
E/LO 22-2 38 WEST 100 NORTH VERNAL, UTAH
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Egwas RisovReis ca.
BALCRON MONUMENT STATE /22---2

SECTION 2, T9S, R1?T SLR &M zand surveying. Inc.

TOPO "A" N(6 'A 767¯26 '
38 WEST 100 NORTH VERNAL, UTAH



59

Proposed ocation.
BA RO O VX£NT

Egmazz Ersor/Reis ca
BALCRON MONUMENT STATE ý22-2 TT

SECTION 2, T9S, R17E S. L.R &M zand surveying. Inc.

TOPO "B" N(" 'A 7">¯26°'

SCAŒ 1" -

2000, 38 WEST 100 NORTH VERNAL, UTAH
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Eçm2LF Risot/RCESENERGY00.
BALCRON MONUMENT STATE ý22-2 ff2 ÑÍŒ €

SECTION 2, TOS, R1?T S.L.B. &M zand surveying. Inc.

TOPO "C" 3 (a 1) 781-25 i

SCALE: 1" = 2000'
38 WEST 100 NORTH VERNAL, UTAH
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- O APPit0PRIATEWATF,It

n onme - Ilil
NOTE:-Theinfonnation given n follöwing blanksshould be free frotn explanatog mattei,but talen necessary,a complete

supplementarystatement should bemade orr the'followingpageunder theheading"Explanatory.
For the purpose of acquiring the right to use a portion of the unappropriated water of the State of

Utah, for uses indicatedby (X) in the proper box or boxes, applicationis hereby milde to the State
F.ngineer, based upon the following showing of facts, submitted m accordance with the requirements of
the laws of Utah.

1. Irrigation O Domestic O Stockwatering Û Municipal Power MiningOOther UsesÜ
2. The name of the applicant is...........Q.9.9...$.IlÍS.1.d.4...... ........................

3. The Post Office address of the appticant is....UX.l.9.9.t....9.9...9.9.9.4.1.................-.........................

4. The quantity of water to be appropriated.........t.9.Î,Ñ...........,second•fectand/or....................acrede

5. The water is to be used idr..S.t.9.9.k_wg.Ç.g.r.'.jj)g...g..Q.ths.r...from...................,.....to......................
(MgorPurpose) (Month) (Day) (Month) (Day)

, otheruseper iod ........................I.17'.19 A.$.).9.9.............fro m.....h p.r..,,.J..........to ....Q.ç.¶.g....\.....

(Minorl'urpose) (Month) (Day) (Month) (Day)

an d atorede achye ar (i f atore d) from .....................---..-.-..........to ..............................

(Montit) (Day) (Month) (Day)

6. The drainage area to which the direct source of supply belungs is........................................ ..............

(i.••ve þiank)

7. The direct source of supply is*.....................9.r,4,j,9,
(Naine of stream of etitor sutiter)

wh ich is i ribut a rytu .........................................-......................., tributaryto .,...................................

'Note.. Wherewater is to I>ediverted from a well, a tunnel,or drain, the source should be designated as "tindergroumiWater" In II.e
first apace and tilt remainliign¡,area shutsid be left blank. U the source la a strcarii, a spring, a springarea, or a dralta,no Indicate in the first
space, giving its naine, if named, and in tilt remaining siseren,designate Ille stream channels to which it is tributary,even Ihnuub tlwwater
rusy sink, evaporate, or be diverird before reaching said channels, if water frorn a spring flotvs in a natural surface channel Setorebeing
diverted, the direct source should be designated as a sticam and not a spring.

8. The point of diversion from the source is in.............. ,9.c.0.Ÿ.i.9.Ÿ.................County,situatedat a point'
West900 ft. South 1100ft, from ES.Cor. Sec. 15.,T45.g.R2W,USB&M

*Note.-The point of diversion niiint he toested definittiv by courso and distance or by the distances north or south, analeut or
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NE¼SEkSec. 1 T4S R2W,USBAM
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.1

t i tl I 1. . . f er acre.
feet of water and .........?.n.9............ second fcct and| or acre feet will be returned to thn natural
sticain vi suutt e at a polut alcavilucd as follows:



9Page No.2 EXPLANATORY

The following additional facts are setforth in order todefinemoreele rly the full purposeof thepro-

posed application: .

(Use page 4 if additional oxpinnatory is neidad.)

The quantity of water sought to be approprinter\18limited to t whic

can be betteticially used for the p.urpose here r

Sign urn of Appliermt*

*lf applicant is a corpokation or otitet organization, bisna'ture must be thoname of such corporation or organization

by its proper officer, or in the nome of the partnership by one of the partners, and the names of the other phr(Hern Shall

bo Heted. If a corporation or partnership, the affidavit below need not be filled in. If there is moro than one opgilekitt,

a power of attorney, authorizing one to act for all, abould accompany the Application,

DECLARATION OF CITIZENSHIP

STATI¾ OF UTAH,
County of........................ ........ .....

On the .................,0.....................day ....
.ALt.. : ..... ....,.....

................. . 10 , w•ruunnuy appeared before me, n

notary pubbe for the State of Utah ho, on o th, deciated that he n a cuigen of the United States,

n. or has declared his Intention to bec a '
,e

My commissionexpirea:

(BBAL
tiotary
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 12/08/94 API NO. ASSIGNED: 43-047-32610

WELL NAME: BALCRON MONUMENT STATE 22-2
OPERATOR: EQUITABLE RESOURCES (N9890)

PROPOSED LOCATION: INSPECT LOCATION BY: 01/05/95
SENW 02 - TO9S - R17E
SURFACE: 1980-FNL-1980-FWL TECH REVIEW Initials Date
BOTTOM: 1980-FNL-1980-FWL
UINTAH COUNTY Engineering
EIGHTMILE FLAT NORTH FIELD (590)

Geology
LEASE TYPE: STA
LEASE NUMBER: ML-45555 Surface

PROPOSED PRODUCING FORMATION: GRRV

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3. Unit:
y Bond: Federal [ ] State [

¶^Fee
[ ]

¯¯

(Number og76 )
_

R649-3-2. General.

// Potash (Y/N)
Oil shale (Y/N) R649-3-3. Exception.

y Water permit
(Number Ñ7-/bŸ )

__

Drilling Unit.

g RDCC Review (Y/N) Board Cause no:
(Date: ) Date:

COMMENTS:

STIPULATIONS: ONFIDFNT

PERIOD
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O O
STATE OF UTAH

Operator: EQUITABLE RESOURCES j Well Name: BALCRON MON. BTATE 2

Project ID: 43-047-32610 Location: SEC. 02 - TO98 - R17E

Design Parameters: Design Factors:
Mud weight ( 8.80 ppg) : 0.457 psifft Collapse : 1.125
Shut in surface pressure : 2318 psi Burst : 1.00
Internal gradient (burst) : 0.057 psi/ft 8 Round : 1.80 (J)
Annular gradient (burst) : 0.000 psi/ft Buttress : 1.60 (J)
Tensile load is determined using buoyed weight other : 1.50 (J)
Service rating is "Sweet** Body Yield : 1.50 (B)

Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (lb/ft) (feet) (in.)

1 5,800 5.500 15.50 K-55 ST&C 5,800 4.825

Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.

(psi) (psi) (psi) (psi) (kips) (kips)

1 2651 4040 1.524 2651 4810 1.81 77.80 222 2.85 J

Prepared by : FRM, Salt Lake City, UT
Date : 12-19-1994
Remarks :

Minimum segment length for the 5,800 foot well is 1,000 feet.
SICP is based on the ideal gas law, a gas gravity of 0.69, and a mean gas

temperature of 103°F (Surface 74°F
, BHT 132°F & temp. gradient 1.000°/100 ft.)

The mud gradient and bottom hole pressures (for burst) are 0.457 psi/ft and
2,651 psi, respectively.

NOTE: The design factors used in this casing string design are as shown above. As a general guide-

line, Lone Star Steel recommends using minimum design factors of 1.125 - Collapse (with
evacuated casing), 1.0 - Burst, 1.8 - 8 Round Tension, 1.6 - Buttress Tension, and 1.5 - Body
Yield. Collapse strength under axial tension was calculated based on the Westcott, Dunlop and
Kemler curve. Engineering responsibility for use of this design will be that of the purchaser.

Costs for this design are based on a 1987 pricing model. (Version

O O
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32- EQUITABLE RESOURCES ENERGY
12 * BALCRON OILDIVISION

BALCRON MONUMENT STATE:
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EQUITABLE RESOURCEŠ ENERGY
BALCRON CIL DIVISION :
BALCRON IVONUMENT STATE :
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g g
EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION
1601 Lewis Avenue Office: (406) 259-7860

P.O. Bo× 21017 FAX: (406) 245-1365

Billings, MT 59104 FAX: (406) 245-1361

December 9, 1994

Mr. Mike Hebertson
State of Utah
Division of Oil, Gas & Mining
355 West North Temple
Salt Lake City, UT 84180

Dear Mr. Hebertson:

RE: Balcron Monument State #22-2
SE NW Section 2, T9S, R17E
Uintah County, Utah

Attached is a new Application for Permit to Drill cover page for
the referenced permit. This is being submitted to replace the
original page that was submitted since the footages were
inadvertently left off the original.

Thank you very much for calling this to my attention.

Sincerely,

Bobbie Schuman
Regulatory and Environmental Specialist

/hs
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g 6FORM 3 STATE OF UTAH

DIVISION OF OIL, GAS AND MINING
5. Lease Designation and Serial Number:

State #ML-45555

APPLICATION FOR PERMIT TO DRILL ÖR DÉÈ idian,Allottee or Tribe Name:

1A. Type of Work: DRILLQ DEEPEN O "a
Agreernent Narne.

B. Type of weli: OILE GAS OTHER: SINGLE ZONE MULTIPLEZONE 6. Farm or Lease Name:

Balcron MonumentState
2. Name of Operator:

9. Well Number:
Equitable Resources Energy Company, Balcron Oil Division #22-2

3. Address and Telephone Num to. Field and Pool, or Wildcat:P.O. Box 21017; Billings, MT 59104 (406) 259-7860 Undesignated/GreenRiver
4. Location of Well (Footages)

11. Qtr/Qtr, Section, Township, Range, Meridian:
^**""'C'= SE NWSection 2, T9S, R17E 1980' FNL, 1980' FWL SE NW2, T9S, R17EAt Proposed Producing 2one:

14. Distance in miles and direction from nearest town or post office: 12. County: 13. State:Approximately 11 miles southeast of Myton, Utah Uintah \15. Distance to nearest 16. Number of acres in lease: 17. Number of acres assigned to this well:property or lease line (feet):

18. Distance to nearest well, ddlling, 19. Proposed Depth: 20. Rotary or cable tools:completed, or applied for, on this tease feet):
5, 800 ' Rota ry

21. Elevalions(showwhether DF, RT, GA, etc.): 22. Approximatedate workwillstart:5047.36' GL 2/1/95
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE GRADE, SIZE OF CASING WEIGHT PER FOOT BETTING DEPTH QUANTITYOF CEMENT

See attached Drilling Progrart and Casing Design for details.

DESCAISE PAOPOSED PAOGRAM: if proposal is to deepen, give data on present productive zone and proposed new productive zone. If proposal is to ddll or deepen directionally, give pertinent data onsubsudace locations and measured and true vertical depths. Give blowout preventer program, if any.

Operator intends to drill this well in accordance with the attached Drilling Programand Casing Design. Also attached are the survey plat, rig layout, B0PE diagram, cutand fill diagram, and topo maps. Drilling water source permit is also attached.
Access is on State Lands as well. If any type of right-of-way is necessary for thataccess, please consider this the application.

An archeological survey has been ordered and will be submitted as soon as it is
received.

24.

Name&S nature me: Environmental Specialist oat.: 12/9/94

LL SPAO \!G'
(1\93) (See Instructions on Reverse

g 6FORM 3 STATE OF UTAH

DIVISION OF OIL, GAS AND MINING
5. Lease Designation and Serial Number:

State #ML-45555

APPLICATION FOR PERMIT TO DRILL ÖR DÉÈ idian,Allottee or Tribe Name:

1A. Type of Work: DRILLQ DEEPEN O "a
Agreernent Narne.

B. Type of weli: OILE GAS OTHER: SINGLE ZONE MULTIPLEZONE 6. Farm or Lease Name:

Balcron MonumentState
2. Name of Operator:

9. Well Number:
Equitable Resources Energy Company, Balcron Oil Division #22-2

3. Address and Telephone Num to. Field and Pool, or Wildcat:P.O. Box 21017; Billings, MT 59104 (406) 259-7860 Undesignated/GreenRiver
4. Location of Well (Footages)

11. Qtr/Qtr, Section, Township, Range, Meridian:
^**""'C'= SE NWSection 2, T9S, R17E 1980' FNL, 1980' FWL SE NW2, T9S, R17EAt Proposed Producing 2one:

14. Distance in miles and direction from nearest town or post office: 12. County: 13. State:Approximately 11 miles southeast of Myton, Utah Uintah \15. Distance to nearest 16. Number of acres in lease: 17. Number of acres assigned to this well:property or lease line (feet):

18. Distance to nearest well, ddlling, 19. Proposed Depth: 20. Rotary or cable tools:completed, or applied for, on this tease feet):
5, 800 ' Rota ry

21. Elevalions(showwhether DF, RT, GA, etc.): 22. Approximatedate workwillstart:5047.36' GL 2/1/95
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE GRADE, SIZE OF CASING WEIGHT PER FOOT BETTING DEPTH QUANTITYOF CEMENT

See attached Drilling Progrart and Casing Design for details.

DESCAISE PAOPOSED PAOGRAM: if proposal is to deepen, give data on present productive zone and proposed new productive zone. If proposal is to ddll or deepen directionally, give pertinent data onsubsudace locations and measured and true vertical depths. Give blowout preventer program, if any.

Operator intends to drill this well in accordance with the attached Drilling Programand Casing Design. Also attached are the survey plat, rig layout, B0PE diagram, cutand fill diagram, and topo maps. Drilling water source permit is also attached.
Access is on State Lands as well. If any type of right-of-way is necessary for thataccess, please consider this the application.

An archeological survey has been ordered and will be submitted as soon as it is
received.

24.

Name&S nature me: Environmental Specialist oat.: 12/9/94

LL SPAO \!G'
(1\93) (See Instructions on Reverse



TOS, Rf7E, S.L.B.&M.
EçutrARLFRisovReis Ext20Y co.

NS9 30'20"W - 2647.59' (Meas.) N89 58'00"E - 2640.00' (G.L.O.)
WELL LOCATION, BALCRON MONUMENTSTATE#22-2, LOCATED AS SHOWN IN THE SE 1/4
NW 1/4 OF SECTION 2, T9S, R17E, S.L.B.&M.
UINTAH COUNTY, UTAH.

HELLLOCA710N:
BÆ CRON MOHUMEHT

1980' S7A 7E /22-2 '

ELEV UNGRADED GROUND = 5047. J6'

o
OLAND

THIS IS TO CERTIFY T A S
PREPARED FROM FIEL OF AC YS

--- MADE BY ME OR UN WPERVfSI ( AT
THE SAME ARE TRU ORRECT TO T SE OF
MY KNOWLEDGEAND ELI . STACY W.

TEWART

RE RE Ng
RE TRATIO .

ST OF UTA

TRISTATEIANDSURVEYIE& CONSULTIES89°57'58"W
- 2644.35' (Meas.) S89 59'00"E - 2641.98' (Meas.)

38 EAST 100 NORTH, VERNAL, UTAH 84078
(801) 781-2501

= SECTION CORNERS LOCATED
SCALE: 1" = 1000' SURVEYED BYG.S. S.S.

BASIS OF BEARINGS; G.L.O. DATED 1909 DATE: 11-14-94 WEATHER: COOL
BASIS OF ELEV; U.S.G.S. 7-1/2 min QUAD (PARIETTE DRAW SW)

NOTES: FILE
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O O
O State of Utah

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

Michael O. Leavitt
355 West North Temple

Govemor 3 Triad Center, Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)

Division Director 801-538-5319 (TDD)

December 19, 1994

Equitable Resources Energy Company
P.O. Box 21017
Billings, Montana 59104

Re: Balcron Monument State #22-2 Well, 1980' FNL, 1980' FWL, SE)$W, Sec. 2, T. 9
S., R. 17 E., Uintah County, Utah

Gentlemen:

Pursuant to Utah Admin. R. 649-3-2, Location and Siting of Wells and Utah
Admin. R. 649-3-4, Permitting of Wells to be Drilled, Deepened or Plugged-Back,
approval to drill the referenced well is hereby granted.

In addition, the following specific actions are necessary to fully comply with this
approval:

1. Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil
and Gas Conservation General Rules.

2. Notification to the Division within 24 hours after drilling operations
commence.

3. Submittal of Entity Action Form, Form 6, within five working days following
commencement of drilling operations and whenever a change in operations
or interests necessitates an entity status change.

4. Submittal of the Report of Water Encountered During Drilling, Form 7.

5. Compliance with the requirements of Utah Admin. R. 649-3-20, Gas Flaring
or Venting, if the well is completed for production.

6. Prompt notification prior to commencing operations, if necessary, to plug
and abandon the well. Notify Frank R. Matthews, Petroleum Engineer,
(Office) (801)538-5340, (Home) (801)476-8613, or K. Michael Hebertson,
Reclamation Specialist, (Home)
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Page 2
Equitable Resources Energy Company
Balcron Monument State #22-2 Well
December 19, 1994

This approval shall expire one year after date of issuance unless substantial and
continuous operation is underway or a request for an extension is made prior to the
approval expiration date. The API number assigned to this well is 43-047-32610.

Sincerely,

Associate Director

Idc
Enclosures
cc: Uintah County Assessor

Bureau of Land Management, Vernal District Office
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BALCRON OI L

Monument State #22-2
47-0 17 - N (o / 0

SE NW Section 2 , TSS, R17E, SLB&M

Uintah County, Utah

PALEONTOLOGY REPORT

WELLPAD LOCATION AND ACCESS ROAD

CONFlDENTIAL
BY

ALDEN H. HAMBLIN
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RESULTSOF PALEONTOLOGYSURVEYAT BALCRONMONUMENTSTATE #22-2, SE NWSection
2, T9S, R17E, SLB&M,UINTAHCOUNTY,UTAH.

Description of Geology and Topography-

This well location is 9 miles south and 4 miles east of Myton, Utah. The road
is .3 mile long and goes northeast from an existing road. It drops off the
bench over a sandy hill. The wellpad sits on the south side of a badlands
area with badlands on the west, north and east of the we11pad. The wellpad
has a covering of dark brown angular sandstone rock fragments ranging from 1/2
inch to nearly 1 foot.

All rock outcrops in the general area are of the Upper Eocene Uinta Formation,
known for its fossil vertebrate fauna of mammals, turtles, crocodilians, and
occasional fish remains and plant impressions.

Paleontological material found -

There is a turtle shell fragment here and there across the wellpad. A dozen
or so poorly preserved turtle shell fragments have weathered from the dark
brown sandstone 120 feet 305 degrees northwest of the center stake.

Recommendations-

The turtle shell material found here appears to besfragmental and poorly
preserved.

No recommendations are made for this access road or wellpad.
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PALEONTOLOGYLOCALITY State Local. No. 42 UN 890V
Data Sheet Agency No. Balcron Oil

Temp. No Monument State #22-2
1. Type of locality OtherInvertebrate Plant Vertebrate X Trace
2. Formation: UINTA Horizon: Lower U. (B) Geologic Age: Late Eocene
3. Description of Geology and Topography: The proposed access road drops off the bench over asandy hill. The wellpad sits on the south side of a badlands area with badlands on the west, north andeast of the we11pad. The wellpad has a covering of dark brown angular sandstone rock fragments rangingfrom 1/2 inch to nearly 1 foot.

Rocks in the area are composed of interbedded mudstone, and sandstone. Rock outcrops on upper canyonwalls are Upper Eocene Uinta Formation, known for its fossil vertebrate fauna of mammals, turtles,crocodilians, and occasional fish remains and plant impressions.

4. Location of Outcrop: This well location is 9 miles south and 4 miles east of Myton, Utah.

5. Map Ref. USGS Quad Pariette Draw SW, Utah Scale 7.5 Min Edition 1964
SW/NW of SW1/4 of NW1/4 of Sectn 2 T 9 S R 17E Meridn SLB

6. State: UTAH County: UINTAHCOUNTY BLM/FS District: VERNAL-DIAMONDMT.
7. Specimens Collected and Field Accession NO. NONE

8. Repository:

9. Specimens Observed and Disposition: There is a turtle shell fragment here and there acrossthe we11pad. A dozen or so poorly preserved turtle shell fragments have weathered from the dark brownsandstone 120 feet 305 degrees northwest of the center stake.

10.0wner: US
Private State X BLM FS NPS IND MIL OTHR

11.Recommendations for Further Work or Mitigation: NONE

12.Type of Map Made by Recorder:

13.Disposition of Photo Negatives:

14.Published References: Hamblin, A. H., 1992, Paleontology Report on the Monument Butte EA StudyArea, for Mariah Associates, Laramie, Wyoming.

Hamblin, A. H., 1987, Paleogeography and paleoecology of the Myton Pocket, Uinta Basin, Utah (UintaFormation - Upper Eocene): BYU Geology Studies vol. 34, no. 1, p. 33-60.

Hamblin. A. H., 1994, Paleontology Report on the Monument Butte Expansion Study Area, for MariahAssociates, Laramie, Wyoming.

15.Remarks:

16.Sensitivity: Critical Significant Important X Insi.gnificant
17.Recorded by: Alden Hamblin, Date: December 5, 1994
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ABSTRACT

An intensive cultural resource evaluation has been conducted for Balcron Oil Company
of nine proposed well locations and access routes (Balcron Federal wells #12-20Y, 31-19Y, 32-
19Y, 42-19Y; Balcron Monument State wells #13-2, #12-2, #22-2, #34-2 and #23-2). These
evaluated locations are situatedon Utah State and federally administered lands located in the
Pariette Bench locality of Duchesne and Uintah Counties, Utah. This evaluation involved a total
of 99.23 acres, of which 75 acres are associated with the well pads and an additional24.23 acres
are associated with seven accessroad rights-of-way. These evaluations were conducted by F.R.
Hauck and Glade Hadden of AERC on December 6 and 12, 1994.

No previouslyrecorded significantor National Register eligiblecultural resources will
be adverselyaffectedby the proposed developments.

No newly identified cultural resource activity loci of either historic or prehistoric origin
were discoveredand recorded during the examinations.

Several isolated, non-diagnostic artifacts were noted during the investigations.

AERC recommends project clearance based on adherence to the stipulations noted in the
final section of this report.
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GENERALINFORMATION

On December 6 and 12, 1994, AERC archaeologists F.R. Hauck and Glade Hadden
conducted an intensive cultural resource evaluation for Balcron Oil Company of Billings
Montana. This examination involved nine proposedwell locations (Balcron Federal Units 12-
20Y, 31-19Y, 32-19Y and 42-19Y; Balcron Monument StateUnits 13-2, 12-2, 22-2, 34-2 and
23-2) and associated access roads. The project area is in the, Castle Peak Draw and Eight Mile
Flat locality south east of Myton, Utah (see Map 1). A total of 99.23 acres was examined which
include55.75 acres associated with the Federal well pads and access routes situated on federal
lands administered by the Vernal District of the Bureau of Land Management, Diamond
Mountain Resource Area, Vernal, Utah. An additional 43.48 acres are associated with the State
well pads and access routes situated in a State Section administered by the Utah Division of State
Lands and Forestry.

The purpose of the field study and this report is to identify and document cultural site
presence and assessNational Register potential significance relative to established criteria (cf.,
Title 36 CFR 60.6). The proposed development of these well locations and associated access
routes requires an archaeological evaluation in compliancewith U.C.A. 9-8-404, the Federal
Antiquities Act of 1906, the Reservoir Salvage Act of 1960-as amended by P.L. 93-291, Section
106 of the National Historic Preservation Act of 1966-as amended, the National Environmental
Policy Act of 1969, the Federal Land Policy and Management Act of 1979, the Archaeological
Resources Protection Act of 1979, the Native American Religious Freedom Act of 1978, the
Historic Preservation Act of 1980, and Executive Order 11593.

In addition to documenting cultural identity and significance, mitigation recommendations
relative to the preservationof cultural data and materials can be directed to the Bureau of Land
Management, Vernal District Office and to the State Antiquities Section.

Project Location

The project location is in theCastle Peak Draw locality of Duchesne and Uintah Counties,
Utah, and the Eight Mile Flat locality of Uintah County. All of the evaluated wells and access
routes are situated on the Pariette Draw SW 7.5 minute topographicquad (see Maps).

Balcron Federal #12-20Y is situated in the SW quarter of the NW quarter of Section 20,
Township 9 South, Range 18 East SLBM, togetherwith ca. 0.4 miles of access route (see Map
2).

Balcron Federal #31-19Y is situated in the NW quarter of the NE quarter of Section 19,
Township 9 South, Range 18 East SLBM, togetherwith ca. 0.3 milesof access route (see Map
2).

Balcron Federal #32-19Y is situated in the SW quarter of the NE quarter of Section 19,
Township 9 South, Range 18 East SLBM, togetherwith ca. 0.3 miles of access route (see Map
2).
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Balcron Federal #42-19Y is situated in the SE quarter of the NE quarter of Section 19,
Township 9 South, Range 18 East SLBM, togetherwith ca. 0.3 miles of access route (see Map
2).

Balcron Monument State Unit # 13-2 is situated in the NW quarter of the SW quarter of
Section 2, Township 9 South, Range 17 East SLBM (see Map 3).

Balcron Monument State Unit # 12-2 is situated in the SW quarter of the NW quarter of
Section 2, Township 9 South, Range 17 East SLBM, together with .1 miles of accessroute (see
Map 3).

Balcron Monument State Unit # 22-2 is situatedin the SE quarter of the NW quarter of
Section 2, Township 9 South, Range 17 East SLBM, together with .3 miles of access route (see
Map 3).

Balcron Monument State Unit # 34-2 is situatedin the SW quarter of the SE quarter of
Section2, Township 9 South, Range 17 East SLBM, togetherwith .3 milesof access route (see
Map 3).

Balcron Monument State Unit # 23-2 is situated in the NE quarter of the SW quarter of
Section 2, Township 9 South, Range 17 East SLBM (see Map 3).

Environmental Description

The project area is within the 5000 to 5200 foot elevation zone above sea level. Open
rangeland terrain and eroded Eocene lakebed surfacesare associatedwith the project localities.

The vegetation in the project area includes Chrysothamnus spp. Artemisia spp.,
Sarcobatus vermicu1atus, Ephedra viridis, Cercocarpus spp. Atriplex canescens,and a variety of grasses.

The geological associationswithin the project area consistof fluvial lake depositswhich
correlate with the Uinta Formation which is of Tertiary age.

PREVIOUSRESEARCHIN THELOCALITY
File Search

A records search of the site files and maps at the Antiquities Section of the State Historic
Preservation Office in Salt Lake City was conducted on December 19, 1994. A similar search
was conducted in the Vernal District Office of the BLM on December 12, 1994. The National
Register of Historic Places has been consulted and no registered historic or prehistoric properties
will be affected by the proposed developments.
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A variety of known cultural sites are situated in the Monument Buttes / Castle PeakDrawl Eight Mile Flat/ Pariette Draw localities. Many of these prehistoric resources wereidentifiedand recorded by AERC during the Mapco River Bend survey (Hauck and Norman1980). Other sites have been located and recorded by AERC and other archaeologists andconsultants during oil and gas exploration inventories (cf. Fike and Phillips 1984, Hauck andWeder 1989).

Prehistory and liistory of the Cultural Region
Currently available information indicates that the Northern Colorado Plateau CulturalRegion has been occupied by a variety of cultures beginningperhaps as early as 10,000 B.C.

These cultures, as identifiedby their material remains, demonstratea cultural developmentalprocess that beginswith the earliest identified Paleoindian peoples (10,000 -- 7,000 B.C.) andextends through the Archaic (ca. 7,000 B.C. -- A.D. 300), and Formative (ca. A.D. 400 --

1100)Stages, and theLate Prehistoric-Protohistoric periods (ca. A.D. 1200 -- 1850) to concludein the Historic-Modern period which was initiated with the incursion of the Euro-American
trappers, explorers, and settlers. Basically, each cultural stage -- with the exception of the Late
Prehistoric hunting and gathering Shoshonean bands -- features a more complex life-way andsocial order than occurred during the earlier stage of development (Hauck 1991:53). For amore comprehensive treatmentof the prehistory and history of this region see Archaeological
Evaluations in the Northern Colorado Plateau Cultural Area (Hauck 1991).

Site Potential in the Pro,iect Development Zone

Previous archaeological evaluations in the general project area have resulted in the
identificationand recording of a variety of cultural resourcesiteshavingeligibilityfor potential
nominationto the National Register of Historic Places (NRHP). The majorityof thesesitesarelithicscatters containing cobble reduction materials. Many of thesequarry sitesare of the "Tapand Test" variety, and extend for tens or hundreds of meters. Open occupationsare also
frequently being identified in this locality. Sites associated with the open rangeland generally
appear to have been occupied during the Middle Plains Archaic Stage withoccasional indications
of Paleoindian activitybased on the recovery of isolated Plano style projectile points. The north-
south drainage canyons appear to contain the majority of Late Prehistoric (Numa) sitesprobablybecause those canyon floors were transportationcorridors and convenient pastures for the Ute
horse herds. Evidence of Formative Stage occupation, i.e., Fremont, is rarely observed in the
rangeland environment but is common within the Green River and White River canyons and their
primary tributary canyons.

Site densityin certainportions of the region appears to range from one to four sites per
section. These densities increase in the canyon bottoms due to Ute rock art loci. Recent
evaluationsindicate that the site densities may reach 8 to 12 sitesper sectionin certain localities
on the upper bencheswhich were apparentlyfavored for hunting, lithic resource procurement,
and camping. Prehistoric sites on the rangeland benchesappear to be associatedwith water
coursesand aeolian deposits.
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Evaluations in the Northern Colorado Plateau Cultural Area (Hauck 1991).

Site Potential in the Pro,iect Development Zone
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identificationand recording of a variety of cultural resourcesiteshavingeligibilityfor potential
nominationto the National Register of Historic Places (NRHP). The majorityof thesesitesarelithicscatters containing cobble reduction materials. Many of thesequarry sitesare of the "Tapand Test" variety, and extend for tens or hundreds of meters. Open occupationsare also
frequently being identified in this locality. Sites associated with the open rangeland generally
appear to have been occupied during the Middle Plains Archaic Stage withoccasional indications
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south drainage canyons appear to contain the majority of Late Prehistoric (Numa) sitesprobablybecause those canyon floors were transportationcorridors and convenient pastures for the Ute
horse herds. Evidence of Formative Stage occupation, i.e., Fremont, is rarely observed in the
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FIELD EVALUATIONS

Methodology

Intensive evaluations consisted of the archaeologists walking a series of 10 to 20 meter-
wide transectsacross a 10 acre area associated with each ten acre well pad area on Federal lands,and with a seven acre well pad buffer zone on State lands. Access routes are evaluated by thearchaeologists walking a pair of 10 to 15 meter-wide transects on either side of the flagged accessroute rights of way. Thus, a 30 meter-wide or 100 foot-wide corridor (ca. 24.23 acres) wasexaminedfor the various proposed access roads, in addition to the 75 acres inventoried on thewell pads.

Observation of cultural materials results in intensiveexaminations to determine thenatureof the resource (isolateor activity locus). The analysis of each specificcultural site results inits subsequentlybeingsketched,photographed, and appropriately recorded on standardIMACSforms. Culturalsitesare then evaluated for significance utilizing the standards described belowand mitigation recommendations are considered as a means of preserving significant resourceswhich may be situated within the development zone.

Site Significance Criteria

Prehistoric and historic cultural sites which can be considered as eligible for nominationto the National Register of Historic Places have been outlined as follows in the National
Register's Criteria for Evaluation as established in Title 36 CFR 60.6:

The quality of sigmyicanceinAmerican ... archaeology ... and culture is
present in ... sites ... that possess integrityof location,design,setting,materials,
workmanship,feeling,and association and:
a. That are associated with events that havemadea sigmyicantcontribution to the
broad patterns of our history; or
b. that are associated with the lives of persons sigmyicantin our past; or
c. that embody the distinctivecharacteristics of a type, period, or method of
construction ... ; or
d. that have yielded, or may be likelyto yield, information important in prehistory
or history.

In addition to satisfying one or more of these general conditions, a significant cultural
resource site in Utah will generally be considered as being eligible for inclusion in the National
Register if it should advance our current state of knowledge relating to chronology, cultural
relationships, origins, and cultural life ways of prehistoric or historic groups in the area.

In a final review of any site's cultural significance, the site must possess integrity and at
least one of the above criteria to be considered eligible for nomination to the National Record
of Historic Places.
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Results of the Inventory

No prehistoric or historic cultural resource activity loci were observed and recorded
during the archaeologicalevaluations.

No previously identified and recorded significantor National Register sites were notedor recorded during the survey.

No diagnostic isolated artifacts were observed and recorded during the evaluation. Two
non-diagnostic toolswere noted in the area of Monument State well 23-2 and one on the access
route into Monument State well 34-2. These tools were all simple choppersconstructedby
bifaciallyremoving several flakes from one end of a hand-sized cobble. In all three cases, the
toolswere found near the breakof hills at the emergence of drainages. The occurrence of these
tools fits a previously noted pattern, and may be related to the ambush hunting and subsequent
butchering of large game animals, possibly during the Archaic period. A detailed evaluation ofthe locality failed to yield any identifiable features or cultural contexts that would demonstrate
the presence of an archaeological locus.

CONCLUSIONANDRECOMMENDATIONS

No known significant cultural resources will be adversely impacted during the
development and operation of the Balcron Well Units as evaluated during this AERC project.

AERC recommends thata cultural resource clearance be granted to Balcron Oil Company
relative to the development of theseproposed drilling locations and the associated access routes
based upon adherence to the following stipulations:

1. all vehicular traffic, personnel movement, construction and restoration operations
should be confined to the flagged areas and corridors examined as referenced in this
report, and to the existing roadways;

2. all personnel should refrain from collecting artifacts and from disturbing any
significant cultural resources in the area; and

3. the authorized official should be consulted should cultural remains from subsurface
deposits be exposed during construction work or if the need arises to relocate or
otherwise alter the location of the explorationarea.

F. Richard Hauck, Ph.D.
President and Principal Investigator
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United States Department of the Interior
BUREAU OF LAND MANAGEMENT

Vernal District Office
IN REPLYREFER TO

170South500East
Vernal, Utah 84078-2799 2800

UTU-71294
(U-082)

Tammy Searing
Division of Oil, Gas and Mining
355 West North Temple
Three Triad Center, Suite 350
Salt Lake City, Utah 84180-1203

Dear Ms. Searing:

This is in reference to State mineral lease 45555, located in T. 9 S.,
R. 17 E., Section 2. Equitable Resources Energy Company has secured a Federal
right-of-way from our office for access to wells #12-2, #13-2, #22-2 and
#23-2. We have enclosed a copy of the right-of-way document for your
information and files.

We request that you notify our office of any future changes in the status of
these wells so that our records can be updated and the right-of-way terminated
if necessary. Please reference our right-of-way serial number UTU-71294 in
any future correspondence concerning these wells. Should you have any
questions concerning this matter, please contact Cindy McKee of our office at
(801) 781-4434. We thank you for your cooperation.

erely,

Ron Trog ad
Area Manager
Diamond Mountain Resource Area

Enclosure:
As
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JAN18 595

FORM 2800-14 Issuing Office
(August 1985) Vernal District

Diamond Mountain Resource Area

UNITED STATES
DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

RIGHT-OF-WAY GRANT

SERIAL NUMBER UTU-71294

1. A right-of-way is hereby granted pursuant to Title V of the Federal
Land Policy and Management Act of 1976 (90 Stat. 2776; 43 U.S.C.
1761).

2. Nature of Interest:

a. By this instrument, the holder:

Equitable Resources Energy Company
Box 21017
Billings, Montana 59104

receives a right to construct, operate, maintain, and terminate
an existing road to access state wells, Oil & Gas Mineral Lease
ML-45555, on public lands described as follows:

T. 9 S., R. 17 E., SLB&M
Sec. 3, SE¼NE¼.

b. The right-of-way area granted herein is 30 feet wide, 1,580 feet
long and contains 1.09 acres, more or less.

c. This instrument shall terminate December 31, 2025, unless, prior
thereto, it is relinquished, abandoned, terminated, or modified
pursuant to the terms and conditions of this instrument or of any
applicable Federal law or regulation.

d. This instrument may be renewed. If renewed, the right-of-way
shall be subject to the regulations existing at the time of
renewal and any other terms and conditions that the authorized
officer deems necessary to protect the public interest.

e. Notwithstanding the expiration of this instrument or any renewal
thereof, early relinquishment, abandonment, or termination, the
provisions of this instrument, to the extent applicable, shall
continue in effect and shall be binding on the holder, its
successors, or assigns, until they have fully satisfied the
obligations and/or liabilities accruing herein before or on
account of the expiration, or prior termination, of the
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3. Rental:

For and in consideration of the rights granted, the holder agrees to
pay the Bureau of Land Management fair market value rental as
determined by the authorized officer unless specifically exempted from
such payment by regulation. Provided, however, that the rental may be
adjusted by the authorized officer, whenever necessary, to reflect
changes in the fair market rental value as determined by the
application of sound business management principles, and so far as
practicable and feasible, in accordance with comparable commercial
practices. Rental payments, if applicable, should be mailed to the
following address:

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, Utah 84078

4. Terms and Conditions:

a. This grant is issued subject to the holder's compliance with all
applicable regulations contained in Title 43 Code of Federal
Regulations part 2800.

b. Upon grant termination by the authorized officer, all
improvements shall be removed from the public lands within 90
days, or otherwise disposed of as provided in paragraph (4)(c) or
as directed by the authorized officer.

c. The stipulations, plans, maps, or designs set forth in Exhibit
"A", dated January 6, 1995, attached hereto, are incorporated
into and made a part of this grant instrument as fully and
effectively as if they were set forth herein in their entirety.

d. Failure of the holder to comply with applicable law or any
provision of this right-of-way grant shall constitute grounds for
suspension or termination thereof.

e. The holder shall perform all operations in a good and workmanlike
manner so as to ensure protection of the environment and the
health and safety of the public.

f. The holder shall construct, operate, and maintain the facilities,
improvements, and structures within this right-of-way in strict
conformity with the application submitted on December 16, 1994.
Any relocation, additional construction, or use that is not in
accord with the approved plan of development shall not be
initiated without the prior written approval of the authorized
officer. Noncompliance with the above will be grounds for an
immediate temporary suspension of activities if it constitutes a
threat to public health and safety or the
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into and made a part of this grant instrument as fully and
effectively as if they were set forth herein in their entirety.

d. Failure of the holder to comply with applicable law or any
provision of this right-of-way grant shall constitute grounds for
suspension or termination thereof.

e. The holder shall perform all operations in a good and workmanlike
manner so as to ensure protection of the environment and the
health and safety of the public.

f. The holder shall construct, operate, and maintain the facilities,
improvements, and structures within this right-of-way in strict
conformity with the application submitted on December 16, 1994.
Any relocation, additional construction, or use that is not in
accord with the approved plan of development shall not be
initiated without the prior written approval of the authorized
officer. Noncompliance with the above will be grounds for an
immediate temporary suspension of activities if it constitutes a
threat to public health and safety or the



IN WITNESS WHEREOF, The undersigned agrees to the terms and conditions of
t ht f·-way grant.

(Signature of Holder) (Sign ure of Authorized
/ Officer)

Area Manager,
Regulatory and Environmental Specialist Diamond Mountain Resource Area

(Title) (Title)

January 9, 1995
(Date) (Effective Date of

IN WITNESS WHEREOF, The undersigned agrees to the terms and conditions of
t ht f·-way grant.

(Signature of Holder) (Sign ure of Authorized
/ Officer)

Area Manager,
Regulatory and Environmental Specialist Diamond Mountain Resource Area

(Title) (Title)

January 9, 1995
(Date) (Effective Date of



EXHIBIT 'A' January 6, 1995

Right-of-Way UTU-71294
BLM Maintained Road go
Road on State



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: EQUITABLE RESOURCES

Well Name: MONUMENT STATE 22-2

Api No. 43-047-32610

Section 2 Township 9S Range 17E County UINTAH

Drilling Contractor UNION

Rig # 17

SPUDDED: Date 3/6/95

Time

How ROTARY

Drilling will commence

Reported by D. HACKFORD-DOGM

Telephone #

Date: 3/7/95 Signed:

DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: EQUITABLE RESOURCES

Well Name: MONUMENT STATE 22-2

Api No. 43-047-32610

Section 2 Township 9S Range 17E County UINTAH

Drilling Contractor UNION

Rig # 17

SPUDDED: Date 3/6/95

Time

How ROTARY

Drilling will commence

Reported by D. HACKFORD-DOGM

Telephone #

Date: 3/7/95 Signed:



FORM o ST^ OF UTAH

DIVISION OF , GAS AND MINING
5. Lease Designation and Serial Number:

Kr45555
0 if Igdian, Allottee or Tribe Name:SUNDRY NOTICES AND REPORTS ON WELLS gy
7. UnitAgreement Name:Do not use this form for proposals to drill new wells, deepen existing wells, or to reenter plugged and abandoned wells. IUse APPUCATIONFOR PERMlT TO DAIU.OR DEEPEN tormfor such proposals. Og
8. WellName and Number:1. Type of Well: OIL GAS O OTHER:
Baleran MXurmt State #22-2

2. Name of Operator: 9. API Well Number:

Fauitable Rescucces Rermr raignv, FaleronOil Division 4'HA7-32610
3. Address and Telephone Number: 10. Fleid and Pool, or Wildcat:

1601 I.ewis Avenue, Rillinop, ME 59102 (406) 259-7860 Undesigated/GreenRiver
4. Location of Well

Footages: t County: Und
oo, s.o..T.,n.,u.: SE NJ Section 2, T9S, R17E stat.: y

"· CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
NOTICE OF iNTENT SUBSEQUENT REPORT

(Submit in Duplicate) (Submli Original Form Only)

O Abandon O New Construction O Abandon O New Construction
O Repair casing O Pull or After casing O Repair Casing O Pull or Alter Casing
O Change of Plans O Recomplete O Change of Plans O Reperforate
O convertto Injection O Reperforate O Convert to Injection O Vent or Flare
O Fracture Treat or Acidize O ventor Flare O Fracture Treat or Acidize O Water Shut-Off
O MultipleCompletion O Water Shut-Off @Other Report of Spud.
O Other

Date of work completion 3-6--95
Approximate date work will start Aeport results of Multiple Completione and Recompletione to different reservoirs on WELL

COMPLETION OR RECOMPLETION REPORT ANDLOGform.
* Must be accompanied by a cement verificationreport.

12. DESCRIBE PROPOSED OR COMPLETEDOPERATIONS (Cleartystate all pertinent detalls, and give pertinent dates. If well is directionally drilled, give subsurface locations and measured and truevertical depths for all markers and zones pertinent to this work.)

3his mL1 was spud at 3:30 p.m. an 3-6-95.

Regµ12tOry 8001
Name a sbnanne: BObhie ScInon. mi.: a rir-tal is e oat.: 3-7-95

(This space for State use only)

(4W4) (See Instructions on Reverse
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Si ATE 0Fur Ali Fquitable Resoucœs Fœrgy Carpany
olvision or ca. GAs Ann NINING OPERATOR BSiCTOR ÛÍl DiViSi EL- OPERATOR ACCI. NO. M 950
EHTITY ACTION FORH - roRa 6 AonREss 1©l lewLS Avenue

Billinge, ME 59102
(406) 259-78©

ACTION CURREHT NEW APl NUMBER WELL NAHE • HELL 10CATIDM SPU0 EFFECTIVECODE ENTlfY NO. ENTITY NO. QQ SC TP RG COUHTY , DATE DATE

A pg jfft|.> 40'+7-32610 Ealecan Matuœnt State #22-2 SE 1W 2 9S 17E Uintah 34r95 'H'r95
WELL 1 COHMENTS:

Sptd of a œw oll.

WELL 2 COMHElliS:Ol

WELL3 COMMENTS:

WELL4 CUMHEllTS:

e
WELL5 COHMENTS:

ACTION CODES(See Instructions en back of form)
A - Establish ne.w entity for new well (single well only)
0 - Add new well to existing entity (group or unit well) SignatureC - Re-assign well from one existing entity to another existing entity
0 - Re-assign- well from one existing etitity to a new entity Re tOry tal REst
E - Other (exþ\aln in convnents section) . Title Date ·

110TE: Use COMMEllT section to explain why each Action Code was selected. DATE:3-7-95
Phone No. (406 259-7860

Si ATE 0Fur Ali Fquitable Resoucœs Fœrgy Carpany
olvision or ca. GAs Ann NINING OPERATOR BSiCTOR ÛÍl DiViSi EL- OPERATOR ACCI. NO. M 950
EHTITY ACTION FORH - roRa 6 AonREss 1©l lewLS Avenue

Billinge, ME 59102
(406) 259-78©

ACTION CURREHT NEW APl NUMBER WELL NAHE • HELL 10CATIDM SPU0 EFFECTIVECODE ENTlfY NO. ENTITY NO. QQ SC TP RG COUHTY , DATE DATE

A pg jfft|.> 40'+7-32610 Ealecan Matuœnt State #22-2 SE 1W 2 9S 17E Uintah 34r95 'H'r95
WELL 1 COHMENTS:

Sptd of a œw oll.

WELL 2 COMHElliS:Ol

WELL3 COMMENTS:

WELL4 CUMHEllTS:

e
WELL5 COHMENTS:

ACTION CODES(See Instructions en back of form)
A - Establish ne.w entity for new well (single well only)
0 - Add new well to existing entity (group or unit well) SignatureC - Re-assign well from one existing entity to another existing entity
0 - Re-assign- well from one existing etitity to a new entity Re tOry tal REst
E - Other (exþ\aln in convnents section) . Title Date ·

110TE: Use COMMEllT section to explain why each Action Code was selected. DATE:3-7-95
Phone No. (406 259-7860



FoRM e OF UTAH

DIVISION
Os

, GAS AND MINING
5. Lease Designation and Serial Number:

Mr45555
6. If Indian, Allottee or Tribo Name:SUNDRY NOTICES AND REPORTS ON WELLS

-r/a

7. UnitAgreement Name:Do not use this formfor proposals to drill new wells, deepen existing wollt, orto leenter plugged,4pd e .

Use APPUCATION FOR PERMIT TODRILL OR DEEPENformfor such propbsals.

8. Well Name and Number:1. Type of weli: OIL GAS OTHER: A a a A
Ealecæ Mnment State //22-2

2. Name of Operator: 9. API WellNumber:
Ftluitable Resources Ebergy Copany, Falecæ Oil Ðivisiæ 43-0'+7-32610

3. Address and Telephone Number: 10. Field and Pool, or Wildcat:
1601 levis Avenue, Billtrgs, ME 59102 (406) 259-7860 Undesignated Field/Green River

4. Location of Well

Footages: ; y County:

oo. s•e..T..n..u.: SE lW Sectiæ 2, 19S, R17E "'''": Utah
11· CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Dupucate) (Submit Original Form Only)

O Abandon O New Construction O Abandon O New construction
O Repair Casing O Pull or Alter Casing O Repair casing O Pull or After casing
O Change of Plans O Recomplete O Change of Plans O Reperforate
O convento injection O Reperforate O convertto Injection O Vent or Flare
O Fracture Treat or Acidiz• O Vent or Flare O Fracture Treat or Acidize O Water Shut-Off

O MultipleCompletion O watershut-Off Other Report of First Productiæ
O Other

Date of work completion 4-445
Approximate date work will start Report results of Multiple Completione and Recompletione to different reservoirs on WELL

COMPLETION OR AECOMPLETION REPORT ANDLOGform.
* Must be accompanied by a cement verificallonreport.

12. DESCRIBEPADPOSED OR COMPLETED OPERATlONS (Clearty state all pertinent details, and give pertinent dates. If well is directionally drilled, give subsurface locations and measured and true
vertical depths for all markers and zones pertinent to this work.)

First preductiæ æ this æll os æ 4-4-95 at 10:0Da.m.

asignatur.: 11y Cantad ( \ ni,: Operatians SecretarŸ Date: 4-495

(This speoe for State use only)

(4\G4) (See Instructions on Aeverse
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GEOLOGIC AND DRILLING REPORT

BALCRON OIL
MONUMENT STATE NO. 22-2
SE NW SECTION 2-T9S-R17E

I UINTAH COUNTY, UTAH

I CONFIDENTIAL
I
i
I
i
I
i
i

BALCRON OIL DIVISION
Equitable Resources Energy, Corp.

I P.O. BOX 21017
Billings, Montana 59104
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MONUMENT STATE NO, 22-2

i WellSummary-------------------- 1

Penetration Record------------------- 2

Time Distribution Summary ------------- 2

Daily MudCheck--------------------- 3

Mud Additives--------------- 3

Bit Recoal------------------ 4

Deviation Record----------------- 4

ShowReport-------------------- 5

Formation Data --------------- 6i SampleDescription---------------- 7

StripLog---------------------- Pocket

i
Prepared by:

M.K. Jones
Petroleum Geologist
P.O. Box 21194

i Billings, MT 59104
(406) 652-4505
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i

OPERATOR: Balcron Oil

LEASE AND WELL NAME: Monument State No. 22-2

LOCATION: 1980' fn, 1980' fw Section 2-T9S-Rl7E
Uintah County, Utah

i ELEVATION: 5047 Ground, 5057 K.B.

SPUD DATE: March 9, 1995 @3:30 PM

i COMPLETION DATE: Ran 5 1/2" Production Casing on 3-15-95

CASING POINT, DATE: March 14, 1995

i TOTAL DEFTH: 4798' Driller Depth, 4797' Logger Depth

WELL STATUS: Awaiting Completion as Oil Well

i DRILLING CONTRACTOR: Union Drilling Co., Inc.

RIG NO.: 17

i HOLE SIZE: Surface; 12 1/4" to 287' Main Hole; 7 7/8" to T.D.

SURFACE CASING: 6 Joints (261.25') 8 5/8", 24# @271.25'K.B.
Cement w/160 sx "G" w 1/4#lsk Cel-O-Seal,
2% CaCl

MUD PROGRAMS: Air and Mist to 3992';

i KCL water to Total Depth

LOGS: Schlumberger AZ RL, 1 PLL

CORES: None
DRILL STEMTESTS: None

i SAMPLE QUAUTY: Good

PRODUCTION CASING: 5 1/2", 15.5# @Total Depth

I DRILLING EQUIPMENT: BLOW OUT PREVENTER:

RIG: Draw Works Cabot-Franks Rocket Make Schaeffer, Model 10" - 3000#
Mast Make Cabot Height 87' Type Hydraulic Dbl Ram
Power Caterpillar 343 Diesel Drill Pipe Size 4 1/2" ThreadX_H 16.6#

Drill Collars: NO. 20, Length &
Thread 4"H-90, ID 2 1/2", OD_6"

i PUMPS: NO. 1 Make _GD Model 200 FX,

i Stroke Length R"
Liner ID 5 1/2".
Power Twin 671 Detroit Diesels

1
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Monument State No. 22-2

DAILY DEPTH AT 6:00 A.M.

I
i PENETRATION TIMEDISTRIBUTION

I DATE DEPTH FOOTAGE DRILLING REPAIRS OTHER DAY WORK REMARKS

2/25-2/4/95 - - - - - Build Location

i
3-6-95 - - - - - - Spud @3:30 PM
3-7-95 287 287 5 - 9 1/2 - Run & Cmt 8 5/8" Csg;

WOC

i 3-8-95 1040 753 12 1/2 - 11 1/2 - WOC; Nipple Up
Test BOP

3-9-95 2425 1385 21 3/4 1/2 13/4 - -

3-10-95 3712 1287 22 1/4 - 1 3/4 - -

3-11-95 4295 583 183/4 - 5 1/4 - Trip flBit; Mud Up

i 3-12-95 4892 597 22 1/2 1 1/2 - -

3-13-95 5486 594 20 1/4 - 3 3/4 - Trip f/Hole in Pipe
3-1495 5798 312 123/4 - 11 1/4 - Trip flHole in Pipe
3-15-95 5798 - - - 24 - Logging; DDP

Run & Cmt 5 1/2: Csg
Rig Release @6:00 AM

i
I
i TIME DISTRIBUTION SUMMARY

RotatingHours------------------ 1353/4 Hours
Days onLocation----------------- 9 Days
Rig Repair------------------- 1 1/2 Hours
DayWork------------------ 0 Hours
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I
i
i
a Mod Check -

Monument State No. 22-2

i
i DATE DEPTH WT. VIS. PH WL CAKE CHLORIDES KCI

3-7-95 287 Drilling with Air & Misti 3-8-95 1040 Drilling with Air & Mist

3-9-95 2425 Drilling with Air & Mist

3-10-95 3712 Drilling with Air & Mist

3-11-95 4295 8.4 26 10 - - 9800 2.2%

3-12-95 4892 8.4 26 10 - - 9600 2%

3-13-95 5486 8.4 26 10 - - 9600 2%

3-14-95 5798 8.4 26 10 - - 10,400 2.2%

i
I
i
I
i Mud Additives
i KCL-------------------- 50 sx Lime-------------------- 25 sx

Sawdust---------------- 3 sx KD 700---------------- 2 Bbl
Poly S------------------ 2 Cans Foamer----------------- 8 Cans

i
I 3
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I
i

i
Monument State No. 22-2

i
i Na SIZE MAKE TYPE E OUI' FEET HRS. WEIGHT RPM SPM PRESS DEV

1 12 1/4" STC FB Open 287 287 5 3-5M 40 Mist 150 1800 CFM
2 77/8" SEC S88CF 24 3992 3705 62 1/4 40 60 Mist 300 1800 CFM
3 77/8" HTC ATJA4 13 5798 1806 68 1/2 40 70 53 1075 3 1/2°

I
i
I
i
i

Deviation Record
DEPTH ANGLE DEPTH ANGLE

560 1/4° 3064 2°
1070 0° 3525 2 1/4°
1528 1/4° 4000 2 1/4°
2025 1° 4500 2 1/4°
2535 1 1/4° 5020 3 1/2°

I
i
I 4
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Monument State No. 22-2

NO DEFTH DRILL RATE, Min/Ft TOTAL GAS Units CHROMATOGRAPH %
From - To Before During After Before Peak After Cl C2 C3 C4

1 4776-4786 2.1 1 2.5 3 16 3 0.32 0.15 0.1 0.1
2 4878-4882 3 1.1 3 3 44 3 0.15 0.20 0.2 0.15
3 4894-4904 2 1 2 3 30 3 0.35 0.50 0.2 0.20
4 5223-5240 2 1.2 2.2 3 14 5 0.10 0.40 0.30 0.30
5 5558-5576 2 1.2 2.2 80 360 40 2.7 1.2 0.45 0.30
6 5736-5746 3.0 1.4 2.6 40 70 20 0.6 0.2 0.2 0.2
7 5764-5792 2.6 1.2 2.8 20 70 30 0.5 0.1 0.1 0.1

REMARKS

1 - Sandstone - light gray, buff, very fine to fine grained, silty, angular, slightly calcareous, poor to fair porosity,
light brown oil saturation, strong yellow-goldfluorescence,instant strong streaming cut.

2 - Sandstone - tan, very fine to fine grained, slightly silty, angular, poor to good porosity, light brown oil
saturation, strong yellow-goldfluorescence,instant strong streaming cut.

3 - Sandstone - as in No. 2 with show as in No. 2.

4 - Sandstone - light gray, tan, very fine to fine grained, silty, angular, calcareous, tight to poor porosity,
brown oil saturation, yellow-goldfluorescence,strong streaming cut.

5 - Sandstone - clear, light gray, fine to coarse grained, sub-angular to angular, mostly loose grains, poor to good
porosity, light brown oil saturation, uniform vellow-goldfluorescence,instant streaming cut.

6 - Sandstone - white, light gray, fine to medium grained, angular to sub-rounded, calcareous to clay filled,
mostly tight, some has poor to fair porosity, light brown oil stain, yellow-goldfluorescence,
instant strong streaming cut.

7 - Sandstone - clear, white, fine to coarse grained, angular to sub-rounded, mostly loose grains, calcareous,

I some clay filling, apparent fair to good porosity,veryfainttan oil stain, faintyellow-gold
fluorescence,slight streaming cut.

I
i
I
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saturation, strong yellow-goldfluorescence,instant strong streaming cut.

3 - Sandstone - as in No. 2 with show as in No. 2.

4 - Sandstone - light gray, tan, very fine to fine grained, silty, angular, calcareous, tight to poor porosity,
brown oil saturation, yellow-goldfluorescence,strong streaming cut.

5 - Sandstone - clear, light gray, fine to coarse grained, sub-angular to angular, mostly loose grains, poor to good
porosity, light brown oil saturation, uniform vellow-goldfluorescence,instant streaming cut.

6 - Sandstone - white, light gray, fine to medium grained, angular to sub-rounded, calcareous to clay filled,
mostly tight, some has poor to fair porosity, light brown oil stain, yellow-goldfluorescence,
instant strong streaming cut.

7 - Sandstone - clear, white, fine to coarse grained, angular to sub-rounded, mostly loose grains, calcareous,

I some clay filling, apparent fair to good porosity,veryfainttan oil stain, faintyellow-gold
fluorescence,slight streaming cut.

I
i
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i Formation Data vai
i Monument State No. 22-2

Log Tops

ELEVATIONS 5047 GL 5057 K.B. STRUCTURAL
RELATIONSHIP

FORMATION DEPTH ELEVATION THICKNESS HIGHILOW

Uinta Surface +5047 35 Feet Low
Green River 1465 +3592 42 Feet Low

I Horseshoe Bench 2354 +2703 49 Feet Low

2nd Garden Gulch 3916 +1141 68 Feet Low

I Y-2 Sandstone 4209 +848 66 Feet Low
Yellow Marker 4522 +535 63 Feet Low

I Douglas Creek 4689 +368 65 Feet Low

I R-2 4770 +287 76 Feet Low

I 2nd Douglas Creek 4933 +124 67 Feet Low
Green Marker 5079 -22 71 Feet Low

I G-5 5268 -211 81 Feet Low
Black Shale Marker 5379 -322 82 Feet Low

I CarbonateMarker 5517 -460 60 Feet Low
B-1 5558 -501 80 Feet Low

TOTAL DEPTH 5797'

REFERENCE WELL : Balcron Oil
Monument State No. 23-2
(1320' South)
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i
' Sample
i Description -
I

Balcron Oil
Monument State No. 22-2

Uintah County, Utah
SE NW Section 2-T9S-R17E

Samplescaught from Blooie Line; Examined at the Well Site; Sample quality
excellent; 50 Foot Sample Intervals.

I 1400 - 1450 Sandstone - light gray to clear, very fine to fine grained, angular,
partlyclay filled,slightly calcareous, fair porosity,no show;
Shale - light gray, lumpy to fissile, firm, calcareous.

I LOG TOP, GREEN RIVER 1465' (+3592')

1450 - 1500 Marl - buff, tan, brown, firm, petroliferous; some Shale and
Sandstone - as above.

I 1500 - 1600 No change.

1600 - 1650 Sandstone - light gray, clear, angular to sub-rounded,mostly
loose grains; Marl - as above; Shale - as above.

I 1650 - 1700 Marl - tan, brown,light gray, firm, petroliferous; Calcite
fragments - clear.

1700 - 1750 Marl - light to dark brown, hard, petroliferous.

1750 - 1800 Marl - as above; Calcite fragments - white to clear.

1800 - 1850 No change.

1850 - 1900 Marl - tan to brown, brownish gray, firm, petroliferous.

1900 - 1950 No change.
I 1950 - 2000 No change.
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I
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Monument State No. 22-2

Uintah County, Utah
SE NW Section 2-T9S-R17E

Samplescaught from Blooie Line; Examined at the Well Site; Sample quality
excellent; 50 Foot Sample Intervals.

I 1400 - 1450 Sandstone - light gray to clear, very fine to fine grained, angular,
partlyclay filled,slightly calcareous, fair porosity,no show;
Shale - light gray, lumpy to fissile, firm, calcareous.

I LOG TOP, GREEN RIVER 1465' (+3592')

1450 - 1500 Marl - buff, tan, brown, firm, petroliferous; some Shale and
Sandstone - as above.

I 1500 - 1600 No change.

1600 - 1650 Sandstone - light gray, clear, angular to sub-rounded,mostly
loose grains; Marl - as above; Shale - as above.
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1700 - 1750 Marl - light to dark brown, hard, petroliferous.
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1850 - 1900 Marl - tan to brown, brownish gray, firm, petroliferous.

1900 - 1950 No change.
I 1950 - 2000 No change.
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2000 - 2050 Marl - light to dark brown, grayish brown, firm, petroliferous.

2050 - 2100 No change.

2100 - 2150 Marl - tan, brown, firm, petroliferous.

2150 - 2200 Marl - dark brown, firm, petroliferous.

I 2200 - 2250 As above; Calcite fragments.

2250 - 2300 No change.

2300 - 2350 Shale - light gray, brownish gray, hard, blocky, calcareous;
Sandstone - light gray, very fine grained, silty, aligular,clay
filled, slightly calcareous, tight; Marl - as above.

LOG TOP, HORSESHOE BENCH 2354' (+2703')

2350 - 2400 Shale - light gray, buff, tan, calcareous, hard;
Sandstone - as above, calcareous, hard, tight.

2400 - 2450 Sandstone - tan to brown, very fine grained, angular, limey,
tight, no show; some Shale - as above.

2450 - 2500 As above; Calcite - white, clear; Marl - brown, hard,
petroliferous.

I 2500 - 2550 Marl - tan, brown, firm, partly gritty, petroliferous;
some Sandstone and Calcite fragments.

2550 - 2600 No change.

2600 - 2650 Marl - tan, brown, grayish brown, gritty, firm, petroliferous.

2650 - 2750 No change.

I 2750 - 2800 Marl - dark brown, hard, petroliferous.

2800 - 2850 Marl - tan, brown, grayish brown, firm, petroliferous.

2850 - 2950 No change.

I 2950 - 3000 Sandstone- light gray, very fine to fine grained, silty, angular,
calcareous, hard, tight, slightly salt and pepper; Shale - medium
gray, lumpy to blocky, hard, calcareous.
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I 2750 - 2800 Marl - dark brown, hard, petroliferous.

2800 - 2850 Marl - tan, brown, grayish brown, firm, petroliferous.

2850 - 2950 No change.

I 2950 - 3000 Sandstone- light gray, very fine to fine grained, silty, angular,
calcareous, hard, tight, slightly salt and pepper; Shale - medium
gray, lumpy to blocky, hard, calcareous.
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3000 - 3050 Sandstone - white to clear, sub-angularto sub-rounded, fine to
coarse, grained,apparent good porosity,mostly loose grains,
slightly calcareous, few scattered "blobs"of waxey brown live
oil, water sand.

3050 - 3100 Marl - tan, brown, grayish brown, hard, petroliferous.

3100 - 3150 As above; traceof Shale - black, fissile to blocky; very
petroliferous.

3150 - 3200 Sandstone - light gray, very fine to fine grained, silty,angular,
calcareous, hard, tight; Claystone - light gray, brittle;
Limestone - cream, buff, silty.

I 3200 - 3250 Sandstone - as above, very fine to medium grained, silty, mostly
clear quartz grains, some poor to fair porosity, scattered patches
of dark brown oil stain, yellow brownfluorescence,faint
streaming cut; Claystone - as above.

3250 - 3300 Marl - buff, tan, brown, firm, blocky, petroliferous.

3300 - 3350 Marl - as above; Limestone - cream, buff, silty to sandy.

3350 - 3400 Marl - tan, petroliferous; Limestone - buff, tan, micritic;

i Sandstone - light gray, very fine to fine grained, angular ,

calcareous, tight; Claystone - light gray, hard, brittle.

I 3400 - 3450 Marl - tan, brown, light brownish gray, hard, petroliferous;
Limestone - cream, buff, tan, fragmental to micritic.

3450 - 3500 Limestone - cream, buff, chalky, micritic to fragmental; Marl -

as above.

3500 - 3550 Claystone - light gray, gritty to silty, firm; Marl - as above.

3550 - 3600 Claystone - light gray, silty; grades to Siltstone - light gray, very
sandy, calcareous, hard.

3600 - 3650 Shale - mediumgray, firm, fissile to blocky, calcareous; Marl -

chocolate brown,blocky, firm, petroliferous.

I 3650 - 3700 Shale - as above; Marl - light brown, firm, petroliferous;

i Sandstone- tan to light gray, very fine to fine grained, angular,
calcareous, hard, tight.
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3700 - 3750 Marl - tan, brown, firm, blocky, petroliferous; Shale - light to
medium gray, blocky, calcareous, hard, silty to sandy;
Limestone - buff, tan, micritic.

I 3750 - 3800 Marl - tan, brown, brownish gray, hard, blocky, petroliferous;
Limestone - buff, tan, micritic, slightly argillaceous.

3800 - 3850 No change.

I 3850 - 3900 Shale - light to medium gray, locally greenish gray, hard, blocky
to fissile, calcareous; Sandstone - white, clear, very fine to fine
grained,angular, calcareous, hard, tight.

I LOG TOP, 2nd GARDEN GULCH 3916' (+1141')

3900 - 3950 Limestone - cream, tan, micritic, partly fragmental; some
Sandstoneand Shale - as before; Marl - tan, brown, blocky,
petroliferous.

3950 - 4000 Shale - light gray, blocky, calcareous, firm; Sandstone - as
above; some Limestone - as above.

Begin 30 Foot Samples.

4000 - 4030 Shale - light to medium gray, grayish green, hard, blocky,
calcareous; some Limestone and Sandstone.

I 4030 - 4060 Limestone - buff, tan, micritic to fragmental; Shale - light gray,
blockyto fissile, firm, calcareous.

4060 - 4090 Shale - as above; Sandstone - white, clear, very fine grained,
silty, angular, calcareous, tight; some Marl - tan, brown, blocky,
petroliferous.

4090 - 4120 Shale - as above; Siltstone - light gray, limey, sandy; some
Marl.

I 4120 - 4150 Marl - tan, brown, firm, petroliferous; Shale - light gray,
greenishgray, firm, blocky, calcareous.

4150 - 4180 Shale - as above; Siltstone - light gray, sandy, calcareous;
some Marl.

4180 - 4210 As above; Sandstone - white, light gray, slightly salt and pepper,
very fine grained,angular, calcareous, light.
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LOG TOP, Y-2 SANDSTONE 4209' (+848')

4210 - 4240 Sandstone - as above; some Shale and Marl - as above.

I 4240 - 4270 Shale - light gray,fissile to blocky, calcareous, firm, locally gritty
to silty; sorne Sandstoneand Marl.

I 4270 - 4300 Marl - tan, brown, medium gray, petroliferous; some Shale and
Sandstone.

4300 -4330 Limestone - cream, buff, tan, micritic to fragmental; Marl - as
above; Sandstone - light gray, clear, very fine to fine grained,

I silty, angular, calcareous, hard, tight; Shale - light gray, blocky,
calcareous.

4330 - 4360 Shale - light gray,blocky to fissile, gritty,calcareous; some
Sandstone and Marl; trace of Limestone.

4360 - 4390 Shale - light to medium gray, fissile to blocky, locally gritty to

i silty, calcareous; Sandstone - light gray,very fine grained, silty,
angular, calcareous, tight; some Marl.

I 4390 - 4420 Marl - tan, brown,blocky, petroliferous; some Limestone - buff,
tan, micritic; trace of Shale and Sandstone.

4420 - 4450 Shale - light gray,fissile to blocky, calcareous; Sandstone -

white, clear, very fine grained, silty, angular, calcareous, tight;
some Marl and Limestone.

4450 - 4480 As above; Siltstone - light gray, calcareous.

I 4480 - 4510 Marl - tan, grayishbrown, blocky, petroliferous; Shale - medium

i gray, blocky to lumpy, calcareous; some Siltstone, Sandstone
and Limestone.

LOG TOP, YELLOW MARKER 4522' (+535)

4510 - 4540 No Change.

4540 - 4570 Shale - light gray, blocky to lumpy, gritty,calcareous; Marl,
Sandstoneand Siltstone.

I 4570 - 4600 Marl - tan, brown, blocky, petroliferous; Sandstone - white, very
fine grained,angular to sub-rounded, calcareous, tight;
Shale - lightgray,calcareous, lumpy to fissile; Claystone - white.
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4600 - 4630 Siltstone - white, light gray, sandy, calcareous; Shale - light gray,
blocky to fissile, gritty,calcareous; some Marl - tan, brown,
petroliferous.

I 4630 - 4660 Sandstone - white, very fine grained, silty, angular, calcareous,
tight; Siltstone,Shale and Marl - as above.

4660 - 4690 Marl - tan, brown, black, blocky, petroliferous.

LOG TOP, DOUGLAS CREEK 4689' (+368')

4690 - 4720 Siltstone - light gray, sandy, calcareous; Shale - as above;
some Marl.

I 4720 - 4750 Siltstone - light gray, grayish brown, calcareous; Limestone -

tan, brown,micritic, argillaceous.

LOG TOP, R-2 SANDSTONE 4770' (+287')

i 4750 - 4780 Shale - light gray,blocky to fissile, calcareous; Siltstone - white,
calcareous; Sandstone - light gray, buff, very fine to fine
grained, silty, angular, slightly calcareous, poor to fair porosity,
light brown oil saturation, strong yellow-goldfluorescence,
strong instant streaming cut.

4780 - 4810 Sandstone - white, very fine grained, silty, angular, calcareous,
tight, scattered show,as above; Siltstone - light gray, very
calcareous, partly sandy; Shale - light gray, blocky, calcareous.

4810 - 4840 Claystone - light gray, fissile; Shale - light to medium gray,
blocky to fissile, calcareous; Marl - tan, brown, petroliferous.

I 4840 - 4870 As above; Sandstone - white, very fine grained, silty, angular,
tight.

4870 - 4900 Sandstone - tan, very fine to fine grained,slightly silty, angular,
poor to good porosity, light brown oil saturation, yellow-gold

i fluorescence, instant strong streaming cut; Shale, Claystone and
Marl; as in 4810 - 4840'.

4900 - 4930 Limestone - buff, tan, brown, micritic,slightly argillaceous;
Marl - tan, brown, fissile to blocky, petroliferous.

I

I
i

4600 - 4630 Siltstone - white, light gray, sandy, calcareous; Shale - light gray,
blocky to fissile, gritty,calcareous; some Marl - tan, brown,
petroliferous.

I 4630 - 4660 Sandstone - white, very fine grained, silty, angular, calcareous,
tight; Siltstone,Shale and Marl - as above.

4660 - 4690 Marl - tan, brown, black, blocky, petroliferous.

LOG TOP, DOUGLAS CREEK 4689' (+368')

4690 - 4720 Siltstone - light gray, sandy, calcareous; Shale - as above;
some Marl.

I 4720 - 4750 Siltstone - light gray, grayish brown, calcareous; Limestone -

tan, brown,micritic, argillaceous.

LOG TOP, R-2 SANDSTONE 4770' (+287')

i 4750 - 4780 Shale - light gray,blocky to fissile, calcareous; Siltstone - white,
calcareous; Sandstone - light gray, buff, very fine to fine
grained, silty, angular, slightly calcareous, poor to fair porosity,
light brown oil saturation, strong yellow-goldfluorescence,
strong instant streaming cut.

4780 - 4810 Sandstone - white, very fine grained, silty, angular, calcareous,
tight, scattered show,as above; Siltstone - light gray, very
calcareous, partly sandy; Shale - light gray, blocky, calcareous.

4810 - 4840 Claystone - light gray, fissile; Shale - light to medium gray,
blocky to fissile, calcareous; Marl - tan, brown, petroliferous.

I 4840 - 4870 As above; Sandstone - white, very fine grained, silty, angular,
tight.

4870 - 4900 Sandstone - tan, very fine to fine grained,slightly silty, angular,
poor to good porosity, light brown oil saturation, yellow-gold

i fluorescence, instant strong streaming cut; Shale, Claystone and
Marl; as in 4810 - 4840'.

4900 - 4930 Limestone - buff, tan, brown, micritic,slightly argillaceous;
Marl - tan, brown, fissile to blocky, petroliferous.
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LOGTOP, SECOND DOUGLAS ÇREEK 4933' (+124')

4930 - 4960 Marl - as above; Shale - light to medium gray, lumpy to fissile,
calcareous.

4960 - 4990 Limestone - cream, buff, tan, micritic; some Shale and Marl - as
above; Siltstone - light gray, calcareous.

I 4990 - 5020 Shale - light gray, lumpy to fissile, calcareous; Sandstone - light

i gray, very fine to fine grained, silty, angular, calcareous, tight, no
show; Marl - as above.

5020 - 5050 No change.

LOG TOP, GREEN MARKER 5079' (-22')

5050 - 5080 Shale and some Marl - as above; Siltstone - light gray, sandy,
calcareous.

5080 - 5110 No change.

5110 - 5140 No change.

5140 - 5170 Marl - dark grayishbrown, fissile to blocky, petroliferous;
Limestone - buff, chalky, micritic.I 5170 - 5200 Sandstone - white, light gray, very fine grained, silty, angular,

I calcareous, tight, no show; some Marl - brown, tan,
petroliferous; some Shale - light gray, fissile, calcareous.

5200 - 5230 Shale - light gray, blocky, calcareous; Marl - tan, brown, blocky,
petroliferous; Sandstone - light gray, very fine grained; grades

i to Siltstone - angular, calcareous, tight, scattered brown oil stain
and fluorescence,slight, slow streaming cut.

5230 - 5260 Sandstone - light gray, tan, very fine to fine grained, silty,
angular, calcareous, tight to poor porosity, brown oil saturation

i and yellow-goldfluorescence,quick strong streaming cut;
Shale - light gray, lumpy to blocky, hard, calcareous.

LOG TOP, G-5 SANDSTONE 5268' (-211')

I 5260 - 5290 Some Sandstone - as above; Sandstone - white, light gray, very
fine to fine grained, silty, angular, calcareous, tight,no show;
Marl - tan, brown, petroliferous; Shale - as above.
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LOG TOP, GREEN MARKER 5079' (-22')

5050 - 5080 Shale and some Marl - as above; Siltstone - light gray, sandy,
calcareous.

5080 - 5110 No change.

5110 - 5140 No change.

5140 - 5170 Marl - dark grayishbrown, fissile to blocky, petroliferous;
Limestone - buff, chalky, micritic.I 5170 - 5200 Sandstone - white, light gray, very fine grained, silty, angular,

I calcareous, tight, no show; some Marl - brown, tan,
petroliferous; some Shale - light gray, fissile, calcareous.

5200 - 5230 Shale - light gray, blocky, calcareous; Marl - tan, brown, blocky,
petroliferous; Sandstone - light gray, very fine grained; grades

i to Siltstone - angular, calcareous, tight, scattered brown oil stain
and fluorescence,slight, slow streaming cut.

5230 - 5260 Sandstone - light gray, tan, very fine to fine grained, silty,
angular, calcareous, tight to poor porosity, brown oil saturation

i and yellow-goldfluorescence,quick strong streaming cut;
Shale - light gray, lumpy to blocky, hard, calcareous.

LOG TOP, G-5 SANDSTONE 5268' (-211')

I 5260 - 5290 Some Sandstone - as above; Sandstone - white, light gray, very
fine to fine grained, silty, angular, calcareous, tight,no show;
Marl - tan, brown, petroliferous; Shale - as above.
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5290 - 5320 Shale - light gray,fissile to blocky, calcareous, hard, partly gritty
to silty.

I 5320 - 5350 Shale - dark gray,dark brownish gray, fissile to blocky, firm,
petroliferousappearance.

5350 - 5380 Shale - dark brown, black, lumpy to fissile, gritty, carbonaceous,
partly calcareous; petroliferous appearance;
some Limestone - buff, tan, brown, micritic, argillaceous.

LOG TOP, BLACK SHALE MARKER 5379' (-322')

5380 - 5410 No change.

I 5410 - 5440 Shale - dark brown, black, fissile to blocky, slightly calcareous,
petroliferous,carbonaceous.

I 5440 - 5470 Siltstone - light gray, sandy, limey, hard; Limestone - tan,
brown,micritic, argillaceous; Shale - as above.

5470 - 5500 Sandstone - light gray, tan, very fine grained, silty, angular,
calcareous, shaley, tight; Shale - light gray, blocky, calcareous.

5500 - 5530 Shale - dark brown to black, fissile, gritty, carbonaceous,
petroliferousappearance.I LOG TOP, CARBONATE MARKER 5517' (-460')

5530 - 5560 Shale - light gray,blocky to fissile, gritty, calcareous; Marl - tan,
brown, gray, blocky, petroliferous; Limestone - buff, tan,
micritic.

LOG TOP, B-1 SANDSTONE 5558' (-501')

5560 - 5590 Sandstone - clear, light gray, fine to coarse grained, sub-angular
to angular, mostly loose grains, locally calcareous, partlyclay
filled, apparent poor to good porosity, light brown oil

i saturation, um°formyellow-goldfluorescence,instant strong
streaming cut.

5590 - 5620 Some Sandstone - as above, becoming very fine to medium
grained, silty, tight, calcareous, scattered show, as above;

i Siltstone - buff, light gray, very sandy, calcareous; Marl - tan,
brown, blocky,petroliferous; Shale - light gray, blocky,
calcareous.
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5620 - 5650 Shale - dark brown, black, fissile, gritty,carbonaceous,
petroliferous; Limestone - buff, tan, micritic; Marl - as above.

I 5650 - 5680 Shale - light gray, blocky, calcareous; Sandstone - white, very

I fine to medium grained, sub-angular to rounded, calcareous,
tight.

5680 - 5710 Shale - as above; Marl - buff, tan, gray, blocky to fissile,
petroliferous; Siltstone - light gray, calcareous; Limestone - tan,
micritic.

5710 - 5740 Shale - dark brownish gray, blocky to fissile, carbonaceous,
gritty, petroliferous; Shale and Marl - as above;
Sandstone - white, very fine to fine grained, sub-angular,
calcareous, tight.

5740 - 5770 Sandstone - white, light gray, fine to medium grained, angular to
sub-rounded, calcareous to clay filled, mostly tight, some has
poor to fair porosity, light brown oil stain, yellow-gold

i fluorescence,instant strong streaming cut; Shale - light gray,
lumpy to blocky, calcareous; Marl - tan, brown, petroliferous.

5770 - 5798 Sandstone - clear, white, fine to coarse grained, angular to sub-
rounded, mostly loose grains,calcareous, some clay filling,

I apparent fair to good porosity, slight bright yellowfluorescence,
slight streaming cut, very faintlight brown stain; Shale - light
to medium gray, lumpy to blocky, calcareous.

I
i Driller's Total Depth 5798'

Logger's Total Depth 5797'

March 14, 1995

MK. Jones *

PetroleumGeologist

i
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FORN 8
STATEOF UTAH ggy 1995

DIVISION OF OIL, GAS ANDMINING . l. F. DE310NGION MD 58tm. NG.

5555
WELL COMPLETION OR RECOMPLETIONREPOR ËÑh ÔG ""°^"°¯°' "'" " "'

ta. TŸ Ë OF Wk.LL: ost. CAs
wcLt. wct.L O ... O om., - -=- nam.

k TYPE OT COMPLETTON:
wcw wonic octr• Pt.uc oirr.
WCLt, OVER Cff BACE RESTR, Othtf 8. TARM 05 1.EASE NAME

z. nunc or ersmazoa
Paleron Mnwerit.StateEquitable Resources Ibergy Copany, Ealcran 011 Divisian e. w..... no.

3. ADDRE.ta GP OPERATOR
-2

1601 lewis Avenue, RiTiings, Mr 59102 (406) 259-7860
1 . FIELD AWD POOL. 02 WILDCAT

4. LOCATION Or wat.L tReport location Cicarig and in accordancc saitA any State requartments) QCg gyggAt surfact igt gg ig' M 11. szc.. T.. a.. M.. 0A sLocx AWo saarzy
OR AAEA

18 top prod. laterval reported below

SE 1WSectian 2, 39S, R17EAt total depth

14. API NO. DATE 835tãED 12. CDONTY 13. BTATE4347-32610 12-19-9'+ Uintah Utah
1ð. nazz stunomo 16. DArm T.a. Acacuco 17. DAT: court.. (Ready to prod•L 18. ELcvATIONa (Dr. Esa, at, ca, zTC.) 19. Etat. caaluessan

3-6-95 3-14-95 4-4-95 RI••* ·> 50'47.26' GL n/a
20. TOTAL Dzr¶B. MD a TTD 21. TLUS SACK T.D., MD A TTU 22. IT MULTIPLE COMFL.. 23. INTExfAL3 AOTART TOOL3 CARLE TOOLS

5798' 5744.69' n/a SEC - TD \ n/a
24. PRODUCING INTERTAI.(3), OF TBi3 COMFLETION-TOP, BOTTOM, NAkts (MD A.ND TTD) 20. WAS DIRECTIONAI.

EURVET MADS4881' - 52h2' Green River
No

28. TTTE l. AND OTHER I.OCS AGN 27
WASW£LLCORED YESQNO {$.Mee.elysig/mklE Œ/ R p Dalt.L 3TEM TEST YESONO 3er rows., gd,I

28. CASING RECORD (Report all stringa act in toett)
CA318C 3tzt WEIGHT. L3./rf. DEFTE 3CT (MD) HOLE SIZE CCME.NTINC RECORD AMOliNT PULLEDBr-5/8" 24# 271.25' 12-1/4" 160 sxs Class "G" w/additives None5-1/2" 15.5# 5788.79' 7-7/8" 285 Super "G" w/additives Nane

315 sxs 50/50 RE w/additivesI i I
29. LINER RECORD 30. TU3tNG RECORD

ater for (uo) soTrou (Mo) sacza cruzNT scarsN (Mot stat omrta ax: (un) racrza sat (No)
n/a 2-7/8" 5304' KB ria

l1. PsaronArion ascono (Anterval, sure and number) 32. ACID. SHOT. FRACTURE. CEMENT SQUEEZE. ETC.
5234'-5242' (4 SEF) =="" '"T="''· ("") *" ** ^"= "" or ×== ' e=
5222'-5227' (4 SEF) 5222' - 5242' 2520 eals 2%KCLwtr. Frac w/25,82094896'4905' (4 SPF) 20/40 fx37,000# 16/30 w/19.942 eals 2%4881'4884' (4 SPF) ÍNCDPelleti wlT.

48R1 - Am5' Ël41go 27 Fry.NT Free w/54 P4ne33. PRODUCTION)ÛÛ 92tY1 EllÑTSO OBÎ 9Ÿ KPÏ Pr] varyDATE TIEST FRODUCit0N TRODuc:ION METHoo (flotaing, gas lift, pumping-esse and type of pump) wzt.I. aT Ua (Productag or44-95 1-1/2" Insert Rap "'
Prg

oars4or 75 aouas rest=o cuo== , a roa o,1U. cas-a.
. ,razza-ans. caa-o:2.Maarao

TLOW. T1121NG FREBE. CASIWC PRESSURE CALCIILATED OIL-BEL. CAS-idCf. WATCA-BEL. Olt. CIAYtTT•Aff (CORE.)n/a n/a
24..oca aar.

10D.90 N.M. 0 3434, DisrO3tTION OF CA3 ($did, used |GT |M Ê, UtW$td, fid.) T13T WITNEgggD ST
M for fuel Dile Griffin30. LI.17 GF ATTACEMENT3

None
36. hereby Cer à ort a L2 d informAtlan is co r as detern:Loed troca all available recor

See Spaces for Additional Data on Reverse Side
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MAY 995
STATE OF UTAH

DIVISION OF OIL, GAS AND MINING

REPORT OF WATER ENCOUNTERED DURING DRILLING

1. Well name and number Balcran Murient State #22-2

API number: 43·Øi7-32610

2. Wett Location: OO Œ W Section 2 Township 9S Range 17E Countpintah

3. Well operator: Fquitable Resources Ebergy Company, Balcran Oi_1Divisian

Address: 1601 18718 Avenue

Billings, MI' 59102 Phone: (406) 259-7860

4. Ofilling contractoe Unian Drilling

Address: Draær 40

Buckbanaan, W 26201 Phone: (?( 472,W10

5. Water encountered (attach additional pages as needed):

DEPTH VOLUME
QUALO¯Y

FROM TO (FLOW RATE OR HEAD) (FRESH OR SALTY)

1200 1400 10 to 15 gallans per minute Unknon

6. Formation tops: See Geological Report subni.tted septely.

If an analysis has been made of the water encountered, please attach a copy of the report to this form.

I hereby certify that this report is true and mplete to the best of my knowledge. Date: 5-5-95
- i Regplatory and

Name & Signature: Bobbie Sclumn, <2 CC/7Lyao Title: Bhviramental
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STATE OF UTAH
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REPORT OF WATER ENCOUNTERED DURING DRILLING

1. Well name and number Balcran Murient State #22-2

API number: 43·Øi7-32610

2. Wett Location: OO Œ W Section 2 Township 9S Range 17E Countpintah

3. Well operator: Fquitable Resources Ebergy Company, Balcran Oi_1Divisian

Address: 1601 18718 Avenue

Billings, MI' 59102 Phone: (406) 259-7860

4. Ofilling contractoe Unian Drilling

Address: Draær 40

Buckbanaan, W 26201 Phone: (?( 472,W10

5. Water encountered (attach additional pages as needed):

DEPTH VOLUME
QUALO¯Y

FROM TO (FLOW RATE OR HEAD) (FRESH OR SALTY)

1200 1400 10 to 15 gallans per minute Unknon

6. Formation tops: See Geological Report subni.tted septely.

If an analysis has been made of the water encountered, please attach a copy of the report to this form.

I hereby certify that this report is true and mplete to the best of my knowledge. Date: 5-5-95
- i Regplatory and

Name & Signature: Bobbie Sclumn, <2 CC/7Lyao Title: Bhviramental
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DRILLING LOCATION ASSESSMENT

State o£ Utah
Division o£ Oil, Gas and Mining

OPERATOR: EOUITABLE RESOURCES ENERGY CO.
NAME: BALCRON MONUHENT STATE 22-2

SECTION: 2 TWP: SS RNG: 17E LOC: 1980' FNL 1980' FWL
OTR/OTR SE/NW COUNTY: UINTAH FIELD: UNDESIGNATED
SURFACE OWNER: STATE OF UTAH
SURFACE AGREEMENT:AS PER STATE LANDS
SPACING: 198O F SECTION LINE 66O F OTR/OTR LINE

STANDARD STATE SPACING R 649-3-2

INSPECTOR: DAVID W. HACKFORD DATE AND TIME: 12/13/94 9:3O AH

PARTICIPANTS: DAVID HACKFORD (DOGM), DENNIS INGRAM (DOGM) DANNY
FARNSWORTH (EGUITABLE)

REGIONAL SETTING/TOPOGRAPHY: SITE IS ON A FLAT WITH AN EIGHT FOOT
HIGH SAND DUNE ALONG SOUTHEAST EDGE OF PROPOSED LOCATION. A DRY
WATERCOURSE RUNS SOUTH TO NORTH 100' WEST OF SITE. ROCKY
QUTCROPPINGS SURROUND SITE. .

LAND USE:

CURRENT SURFACE USE: LIVESTOCK GRA2ING WITH SOME WILDLIFE USE IN

THE AREA.

PROPOSED SURFACE DISTURBANCE: LOCATION 225' X 275' WITH 6OO'
ACCESS ROAD.

AFFECTED FLOODPLAINS AND/OR WETLANDS: AREA IS NOT A FLOODPLAIN
BUT COULD SEE RUNOFF DURING OR AFTER RAIN STORMS.

FLORA/FAUNA: SALTBRUSH, GREASEWOOD, NATIVE GRASSES, PRICKLY PEAR:

ANTELOPE, COYOTES, RABBITS, SMALL BIRDS, RAPTORS, REPTILES, DEER.

ENVIRONMENTAL PARAHETERS

SURFACE GEOLOGY
SOIL TYPE AND CHARACTERISTICS: LIGHT BROWN SANDY LOAH.

SURFACE FORMATION & CHARACTERISTICS: UINTA FORMATION/ SOUTH
FLANK OF UINTA HOUNTAINS.

EROSION/SEDIMENTATION/STABILITY: VERY LITTLE EROSION.
SEDIMENTATION AND STABILITY SHOULD NOT BE A PROBLEN.

PALEONTOLOGICAL POTENTIAL:
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SUBSURFACE GEOLOGY

OBJECTIVES/DEPTHS: BREEN RIVER FORHATION, B1 AND B2 SANDS.

5800' TD

ABNORMAL PRESSURES-HIGH AND LOW: NONE EXPECTED.

CULTURAL RESOURCES/ARCHAEOLOGY: NO INTEREST IN AREA.

CONSTRUCTION HATERIALS: CUT AND FILL AS NECESSARY.

SITE RECLAHATION: AS REQUIRED BY STATE LANDS.

RESERVE PIT

CHARACTERISTICS: 1OO' X 75' AND S' DEEP.

LINING: A 12 MIL PLASTIC LINER WILL BE NECESSARY.

HUD PROGRAN: AIR HIST AND AERATED WATER. HUD WEIGHT KEPT AS

LIGHT AS POSSIBLE.

DRILLING WATER SUPPLY: JOE SHIELDS #47-1674

OTHER OBSERVATIONS

STIPULATIONS FOR APD APPROVAL RESERVE PIT PLACED ON SOUTH SIDE OF

LOCATION. .

ATTACHMENTS
PHOTOGRAPHS WILL BE PLACED ON FILE.

COMMENTS:
GROUND OPEN BUT SNOW PLURRY OCCURRED DURING ONSITES. PRESITE WAS
REGUESTED BY BOBBIE SCHUHAN (COORDINATOR OF OPERATIONS,
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STATE OF UTAH
DIVISION OF OIL, GAS AND HINING

CEHENTING OPERATIONS

WELL NAME: BALCRON MONUMENT STATE #22-2 API NO: 43-047-32610

OTR/OTR: SE/SW SECTION: 2 TOWNSHIP: SS RANGE: 17E

COMPANY NAME: EQUITABLE RESOURCES COMPANY MAN: AL PLUNKETT

INSPECTOR: DAVID W. HACKFORD DATE: 3/6/95

CASING INFORMATION: SURFACE CASING: YES

SI2E: 8 5/6 GRADE: 155 24 LB, HOLE SIZE: 12 1/4 DEPTH: 271'

PIPE CENTRALI2ED: YES: 3 ON STRING

CEMENTING COMPANY: WESTERN

CEMENTING STAGES: GNE

SLURRY INFORMATION:

1.CLASS: G ADDITIVES: 2¼ CACL. 1/4 LB PER SACK CELLO

SEAL

LEAD : 16O SACKS YIELD 1.16 TAIL:

2.SLURRY WEIGHT LBS. PER GALLON:

LEAD: 15.8 TAIL:

3.WATER (GAL/SXV

LEAD: 4.96 TAIL:

CEMENT TO SURFACE: YES LOST RETURNS: NO

1 INCH INFORMATION: WEIGHT: NA CEMENT TO SURFACE:

FEET: SX: CLASS: CACL%: RETURNS:

ADDITIONAL COHHENTS: JOB WENT WELL: NO PROBLENS.
SURFACE DRILLED WITH AIR AND FOAM WITH UNION RIG #17. PLUG

BUMPED AT 1O:45
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STATE OF UTAH
DIVISION OF OIL, GAS AND HINING
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UTAH OlVISIONOF OIL, GAS AND MifWNG
EQUIPMENT INVENTORY

Operator ß h/ / Sources Lease: State: Federaf: Indian: Fee:

Well Name:
API Number: </3-OV7-32Û0

Section:1 Township: Range:ÄCounty: O Field: C Mvh

Well Status: ÑW WellType: Oil: Gas:

PRODUCTION LEASEEOUIPMENT: CENTRAL BATTERY:

Well head Boiler(s) Compressor
__

Separatar(s)

Dehydrator(s) Shed(s) Une Heater(s) Heated Separator

VRU Heater Treater(s)

PUMPS:
Triplex Chemical Centrifugal

LlF¯ METHOD:
Pumpjack Hydraulic Submersible ___

Ficwing

GAS EQUIPMENT:

O Gas Meters Purchase Meter
_

Sales Meter

TANKS. NUMBER
SIZE

Oil Storage Tank(s) VOO BELS

Water Tank(s)
BELS

Power Water Tank BELS

Condensate Tank(s)
BELS

Propane Tank

Locat on centra bater : Otr Ott: Section: Townshc: Ran
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EQUlTABLERESOURCES

ffice: (406) 259-7860

1601 Lewis Avenue
AX: (406) 245-1365

Billings, MT 59102
AX: (406) 245-1361

July 26, 1995

-- VIA FEDERAL EXPRESS --

Environmental Protection Agency
Underground Injection Control Program

999 - 18th Street (8WM-DW)

Denver, CO 80202-2405

Gentlemen:

Enclosed is a UIC permit application for our Section 2

Waterflood. We are having logs copied and will send those
separately as soon as they are received.

If you have any questions or need additional information, please

give either me or John Zellitti a call at (406) 259-7860.

Sincerely,

Bobbie Schuman
Regulatory and

Environmental Specialist

/hs
Enclosure

cc: Utah Division of Oil, Gas and Mining, pan Jarvis (with UI€

Form 1. Affidavit of mailing will follow separately.)
Bureau of Land Management, Vernal District (For your

information since some Federal wells are within the Area of

Review)
John
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Champion
Technologies,Inc.
2060SouTH 1500 EAST
VGANAL,UTAM84018 Telephono(801) 189-4327

WATEli ANAl.YSIS ItF.I'OllT

Company BALCRON Pfoject #.940094
Address.

Fielditease: Jonah Unit Waterflood
Source Water After Chelliical

Report For: JOHN ZELLETII Dale Sampled 2/16/94
cc.
cc. Date Received: 2/10/94
cc.

Dale Repolled: 2/18/094
Service Engineer. BARRYCULPEPPER

CHEMICAL , JONAH
OM['ONENf UNIT

CHLORI_D.E(mg/1) 300
SULFATE (mg/1)
CARDONAlf mg/l) 60
BICARBONATE 'm IP 305
CALCtUM (mg/1) 80

1MAGNESIUM(mg/1) 48.6
lHON (my/1) 1

STRONTIUM (mg/Il
SODIUM (mg/I) 122

H 7.2
IONÑMENGIH
SPE_CIFIC GI.Ugi_Y 1990'
SI@.2oc..L98F) -g1

Sl@25C ( GF) 0g
sygaac ( seF) out

Sl@6 9-ll22FL.
- -- U-i

sl@coc (incF)

81@60C (170F) 1.10 i

s.umooc.aa_F)
.

.L29
IDS (mg/I) 1429
lEMPERATURE (F)
DissoLVED Cogpm) .01

Dissoggo_tjas \ppm)
_ .

of
1 S§_QLyE_DO2
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COR E LABORATOR lES, INC. ~ 6
Petroleum Reservoir Engineering PAGE 1

QALLAS,TEXAS •

DIAMOND SHAMROCK CORP, DATE -:
9-21-83 FILE NO : 3807-0054.

ALLEN-FEDERAL 34-5 FORMATION : GREEN RIVER ANALYSTS i R. HOHL ?
MONUHENT BUTTE FIELD DRLG. FLUID: WBM ELEVATION: 5205 GL f

DUCHESNE COUNTYr UTAH LOCATION : SW SE SEC. 5 T98 R17E .

CONVENTIONAL ANALYSIS--BOYLE'S LAW POROSITY

SAMPLE PERM Ka POR. FLUID SATS. GRAIN
NUMBER DEPTH MAXIHUM He OIL WTR DEN DESCRIPTION -

4995.0-07.0 SHALE-NO ANALYSIS
1 5007.0-08.0 0.01 2.1 73.6 16.4 2.67 SD UFG LMY

5008.0-09.0 SHALE-NO ANALYSIS
5009.0-11.0 LOST CORE

2 5011.0-12.0 0.01 4.0 58.9 31..4 2.65 OVF SU VFG LMY
3 5012.0-13.0 0.01 4.3 50.8 36.3 2.66 OVF SD UFG SL/LMY
4 5013.0-14.0 0.03 4.5 48.9 32.6 2.66 09F SD UFG SL/LMY
5 5014.0-15.0 0.03 4.8 46.9 33.8 2.66 OUF SD VFG SL/LMY
& 5015.0-16.0 0.05 5.3 48.0 30.7 2.67 SD VFB SL/LMY
7 5016.0-17.0 0.02 5.0 57.2 20.2 2.66 SD VFG SL/LMY
8 5017.0-18.0 0.12 6.1 67.1 14.9 2.65 SD UFG SL/LMY
9 5018.0-19,0 0.11 8.5 62.1 16.3 2.65 SD VFG SL/LMY

10 5019.0-20.0 0.16 8.1 bd.4 15.7 2.66 DUF SU UFG SL/lHY
11 5020.0-21.0 0.08 5.5 57.5 16.9 2.66 80 VFG SL/LMY
12 5021.0-22.0 0.01 4.8 51.6 28.9 2.70 OUF SD VFG LMY
13 5022.0-23.0 0.05 4.5 67.5 14.5 2.67 SD UFG LMY

14 5023.0-24,0 0.02 3.0 54.6 15.6 2.74 SD UFG V/LMY
15 5024.0-25.0 21. 15.0 40.8 9.4 2.67 SD UFG SL/LHY
16 5025.0-26.0 32. 15.8 44.7 8.7 2.68 OVF SD UFG SL/LMY
17 5026.0-27.0 53. 10.4 38.3 8.7 2.66 DVF SD UFG SL/LMY
18 5027.0-28.0 2.73 8.6 51.0 9.4 2.66 OUF SD VFB LHY
19 3028.0-29,0 0.01 3.8 62.1 16.6 2.66 OUF SD UFG LMY

5029.0-36.0 SHALE-NO ANAlYSIS
5036.0-38.0 LOST CDRE
5038.0-45,0 SHALE-NO ANALYSIS

OVF=0PEN VERTICAL FRACTURE
La

these analyses.upunans ur mterptetations are based on observations and materials supplied by the client to whom,and for whose exclusive and confidential use, this report is m2de.The imerpretabunsen opmmus

expres.ed repterent the best judgment of Core L:.bor:nones, Inc. (alt enms and omissions excepted); but Core L2boratories, Inc. and Us officers and emolayees, assurne no responsibility and make no wanamy
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COR E LAB ORATOR IES, INC.
Petroleum Reservoir Engineering -

DALLAS,TEXAS .

DIAHOND SHAHROCK CORP. DATE : 9-21-83 • FILE NO. i 3807-Ë
ALLEN-FEDERAL 34-5 FORHATION : GREEN RIVER ANALYSTS i R. HO

*** CORE SUMMARY AND CA1CULATFU RFCOVERABLE OIL ***

DEPTH INTERVAL: 5011.0 TO 5029.0

FEET OF CORE ANALYZED i 18.0 FEET OF CORE INCLUDFD IH AVERAGES: 18.0

-- SAMPLES FALLING WITHIN THE FULLOWING RANGES WERE AVERAGED --

PERMEABILITY HORZONTAL RANGE (MD.) : 0.00 TO 55. (UNCORRECTED FOR SLIPPAGE
HELIUM POROSITY RANGE (%) : 0.0 TO 100.0
OIL SATURATION RANGE (%) : 0.0 TO 100.0
WATER SATURATION RANGE (7.) : 0.0 TO 100.0

.SHALE SAMPLES EXCLUDED FROM AUFRAGES.

AVERAGE PERMEABILITY (MILLIDARCIES) AVERAGE TOTAL WATER SATURAT10N : 16.9
_ARITHHETIC PERMEABILITY : 6.1 (PERCENT OF PORE SPACE)

GEOMETRIC PERMEABILITY : 0.13
HARMONIC PERMEABILITY : 0.03 AVERAGE CONNATE WATER SATURATION : (E) 15.5

. (PERCENT OF PORE SPACE)
PRODUCTIVE CAPACITY (HILLIDARCY-FEET)

ARITHMETIC CAPACITY ¾ 109. OIL GRAVITY (API) : (E) 38.0
GEOHETRIC CAPACITY : 2.4
HARMONIC CAPACITY : 0.50 ORlulNAL FORHAT10N VOLUME FACTOR I (E) 1.10

(BBl.S SATURATED DIL/STOCK-TANK BEL)
AVERAGE POROSITY (PERCENT) 6.8

ORIGINAL STOCK-TANK OIL IN PLACE 1 (C) 40
AVERAGE RESIDUAL DIL SATURATION 51,9 (BARRELS PER ACRE-FOOT)

(PERCENT OF PORE SPACE)

INTERPRETATION OF DATA

(C) CALCULATED (E) ESTIMATED (H) HEASURED (*) REFER TO ATTACHED LETTER.

These analyses, opinions or interpretations are based un observations and materials supplied by the client to whom, and for whose exclusive and confidential use, this report is made. The imerpretations ur opinions
expressed represent the best judgment of Core f.aboratories, Inc. (all errors and omissions excepted); but Core Ubaratories, Inc.snd its officers and employees, assume na responsibility and make no warranty

COR E LAB ORATOR IES, INC.
Petroleum Reservoir Engineering -

DALLAS,TEXAS .

DIAHOND SHAHROCK CORP. DATE : 9-21-83 • FILE NO. i 3807-Ë
ALLEN-FEDERAL 34-5 FORHATION : GREEN RIVER ANALYSTS i R. HO

*** CORE SUMMARY AND CA1CULATFU RFCOVERABLE OIL ***

DEPTH INTERVAL: 5011.0 TO 5029.0

FEET OF CORE ANALYZED i 18.0 FEET OF CORE INCLUDFD IH AVERAGES: 18.0

-- SAMPLES FALLING WITHIN THE FULLOWING RANGES WERE AVERAGED --

PERMEABILITY HORZONTAL RANGE (MD.) : 0.00 TO 55. (UNCORRECTED FOR SLIPPAGE
HELIUM POROSITY RANGE (%) : 0.0 TO 100.0
OIL SATURATION RANGE (%) : 0.0 TO 100.0
WATER SATURATION RANGE (7.) : 0.0 TO 100.0

.SHALE SAMPLES EXCLUDED FROM AUFRAGES.

AVERAGE PERMEABILITY (MILLIDARCIES) AVERAGE TOTAL WATER SATURAT10N : 16.9
_ARITHHETIC PERMEABILITY : 6.1 (PERCENT OF PORE SPACE)

GEOMETRIC PERMEABILITY : 0.13
HARMONIC PERMEABILITY : 0.03 AVERAGE CONNATE WATER SATURATION : (E) 15.5

. (PERCENT OF PORE SPACE)
PRODUCTIVE CAPACITY (HILLIDARCY-FEET)

ARITHMETIC CAPACITY ¾ 109. OIL GRAVITY (API) : (E) 38.0
GEOHETRIC CAPACITY : 2.4
HARMONIC CAPACITY : 0.50 ORlulNAL FORHAT10N VOLUME FACTOR I (E) 1.10

(BBl.S SATURATED DIL/STOCK-TANK BEL)
AVERAGE POROSITY (PERCENT) 6.8

ORIGINAL STOCK-TANK OIL IN PLACE 1 (C) 40
AVERAGE RESIDUAL DIL SATURATION 51,9 (BARRELS PER ACRE-FOOT)

(PERCENT OF PORE SPACE)

INTERPRETATION OF DATA

(C) CALCULATED (E) ESTIMATED (H) HEASURED (*) REFER TO ATTACHED LETTER.

These analyses, opinions or interpretations are based un observations and materials supplied by the client to whom, and for whose exclusive and confidential use, this report is made. The imerpretations ur opinions
expressed represent the best judgment of Core f.aboratories, Inc. (all errors and omissions excepted); but Core Ubaratories, Inc.snd its officers and employees, assume na responsibility and make no warranty
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COR E LABORATOR IES, INC. PAGE 1 '
Petroleum Reservoir Engineering

OALLAS,7EXAS

DIAMOND SHAMROCK CORP. DATE : 2-26-83 . FILE NO i 3807-0035

PAIUTE-FEDERAL 24-8 FORMATION : DOUGLAS CREEK ANALYSTS : R. MOHL

SAND WASH FIELD DRLG. FLUID: WBM ELEVATION: 5350 GL

DUCHESNE COUNTY, UTAH LOCATION : SE SW SEC. 8 T9S R17E

• CONVENTIONAL ANALYSIS--BOYLE'S LAW POROSITY

SAMPLE PERM Ka POR. FLUID SATS, GRAIN

HUMBER DEPTH MAXIMUM He OIL WTR DEN DESCRIPTION

4721.0-24.0 LOST CORE

1 4724.0-25.0 2.12 13.6 65.2 15.6 2.65 SD VFG-FN SL/LMY

2 4725.0-26.0 0.45 9.6 53.6 9.5 2.66 SD VFG-FN SL/LMY

3 4726.0-27.0 1.71 12.3 50.2 8.9 2.65 SD UFG-FN SL/LMY

4 4727.0-28.0 7.06 16.3 51.0 5.1 2.65 SD UFG-FN SL/LMY

5 4728.0-29.0 .18. 16.7 .47.8 6.3 2.66 - SD VFG-FN SL/LMY

. & 4729.0-30.0 18. 17.0 47.3 6.6 2.66 . SD VFG-FN SL/LMY

7 4730.0-31.0 8.95 15.5 52.4 5.7 2.66 SD VFG-FN SL/LMY

S 4731.0-32,0 0.75 9.2 38,1 12.7 2.67 SD VFG-FN SL/LMY

9 4732.0-33.0 0.03 0.2 59.1 é.3 2.66 SD UFG-FN SL/LMY

10 4733.0-34.0 4.32 14.4 44.6 8.6 2.67 SD UFG-FN LMY

11 4734.0-35.0 5.90 14.4 46.4 6.0 2.67 SD VFG-FN LMY

12 4735.0-36.0 0.63 8.2 46.9 11.7 2.67 SD UFG-FN LMY MICA
4736.0-37.0 SHALE-NO ANALYSIS

13 4737.0-38,0 0.01 4.9 68.9 13.8 2.66 SD UFG SL/ARGIL'LMY MICA

14 4738.0-39.0 0.14 6.3 56.9 13.4 2.66 OUF SD UFG-FN LHY MICA

OUF=0PEN VERTICAL FRACTURE

These analyses, opinions or interpretations are based on observations arid materials supplied by the client to whorn, and for whose exclusive and confidential use, this report is rn2de. The interpretations or opinions

- eYoressed reoresent the best iudume.it of fore Ishorstories ice (211 errors and omittinns errented3- but Core I shorsrarl-, fee .no n, errie-r.,r-a -- -... ......--- - ---- - -L . --

COR E LABORATOR IES, INC. PAGE 1 '
Petroleum Reservoir Engineering

OALLAS,7EXAS
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DUCHESNE COUNTY, UTAH LOCATION : SE SW SEC. 8 T9S R17E
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S 4731.0-32,0 0.75 9.2 38,1 12.7 2.67 SD VFG-FN SL/LMY

9 4732.0-33.0 0.03 0.2 59.1 é.3 2.66 SD UFG-FN SL/LMY

10 4733.0-34.0 4.32 14.4 44.6 8.6 2.67 SD UFG-FN LMY

11 4734.0-35.0 5.90 14.4 46.4 6.0 2.67 SD VFG-FN LMY

12 4735.0-36.0 0.63 8.2 46.9 11.7 2.67 SD UFG-FN LMY MICA

4736.0-37.0 SHALE-NO ANALYSIS

13 4737.0-38,0 0.01 4.9 68.9 13.8 2.66 SD UFG SL/ARGIL'LMY MICA

14 4738.0-39.0 0.14 6.3 56.9 13.4 2.66 OUF SD UFG-FN LHY MICA

OUF=0PEN VERTICAL FRACTURE

These analyses, opinions or interpretations are based on observations arid materials supplied by the client to whorn, and for whose exclusive and confidential use, this report is rn2de. The interpretations or opinions

- eYoressed reoresent the best iudume.it of fore Ishorstories ice (211 errors and omittinns errented3- but Core I shorsrarl-, fee .no n, errie-r.,r-a -- -... ......--- - ---- - -L . --



COR E LABORATOR IES, INC.
Petroleum Reservoir Engineering

DALLAS.TEXAS

DIAMOND SHAMROCK CORP. DATE : 2-26-83 FILE NO. : 3807-00
PAIUTE-FEDERAL 24-8 FORMATION : DOUGLAS CREEK ANALYSTS : R. HOHL

*** CORE SUMMARY AND CAICULATED RECOVERABLE OIL **‡

DEPTH INTERVAL: 4724.0 TO 4739.0

FEET OF CORE .ANALYZED : 14.0 FEET OF CORE INCLUDED IN AVERAGES¾ 14.0

-- SAMPLES FALLING WITHIN THE FOLLOWING RANGES WERE AVERAGED --

PERMEABILITY HORZONTAL RANGE (MD.) : 0.01 TO 20. (UNCORRECTED FOR SLIPPAGE)
HELIUM POROSITY RANGE (%) : 0.0 TO 100.0
DIL SATURATION RANGE (°/.) : 0.0 TO 100.0
WATER SATURATION RANGE (%) : 0.0 TO 100.0
SHALE SAMPLES EXCLUDED FROM AVERAGES.

AVERAGE PERMEABILITY (MILLIDARCIES) AVERAGE TOTAL WATER SATURATION : 8.6
ARITHMETIC PERMEABILITY : 4.9 (PERCENT OF PORE SPACE)
GEOMETRIC PERMEABILITY : 1.2
HARMONIC PERMEABILITY : 0.09 AVERAGE CONNATE WATER SATURATION : (E) 6.5

(PERCENT OF PORE SPACE)
PRODUCTIVE CAPACITY (MILLIDARCY-FEET)

ARITHMETIC CAPACITY : 68. OIL GRAVITY (API) : (E) 25.0
GEOMETRIC CAPACITY ': 17.
HARMONIC CAPACITY : 1.3 ORIGINAL FORMATION VOLUME'FACTOR : (E) 1

(BBLS SATURATED OIL/STOCK-TANK BEL)
AVERAGE POROSITY (PERCENT) : 11.9

ORIGINAL STOCK-TANK OIL IN PLACE : (C) 799.
AVERAGE RESIDUAL OIL SATURATION : 51.0 (BARRELS PER ACRE-FOOT)

(PERCENT OF PORE SPACE)

INTERPRETATION OF DATA

INTERVAL 4724-4739 OIL PRODUCTIVE ÀFTER SUCCESSFUL STIMULATION. ·

.

(C) CALCULATED
.

(E) ESTIMATED (M) H.EASURED (*) RFFER TO ATTACHETI

COR E LABORATOR IES, INC.
Petroleum Reservoir Engineering

DALLAS.TEXAS

DIAMOND SHAMROCK CORP. DATE : 2-26-83 FILE NO. : 3807-00
PAIUTE-FEDERAL 24-8 FORMATION : DOUGLAS CREEK ANALYSTS : R. HOHL

*** CORE SUMMARY AND CAICULATED RECOVERABLE OIL **‡

DEPTH INTERVAL: 4724.0 TO 4739.0

FEET OF CORE .ANALYZED : 14.0 FEET OF CORE INCLUDED IN AVERAGES¾ 14.0

-- SAMPLES FALLING WITHIN THE FOLLOWING RANGES WERE AVERAGED --

PERMEABILITY HORZONTAL RANGE (MD.) : 0.01 TO 20. (UNCORRECTED FOR SLIPPAGE)
HELIUM POROSITY RANGE (%) : 0.0 TO 100.0
DIL SATURATION RANGE (°/.) : 0.0 TO 100.0
WATER SATURATION RANGE (%) : 0.0 TO 100.0
SHALE SAMPLES EXCLUDED FROM AVERAGES.

AVERAGE PERMEABILITY (MILLIDARCIES) AVERAGE TOTAL WATER SATURATION : 8.6
ARITHMETIC PERMEABILITY : 4.9 (PERCENT OF PORE SPACE)
GEOMETRIC PERMEABILITY : 1.2
HARMONIC PERMEABILITY : 0.09 AVERAGE CONNATE WATER SATURATION : (E) 6.5

(PERCENT OF PORE SPACE)
PRODUCTIVE CAPACITY (MILLIDARCY-FEET)

ARITHMETIC CAPACITY : 68. OIL GRAVITY (API) : (E) 25.0
GEOMETRIC CAPACITY ': 17.
HARMONIC CAPACITY : 1.3 ORIGINAL FORMATION VOLUME'FACTOR : (E) 1

(BBLS SATURATED OIL/STOCK-TANK BEL)
AVERAGE POROSITY (PERCENT) : 11.9

ORIGINAL STOCK-TANK OIL IN PLACE : (C) 799.
AVERAGE RESIDUAL OIL SATURATION : 51.0 (BARRELS PER ACRE-FOOT)

(PERCENT OF PORE SPACE)

INTERPRETATION OF DATA

INTERVAL 4724-4739 OIL PRODUCTIVE ÀFTER SUCCESSFUL STIMULATION. ·

.

(C) CALCULATED
.

(E) ESTIMATED (M) H.EASURED (*) RFFER TO ATTACHETI



COR E LABORATOR lES, INC.
Petroleum Reservoir Engineering PAGE 1

DALLAS.TEXAS

DIAMON0 SHAMROCK
CORP.° DATE : 3-1-83 FILE NO : 3807-0035

PAIUTE-FEDERAL 24-8 FORMATION : WASATCH ANALYSTS : R. HOHL

SAND WASH FIELD DRLG. FLUID: WBM ELEVATION: 5350 GL

DUCHESNE COUNTY, UTAH LOCATION : SE SW SEC. 8 T9S R17E .

CONVENTIONAL ANALYSIS--BOYLE'S LAW POROSITY

SAMPLE PERM Ka POR. FLUID SATS. GRAIN
NUMBER DEPTH MAXIMUM He OIL WTR DEN DESCRIPTION

15 5434.0-35.0 0.28 11.5 46.5 11.6 2.67 SD VFG-FN SL/LMY

16 5435.0-36.0 1.47 11.7 43.9 11.5 2.67 SD FN SL/LMY
17 5436.0-37.0 1.81 13.0 43.2 12.3 2.68 SD FN SL/LMY
18 5437.0-33.0 1.00 7.3 55.3 16;á 2.68 SD FN SL/LMY
19 5438.0-39.0

.<0.01 3.2 0.0 88.8 2.71 SD VFG MICA SLTY
5439.0-41.0 SHALE-NO ANALYSIS

20 5441.0-42.0 0.03 4.4 56.1 17.5 2.67 OVF SD UFC-FN SL/LMY
21 5442.0-43.0 0.05 5.0 St.S. 24.2 2.67 OVF SD VFG-FN SL/LMY
22 5443.0-44.0 0.08 4.7 49.9 23.3 2.67 OVF SD UFG-FN SL/LMY

23 5444.0-45.0 <.0.01 2.8 0,0 83.5 2.70 SD VFG SL/LMY SLTY
2•1 5445.0-46.0 <0.01 2.7 0.0 90.9 2.71 SD UFG SL/LMY SLTY

25 5446.0-47.0 <0.01 2.1 0.0 72.5 2.71 SD UFG LMY SLTY
5447.0-52.0 SHALE-NO ANALYSIS
5452.0-54.0 LOST CDRE
5454.0-63.0 SHALE- NO ANALYSIS

26 5463.0-64.0 <0.01 3.0 0,0 94.6 2.70 SD VFG LMY SLTY

27 5464.0-65.0 <0.01 3.2 0.0 85.4 2.69 SD UFG LMY SLTY
5465.0-72.0 SHALE-NO ANAIYSIS

28 5472.0-73.0 U.0.01 3.7 0.0 82.0 2.72 SD VFG-FN LMY 5 3.P

29 5473.0-74.0 0.03 4.4 0.0 48.3 2.66 OUF .SD FN-MED LMY S 8 P .

30 5474.0-75.0 0.05 5.9 0.0 48.9; 2.67 09F SD FN-MED LMY S 3 P MICA

31 5475.0-76.0 0.13 6.1 0.0 51.0 2.67 OUF SD FN-MED LMY S & P MICA

32 5476.0-77.0 0.02 5.6 0.0 -82.7 2.69 OVF SD FN-MFD LMY S 3 P MICA - ·

33 5477.0-78.0 <0.01 3.9 0.0. 82.5 2.70 OUF SD VFG-FN LMY S 8 P sa

5472.0-80.0
.'

SHALE-NO ANALYSIS 420
5480.0-84.0 LOST·CORE -

OVF=OPEN VERTICAL FRACTURE
70-•- ,n,h ee• noininn< or infe•nre ,tione are bw-4 on ohm-vations and materials sunolled bv the client to whom. and for who.e exc!,÷,e med cooOd•¾T -- ---• =- -

"·

COR E LABORATOR lES, INC.
Petroleum Reservoir Engineering PAGE 1

DALLAS.TEXAS

DIAMON0 SHAMROCK
CORP.° DATE : 3-1-83 FILE NO : 3807-0035

PAIUTE-FEDERAL 24-8 FORMATION : WASATCH ANALYSTS : R. HOHL

SAND WASH FIELD DRLG. FLUID: WBM ELEVATION: 5350 GL

DUCHESNE COUNTY, UTAH LOCATION : SE SW SEC. 8 T9S R17E .
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NUMBER DEPTH MAXIMUM He OIL WTR DEN DESCRIPTION
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23 5444.0-45.0 <.0.01 2.8 0,0 83.5 2.70 SD VFG SL/LMY SLTY
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70-•- ,n,h ee• noininn< or infe•nre ,tione are bw-4 on ohm-vations and materials sunolled bv the client to whom. and for who.e exc!,÷,e med cooOd•¾T -- ---• =- -
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CORE LABORATORIES, INC.
Petroleum Reservoir Engineering

DALLAS.TEXAS

DIAMOND SHAMROCK CORP. DATE : 3-1-83 FILE NO. : 3807-0035

PAIUTE-FEDERAL 24-8 • FORNATION : WASATCH ANALYSTS : R. MOHL

*** CORE SUMMARY AVERAGES FOR 1 ZONE *‡¾ .

DEPTH INTERVAL: 5434.0 TO 5478.0

FEET OF CORE ANALYZED : 19.0 FEET OF CORE INCLUDED IN AVERAGES: 19.0

-- SAMPLES FALLING WITHIN THE FOLLOUTNG RANGES WERE AVERAGED --

PERMEABILITY HORZONTAL RANGE (MD.) : 0.00 TO 2.0 (UNCORRECTED FOR SLIPPAGE)

HELIUM POROSITY RANGE (%) : 0.0 TO 100.0
OIL SATURATION RANGE (7.) : 0,0 TO 100.0
WATER SATURATION RANGE (7.) : 0.0 TO 100.0

SHALE SAMPLES EXCLUDED FROM AVERAGES.

AVERAGES FOR DEPTH INTERVAL: 5434.0 TO 5478.0

AVERAGE PERMEABILITY (MILLIDARCIES) PRODUCTIVE CAPACITY (MILLIDARCY-FEET)

ARITHMETIC PERMEABILITY :· 0.26 ARITHMETIC CAPACITY : 5.0

GEOMETRIC PERMEABILITY : 0.03 GEOMETRIC CAPACITY - | 0.59

HARMONIC PERMEABILITY ¾ 0.01 HARMONIC CAPACITY : 0.15

AVERAGE POROSITY (PERCENT) : 5.5 AVERAGE TOTAl. WATER SATURATION : 40.5

.

(PERCENT OF PORE SPACE)

AVERAGE RESIDUAL OIL SATURATION : 26.6 -AVERAGE CONNATE WATER SATURi;TION ** : .

(PERCENT OF PORE SPACE) ¡ (PERCENT OF PORF. SPACE

·‡t ESTIMATED FROM TOTAL
WATER

CORE LABORATORIES, INC.
Petroleum Reservoir Engineering

DALLAS.TEXAS

DIAMOND SHAMROCK CORP. DATE : 3-1-83 FILE NO. : 3807-0035

PAIUTE-FEDERAL 24-8 • FORNATION : WASATCH ANALYSTS : R. MOHL

*** CORE SUMMARY AVERAGES FOR 1 ZONE *‡¾ .

DEPTH INTERVAL: 5434.0 TO 5478.0

FEET OF CORE ANALYZED : 19.0 FEET OF CORE INCLUDED IN AVERAGES: 19.0

-- SAMPLES FALLING WITHIN THE FOLLOUTNG RANGES WERE AVERAGED --

PERMEABILITY HORZONTAL RANGE (MD.) : 0.00 TO 2.0 (UNCORRECTED FOR SLIPPAGE)

HELIUM POROSITY RANGE (%) : 0.0 TO 100.0
OIL SATURATION RANGE (7.) : 0,0 TO 100.0
WATER SATURATION RANGE (7.) : 0.0 TO 100.0

SHALE SAMPLES EXCLUDED FROM AVERAGES.

AVERAGES FOR DEPTH INTERVAL: 5434.0 TO 5478.0

AVERAGE PERMEABILITY (MILLIDARCIES) PRODUCTIVE CAPACITY (MILLIDARCY-FEET)

ARITHMETIC PERMEABILITY :· 0.26 ARITHMETIC CAPACITY : 5.0

GEOMETRIC PERMEABILITY : 0.03 GEOMETRIC CAPACITY - | 0.59

HARMONIC PERMEABILITY ¾ 0.01 HARMONIC CAPACITY : 0.15

AVERAGE POROSITY (PERCENT) : 5.5 AVERAGE TOTAl. WATER SATURATION : 40.5

.

(PERCENT OF PORE SPACE)

AVERAGE RESIDUAL OIL SATURATION : 26.6 -AVERAGE CONNATE WATER SATURi;TION ** : .

(PERCENT OF PORE SPACE) ¡ (PERCENT OF PORF. SPACE

·‡t ESTIMATED FROM TOTAL
WATER
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COR ELABO RATO R lES, INC.

Petroleum Reservoir Engineering
DALLAS.TEXAS

DIAMOND SHAMROCK CORP. DATE i 9-5-83 FILE HO i 3807-0050-

PAIUTE-FEDERAL 34-8 FORMATION : GREEN RIVER
ANALYSTS : R. MOHL

MONUMENT BUTTE FIELD DRLG. FLUID: WBM
ELEVATION: 5302 GL

DUCHESNE COUNTY: UTAH LOCATION : SW SE SEC. 8 T9S R17E

CONUENTIONAL ANALYSIS--BOYLE'S LAW POROSITY

SAHPLE PERM Ka POR. FLUID SATS. GRAIN

NUMBER DEPTH MAXIMUM He OIL WTR DEN
DESCRlPT10N

1 4050.0-51.0 2.11 8.4 50.6 16.9 2.66 SD UFG

2 4051.0-52.0 0.42 6.9 50.2 13.2 2.65 SD UFG

3 4052.0-53.0 0.05 4.3 53.5 23.4 2.65 SD VFG SL/LMY

4 4053.0-54.0 0.02 5.5 38.0 43.4 2.66 SD VFG HICA

,
5 4054.0-55.0 1.50 9.9 34.9 20.4 2.65 SD VFG

6 4055.0-56.0 0.78 10.5 31.7 26.5 2.65 SD UFG

7 405&.0-57.0 1.83 12.2 40.3 26.3 2.66 SD UFG

8 4057.0-58.0 0.93 10.7 40.7 15.4 2.65 SD VFG

9 4058.0-59.0 1.99 9.8 34.2 34.2 2.67 SD UFG

10 4059.0-60.0 5.12 13.9 43.1 13.9 2.67 SD VFG

11 4060.0-61.0 3.23 12.4 34.1 17.1 2.67 SD UFG

12 4061.0-62.0 2.52 12.8 32.7 16.4 2.66 SD VFG

13 4062.0-63.0 0.63 8.0 33.1 42.5 2.66 CUF SD VFG

14 4063.0-64.0 1.04 11.0 26.7 20,4 2.66 SD VFG

15 4064.0-65,0 11. 11.3 32.3 17.1 2.66 SD VFG

16 4065.0-66.0 2.35 9.9 40.7 28.5 2,66 SD VFG

17 4066.0-67.0 <0.01 2.3 0.0 73.1 2.67 SD VFG LMY

4067.0-71.0
SHALE-NO ANALYSIS

18 4071.0-72.0 <0.01 1.2 0.0 46.1 2.69 SD VFG LMY

4072,0-76.0
SHALE-NO ANALYSIS

19 4076.0-77.0 <0.01 1.3 0.0 48.1 2,78 DOLO UF/XLN FOSS LMY

20 4077.0-78.0 <0.01 1,8 .0.0
55.6 2.80 DOLO UF/XLN FOSS LMY

4078.0-79.0
SHALE-NO ANALYSIS

21 4079.0-80.0 <0.01 4.8 28.5 52.9 2.66 SD VFG LMY

22 4080.0-81,0 0.49 7.1 23.3 54.3 2.66 SD VFG·SL/LMY

23 4081.0-82.0 1.67 9.5 30.4 11.4 ?.66 SD VFB

24 4082,0-83,0 1.58 10.0 29.3 11.0 2.65 SD VFG

25 4083.0-84.0 2.11 11.9 29.3 28.1 2.66 SD VFG

These 2nalyses, opinions at interpretations 2re based on observations and materi21s supplied by the client to whom, and for whose exclusive and confidential use, this report is made.The imerpretations or opininns

--., ..!
s,w,...,e •L· b.-o huh•meat of Core laboratories, fuc. (all errors and omissions excepted); but Care Laboratories, Inc.and its officers and employect,assurne no responsibility and make no warrantyut

' -
----Men wnh which wrh renort it inet! or relied

COR ELABO RATO R lES, INC.

Petroleum Reservoir Engineering
DALLAS.TEXAS

DIAMOND SHAMROCK CORP. DATE i 9-5-83 FILE HO i 3807-0050-

PAIUTE-FEDERAL 34-8 FORMATION : GREEN RIVER
ANALYSTS : R. MOHL

MONUMENT BUTTE FIELD DRLG. FLUID: WBM
ELEVATION: 5302 GL

DUCHESNE COUNTY: UTAH LOCATION : SW SE SEC. 8 T9S R17E

CONUENTIONAL ANALYSIS--BOYLE'S LAW POROSITY

SAHPLE PERM Ka POR. FLUID SATS. GRAIN

NUMBER DEPTH MAXIMUM He OIL WTR DEN
DESCRlPT10N

1 4050.0-51.0 2.11 8.4 50.6 16.9 2.66 SD UFG

2 4051.0-52.0 0.42 6.9 50.2 13.2 2.65 SD UFG

3 4052.0-53.0 0.05 4.3 53.5 23.4 2.65 SD VFG SL/LMY

4 4053.0-54.0 0.02 5.5 38.0 43.4 2.66 SD VFG HICA

,
5 4054.0-55.0 1.50 9.9 34.9 20.4 2.65 SD VFG

6 4055.0-56.0 0.78 10.5 31.7 26.5 2.65 SD UFG

7 405&.0-57.0 1.83 12.2 40.3 26.3 2.66 SD UFG

8 4057.0-58.0 0.93 10.7 40.7 15.4 2.65 SD VFG

9 4058.0-59.0 1.99 9.8 34.2 34.2 2.67 SD UFG

10 4059.0-60.0 5.12 13.9 43.1 13.9 2.67 SD VFG

11 4060.0-61.0 3.23 12.4 34.1 17.1 2.67 SD UFG

12 4061.0-62.0 2.52 12.8 32.7 16.4 2.66 SD VFG

13 4062.0-63.0 0.63 8.0 33.1 42.5 2.66 CUF SD VFG

14 4063.0-64.0 1.04 11.0 26.7 20,4 2.66 SD VFG

15 4064.0-65,0 11. 11.3 32.3 17.1 2.66 SD VFG

16 4065.0-66.0 2.35 9.9 40.7 28.5 2,66 SD VFG

17 4066.0-67.0 <0.01 2.3 0.0 73.1 2.67 SD VFG LMY

4067.0-71.0
SHALE-NO ANALYSIS

18 4071.0-72.0 <0.01 1.2 0.0 46.1 2.69 SD VFG LMY

4072,0-76.0
SHALE-NO ANALYSIS

19 4076.0-77.0 <0.01 1.3 0.0 48.1 2,78 DOLO UF/XLN FOSS LMY

20 4077.0-78.0 <0.01 1,8 .0.0
55.6 2.80 DOLO UF/XLN FOSS LMY

4078.0-79.0
SHALE-NO ANALYSIS

21 4079.0-80.0 <0.01 4.8 28.5 52.9 2.66 SD VFG LMY

22 4080.0-81,0 0.49 7.1 23.3 54.3 2.66 SD VFG·SL/LMY

23 4081.0-82.0 1.67 9.5 30.4 11.4 ?.66 SD VFB

24 4082,0-83,0 1.58 10.0 29.3 11.0 2.65 SD VFG

25 4083.0-84.0 2.11 11.9 29.3 28.1 2.66 SD VFG

These 2nalyses, opinions at interpretations 2re based on observations and materi21s supplied by the client to whom, and for whose exclusive and confidential use, this report is made.The imerpretations or opininns

--., ..!
s,w,...,e •L· b.-o huh•meat of Core laboratories, fuc. (all errors and omissions excepted); but Care Laboratories, Inc.and its officers and employect,assurne no responsibility and make no warrantyut

' -
----Men wnh which wrh renort it inet! or relied



COHE LA unaton.--, ... .

Petroleum Reservoir Engineering
DALLAS,TEXAS

DIAMOND SHAMROCK CORP, DATE : 9-3-83 FILE No : 3807-0050

PAIUTE-FEDERAL 34-8 FORMATION : GREEN RIVER
ANALYSTS : R. HOHL

CONVENTIONAL ANALYSIS--BOYLE'S LAW POROSITY

SAMPLE PERM Ka POR. FLUID SATS. GRAIN

NUMBER DEPTH MAXIHUM He OIL WTR DEN
DESCRIPTION

26 4084.0-85.0 2.93 11.9 30.1 9.5 2.66 SD VFG

27 4083.0-86.0 5.34 12.7 39.4 12.1 2.67 SD VFG .

28 4086.0-87.0 2.15 9.1 48.5 24.2 2.66 SD VFG

4087.0-01.0
SHALE-NO ANALYSIS

29 4101.0-02.0 <.0.01 2.5 0.0 68.4 2.70 SD UFG LMY

30 4102.0-03.0 <.0.01 3.9 0.0 75.7 2.69 SD UFG LMY

4103.0-18.0
SHALE-NO ANALYSIS

4118.0-22.0
LOST CORE
SHALE-NO ANALYSIS

4122.0-30.0

CVF=CLOSED UERTICAL FRACTURE

These 2nalyses, opinions or interpretations are based on observations and materials suppHed by the client to whom, and for whose exclusive and confidential use, this report is made.The interpretations or opininns

expressed repscsent the best judgment of Core Laboratories, Inc. (all errors and omissions excepted); but Core Laboratories, Inc.snd its officers and employees, assume no responsibility and make no warranty or

representations, as to the productivity, proper operations, or profitableness of any ol], gas or other mineral well or sand in connection with which such report is used or telled
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Petroleum Reservoir Engineering
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27 4083.0-86.0 5.34 12.7 39.4 12.1 2.67 SD VFG .

28 4086.0-87.0 2.15 9.1 48.5 24.2 2.66 SD VFG

4087.0-01.0
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29 4101.0-02.0 <.0.01 2.5 0.0 68.4 2.70 SD UFG LMY

30 4102.0-03.0 <.0.01 3.9 0.0 75.7 2.69 SD UFG LMY
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4118.0-22.0
LOST CORE
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These 2nalyses, opinions or interpretations are based on observations and materials suppHed by the client to whom, and for whose exclusive and confidential use, this report is made.The interpretations or opininns

expressed repscsent the best judgment of Core Laboratories, Inc. (all errors and omissions excepted); but Core Laboratories, Inc.snd its officers and employees, assume no responsibility and make no warranty or

representations, as to the productivity, proper operations, or profitableness of any ol], gas or other mineral well or sand in connection with which such report is used or telled



' COR E LABOR ATOR IES, INC.
Petroleum Reservoir Engineering

DALLAS.TEXAS

DIAMOND SHAMROCK CORP. DATE : 9-5-83 FILE NO. : 3807-G -

PAIUTE-FEDERAL 34-8 FORMATION : GREEN RIVER
ANALYSTS i R. HOH

*** CORE SUMMARY AND CALCULATED RECOVERABLE DIL *‡*

DEPTH INTERVAL: 4050.0 TO 4066.0

FEET OF CORE ANALYZED i 16.0 FEET OF CORE INCLUDED IN AVERAGES: 16.0

-- SAMPLES FALLING WITHIN THE FOLLOWING RANGES WERE AVERAGED --

PERMEABILITY HORZONTAL RANGE (HD.) : 0.01 TO 15.. (UNCORRECTEI; FOR SLIPPAGE)

HELIUM POROSITY RANGE (%) : 0.0 TO 100.0

· OIL SATURATION RANGE (X) ¾ 0.0 TO 100.0

WATER SATURATION RANGE (%) : 0.0 TO 100.0

SHALE SAMPLES EXCLUDED FROM AVERAGES.

AVERAGE PERHEABILITY (MILLIDARCIES) AVERAGE TOTAL WATER SATURATION i 22.4

ARITHMETIC PERMEABILITY : 2.2 (PERCENT OF PORE SPACE)

GEOMETRIC PERMEABILITY : 1.1

HARMONIC PERMEABILITY : 0.20 AVERAGE CONNATE WATER SATURATION : (E) 21.0

(PERCENT OF PORE SPACE)

PRODUCTIVE CAPACITY (MILLIDARCY-FEET)

ARITHMETIC CAPACITY : 36. OIL GRAVITY (API) : (E) 38.0

GEOMETRIC CAPACITY : 17.

HARMONIC CAPACITY : 3.2 ORIGIHAL FORHATION VOLUME FACTOR : (E) 1.10

(BBLS SATURATED OIL/STOCK-TANK BBL)

AVERAGE POROSITY (PERCENT) : 9,8
ORIGINAL STOCK-TANK OIL IN PLACE : (C) 548

AVERAGE RESIDUAL OIL SATURATION : 37.7 (BARRELS PER ACRE-FOOT)

(PERCENT OF PORE SPACE)

INTERPRETATION OF DATA

INTERVAL 4050-4066 OIL PRODUCTIVE W/WATER CUT AFTER SUCCESSFUL TREATHENT.

(C) CALCULATED (E) ESTIHATED (M) MEASURED (*) REFER TO ATTACHED LETTER.

These analyses, opinions or interpretations are based on observations and m2:erials supplied by the client to whom, and for whose exclusive and confidential use, this report is made.The imerPretations or opinions ;

ermessed represent the best iudement of Core Laboratories, Inc. (all errors and omissions excepted); but Core Laboratories, Inc.and its officers and employees, assume no responsibility and make no warranty
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Exhibit-I

Proposed Inection Well Surface
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Exhibit-I

Proposed Inection Well Surface



O O s
Proposed lnection Well Sudace Equipment

HP Flex Hose Adjustable Insulation
Flowmeter Choke Valve Union

Check valve
f Ball Valve

Stab Type
Pressure Receptical

2· Ball Valve

2° Riser
2 7/8' Tubing

Wellhead

Bull Plug Backside
Stab Type
Pressure Receptical

Surface Casing
Wellhead &Valves
Not Shown

I
I

2· HP Supply Line
Set 5' Below

O O s
Proposed lnection Well Sudace Equipment

HP Flex Hose Adjustable Insulation
Flowmeter Choke Valve Union

Check valve
f Ball Valve

Stab Type
Pressure Receptical

2· Ball Valve

2° Riser
2 7/8' Tubing

Wellhead

Bull Plug Backside
Stab Type
Pressure Receptical

Surface Casing
Wellhead &Valves
Not Shown

I
I

2· HP Supply Line
Set 5' Below
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Exhibit-J

Proposed Injection Well

O O

Exhibit-J

Proposed Injection Well



BALCRON MONUMENT STATE#14-2

&EQUITABLERESOTJRCES 6.",,6.",¿•:;,;;S Ri7E

V ENERGYCOMPANY MonumentButteFleid
Duchesne County, Utah

BALCRONOIL DIVISION

PROPOSED INJECTION WELL COMPLET10N DIAGRAM

Elev. - 6066' GL
KB- 5076' KB (10')

DATE: 7/24I95vk

SURFACE CASING

SIZE: 8-5/8"

GRADE: J-55

WEIGHT:24#
LENGTH:288.30'(ejts)

PERFORATIONRECORD

DEPTH LANDED: 276.3'KB
HOLESIZE:12-1/4• 8/29/94 Schlumberger 5073'-5080' 4 SPF (.38")7 ft 28 holes

CEMENTDATA160sxs class "G"+ 2% CC1+

il4#lsk cellollake
9/6/94 Schlumberger 4756' - 4758' 4 SPF 2 ft S holes

276.3' KB
4760' - 4762' 4 SPF 2 ft 8 holes

4771' - 4781' 4 SPF 10 ft 40 holes

- UINTA FORMATIONSURFACE to 1500'

PRODUCTIONCASING

SIZE: 5-1/2"
GRADE: J-55

WEIGHT: 15.5#
LENGTH:5762.35' (135jts) - GREENRIVER FORMATION1500' - 5500'

DEPTHLANDED: 5771.35' KB
HOLESIZE:7-7/8"

CEMENTDATA 370 sxs super class "G" + (47#G + 20#Ron A +

17# CSE)/sk+3%salt + 2%gel +1/4 #lsk celloseal,
tailwt 242 sk 50-50 POZ + 2%gel + 1/4#lsk
celloseal + 2 #Isk HiSeal2

CEMENTTOP AT: 860' KB

- DOUGLASCREEK MEMBER 4650' - 5600'

RETRIEVABLBE CASING PACKER @4696' KB

TUBINGRECORD

SIZE I GRADE / WEIGHT : 2-7/8" I J-55 I 6.5#
SEATNIPPLE:2-7/8"X1.1'

4756'-4781'

SN LANDED @ 4692' KB

RETRIEVABLECSG PACKER
MODEL : Arrow Set-1

PACKER LANDED@ 4696' KB
5073' - 5080'

- WASATCHFORMATIONTRANSITION6500' - 6000'

PBTD @ 5734' KB
TD @ 5800' KB

- WASATCHFORMATION6000 ft

BALCRON MONUMENT STATE#14-2

&EQUITABLERESOTJRCES 6.",,6.",¿•:;,;;S Ri7E
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Proposed Plugging And Abandonment
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Proposed Plugging And Abandonment



UNITED STATES ENVIRONMENTAL PROTECTIO NC
WASHINGTON. OC 20460

C PLUGGING AND ABANDONMENT PLAN '

NAMEAND ADDAESSOF FACIUTY NAME AND ADDRESS OF OWNER/OPERATOR

STATE COUNTY ' PERMIT NUMBER

LOCATE WELL ANDOUTUNEUNITON
SECTION PLAT -- 640 ACRES

SURFACELOCAT10N DESCRIPTION

N ¼ OF §VA ¼ OF GW ¼ SECTION 1 TOWNSHIP SS RANGE 12

LOCATEWELLINTWO DIRECTIONSFROM NEAREST LINESOF QUARTERSECTION ANDDRILUNGUNIT

11 lll Surface
Location it. from (N/S)i Une of quarter section

and .10.. ft. from (E/W) A Une of quarter sectio,

TYPE OFAUTHORIZATION WELL ACTIVITY

O Individual Permit O CLASS I
W E RArea Permit gCLASS II

O Ruk O Brine Disposal
Enhanced Recovery

Number of Wells i O Hydrocarbon Storage
o ci.Ass lii

Lease Name f... Se.c. i og - 1 Well Number ,6#Ake-- \¾ - 2.

CASINGAND TUBINGRECORDAFFERPLUGGING METHODOF EMPLACEMENTOF CEMENTPLUGS

The Balance Method

StZE WTILB/FT) TOBEPUTINWELI.tFT) TO BELEFTINWELI.(FT) HOLESt2E The Dump Bailer Method

5/g" gg* -pg (,.,' 4(, ' it t/g" The Two-Plug Method

CEMENTINGTO PLUGAND ABANDON DATA: PLUG #1 PLUG #2 PLUG#3 PLUG#4 PLUG#5 Pt.UG #6 PLUG47

Site of Hole or Pipe in which P1ugWill Be Placed (inches) 4 'li " 4 fl2..

Depth to Bottom of Tubing or Orill Plpe (ft.) g' gg
Sacks of Coment To Be Used (each plu91 foO \ oo

Sturry Volume To Be Pumped (cu. it.) OO

Calculated Top of Plug (ft.) LL

Measured Top of Plug (if tagged it.)

Slurry Wt. (Lb./Gal.) 6. 3 4 . g
Type Coment or Other Material iClass III) CK½ - (a (.g4 &

LIST ALL OPEN HOLE AND/OR PERFORATED INTERVALS AND INTERVALS WHERE CASING WILL BE VARIED (If any)

From To From To

41% ' 41 8 '

4i teo 41 6 7. '

Esumated Cost to Plug Wells

CERTIFICATION

/ certify under the penalty of law that I have personally examined and am familiar with the information

submitted in this document and all attachments and that, based on my inquiry of those individuals

immediately responsible for obtaining the information, I believe that the information is true, accurate,

' and complete. I am aware that there are significant penalties for submitting false information, including

the possibility of fine and imprisonment. (Ref. 40 CFR 144.32)

NAME AND OFFICIAL TITLE (Please type or print/ SIGNATURE
DATE
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WASHINGTON. OC 20460

C PLUGGING AND ABANDONMENT PLAN '

NAMEAND ADDAESSOF FACIUTY NAME AND ADDRESS OF OWNER/OPERATOR

STATE COUNTY ' PERMIT NUMBER

LOCATE WELL ANDOUTUNEUNITON
SECTION PLAT -- 640 ACRES

SURFACELOCAT10N DESCRIPTION

N ¼ OF §VA ¼ OF GW ¼ SECTION 1 TOWNSHIP SS RANGE 12

LOCATEWELLINTWO DIRECTIONSFROM NEAREST LINESOF QUARTERSECTION ANDDRILUNGUNIT

11 lll Surface
Location it. from (N/S)i Une of quarter section

and .10.. ft. from (E/W) A Une of quarter sectio,

TYPE OFAUTHORIZATION WELL ACTIVITY

O Individual Permit O CLASS I
W E RArea Permit gCLASS II

O Ruk O Brine Disposal
Enhanced Recovery

Number of Wells i O Hydrocarbon Storage
o ci.Ass lii

Lease Name f... Se.c. i og - 1 Well Number ,6#Ake-- \¾ - 2.

CASINGAND TUBINGRECORDAFFERPLUGGING METHODOF EMPLACEMENTOF CEMENTPLUGS

The Balance Method

StZE WTILB/FT) TOBEPUTINWELI.tFT) TO BELEFTINWELI.(FT) HOLESt2E The Dump Bailer Method

5/g" gg* -pg (,.,' 4(, ' it t/g" The Two-Plug Method

CEMENTINGTO PLUGAND ABANDON DATA: PLUG #1 PLUG #2 PLUG#3 PLUG#4 PLUG#5 Pt.UG #6 PLUG47

Site of Hole or Pipe in which P1ugWill Be Placed (inches) 4 'li " 4 fl2..

Depth to Bottom of Tubing or Orill Plpe (ft.) g' gg
Sacks of Coment To Be Used (each plu91 foO \ oo

Sturry Volume To Be Pumped (cu. it.) OO

Calculated Top of Plug (ft.) LL

Measured Top of Plug (if tagged it.)

Slurry Wt. (Lb./Gal.) 6. 3 4 . g
Type Coment or Other Material iClass III) CK½ - (a (.g4 &

LIST ALL OPEN HOLE AND/OR PERFORATED INTERVALS AND INTERVALS WHERE CASING WILL BE VARIED (If any)

From To From To

41% ' 41 8 '

4i teo 41 6 7. '

Esumated Cost to Plug Wells

CERTIFICATION

/ certify under the penalty of law that I have personally examined and am familiar with the information

submitted in this document and all attachments and that, based on my inquiry of those individuals

immediately responsible for obtaining the information, I believe that the information is true, accurate,

' and complete. I am aware that there are significant penalties for submitting false information, including

the possibility of fine and imprisonment. (Ref. 40 CFR 144.32)
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BALCRONMONUMENTSTATE #14-2

EQUITABLERESOURCES '.".."."#MS 551 S Ri7E

ENERGYCOMPANY Monument Butte Field
Duchesne County, Utah

BALCRONOILDIVISION

PROPOSED PLUGGING&ABANDONMENTDIAGRAM

DATE : 7125/95 vk
Elev. - 5066' GL
KB-5076'KB (10')

Permanent P&AmarkerIdentifying wellInformation

SURFACECASING

SIZE: 8-5/8"
GRADE: J-55

WEIGHT: 24#
LENGTH:266.30' (6]ts)

* PLUG #2 SURFACE to 350 ft

DEPTHLANDED: 276.3' KB Perforate esg at 100 ft below

HOLESfZE: 12-1/4" the surfacecsg shoe &circulate

CEMENT DATA:160sxs class "G"+ 2% CCI+ 276.3 KB 100 sx ofClass43 Cement to surface.

1/4#lsk cellotlake

•UINTAFORMATION SURFACEto1600'

PRODUCTIONCASING

SIZE: 5-1/2• - GREEN RIVER FORMATION 1800' - 5500'

GRADE: J-55
WEIGHT: 15.5#
LENGTH: 5762.35'(135 Jts)

DEPTHLANDED: 5771.35' KB
HOLESIZE: 7-7/8"

PERFORATIONRECORD

CEMENTDATA:370 sxs super class "G"+ (47#G + 20#RonA +

17# CSE)/sk +3%salt + 2%gel+1/4 #lsk celloseal, 8/29/94 Schlumberger 5073' - 5080' 4 SPF (.38")7 ft 28 holes

tellw/242 sk 50-50 POZ + 2%gel + 1/4 #Isk
celloseal+ 2 #lsk HISea12 9/6/94 Schlumberger 4756°-4756' 4 SPF 2 ft 8 holes

CEMENT TOP AT: 860' KB
4760' - 4762' 4 SPF 2 ft 8 holes
4771' - 4781' 4 SPF 10 ft 40 holes

-DOUGLAS CREEK MEMBER 4850'-5500'

PLUGGING PROCEDURE PLUG #1 TD to 3800 ft

Enter the we11wltbgand washtoTD. If thewellis notdead, 260 sx ofClass-G Cement

circulatemudwith sufficientwelghttokillthewell. Pumpa

balanced tement plug using260 sacks across the Douglas

CreekMemberof the GreenRiver Formation from TD toat 4756' -4781'

least 300 ft abovetheuppermostperfs. The production csg
willbe perforatedfor twofeet using4 SPF at a point100ft

below the sulacecasingshoe. Circulation wll1be established
tosurfaceand cementwillbe circulatedto tilltheproduction 5073' - 5080'

casingand the annulusfrom the perforationsto surfaceusing
100 sacks class-G cement. The topofthe secondcement
plugwillbe at the surface.

- WASATCHFORMATIONTRANSITION 8500' - 6000'

PBTD @ 5734' KB
TD @ 5800' KB

- WASATCH FORMATION 6000
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HOLESfZE: 12-1/4" the surfacecsg shoe &circulate

CEMENT DATA:160sxs class "G"+ 2% CCI+ 276.3 KB 100 sx ofClass43 Cement to surface.

1/4#lsk cellotlake

•UINTAFORMATION SURFACEto1600'

PRODUCTIONCASING

SIZE: 5-1/2• - GREEN RIVER FORMATION 1800' - 5500'

GRADE: J-55
WEIGHT: 15.5#
LENGTH: 5762.35'(135 Jts)

DEPTHLANDED: 5771.35' KB
HOLESIZE: 7-7/8"

PERFORATIONRECORD

CEMENTDATA:370 sxs super class "G"+ (47#G + 20#RonA +

17# CSE)/sk +3%salt + 2%gel+1/4 #lsk celloseal, 8/29/94 Schlumberger 5073' - 5080' 4 SPF (.38")7 ft 28 holes

tellw/242 sk 50-50 POZ + 2%gel + 1/4 #Isk
celloseal+ 2 #lsk HISea12 9/6/94 Schlumberger 4756°-4756' 4 SPF 2 ft 8 holes

CEMENT TOP AT: 860' KB
4760' - 4762' 4 SPF 2 ft 8 holes
4771' - 4781' 4 SPF 10 ft 40 holes

-DOUGLAS CREEK MEMBER 4850'-5500'

PLUGGING PROCEDURE PLUG #1 TD to 3800 ft

Enter the we11wltbgand washtoTD. If thewellis notdead, 260 sx ofClass-G Cement

circulatemudwith sufficientwelghttokillthewell. Pumpa

balanced tement plug using260 sacks across the Douglas

CreekMemberof the GreenRiver Formation from TD toat 4756' -4781'

least 300 ft abovetheuppermostperfs. The production csg
willbe perforatedfor twofeet using4 SPF at a point100ft

below the sulacecasingshoe. Circulation wll1be established
tosurfaceand cementwillbe circulatedto tilltheproduction 5073' - 5080'

casingand the annulusfrom the perforationsto surfaceusing
100 sacks class-G cement. The topofthe secondcement
plugwillbe at the surface.

- WASATCHFORMATIONTRANSITION 8500' - 6000'

PBTD @ 5734' KB
TD @ 5800' KB

- WASATCH FORMATION 6000



O UNITEDSTATESENVIRONMENTAL PROTEC GENCY
WASHINGTON. DC 20460

VG PLUGGING AND ABANDONMENT PLAN
NAME AND ADDRESS OF FACIUTY NAME AND ADDRESS OF OWNER/OPERATOA

STATE COUNTY PERMIT NUMBEft

LOCATEWELLANDOUTUNE UNIT ON
SECTION PLAT -- 640 ACRES

SURFACELOCATION DESCRIPTION

N ¼ OF († ¼ OF h/ ¼ SECTlON 1 TOWNSHIP RANGE \3 E
LOCATE WELI. IN WVODIRECTIONS FROM NEAREST UNES OF QUARTER SECTION AND DRILUNG UNIT

I \ \ Surface
Location i ft. from (N/S) S Line of quarter section

and ÊÊOft. from (E/W).kL..Une of quarter section

PE OF AUTHORIZATION WELI.ACTIVlW

O individual Permit O C1.ASS I
W E 15iÏArea Permit CLASS il .

O Ruk O Brine DisposalJE[~Enhanced Recovery
Number of Wells i O Hydrocarbon Storage

I I - I \ \ \ a etAss in

!!! lil
ll! lil

Lease Name £kŸe.. §ër..Lo y . 2 Well Number §#x¾e 22.-2.

CASINGAND TUBINGRECORD AF FEA Pt.UGGING METHOD OF EMPLACEMENT OF CEMENTPLUGS

The Balance Method

StZE WT(LB/FT) TOBEPUTINWELLIFT) TOBELEFT INWELL(FT) HOLE SIZE Ü The Dump Bailer Method

½ M * 7/e \
' '/-6 1' s 'It" O The Two-Plug Method

CEMENTINGTO Pt.UGAND AßANDON DATA: PLUG#1 PLUG#2 PLUG#3 PLUG#4 Pt.UG #5 Pt.UG #6 PLUG47

Size of Hole or Pipe in which Plug WIIIBe Placed linches) ( I/7 " fl ."

Depth to Bottom of Tubing or Drill Plpe (ft.) gyg' (g
Sacks of Coment To Be Used (each plug) p/po goo

Siurry Volume To Be Pumped (cu. ft.) SQO \\¾
Calculated Top of Plug (ft.) QQ' KÔ (ur LC--

Measured Top of Piug lif tagged it.)

Slurry Wt. (Lb./Gal.) . 3 g ,

Type Cement or Other Material IClass III) C\x¾ - (a (. A½ - G i

LIST ALL OPEN HOLEAND/OR PERFORATEDINTERVALS AND INTERVALS WHERE CASING WILL BE VARIED (If any)

From To From To

Esumated Cost to Plug Wous

.

ßlooo (. O 4. Ce-wk ~IA

CERTIFICATION

I certify under the penalty of law that I have personally examined and am familiar with the information

submitted in this document and all attachments and that, based on my inquiry of those individuals

immediately responsible /or obtaining the information, I believe that the information is true, accurate,

and complete. lam aware that there are significantpena/ties for submitting false information, including

the possibility of fine and imprisonment. (Ref. 40 CFR 144.32)

er.x-

S
DATE S
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I \ \ Surface
Location i ft. from (N/S) S Line of quarter section
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!!! lil
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The Balance Method

StZE WT(LB/FT) TOBEPUTINWELLIFT) TOBELEFT INWELL(FT) HOLE SIZE Ü The Dump Bailer Method
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Size of Hole or Pipe in which Plug WIIIBe Placed linches) ( I/7 " fl ."
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Calculated Top of Plug (ft.) QQ' KÔ (ur LC--

Measured Top of Piug lif tagged it.)

Slurry Wt. (Lb./Gal.) . 3 g ,

Type Cement or Other Material IClass III) C\x¾ - (a (. A½ - G i
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ßlooo (. O 4. Ce-wk ~IA

CERTIFICATION
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immediately responsible /or obtaining the information, I believe that the information is true, accurate,

and complete. lam aware that there are significantpena/ties for submitting false information, including

the possibility of fine and imprisonment. (Ref. 40 CFR 144.32)

er.x-

S
DATE S



&EO.UITABLERESOURCES s"EALNCWROSNe2ONUSMERNESTATE#22-2

Y ENERGYCOMPANY Meoae#eMn B5 Se5Fleid

BALCRONOIL DIVISION Ulntah County, Utah

PROPOSED PLUGGING &ABANDONMENTDIAGRAM

Elev.- 5047 GL
KB-505TKB (10')

Permanent P&Amarker Identifying well Information

DATE: 7/25/95vk

SURFACE CASING

SIZE: 8-5/8"
GRADE:J-55 PLUG#2 SURFACEto 350 ft

WEIGHT:24# Perforate esg at 100 it below

LENGTH:261.25' (6]ts) thesurface cag shoe & circulate

DEPTHLANDED:271.25' KB 276.3' KB 100 sx of Class-G Cement tosurface.

HOLESIZE: 12-1/4"
CEMENTDATA' 160 sxs class "G"+ 2% CCI+

1/4#Iskcelloflake

PRODUCTION CASING
- UINTA FORMATIONSURFACE to 1500'

SIZE: 5-1/2"
GRADE:J-55

WEIGHT: 16.5#
LENGTH:5779.79' (138Jts)

DEPTHLANDED:5788.79' KB
HOLESIZE: 7-7/8"

CEMENTDAfA: 285 sxs super class "G"+ (47#G + 20#Por A + - GREEN RIVER FORMATION1500'-5500'

17# CSE+1/4 # celloseal+2# HISeal)/sk+3%salt

+2%gel, tallw/ 315 sk 50-50 POZ + 2%ge1+

1/4#lsk celloseal + 2 #lsk HISea12
CEMENT TOP AT: 1310' KB

PERFORATION RECORD

3/20/95 Schlumberger 5222' - 522T 4 SPF 5 ft 20 holes
5234' - 5242' 4 SPF 8 ft 32 holes

3/23/95 Schlumberger 4881' - 4884' 4 SPF 3 ft 12 holes
4896'-4905' 4SPF 9ft 36holes

PLUGGINGPROCEDURE

Enter thewellw/ tbg and wash toTD. Ifthewell is not dead,

circulatemud withsufficientweight to kill the well. Pump a - DOUGLAS CREEK MEMBER 4650' - 5500'

balanced cement pluO using 260 sacks across the Douglas

Creek Memberof theGreen River Fornation fromTD to at
least 300 ft above the upper most perfs. The production csg PLUG#1 TD to 3800 ft

willbe perforated for twofeet using 4 SPF at a point 100 ft 260 sx of Class-G Cement

belowthesulace casing shoe. Circulationwllibe established
to surface and cement willbe circulated totilltheproduction

casing and theannulus fromthe perforatlons to surface using 4881'- 4905"

100 sacks class-G cement. The topof thesecond cement
plugwillbe at thesurface.

5222' - 5242"

-WASATCHFORMATIONTRANSITION5500'-6000'

PBTD @ 5745' KB
TD @ 5798' KB

- WASATCHFORMATION 6000
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DATE: 7/25/95vk
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SIZE: 8-5/8"
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WEIGHT:24# Perforate esg at 100 it below
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CEMENTDATA' 160 sxs class "G"+ 2% CCI+
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HOLESIZE: 7-7/8"

CEMENTDAfA: 285 sxs super class "G"+ (47#G + 20#Por A + - GREEN RIVER FORMATION1500'-5500'

17# CSE+1/4 # celloseal+2# HISeal)/sk+3%salt

+2%gel, tallw/ 315 sk 50-50 POZ + 2%ge1+

1/4#lsk celloseal + 2 #lsk HISea12
CEMENT TOP AT: 1310' KB

PERFORATION RECORD

3/20/95 Schlumberger 5222' - 522T 4 SPF 5 ft 20 holes
5234' - 5242' 4 SPF 8 ft 32 holes

3/23/95 Schlumberger 4881' - 4884' 4 SPF 3 ft 12 holes
4896'-4905' 4SPF 9ft 36holes

PLUGGINGPROCEDURE

Enter thewellw/ tbg and wash toTD. Ifthewell is not dead,

circulatemud withsufficientweight to kill the well. Pump a - DOUGLAS CREEK MEMBER 4650' - 5500'

balanced cement pluO using 260 sacks across the Douglas

Creek Memberof theGreen River Fornation fromTD to at
least 300 ft above the upper most perfs. The production csg PLUG#1 TD to 3800 ft

willbe perforated for twofeet using 4 SPF at a point 100 ft 260 sx of Class-G Cement

belowthesulace casing shoe. Circulationwllibe established
to surface and cement willbe circulated totilltheproduction

casing and theannulus fromthe perforatlons to surface using 4881'- 4905"

100 sacks class-G cement. The topof thesecond cement

plugwillbe at thesurface.

5222' - 5242"

-WASATCHFORMATIONTRANSITION5500'-6000'

PBTD @ 5745' KB
TD @ 5798' KB

- WASATCHFORMATION 6000
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O g
CHIEF FINANCIAL OFFICER'S LETTER

U.S. ENVIRONMENTAL PROTECTION AGENCY

UNDERGROUND INJECTION CONTROL PROGRAM

CLASS IÎ INJECTION WELL OPERATORs

This letter contains information submitted as evidence of

financial responsibility for the Environmental Protection

Agency's underground injection control requirements.

Submitted to: Underground Injection Control SWM-DW-UIÇ
Financial Responsibility
USEPA Region VIII
999 leth Street, Suite 500
Denver, Colorado 80202-2466

Submitted for: EREC Capital Corporation

(Legal name of owner or operating company)

Suite 300, 715 King Street, Wilmington, DE 19801

(Business address of owner or operator)

Type of
Organization: Corporation

(Individual, joint venture, partnership or corp.)

Date of
Incorporation: February 24, 1994

State of DelawareIncorporation:

. Richard Skubak, Controller
Submitted by:

(Name of Chief Financial Officer)

Equitable Resources Energy Company

(Name of Firm) (A subsidiary of EREC Capital Corporation)

420 Boulevard of the Allies, Pittsburgh, PA 15219

(Business Address)

I hereby certify that the financial information contained on the

following pages is correct and derived from this firm's audited

year-end financial statements prepared in the normal course of

business for the latest completed fiscal year endedDecember 31, 19.94

April 28, 1995

(Signature of Financial Officer)
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CHIEF FINANCIAL OFFICER'S LETTER

U.S. ENVIRONMENTAL PROTECTION AGENCY

UNDERGROUND INJECTION CONTROL PROGRAM
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financial responsibility for the Environmental Protection
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(Name of Chief Financial Officer)

Equitable Resources Energy Company

(Name of Firm) (A subsidiary of EREC Capital Corporation)
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I hereby certify that the financial information contained on the

following pages is correct and derived from this firm's audited

year-end financial statements prepared in the normal course of

business for the latest completed fiscal year endedDecember 31, 19.94

April 28, 1995

(Signature of Financial Officer)



I. (Firm name) Equitable Resources Energy Com utny

is the owner or operator of Class II injection wella in the
following states within EPA Region VIII:

State names: Montana

Utah

II. This firm guarantees the plugging and abandonment of
injection wells owned or operated by the following
subsidiaries:

Subsidiary Name: Subsidiary Address:

Balcron Oil, 1601 Lewis Avenue

A Division of Equitable Resources Billings, MT 59H2

Energy Company

III. This firm is ( ) required (x ) not required to file a Forn

10-K with the Securities and Exchange Commission (SEC) for

the latest fiscal year.

IV. The fiscal year of this finn ends on (month/day) 12-31
,

The financial information contained in this letter is
derived from this firm's year-end financial statements

prepared in the normal course of the business for the latest

completed fiscal year ended (date) December 31, 1994

The name and address of the accounting firm examining these
financial statements:

Ernst & Young LLP .

One Oxford Center

(Nome of accounting firm)
Pittsburgh, PA 15219

(Address of accounting
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,

The financial information contained in this letter is
derived from this firm's year-end financial statements

prepared in the normal course of the business for the latest

completed fiscal year ended (date) December 31, 1994

The name and address of the accounting firm examining these
financial statements:

Ernst & Young LLP .

One Oxford Center

(Nome of accounting firm)
Pittsburgh, PA 15219

(Address of accounting



V. The amounts below are ted in ( ) actual (X ) usands of dollars.

FINANCIAL INFOlUVIATION

Balance Sheet Information:

1. Current Assets
140,585

2. Total Assets
1,084,072

3. Current Liabilities
265,663

4. Total Liabilities 653,734

5. Net Worth or Stockholder's EquitY 430,338

Income Statement Information:

6. Depreciation, Depletion and Amortization
68,898

7. Net Income 21,081

Calculations:

8. Total Liabilities Item 4
388,071

- Current Liabilities '- Item 3

9. DD A .

Item 6 89,979

+ Net Income + Item 7

10. Current Assets Item 1 (125,078)

- Current Liabilitiep - Item 3

indicate negative numbers with parentheses

11. Current Liabilities Item 3 .62

+ Net Worth + Item 5

round to two decimal places

12. Total Ligbilities - Çµrrent Liebilitieq Item 8 .90

+ Net Worth + Item 5

round to two decimal places

13. DD A + Net Income Item ß .138

+ Total Liabilities + Item 4

round to three decimal places

14. Current Assets - Current Liabilities Item 10 (.12)
+ Total Assets + Item 2

round to two decimal places, indicate negative numbers with
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VI. Based on the information in Part V, the company m tu or does not
meet the financial ratio requirements, as indicated.

1. Item V-11 < 1.0
X

Current Liabilities + Net Worth .f.a lead than 1.0

2. Item V-12 < 2.0
X

Long Term Liabilities + Net: Worth is less than 2.0

3. Item V-7 > 0
X

Net Income is greater than zero.

4. Item V-13 > 0.10
X

þie¢ Inçome + DD A is greater than 0.10

+ Total Lia ilities

5. It.em 14 > -0.10

Working Capital is greater than -0.10

+ Total Assets

VII. This firm ( ) has (x ) has not received a rating by either

Standard and Poor's cn: Moody's.

The current bond rating of most
recent issuance of this firm

The name of the rating service

The date of issuance of bond rating

The date of expiration of bond rating

•

NOT

XM HQ AVAILABLE

VIII. This firm's bond rating by
Standard and Poor's is AAA,

AA, A, or BBB.

This finn's bond rating by X

Moody's is Aaa, Aa, A, or Baa.

VI. Based on the information in Part V, the company m tu or does not
meet the financial ratio requirements, as indicated.

1. Item V-11 < 1.0
X

Current Liabilities + Net Worth .f.a lead than 1.0
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X

Long Term Liabilities + Net: Worth is less than 2.0
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4. Item V-13 > 0.10
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+ Total Assets

VII. This firm ( ) has (x ) has not received a rating by either

Standard and Poor's cn: Moody's.

The current bond rating of most
recent issuance of this firm

The name of the rating service

The date of issuance of bond rating

The date of expiration of bond rating

•

NOT

XM HQ AVAILABLE

VIII. This firm's bond rating by
Standard and Poor's is AAA,

AA, A, or BBB.

This finn's bond rating by X

Moody's is Aaa, Aa, A, or Baa.



FINANCIAL COVERAGE ORITERIA

CRITERION EXPLAÑATION

History of plugging walls Equitable Resources Energy Company,
Baleron oil Division (operator) has
plugged wells in accordance with all
applicable state and/or Federal
regulations in the past.

Remaining economio life of
production fields or leases operator is producing from more than

one field and lease in the States of
Montana and Utah with an estimated
remaining economia life of at least
five years.

Number of years in business operator has been in business in
Montana for 30 years--since 1963 as
Ðaloron Oil Company; since 2/1/87 as
Baloron 011 Company subsidiary of
Equitable Resources Energy company;
minua 12/29|88 as Baloron Oil
division of Equitable Resources

Energy company; and since 3/1/93 as
Equitable Resources Energy company,
Baloron Oil Division.

Number og production tields Operator is producing from more than
one field in the states of Kansas,
Montana, Nebraska, Nevada, North
Dakota, Colorado, Wyoming, and Utah.

Number of walls Operator currently has 29 injection
wella (SWD and enhanced recovery) in
six states and 370 producing oil
and/or gan wells loonted in eight
states. EPA has primacy in Montana
edul Utah. operator currently han 3

BWD wells and 16 enhanced recovery
walls under EPA jurisdiction.

Estimated cost of well plugging In Montana it ranges from $2,000 to
$60,000 as permitted. Estimated
actual costa range £rom $2,000 to
$25,000. In Utah estimated costa to
plug are approximately $6,000.

Finanoial condition See letter from CFO which addresses
the financial ratio testa.
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Exhibit-M

Balcron Oil Existing EPA

Exhibit-M

Balcron Oil Existing EPA



LIßTING OF SPECIAL USB PERMITS, RIGHT- -WAYS,
"UN AL" AND SPEGIAL CONDITIOl ¡Oi

BALCItON OIL
WELLSOPERATED UNDElt EPA UIC PERMITS

Well Name and Number state UIC Permit Number
Lagerquist Shallow #13-14 SWD HT MT2467-01863

Loucks #1 SWD MT MT2753-04232

Pariette Bench #4 SWD UT UT2676-02569

Allen Federal #22-6 UT UT2642-03729 (AREA PERMIT UT2642-
00000)

Allan Federal #13-6 UT UT2642-03730 (AREA PERMIT UT2642-
00000)Allen Federal #31-6 UT UT2642-03731 (AREA PERMIT UT2642-
00000) (State Causo /UIC-142)Allen Federal #1-6 UT UT2642-03732 (AREA PERMIT UT2642-
00000)Allen Federal #1A-5 UT UT2642-03733 (AREA PERMIT UT2642-
00000) NOTE: This was never
converted to enhanced recovery - was

. put on production.Balcron Monument Fed, #11-6 UT UT2642-03734 (AREA PERMIT UT2642-
00000)

Balcron Monument Fed. #24-6 UT UT2642-03735 (ARRA PERMIT UT2642-
00000)

Baloron Monument Fod. #33-6 UT UT2642-03736 (AREA PERMIT UT2642-
00000)

Baloron Monument Fed, #42-6 UT UT2642-03737 (AREA PERMIT UT2642-
00000)

Baloron Monument Fed. #13-5J UT UT2642-04200 (AREA PERMIT UT2642-
00000) (State Cause #UIC-149)Baloron Monument Fed. #22-5J UT UT2642-04209 (AREA PERMIT UT2642-
00000) (State Cause #UIC-149)Baloron Nonument Fed. #24-5 UT UT2642-04210 (AREA PERMIT UT2642-
00000) (State Cause #UIC-149)Balcron Monument Fed. #31-7J UT UT2642-04211 (AREA PERMIT 022642-
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LIßTING OF SPECIAL USB PERMITS, RIGHT- -WAYS,
"UN AL" AND SPEGIAL CONDITIOl ¡Oi

BALCItON OIL
WELLSOPERATED UNDElt EPA UIC PERMITS
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'STATE OF UTAH
DIVI ON OF OIL GASANDEMcINI

N NELL - uIC FORM 1

Equitable Resources Energy Company, OFOIL,GAS&t NIN
OPERATOR Balcron Oil Division E)\V. ..-

ADDRESS 1601 Lewis Avenue
Billings, MT 59102

Nell name and number: Balcron Monument State #22-2

Field or Unit name: Undesignated Field Lease no. ML-45555

Well location: QQ SF SW section JL_ township __SS range 17Ecounty lintah

Is this application for expansion of an existing project? . . Yes EJ No 50

Will the proposed well be used for: Enhanced Recovery? . . Yes BG No [I
Disposal? . . . . . . Yes EJ No 50
Storage? . . . . . . . Yes [] No 99

Is this application for a new well to be drilled? . . . . . . Yes [] No 90

If this application is for an existing well,
has a casing test been performed on the well? . . . . . . Yes EJ No 50
Date of test:
API number: 43-047-3?610

Proposed injection interval: from 4,881' to 5,242'

Proposed maximuminjection: rate 300 STBWPD pressure 2600 psig

Proposed injection zone contains ti oil, EJ gas, and/or [] fresh water within X
mile of the well.

IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: EPA UIC Form 4 with attachments

I certify that this report is true and complete to the best of my knowledge.

Name Bobbie Schuman Signat e MJ
TItle Regulatory A Envirornental Specialist Date 479 /ŸU
Phone No. (406 ) 259-7A60 Û

(State use only)
Application approved by Title
Approval Date

Comments:
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....- ... . . . ,

m Approved. OMS No 2040-0042. Expires 9-30-86

Ëurni ' UNITED St 'S ENVIRONMENTAL PROTECTION AGENCY rdPA ID NUMBER
UNDERGROUND INJECTION CONTROL T/A C4 oE PA PERMIT APPLICATION

(Collected under the authority of the Safe Drinking U
UIC Water Act, Sections 1421, 1422, 40 CFR 144)

READ ATTACHED INSTRUCTIONS BEFORE STARTING
FOR OFFICIAL USE ONLY

Applicationapproved Date Received
mo day year ma day year Permit/Well Number Comments

FacilityName Owner/OperatorName Equitable Resources Energy
Section 2 Waterflood Company, Balcron Oil Division

Street Address Street Address
Section 2, T9S, R17E Duchesne & Ilintah Co. 1601 Lewis Avenue

City State ZIP Code City State ZIP Code
+/- 10 miles SWMvton. IT~ W Ma Billings MT 59102

O A. Federal B. State Ü C. Private 1311

O D. Public Ü E. Other (Explain) .

Date StartedO A• m0 day year B. Modification/Conversion C. Proposed

Operating

Number of Exist- Number of Pro- Name(s) of field(s) or project(s)
O A. Individual Ë B. Area ing wells posed wells Section 2 Waterflood

12 (Undesignated Field)

A. Class(es) B. Type(s) C. If class is "other" or type is code 'x,' explain D. Number of wells per tyoe (if area permit)
(entercode(s)) {entercode(s)) 10 oil production wells

1 water supply well (not fresh)
II R 1 P & A oil well

IX. LOCATION OF WELL(S) OR APPROXIMATE CENTER OF FIELD OR PROJECT X. INDIAN LANDS (Mark 'x')
C A. Latitude B. Longitude Township and Range

Deg Min Sec Deg Min Sec Twsp 'iange Sec ¼ Sec Feet from Line Feet from Line Ü Yes i No
qc 17E 2

(Complete the following questions on a separate sheet(s) and number accordingly; see instructions)
FOR CLASSES I, 11,Ill (and other classes) complete and submit on separate sheet(s) Attachments A - U (pp 2-6) as
appropriate. Attach maps where required. List attachments by letter which are applicable and are included with
your application:

I certify under the penalty of law that I have personally examined and am familiar with the
information submitted in this document and all attachments and that, based on my inquiry of
those individuals immediately responsible for obtaining the information, I believe that the
information is true, accurate, and complete. I am aware that there are significant penalties for
submitting false information, including the possibility of fine and imprisonment. (Ref. 40 CFR
144.32)

A. Name and Title (Troe or Print) B. Phone No. (Area Code and No.)

Bobbie Schuman. Regulatorv and Environmental Specialist (406) ?s9-7Rfin
C. Signa C goed

i PA Form 7520-6 (?.-84) Page • of
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Underground Injection Control (UIC)
Permit Application

Supplement Attachment To Form Four

Equitable Energy Resources Company, Balcron Oil Division.
Section-2 Waterflood
Duchesne
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Permit Application

Supplement Attachment To Form Four
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Section-2 Waterflood
Duchesne
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Underground Injection Control (UIC)
Permit Application

Supplement Attachment To Form Four

Company: Equitable Resources Energy Company, Balcron Oil Division
Project: State Section-2 Waterflood

Field Undesignated
Section 2, T9S, R17E

Duchesne County, Utah

A) AREA OF REVIEW METHODS.
1) The area of review is a fixed radius of 1/4 mile from the proposed

Unit boundary and/or proposed injection wells. This area of review
was selected to ensure that any future development in this area
would be covered.

B) MAPS OF WELLS/AREA & AREA OF REVIEW.

1) Figure #1 - Topographic Map showing the area of review. A 1/4 mile
radius from the proposed injection wells is outlined with all wells
in the prescribed area located and identified.

Refer to Exhibit-A for a list of wells within the area of review.

2) Figure #2 - Proposed Water Injection Facilities Map.

3) Figure #3 - Surface and lease ownership map.
All surface within the area of review is owned by the Bureau of Land
Management except for Section 2 and 36 which are State of Utah sections.

C) CORRECTIVE ACTION PLAN AND WELL DATA.

1) A tabulation of well data is presented for each well within the
area of review, refer to Exhibit-B, well data sheets & scout cards.

2) It is proposed to inject water into multiple sands of the Green River
Formation using injection packer assemblies which will be landed on tubing.
The annulus of the proposed injection wells will be filled with a protective
corrosion inhibitor and the backside pressure will be monitored daily.
If abnormal backside pressure is detected the well will be pulled to
determine the source of the leak.

D) MAPS AND CROSS SECTIONS OF USDW.
-Does not apply to Class Two injection wells.

E) NAME AND DEPTH OF USDW.

1) There are no underground sources of drinking water or water wells in
the area of review. No fresh water sources will be affected by these
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water injection operations. The top of the saline water bearing horizon
in this area is 4800 feet to 5000 feet mean sea level which falls in the
Uintah Formation. This information was provided by Gil Hunt with the
Division of Oil, Gas, & Mining, State of Utah. The average MSL elevation
for the area of review is 4900 feet which basically puts the top of the
saline water horizon at surface. There are no fresh water bearing zones

for our area of review.

F) MAPS AND CROSS SECTIONS OF GEOLOGIC STRUCTURE OF AREA.
- Does not apply to Class Two injection wells.

G) GEOLOGICAL DATA ON INJECTION AND CONFINING ZONES.
1) The flooding objectives of the proposed Section 2 waterflood are

lenticular channel sandstones which are distributed throughout
the Douglas Creek Member of the Green River Formation. These sands
occur over 1250 feet of vertical section at an average depth range
of 4050 feet to 5300 feet. They exhibit a fining upward grain size,
typical of fluvial channel deposits, with an average thickness of
10 feet. Due to the multiple potential waterflood horizons in the
Douglas Creek Member, Balcron Oil is requesting approval to inject
water into any or all of the occurring sands within this interval.

2) For specific injection intervals please refer to the perforation
intervals of each proposed injection well outlined in Exhibit-C
and the welldata sheets and wellbore diagrams provided in Exhibit-B.

3) Estimated Formation Tops:

Uintah Formation , Surface to 1500 ft.
Green River Formation 1500 ft to 5500 ft.
Douglas Creek Member 4650 ft to 5500 ft.
Douglas/Wasatch Transition 5500 ft to 6000 ft.
Wasatch Formation 6000 ft.

Note: The Douglas Creek interval is shown as a member within the
Green River Formation.

4) The confining zones for the proposed injection interval consists of
mixed continental and lacustrine shales. The Douglas Creek Member is
primarily interbedded sand stringers and shale which will act as
isolation barriers for the waterflood. The top confining zone is the
shales of the Green River Formation and the bottom confining zone is
the shales of the Wasatch Formation.

5) The injection interval water quality is an analysis of the produced
water from the Balcron State #12-2. This well is perforated in most of
the proposed injection sands and represents an average produced water
sample. The analysis shows 7,400 mg/l chloride, 5,387 mg/l sodium, and
14,231 mg/l TDS. Refer to Exhibit-D for the produced water analysis report.

6) The average fracture gradient for the Douglas Creek Member sands is
0.9682 psig/ft. This is an average of all the frac gradients calculated
from iobs performed in Sec.2, T9S, R17E. Refer to Exhibit-E for frac
pressure and gradient data.

7) Calculations for the submitted frac gradients are based on the initial
shut in pressures obtained from the frac iobs performed on the State
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wells in Section 2. Fracture treatment records show that the frac sand
was displaced with 2% KCl water. The hydrostatic gradient for the 2% KCl
water was calculated at 0.43836 psig/ft. This gradient was used to calculate
the hydrostatic head of the KCl water and was added to the ISIP. The frac
gradient was then calculated by dividing the sum of these pressures by
the average of the perforation depth.

Frac Gradient = (ISIP + 0.43836 psig/ft(Depth))/Depth

8) Logs for the proposed water injection wells are enclosed with this application.

9) The proposed water injection wells were drilled with a rotary rig
using a conventional water based mud and/or an air mist to an average
total depth of 5800 feet. Production casing was run through the productive
sands of the Green River Formation and cemented to a point well above the
upper most sand. The wells were then perforated, hydraulically fractured,
and put on production. Refer to the welldata sheets presented in
Exhibit-B for specific completion details of each well.

H) OPERATING DATA.
1) Average water injection volume of 150 STBWPD.

Maximum water injection volume of 300 STBWPD.

2) Average estimated injection pressure of 1800 psig.
Maximum estimated injection pressure of 2600 psig.
The injection pressures for the Section 2 waterflood are estimated by
analogy with Balcron Oil's existing Jonah Unit waterflood located in
Sec.6, T9S, R17E, Duchesne County, Utah. This waterflood is injecting
water into the same formation with similar reservoir conditions as the
proposed water injection wells. However, the fracture gradient calculates
much higher for this section-2 area and based on this higher fracture
gradient, Balcron Oil is requesting a maximum injection pressure of
2600 psig.

3) The annulus of the proposed injection wells will be filled with a
protective corrosion inhibitor (Cortron R-2383) supplied by Champion
Technologies, Inc. The recommended chemical will be mixed with fresh
water at a concentration of two percent by volume. A diesel blanket
of approximately one barrel will be placed on the backside to prevent
the valves from freezing. Refer to Exhibit-F for the recommendation
of packer fluid.

4) Water for the Section 2 waterflood will be supplied from the Balcron
State #23-2 water supply well which is completed in a water bearing
sand of the Green River Formation (See attach well data sheet presented
in Exhibit-B). The water analysis for this water shows 17,000 mg/l
Chloride, 23,867 mg/1 sodium, and 68,217 mg/l TDS. If the State #23-2

water supply well does not yield ample volume for future development
and/or the water is not compatible with the produced formation water,
it is proposed to install a water supply line from Balcron's Jonah Unit
and use fresh potable water supplied by Johnson Water Association out of
Myton, Utah. The water is piped from the Johnson facility approximately
7.5 miles to the Jonah Unit through a six inch fiberglass supply line
which is owned and operated by Balcron Oil. This line will be extended
approximately five miles to the Section 2 waterflood facilities. The
source for this water supply is the Starvation Reservoir which is owned
by the Bureau of Reclamation, Central Utah Project. The water is gathered
from the Strawberry and Duchesne Rivers into the reservior just west of
the city of Duchesne, Utah and sold accordingly. The analysis for this
water shows 300 mg/l chloride and 1429 mg/l TDS with a specific gravity
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of 1.00. Chemicals will be added to the water to reduce oxygen and to
prevent corrosion and scaling. The proposed chemicals will be supplied
by Champion Technologies out of Vernal, Utah. Refer to Exhibit-G for the
analysis of the proposed injection waters.

5) As the waterflood progresses and water breakthrough occurs, it is
proposed to inject the produced water back into the formation. When
it is time to inject this produced water the EPA will be notified via
letter and a water analysis will be submitted.

I) FORMATION TESTING PROGRAM.
1) The porosity of the iniection sands averages approximately 14 %. The

porosity is determined using compensated neutron/density porosity logs
and core analysis. The core analysis is from the Allen Federal #34-5,
Paiute Federal #24-8, and Paiute Federal #34-8. These wells are located
outside the proposed Section 2 waterflood boundary, however, they
represent similar conditions and depositional environment. Refer to
Exhibit-H for the core analysis.

2) The permeability of the injection sands ranges from 0.01 to 18 md with
an average of approximately 5.0 md.

3) A mechanical integrity test will be conducted on all proposed water
injection wells prior to conversion. The casing will be integrity tested
by setting a tubing conveyed packer just above the perforations and
pressuring the annulus to 500 psig. The pressure will be held for a
one hour test. The results of the mechanical integrity tests will be
submitted to the EPA prior to water injection.

4) Fracture treating rates, average and maximum pressure, ISIP, and frac
gradients have been tabulated for the area of review and are presented
in Exhibit-E and on the welldata sheets in Exhibit-B.

5) It is assumed that the present reservoir pressure through out the area
of review ranges from a normal pressured reservoir to depleted conditions
(Pressure would range from 900 psig to 2100 psig).

J) STIMULATION PROGRAM.
- Refer to individual well data sheets for well stimulation and fracture data.

K) INJECTION PROCEDURES.
1) The injection procedure for the Section 2 waterflood will be as follows:

- Water from the #23-2 water supply well and/or Johnson Water Association
will be piped to the proposed water injection plant.

- The water will be filtered with 50 micron filters before entering
water storage tanks at the water injection plant.

- Chemical will be added for oxygen, corrosion, and scaling.
- A triplex injection pump will be used to pressurize the water to

approximately 2600 psig.
- The pressurized water will travel through an injection manifold and

out to the well feed lines.
- Each feed line will supply one injection well.
- Each iniection well will be equipped with a flowmeter, choke valve

check valve, tubinq and casing annulus pressure gauge.
- The water will pass down the tubing, past the packer to the perforations

and will be monitored with tracer profiles which will indicate the
percentage of water exiting each set of perforations.

2) The iniection facility will be equipped with pressure monitoring and
safety shut down devices to protect against high or low pressure failures.
It will also have tank level, oil, temperature, and other safety shut down
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devices.

L) CONSTRUCTION PROCEDURES.
-There are no proposed wells for the area of review at this time.

M) CONSTRUCTION DETAILS.
1) Refer to Exhibit-I for the proposed well surface injection equipment.

2) Refer to Exhibit-B for welldata sheets and to Exhibit-J for a wellbore
diagram of each proposed injection well.

3) The injection wells will be equipped with 2 7/8 inch tubing with tension
packers set to isolate the injection zones. Each well will be equipped
with one or more packers to isolate the iniection zones as required.
Refer to Exhibit-J for the packer setting depths proposed for each water
injection well.

N) CHANGES IN INJECTION FLUID.
1) As the waterflood progresses and water breakthrough occurs, it is

proposed to inject the produced water back into the formation. When

it is time to inject this produced water the EPA will be notified via
letter and a water analysis will be submitted. At this time it is not
feasible to make estimates as to the volume or quality of the produced
water.

0) PLANS FOR WELL FAILURES.
1) All injection wells and related facilities will be monitored daily for

integrity. The backside pressure will be checked daily and if abnormal
backside pressure is detected the well will be investigated to determine
the source of the leak. If a casing leak is found the leak will be
isolated and squeezed with cement. The casing will be checked for
mechanical integrity to ensure that the squeeze job repaired the leak.
If a leak cannot be repaired the well will either be returned to
production and pumped off or plugged and abandoned according to the
procedure outlined in Section-Q.

P) MONITORING PROGRAM.
1) The waterflood will be monitored through the existing oil production

wells. Each production well will be monitored for waterflood response
and records of daily oil and water production will be kept. Fluid levels
will be shot when possible to monitor reservoir pressure and flood
advancement. Refer to Figure-1 and Figure-2 for the location of these oil
production wells.

Q) PLUGGING AND ABANDONMENT PLAN.
1) The P&A plan proposed consists of running into the well with tubing and

washing the well out to TD to ensure that the perforations are clear.
If the well is not dead, mud will be mixed on location to a sufficient
weight for killing the well. The mud will be circulated down the tubing
and into the casing until the water has been displaced and/or the well
has been killed. The well will then have a balanced cement plug using
approximately 260 sacks of class-G cement placed over the Douglas Creek
Member of the Green River Formation (i.e over the perforation interval)
from TD to a point at least 300 feet above the uppermost perforation. The

top of the first cement plug will be at a depth of approximately 3800 feet.
The tubing will be pulled out of the hole and the production casing will be
perforated for two feet with four shots per foot at a point 100 feet below
the surface casing shoe. Circulation will be established to surface, down the
casing & up the annulus via the perforations. Cement will be circulated to
fill the production casing and the annulus from the perforations to the
surface using 100 sx of class-G cement. The top of the second cement plug
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will be at the surface and the bottom will be 100 feet below the surface
casing shoe. A permanent marker will be set identifying the well name, lease,
location, elevation, and plugging date.

2) Refer to Exhibit-K for plugging and abandonment plan and diagrams.

R) NECESSARY RESOURCES.
1) Refer to Exhibit-L for evidence of financial ability to plug and

abandon the proposed injection wells.

S) AQUIFER EXEMPTION.
-No aquifer exemption is requested.

T) EXISTING EPA PERMITS.
1) Refer to Exhibit-M for existing EPA permits held by Balcron Oil.

U) DESCRIPTION OF BUSINESS.
1) Balcron Oil, a division of Equitable Resources Energy Company is an

independent oil and gas production company located in Billings, Montana.

Balcron Oil employs engineers, geologists, and a field staff with the
knowledge and technical experience required to maintain and operate
the proposed facilities.
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Exhibit - A
Area of Review Well List

Jonah Unit Waterflood

Well Name Operator Location

Balcron State #12-2 Balcron SW NW Sec.2,T9S,R17E

Balcron State #13-2 Balcron NW SW Sec.2,T9S,R17E

Balcron State #14-2 Balcron SW SW Sec.2,T9S,R17E

Balcron State #22-2 Balcron SE NW Sec.2,T9S,R17E

Balcron State #23-2 (WSW) Balcron NE SW Sec.2,T9S,R17E

Balcron State #24-2 Balcron SE SW Sec.2,T9S,R17E

NGC #33-2H (P&A) Natural Gas Corp. NW SE Sec.2,T9S,R17E

Monument Butte Fed. #1-3 Ensearch Expl. Co. NW SW Sec.3,T9S,R17E

Monument Butte Fed. #2-3 Ensearch Expl. Co. SE NW Sec.3,T9S,R17E

Balcron Federal #24-3Y Balcron SE SW Sec.3,T9S,R17E

Balcron Federal #22-10Y Balcron SE NW Sec.10,T9S,R17E

Duncan Federal #1-10 Cotton Petroleum SE NE Sec.10,T9S,R17E

Wells Outside Area Of Review With Data Provided For Additional Information.

County Line Fedral #1-35 Ensearch Expl. Co. SE NW Sec.35,T8S,R17E

County Line Fedral #2-35 Ensearch Expl. Co. NW SE Sec.35,T8S,R17E

State #1 (P&A) Sun Oil Co. NW SW Sec.36,TBS,R17E

Balcron Federal #44-4Y Balcron SE SE Sec.4,T9S,R17E

Castle Draw #2-J-10 Union Oil of Ca. NW SE Sec.10,T9SrR17E

Castle Draw #3N10 & #3N10X Union Oil of Ca. SE SW Sec.10,T9S,R17E

Castle Draw #1 Union Oil of Ca. SE SE Sec.10,T9S,R17E

Note: It is proposed to initially convert the Balcron State #14-2

and #22-2 to water injection. The Balcron State #23-2 was dry

holed in the Green River Formation, plugged back and perforated

for a water supply
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$ EQUlTABLERESOURCES
Y ENERGYCOMPANY

BALCRON OIL DIVISION

WELL NAME: BALCRON MONUMENTSTATE #12-2 DATE: 7/20/95 vk

FIELD: Monument Butte
FEDERAL LEASE NO.: STATE #ML-45555 API NO.: 43-013-31481

LOCATION: SW NW Sec.2 TSS R17E
COUNTYlSTATE: Duchesne County, Utah

WORKING INTEREST: 1.0 NET REVENUE INTEREST: 0.875

PRODUCING FORMATION: Green River
COMPLETION DATE: 4/13/95 SPUD DATE: 3/15/95

INITIALPRODUCTION: 20.28 BO, 2.7 BW
OIL/GAS PURCHASER: Amoco KB: 10'

PRESENT PROD STATUS: PROD PLUG BACKTD: 579T KB

ELEVATIONS- GROUND: 5097.14' GL
TOTAL DEPTH:5800' KB

PRODUCTIONCASING

SIZE: 5-1/2"
GRADE: J-55

SURFACECASING WEIGHT: 15.5#

SIZE:8-5/8" LENGTH: 5834.84' (140 jts)

GRADE:J-55 DEPTH LANDED: 5845.48' KB

WEIGHT: 24# HOLE SIZE: 7-7/8"

LENGTH:261.55' (7 jts) CEMENT DATA: 252 sxs super class "G" + (47 #"G" +

DEPTHLANDED: 272.55' KB
17#CSE+1/4# celloseal+2# HiSeal)/sk

HOLESIZE: 12-1/4" +3%salt + 2%gel. Tail wl320 sks 50-50 POZ +

CEMENT DATA'160 sxs class "G" + 2% CCI + 2%gel + (1/4# celloseal+2#HiSeal)/sk

1/4#lsk celloseal
CEMENT TOP AT: 1737' KB

TUBING RECORD PERFORATION RECORD

SIZEIGRADElWT.: 2-7/8" / 6.5#l J-55
NO. OF JOINTS: 156 jts (4852.26') 3/29/95 Cutter 5266'-5268' 4 SPF 2 ft 8 holes

TUBINGANCHOR: trico2.35' @4032.96'KB 5296'- 5306' 4 SPF 10 ft 40 holes

NO. OF JOINTS: 15 jts (464.01')
SEATING N1PPLE: 1.1' @5329.72'KB 4/3/95 Cutter 4924' - 4936' 4 SPF 12 ft 48 holes

PERF. SUB: 4.2'
MUDANCHOR: 1 jt - 28.8' w/ NC

STRING LENGTH: 5352.72'
SN at: 5329.72' KB

ACID JOB / BREAKDOWNJOB

3/29/95 Westem 5266'-5306': 2885 gal 2% KCIwir
wl 100 balls. no ball off but ball action

SUCKERRODRECORD ATR-5.8 bpm, ATP-2450, ISIP-1550

POLISHED ROD: 1-1/4" x 22'
SUCKER RODS: three - 3/4" x 4' Pony 4/3/95 Western 4924-4936': 3360 gal 2% KCIwtr,

212 - 3/4" x 25' D-16 Plain wl 100 balls. No ball off, but action seen.
ATR-6.0 bpm,ATP-3200, ISIP-1640

TOTALSTRING LENGTH: 5328' FRAC JOB

PUMP SIZE: BHP 2-1/2 x 1-1/2 x 16' RWAC 3/30/95 Western 5266'-5306': 2400gal 2% KCIpad, 20,034 gal

w/ PA plunger TRICO #1104 2% KCIw/ 23,060# 20/40 &41,460# 16/30

STROKE LENGTH: 81"
sand, flush wl 5263 gal 2% KCIwtr. ISIP-2300

PUMP SPEED, SPM: 5.5 SPM
ATP-2350, ATR-31.6 bpm, Smin-1740, 10min-

PUMPINGUNITSIZE: CMI 228-256-100 1680, 15min-1610, 30min-1530.

PUMPING UNITENGINE: AJAX 8-1/2x10 CMA
4/3/95 Western 4924'-4936': 2500gal 2% KCIpad, 59,020#

TANKS: two- 12' x 20' 400 bbl vertical 16/30 sand w/ 19,278 gal 2% KCIwtr. Flush w/

DRAINTANK: 12' x 5' 100 bbfs OPEN TOP 4914gal 2% KCI.ATR-31.8bpm, ATP-2000,

TREATER: 6'Xi5' HORZ 75# WP
ISIP-2480, Smin-1850, 10min-1610, 15min-1540,

$ EQUlTABLERESOURCES
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' BALCRON MONUMENT STATE #12-2

EQUITABLERESOURCES SWNW Soc.2 T9S Ri7E

ENERGYCOMPANY
«I=U•Mn e5Fleid

BALCRON OIL DIVISION Ducliesne County, Utali

Elev.- 5097' GL
KB-600TKB (10') WELLBOREDIAGRAM

DATE : 7/20/95 vk

SURFACE CASING ACID JOB I BREAKDOWN JOB

SIZE: 8-5/8" 3/29/95 Westem 5266'-5306': 2885 gal 2% KCiwtr
GRADE:J-55 w/ 100 balls. no ball offbut ball action

WEIGHT: 24# ATR-5.8bpm, ATP-2450, ISIP-1550

LENGTH:261.55' (7 jts)
DEPTH LANDED: 272.55' KB 4/3/95 Westem 4924-4936': 3360 gal 2% KCI wtr,

HOLE SIZE: 12-1/4" w/ 100 balls. No ball off,but action seen.
CEMENTDATA: 160 sxs class "G" + 2% CCl + ATR-6.0 bpm,ATP-3200, ISIP-1640

1/4#lsk celloseal
272.5' KB FRAC JOB

PRODUCTION CASING
3/30/95 Westem 5266'-5306':2400gal 2% KCI pad, 20,034 gal

SIZE: 5-1/2" 2% KCI wl 23,060# 20/40 & 41,460# 16/30
GRADE: J-55 sand, flush w/ 5263 gal 2% KCI wtr. ISIP-2300

WEIGHT: 15.5# ATP-2350, ATR-31.6 bpm, 5min-1740, 10min-

LENGTH:5834.84' (140 jts) 1680, 15min-1610,30min-1530.

DEPTH LANDED: 5845.48' KB
HOLESIZE: 7-7/8" 4/3/95 Westem 4924'-4936': 2500gal 2% KCIpad, 59,020#

CEMENTDATA:252 sxa super class "G"+ (47 #"G" + 16/30 sand w/19,278 gal 2% KCI wtr. Flush w/
17#CSE+1/4#celloseal+2# HISeal)/sk 4914gal 2% KCI.ATR-31.8bpm,ATP-2800,

+3%salt + 2%gel. Tall wl 320 sks 50-50 POZ+ ISIP-2480,Smin-1850,10min-1610,15min-1540,

2%gel + (1/4#celloseal+2#HiSeal)/sk 30min-1470

CEMENTTOP AT: 173T KB

TUBING RECORD

SlZEIGRADElWT.:2-7/8"l6.5#lJ-55
NO,OF JOINTS: 156jts (4852.26')

TUBING ANCHOR: trico2.35' @4032.96'KB PERFORATIONRECORD

NO,OF JOINTS: 15]ts (464.01')
SEATINGNIPPLE: 1.1' @5329.72'KB 3/29/95 Cutter 5266' - 5268' 4 SPF 2 ft 8 holes

PERF. SUB: 4.2' 5296' - 5306' 4 SPF 10 ft 40 holes

MUD ANCHOR: 1 jt-28.8'wlNC
STRINGLENGTH:5352.72' 4/3/95 Cutter 4924'-4936' 4 SPF 12 ft 48 holes

SN at: 5329.72' KB

SUCKER ROD RECORD 4924' - 4936'

POLISHED ROD: 1-1/4" x 22'
SUCKERRODS: three- 3/4" x 4' Pony

212 - 3/4" x 25' D-16 Plain 5266' - 5268'
5296' - 5306'

TOTALSTRINGLENGTH:5328'
S.N. @5330' KB

PUMPSIZE: BHP 2-1/2 x 1-1/2x 16' RWAC
wl PA plunger TRICO#1104 EOT - 5363' KB

PBTD @ 5745' KB
TD @ 5800'

,
' BALCRON MONUMENT STATE #12-2

EQUITABLERESOURCES SWNW Soc.2 T9S Ri7E

ENERGYCOMPANY
«I=U•Mn e5Fleid

BALCRON OIL DIVISION Ducliesne County, Utali

Elev.- 5097' GL
KB-600TKB (10') WELLBOREDIAGRAM

DATE : 7/20/95 vk

SURFACE CASING ACID JOB I BREAKDOWN JOB

SIZE: 8-5/8" 3/29/95 Westem 5266'-5306': 2885 gal 2% KCiwtr
GRADE:J-55 w/ 100 balls. no ball offbut ball action

WEIGHT: 24# ATR-5.8bpm, ATP-2450, ISIP-1550

LENGTH:261.55' (7 jts)
DEPTH LANDED: 272.55' KB 4/3/95 Westem 4924-4936': 3360 gal 2% KCI wtr,

HOLE SIZE: 12-1/4" w/ 100 balls. No ball off,but action seen.
CEMENTDATA: 160 sxs class "G" + 2% CCl + ATR-6.0 bpm,ATP-3200, ISIP-1640

1/4#lsk celloseal
272.5' KB FRAC JOB

PRODUCTION CASING
3/30/95 Westem 5266'-5306':2400gal 2% KCI pad, 20,034 gal

SIZE: 5-1/2" 2% KCI wl 23,060# 20/40 & 41,460# 16/30
GRADE: J-55 sand, flush w/ 5263 gal 2% KCI wtr. ISIP-2300

WEIGHT: 15.5# ATP-2350, ATR-31.6 bpm, 5min-1740, 10min-

LENGTH:5834.84' (140 jts) 1680, 15min-1610,30min-1530.

DEPTH LANDED: 5845.48' KB
HOLESIZE: 7-7/8" 4/3/95 Westem 4924'-4936': 2500gal 2% KCIpad, 59,020#

CEMENTDATA:252 sxa super class "G"+ (47 #"G" + 16/30 sand w/19,278 gal 2% KCI wtr. Flush w/
17#CSE+1/4#celloseal+2# HISeal)/sk 4914gal 2% KCI.ATR-31.8bpm,ATP-2800,

+3%salt + 2%gel. Tall wl 320 sks 50-50 POZ+ ISIP-2480,Smin-1850,10min-1610,15min-1540,

2%gel + (1/4#celloseal+2#HiSeal)/sk 30min-1470

CEMENTTOP AT: 173T KB

TUBING RECORD

SlZEIGRADElWT.:2-7/8"l6.5#lJ-55
NO,OF JOINTS: 156jts (4852.26')

TUBING ANCHOR: trico2.35' @4032.96'KB PERFORATIONRECORD

NO,OF JOINTS: 15]ts (464.01')
SEATINGNIPPLE: 1.1' @5329.72'KB 3/29/95 Cutter 5266' - 5268' 4 SPF 2 ft 8 holes

PERF. SUB: 4.2' 5296' - 5306' 4 SPF 10 ft 40 holes

MUD ANCHOR: 1 jt-28.8'wlNC
STRINGLENGTH:5352.72' 4/3/95 Cutter 4924'-4936' 4 SPF 12 ft 48 holes

SN at: 5329.72' KB

SUCKER ROD RECORD 4924' - 4936'

POLISHED ROD: 1-1/4" x 22'
SUCKERRODS: three- 3/4" x 4' Pony

212 - 3/4" x 25' D-16 Plain 5266' - 5268'
5296' - 5306'

TOTALSTRINGLENGTH:5328'
S.N. @5330' KB

PUMPSIZE: BHP 2-1/2 x 1-1/2x 16' RWAC
wl PA plunger TRICO#1104 EOT - 5363' KB

PBTD @ 5745' KB
TD @ 5800'



.

' g BALCRON MONUMENT STATE #12-2à EQUITABLER OURCES y,NWMSe S Ri7E

V ENERGYCOMPANY MonumentButteFleid
BALCRONOIL DIVISION Duchesne County, Utah

Elev.-5097'GL
KB-6007'KB (10') WELLBOREDIAGRAM

DATE : 7/20/95 vk

SURFACE CASING ACID JOB I BREAKDOWN JOB

SIZE: 8-5/8" 3/29/95 Westem 5266'-5306': 2885 gal 2% KCiwtr
GRADE:J-55 wl 100 balls. no ball offbut ball action

WEIGHT:24# ATR-5.8bpm, ATP-2450, ISlP-1550
LENGTH:261.55' (7 jts)

DEPTHLANDED: 272.55' KB 4/3/95 Westem 4924-4936': 3360 gal 2% KCIwtr,
HOLESIZE: 12-1/4" w/ 100 balls. No ball off,but action seen.

CEMENTDATA 160 sxs class "G"+ 2% CCI+ ATR-6.0 bpm,ATP-3200, ISIP-1640
1/4#/skcelloseal

272.5' KB FRAC JOB
PRODUCTION CASING

3/30/95 Westem 5266'-5306': 2400gal 2% KCIpad, 20,034 gal
SIZE: 5-1/2" 2% KCIw/ 23,060# 20/40 &41,460# 16/30

GRADE: J-55 sand, flush wl 5263 gal 2% KCIwtr. ISIP-2300
WEIGHT:15.5# ATP-2350, ATR-31.6 bpm, Smin-1740, 10min-
LENGTH:5834.84' (140 jts) 1680, 15min-1610,30min-1530.

DEPTHLANDED:5845.48' KB
HOLESIZE: 7-7/8" 4/3/95 Westem 4924'-4936': 2500gal 2% KCIpad, 59,020#

CEMENT DATA:252 sxs super class "G" + (47 # "G" + 16/30 sand w/ 19,278 gal 2% KCI wtr. Flush w/
17#CSE+1/4#celloseal+2# HISeal)/sk 4914gal 2% KCI. ATR-31.8bpm, ATP-2800,
+3%salt + 2%gel. Tail w/ 320 sks 50-50 POZ + ISIP-2480, Smin-1850, 10min-1610, 15min-1540,
2%gel + (1/4# celloseal+2#HISeal)/sk 30min-1470

CEMENT TOP AT: 1737' KB

TUBING RECORD

SIZEIGRADElWT.:2-7/8"l6.5#ld-55
NO.0F JOINTS: iB6jts (4852.26')

TUBINGANCHOR:trico2.35' @4032.96'KB PERFORATION RECORD
NO.OF JOINTS: 15 jts (464.01')

SEATINGNIPPLE: 1.1' @5329.72'KB 3/29/95 Cutter 5266' - 5268' 4 SPF 2 ft B holes
PERF. SUB: 4.2' 5296'- 5306' 4 SPF 10 ft 40 holes

MUDANCHOR: 1 jt-28.8'wlNC
STRINGLENGTH:5352.72' 4/3/95 Cutter 4924' - 4936' 4 SPF 12 ft 48 holes

SN at: 5329.72' KB

SUCKERRODRECORD 4924'-4936'

POLISHEDROD: 1-1/4" x 22'
SUCKER RODS: three - 3/4" x 4' Pony

212 - 3/4" x 25' D-16 Plain 5266' - 5268'
5296' - 5306'

TOTALSTRING LENGTH:5328'
S.N. @5330' KB

PUMP SlZE: BHP 2-1/2 x 1-1/2x 16' RWAC
wl PA plunger TRICO#1104 EOT - 5363' KB

PBTD @ 5745' KB
TD @ 5800'

.

' g BALCRON MONUMENT STATE #12-2à EQUITABLER OURCES y,NWMSe S Ri7E

V ENERGYCOMPANY MonumentButteFleid
BALCRONOIL DIVISION Duchesne County, Utah

Elev.-5097'GL
KB-6007'KB (10') WELLBOREDIAGRAM

DATE : 7/20/95 vk

SURFACE CASING ACID JOB I BREAKDOWN JOB

SIZE: 8-5/8" 3/29/95 Westem 5266'-5306': 2885 gal 2% KCiwtr
GRADE:J-55 wl 100 balls. no ball offbut ball action

WEIGHT:24# ATR-5.8bpm, ATP-2450, ISlP-1550
LENGTH:261.55' (7 jts)

DEPTHLANDED: 272.55' KB 4/3/95 Westem 4924-4936': 3360 gal 2% KCIwtr,
HOLESIZE: 12-1/4" w/ 100 balls. No ball off,but action seen.

CEMENTDATA 160 sxs class "G"+ 2% CCI+ ATR-6.0 bpm,ATP-3200, ISIP-1640
1/4#/skcelloseal

272.5' KB FRAC JOB
PRODUCTION CASING

3/30/95 Westem 5266'-5306': 2400gal 2% KCIpad, 20,034 gal
SIZE: 5-1/2" 2% KCIw/ 23,060# 20/40 &41,460# 16/30

GRADE: J-55 sand, flush wl 5263 gal 2% KCIwtr. ISIP-2300
WEIGHT:15.5# ATP-2350, ATR-31.6 bpm, Smin-1740, 10min-
LENGTH:5834.84' (140 jts) 1680, 15min-1610,30min-1530.

DEPTHLANDED:5845.48' KB
HOLESIZE: 7-7/8" 4/3/95 Westem 4924'-4936': 2500gal 2% KCIpad, 59,020#

CEMENT DATA:252 sxs super class "G" + (47 # "G" + 16/30 sand w/ 19,278 gal 2% KCI wtr. Flush w/
17#CSE+1/4#celloseal+2# HISeal)/sk 4914gal 2% KCI. ATR-31.8bpm, ATP-2800,
+3%salt + 2%gel. Tail w/ 320 sks 50-50 POZ + ISIP-2480, Smin-1850, 10min-1610, 15min-1540,
2%gel + (1/4# celloseal+2#HISeal)/sk 30min-1470

CEMENT TOP AT: 1737' KB

TUBING RECORD

SIZEIGRADElWT.:2-7/8"l6.5#ld-55
NO.0F JOINTS: iB6jts (4852.26')

TUBINGANCHOR:trico2.35' @4032.96'KB PERFORATION RECORD
NO.OF JOINTS: 15 jts (464.01')

SEATINGNIPPLE: 1.1' @5329.72'KB 3/29/95 Cutter 5266' - 5268' 4 SPF 2 ft B holes
PERF. SUB: 4.2' 5296'- 5306' 4 SPF 10 ft 40 holes

MUDANCHOR: 1 jt-28.8'wlNC
STRINGLENGTH:5352.72' 4/3/95 Cutter 4924' - 4936' 4 SPF 12 ft 48 holes

SN at: 5329.72' KB

SUCKERRODRECORD 4924'-4936'

POLISHEDROD: 1-1/4" x 22'
SUCKER RODS: three - 3/4" x 4' Pony

212 - 3/4" x 25' D-16 Plain 5266' - 5268'
5296' - 5306'

TOTALSTRING LENGTH:5328'
S.N. @5330' KB

PUMP SlZE: BHP 2-1/2 x 1-1/2x 16' RWAC
wl PA plunger TRICO#1104 EOT - 5363' KB

PBTD @ 5745' KB
TD @ 5800'



O O oà EQUITABLERESOURCES
Y ENERGYCOMPANY

BALCRON OIL DIVISION

WELL NAME: BALCRON MONUMENTSTATE #13-2 DATE: 7/20/95 vk
FIELD: Monument Butte

FEDERAL LEASE NO.: STATE #ML-45555 API NO.: 43-013-31482
LOCATION: NW SW Sec.2 T9S R17E

COUNTYlSTATE: Duchesne County, Utah
WORKING INTEREST: 1.0 NET REVENUE INTEREST: 0.875

PRODUCING FORMATION: Green River
COMPLETION DATE: 3/22/95 SPUD DATE: 2/12/95

INITIALPRODUCTION: 58.31BO, 1.66BW
OILIGAS PURCHASER: Amoco KB: 10'

PRESENT PROD STATUS: PROD PLUG BACKTD: 5753.75' KB
ELEVATIONS- GROUND: 5077.1' GL

TOTALDEPTH: 5850' KB
PRODUCTIONCASING

SIZE: 5-1/2"

SURFACE CASING GRADE: J-55
WEIGHT: 15.5#

SIZE: 8-5/8" LENGTH: 5790.4' (129 jts)
GRADE: J-55 DEPTH LANDED: 5799.4' KB

WEIGHT: 24# HOLE SIZE: 7-7/8"
LENGTH: 259.85' (6 jts) CEMENT DATA: 283 sxs super class "G" + (47 #"G" +

DEPTH LANDED: 269.85' KB 17#CSE+1/4# celloseal+2# HISeal +

HOLE SIZE: 12-1/4" 20# Poz)/sk + 3%salt + 2% gel
CEMENT DATA: 160 sxs class "G" + 2% CCI + Tail w/ 340 sks 50-50 POZ + 2% gel +

1/4 #lsk celloseal (1/4# celloseal+2#HiSeal)/sk

CEMENT TOP AT: 1238' KB

TUBING RECORD
PERFORATIONRECORD

SIZE/GRADE/WT.: 2-7/8" l 6.S# l J-55
NO. OF JOINTS: 134 jts (4127.87') 3/6/95 Schlumberger 4856'-4860' 4 SPF 4 ft 16 holes

TUBINGANCHOR: trico2.35' @4139.22'KB 4864'- 4873' 4 SPF 9 ft 36 holes
NO. OF JOINTS: 25 jts (768.25' )

SEATING NIPPLE: 1.1' @4907.47'KB 3/9/95 Schlumberger 4166'-4174' 4 SPF 8 ft 32 holes
PERF. SUB: 3.2' 4176'-4186' 4 SPF 10 ft 40 holes

MUDANCHOR: 1 jt - 30.82' w/ NC 4195'-4197' 4 SPF 2 ft 8 holes
STRING LENGTH: 4933.59'

SN at: 4907.47' KB
ACID JOB l BREAKDOWNJOB

3/6/95 Western 4856'-4873': 2814 gal 2% KCIwtr
SUCKER ROD RECORD w/ 100 balls. no ball off but ball action

ATR-5.3 bpm, ATP-2400, ISIP-1450
POLISHED ROD: 1-1/4" x 22'
SUCKER RODS: one - 3/4" x 4' Pony 3/9/95 Western 4166'-4197': 3087 gal 2% KCIwtr,

one - 3/4" x 6' Pony wl 160 balls. No ball off, but action seen.
ATR-6.0 bpm,ATP-2600, ISIP-1700

195 - 3/4" x 25' D-61 Plain

TOTALSTRING LENGTH: 4901' FRAC JOB

PUMP SIZE: BHP 2-1/2 x 1-1/2 x 16' RWAC 3/7/95 Western 4856'-4873': 3000gal 2% KCIpad, 18,438 gal
w/ SM plunger TRICO #1094 2% KCIw/ 64,000# 16/30 sand. Flush wl

STROKE LENGTH: 84" 4998 gal 2% KCIwtr. ISIP-2300

PUMP SPEED, SPM: 5.5 SPM ATP-2400, ATR-30.4 bpm, Smin-1880, 10min-
PUMPING UNITSIZE: American 228-246-86 1600, 15min-1560, 30min-1370.

PUMPING UNIT ENGINE: AJAX E-42
3/10/95 Western 4166'-4197': 4400gal 2% KCIpad, 94,760#

TANKS: two - 12' x 20' 400 bbi vertical 16/30 sand w/ 26,418 gal 2% KCIwtr. Flush w/
DRAINTANK: 12' x 5' 100 bbis OPEN TOP 4074gal 2% KCI.ATR-31.5bpm, ATP-2350,

TREATER: 6'X20' 50#WP ISIP-2300, Smin-2100, 10min-1980, 15min-1800,

O O oà EQUITABLERESOURCES
Y ENERGYCOMPANY

BALCRON OIL DIVISION

WELL NAME: BALCRON MONUMENTSTATE #13-2 DATE: 7/20/95 vk
FIELD: Monument Butte

FEDERAL LEASE NO.: STATE #ML-45555 API NO.: 43-013-31482
LOCATION: NW SW Sec.2 T9S R17E

COUNTYlSTATE: Duchesne County, Utah
WORKING INTEREST: 1.0 NET REVENUE INTEREST: 0.875

PRODUCING FORMATION: Green River
COMPLETION DATE: 3/22/95 SPUD DATE: 2/12/95

INITIALPRODUCTION: 58.31BO, 1.66BW
OILIGAS PURCHASER: Amoco KB: 10'

PRESENT PROD STATUS: PROD PLUG BACKTD: 5753.75' KB
ELEVATIONS- GROUND: 5077.1' GL

TOTALDEPTH: 5850' KB
PRODUCTIONCASING

SIZE: 5-1/2"

SURFACE CASING GRADE: J-55
WEIGHT: 15.5#

SIZE: 8-5/8" LENGTH: 5790.4' (129 jts)
GRADE: J-55 DEPTH LANDED: 5799.4' KB

WEIGHT: 24# HOLE SIZE: 7-7/8"
LENGTH: 259.85' (6 jts) CEMENT DATA: 283 sxs super class "G" + (47 #"G" +

DEPTH LANDED: 269.85' KB 17#CSE+1/4# celloseal+2# HISeal +

HOLE SIZE: 12-1/4" 20# Poz)/sk + 3%salt + 2% gel
CEMENT DATA: 160 sxs class "G" + 2% CCI + Tail w/ 340 sks 50-50 POZ + 2% gel +

1/4 #lsk celloseal (1/4# celloseal+2#HiSeal)/sk

CEMENT TOP AT: 1238' KB

TUBING RECORD
PERFORATIONRECORD

SIZE/GRADE/WT.: 2-7/8" l 6.S# l J-55
NO. OF JOINTS: 134 jts (4127.87') 3/6/95 Schlumberger 4856'-4860' 4 SPF 4 ft 16 holes

TUBINGANCHOR: trico2.35' @4139.22'KB 4864'- 4873' 4 SPF 9 ft 36 holes
NO. OF JOINTS: 25 jts (768.25' )

SEATING NIPPLE: 1.1' @4907.47'KB 3/9/95 Schlumberger 4166'-4174' 4 SPF 8 ft 32 holes
PERF. SUB: 3.2' 4176'-4186' 4 SPF 10 ft 40 holes

MUDANCHOR: 1 jt - 30.82' w/ NC 4195'-4197' 4 SPF 2 ft 8 holes
STRING LENGTH: 4933.59'

SN at: 4907.47' KB
ACID JOB l BREAKDOWNJOB

3/6/95 Western 4856'-4873': 2814 gal 2% KCIwtr
SUCKER ROD RECORD w/ 100 balls. no ball off but ball action

ATR-5.3 bpm, ATP-2400, ISIP-1450

POLISHED ROD: 1-1/4" x 22'
SUCKER RODS: one - 3/4" x 4' Pony 3/9/95 Western 4166'-4197': 3087 gal 2% KCIwtr,

one - 3/4" x 6' Pony wl 160 balls. No ball off, but action seen.
ATR-6.0 bpm,ATP-2600, ISIP-1700

195 - 3/4" x 25' D-61 Plain

TOTALSTRING LENGTH: 4901' FRAC JOB

PUMP SIZE: BHP 2-1/2 x 1-1/2 x 16' RWAC 3/7/95 Western 4856'-4873': 3000gal 2% KCIpad, 18,438 gal
w/ SM plunger TRICO #1094 2% KCIw/ 64,000# 16/30 sand. Flush wl

STROKE LENGTH: 84" 4998 gal 2% KCIwtr. ISIP-2300

PUMP SPEED, SPM: 5.5 SPM ATP-2400, ATR-30.4 bpm, Smin-1880, 10min-

PUMPING UNITSIZE: American 228-246-86 1600, 15min-1560, 30min-1370.

PUMPING UNIT ENGINE: AJAX E-42
3/10/95 Western 4166'-4197': 4400gal 2% KCIpad, 94,760#

TANKS: two - 12' x 20' 400 bbi vertical 16/30 sand w/ 26,418 gal 2% KCIwtr. Flush w/
DRAINTANK: 12' x 5' 100 bbis OPEN TOP 4074gal 2% KCI.ATR-31.5bpm, ATP-2350,

TREATER: 6'X20' 50#WP ISIP-2300, Smin-2100, 10min-1980, 15min-1800,



DALCRONMONUMEN1STAIN #13-2
EQUITABLERCS-OURCES NWSWMB02 I 8 RUS

ENERGYCOMPANY MtununentBußefd
Duclicano County, UtaltBALCRON OIL DIVISION

Elev.-5077' GL
KB-6087'KB (10) WELLBOREDIAGRAM

DAIE: 7/20/05vk

SURFACE CASING ACID JOB I BREAKDOWN JOD

SIZE: 8-5/8" 3/0/05 Westom 4050'-4073': 2014 gal 2% KCIwir
GRADE:J-55 wl100 balls, noball oil but ball action

WEIGHT:24# ATR-5.3bpm, ATP-2400,ISIP-1450
LENGTH:259.05' (6 jts)

DEPTHLANDED:269.85' KB 3/9/95 Westem 4166'-4197': 3087 gal 2% KCIwtr,
HOLESIZE: 12-1/4" w/ 160 balls. No ball off,but action seen.CEMENTDATA 160 sxs class "G"+ 2% CCI+ ATR-6.0bpm,ATP-2600,ISIP-1700

1/4 #lsk celloseal

PRODUCTION CASING 270' KB FRAC JOB

SIZE: 5-1/2" 3/7/95 Westem 4856'-4873': 3000gal 2% KCI pad, 18,438 galGRADE:J-55 2% KCI w/ 64,000#16/30 sand. Flush w/
WEIGHT: 15.5# 4998 gal 2% KCIwtr. ISIP-2300
LENGTH:5790.4' (129 jts) ATP-2400,ATR-30.4 bpm, 5min-1880, 10min-

DEPTHLANDED:5799.4' KB 1600, 15min-1560, 30min-1370.
HOLE SIZE: 7-7/8"

CEMENT DATA 283 sxs super class "G"+ (47 #"G" + 3/10/95 Westem 4166'-4197': 4400gal 2% KCI pad, 94,760#17#CSE+1/4#celloseal+2# HISeal + 16/30 sand w/26,418 gal 2% KCI wtr. Flush w/
20# Poz)/sk + 3%salt + 2% gel 4074gal 2% KCI.ATR-31.5bpm, ATP-2350,
Tallw/ 340 sks 50-50 POZ + 2% gel + ISIP-2300, Smin-2100, 10min-1980, 15min-1800,
(1/4# celloseal+2#HiSeal)/sk 30min-1380

CEMENT TOP AT: 1238' KB

TUBING RECORD

SIZE/GRADElWT.:2-7/8"I6.5#ld-55
NO.OF JOINTS: 134jts (4127.8T)

TUBINGANCHOR:trico2.35' @4139.22'KB PERFORATION RECORD
NO.OF JOINTS: 25 jts (768.25')

SEATINGNIPPLE: 1.1' @4907.47'KB 3/6/95 Schlumberger 4856'- 4860' 4 SPF 4 ft 16 holes
PERF. SUB: 3.2' 4864' - 4873' 4 SPF 9 ft 36 holes

MUD ANCHOR: 1 jt - 30.82'wl NC
STRINGLENGTH:4933.59' 3/9/95 Schlumberger 4166'-4174' 4 SPF 8 ft 32 holes

SN at: 4907.4T KB 4176'-4186' 4 SPF 10 ft 40 holes
4195'-4197' 4 SPF 2 ft 8 holes

SUCKER ROD RECORD

POlJSHED ROD: 1-1/4"x 22' 4166'-74' & 4176'-86'
SUCKERRODS: one - 3/4" x 4' Pony 4195'-97'

one - 3/4"x 6' Pony

195 - 3/4" x 25' D-61 Plain i 4856'-60'
4864'-73'

TOTALSTRINGLENGTH.4901'
S.N. @4907' KB

PUMPSIZE: BHP 2-1/2 x 1-1/2x 16' RWAC
w/ SMplunger TRICO#1094 EOT - 4944' KB

PBTD @ 5754' KB
TD g 5850'

DALCRONMONUMEN1STAIN #13-2

EQUITABLERCS-OURCES NWSWMB02 I 8 RUS

ENERGYCOMPANY MtununentBußefd
Duclicano County, UtaltBALCRON OIL DIVISION

Elev.-5077' GL
KB-6087'KB (10) WELLBOREDIAGRAM

DAIE: 7/20/05vk

SURFACE CASING ACID JOB I BREAKDOWN JOD

SIZE: 8-5/8" 3/0/05 Westom 4050'-4073': 2014 gal 2% KCIwir
GRADE:J-55 wl100 balls, noball oil but ball action

WEIGHT:24# ATR-5.3bpm, ATP-2400,ISIP-1450
LENGTH:259.05' (6 jts)

DEPTHLANDED:269.85' KB 3/9/95 Westem 4166'-4197': 3087 gal 2% KCIwtr,
HOLESIZE: 12-1/4" w/ 160 balls. No ball off,but action seen.CEMENTDATA 160 sxs class "G"+ 2% CCI+ ATR-6.0bpm,ATP-2600,ISIP-1700

1/4 #lsk celloseal

PRODUCTION CASING 270' KB FRAC JOB

SIZE: 5-1/2" 3/7/95 Westem 4856'-4873': 3000gal 2% KCI pad, 18,438 galGRADE:J-55 2% KCI w/ 64,000#16/30 sand. Flush w/
WEIGHT: 15.5# 4998 gal 2% KCIwtr. ISIP-2300
LENGTH:5790.4' (129 jts) ATP-2400,ATR-30.4 bpm, 5min-1880, 10min-

DEPTHLANDED:5799.4' KB 1600, 15min-1560, 30min-1370.
HOLE SIZE: 7-7/8"

CEMENT DATA 283 sxs super class "G"+ (47 #"G" + 3/10/95 Westem 4166'-4197': 4400gal 2% KCI pad, 94,760#17#CSE+1/4#celloseal+2# HISeal + 16/30 sand w/26,418 gal 2% KCI wtr. Flush w/
20# Poz)/sk + 3%salt + 2% gel 4074gal 2% KCI.ATR-31.5bpm, ATP-2350,
Tallw/ 340 sks 50-50 POZ + 2% gel + ISIP-2300, Smin-2100, 10min-1980, 15min-1800,
(1/4# celloseal+2#HiSeal)/sk 30min-1380

CEMENT TOP AT: 1238' KB

TUBING RECORD

SIZE/GRADElWT.:2-7/8"I6.5#ld-55
NO.OF JOINTS: 134jts (4127.8T)

TUBINGANCHOR:trico2.35' @4139.22'KB PERFORATION RECORD
NO.OF JOINTS: 25 jts (768.25')

SEATINGNIPPLE: 1.1' @4907.47'KB 3/6/95 Schlumberger 4856'- 4860' 4 SPF 4 ft 16 holes
PERF. SUB: 3.2' 4864' - 4873' 4 SPF 9 ft 36 holes

MUD ANCHOR: 1 jt - 30.82'wl NC
STRINGLENGTH:4933.59' 3/9/95 Schlumberger 4166'-4174' 4 SPF 8 ft 32 holes

SN at: 4907.4T KB 4176'-4186' 4 SPF 10 ft 40 holes
4195'-4197' 4 SPF 2 ft 8 holes

SUCKER ROD RECORD

POlJSHED ROD: 1-1/4"x 22' 4166'-74' & 4176'-86'
SUCKERRODS: one - 3/4" x 4' Pony 4195'-97'

one - 3/4"x 6' Pony

195 - 3/4" x 25' D-61 Plain i 4856'-60'
4864'-73'

TOTALSTRINGLENGTH.4901'
S.N. @4907' KB

PUMPSIZE: BHP 2-1/2 x 1-1/2x 16' RWAC
w/ SMplunger TRICO#1094 EOT - 4944' KB

PBTD @ 5754' KB
TD g 5850'



$ EQUlTABLE ESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION

WELL NAME: BALCRON MONUMENTSTATE #14-2 DATE : 7/19/95 vk
FIELD: Monument Butte

FEDERAL LEASE NO.: STATE #ML-45555 API NO.: 43-013-31425
LOCATION: SW SW Sec.2 T9S R17E

COUNTYlSTATE: Duchesne County, Utah
WORKING INTEREST: 1.0 NET REVENUE INTEREST: 0.875

PRODUCING FORMATION: Green River
COMPLETION DATE: 9/15/94 OIL GRAVITY: 34 deg

INITIALPRODUCTION: 81 BO, 0 Bw SPUD DATE: 8/14/94
OILIGASPURCHASER: Amoco

PRESENT PROD STATUS: PROD KB: 10'
ELEVATIONS- GROUND: 5066.1' GL PLUG BACKTD: 5733.87 KB

TOTAL DEPTH: 5800' KB

SURFACE CASING PRODUCTION CASING

SIZE: 8-5/8" SIZE: 5-1/2"
GRADE: J-55 GRADE: J-55

WEIGHT: 24# WEIGHT: 15.5#
LENGTH: 266.30' (6 jts) LENGTH: 5762.35' (135 Jts)

DEPTH LANDED: 276.3' KB DEPTH LANDED: 5771.35' KB
HOLE SIZE: 12-1/4" HOLE SlZE: 7-7/8"

CEMENT DATA: 160 sxs class "G" + 2% CCI + CEMENT DATA: 370 sxs super class "G" + (47#G + 20#Poz A +

1/4#lsk celloflake 17# CSE)/sk +3%salt + 2%gel +1/4 #lsk celloseal,
tailwl 242 sk 50-50 POZ + 2%gel + 1/4 #lsk
celloseal + 2 #lsk HiSeal 2

CEMENT TOP AT: 860' KB
TUBING RECORD

PERFORATIONRECORD

SIZE/GRADE/WT,: 2-7/8" I 6.5# l J-55
NO. OF JOINTS: 149 Jts (4712.43') 8/29/94 Schlumberger 5073' - 5080' 4 SPF (.38")7 ft 28 holes

TUBING ANCHOR: trico2.05' @4724.78'KB
NO. OF JOINTS: 13 jts (384.94') 9/6/94 Schlumberger 4756'- 4758' 4 SPF 2 ft 8 holes

SEATING NIPPLE: 1.1' @5110.52'KB 4760'- 4762' 4 SPF 2 ft 8 holes
PERF. SUB: 4.2' 4771'- 4781' 4 SPF 10 ft 40 holes

MUDANCHOR: 1 jt-29.22'wl NC
STRING LENGTH: 5133.94'

SN at: 5110.52' KB
ACID JOB I BREAKDOWN JOB

8/31/94 Western 5073'-5080': 2730gal 2% KCIwtr wl 50 balls.
SUCKER ROD RECORD balled out. ATP 2600psi, ATR 4.2BPM, ISIP 2000

POLISHED ROD: 1-1/2" x 22' 9/6/94 Western 4756'-4781': 2814 gal 2% KCIwtr w/ 100 balls.
SUCKER RODS: two - 3/4" x 6' Pony no ball off, action seen. ATP 38psi, ATR 5.8 BPM

202 - 3/4" x 25' D-61 SLICK ISIP 1350.

TOTALSTRING LENGTH: 5078' FRAC JOB

PUMP SIZE: BHP 2-1/2 x 1-1/2 x 16' RWAC 8/31/94 Western 5073'- 5080': 5000gal 2%KCIwtr pad, 28,100#
w/ PA plunger TRICO #1077 20/40 sand, 45,940#16/30 sand, Flush w/ 5040 gal

STROKE LENGTH: 87" 2% KCIwtr. 3400 AvgPr, ATR 30BPM,ISIP 2900
PUMP SPEED, SPM: 4 SPM SMIN2410, 10MIN 2230, 15MIN2180, 30MIN 2050

PUMPING UNITSIZE: LUFKINC-228D-246-86
PUMPING UNIT ENGINE: AJAX 7-1/2 X 8 CMA 9/6/94 Western 4756'-4781': 4500gal 2%KCI pad, 24,108gal 2%KCI

w/ 92,040# 16/30 sand. ATR-29.9BPM, ATP-2400
TANKS: two - 12' x 20'400 bbl vertical ISIP-2550, Smin-1820, 10min-1620, 15min-1580

DRAINTANK 12' x 5' 100 bbis OPEN TOP 30min-1480

$ EQUlTABLE ESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION

WELL NAME: BALCRON MONUMENTSTATE #14-2 DATE : 7/19/95 vk
FIELD: Monument Butte

FEDERAL LEASE NO.: STATE #ML-45555 API NO.: 43-013-31425
LOCATION: SW SW Sec.2 T9S R17E

COUNTYlSTATE: Duchesne County, Utah
WORKING INTEREST: 1.0 NET REVENUE INTEREST: 0.875

PRODUCING FORMATION: Green River
COMPLETION DATE: 9/15/94 OIL GRAVITY: 34 deg

INITIALPRODUCTION: 81 BO, 0 Bw SPUD DATE: 8/14/94
OILIGASPURCHASER: Amoco

PRESENT PROD STATUS: PROD KB: 10'
ELEVATIONS- GROUND: 5066.1' GL PLUG BACKTD: 5733.87 KB

TOTAL DEPTH: 5800' KB

SURFACE CASING PRODUCTION CASING

SIZE: 8-5/8" SIZE: 5-1/2"
GRADE: J-55 GRADE: J-55

WEIGHT: 24# WEIGHT: 15.5#
LENGTH: 266.30' (6 jts) LENGTH: 5762.35' (135 Jts)

DEPTH LANDED: 276.3' KB DEPTH LANDED: 5771.35' KB
HOLE SIZE: 12-1/4" HOLE SlZE: 7-7/8"

CEMENT DATA: 160 sxs class "G" + 2% CCI + CEMENT DATA: 370 sxs super class "G" + (47#G + 20#Poz A +

1/4#lsk celloflake 17# CSE)/sk +3%salt + 2%gel +1/4 #lsk celloseal,
tailwl 242 sk 50-50 POZ + 2%gel + 1/4 #lsk
celloseal + 2 #lsk HiSeal 2

CEMENT TOP AT: 860' KB
TUBING RECORD

PERFORATIONRECORD

SIZE/GRADE/WT,: 2-7/8" I 6.5# l J-55
NO. OF JOINTS: 149 Jts (4712.43') 8/29/94 Schlumberger 5073' - 5080' 4 SPF (.38")7 ft 28 holes

TUBING ANCHOR: trico2.05' @4724.78'KB
NO. OF JOINTS: 13 jts (384.94') 9/6/94 Schlumberger 4756'- 4758' 4 SPF 2 ft 8 holes

SEATING NIPPLE: 1.1' @5110.52'KB 4760'- 4762' 4 SPF 2 ft 8 holes
PERF. SUB: 4.2' 4771'- 4781' 4 SPF 10 ft 40 holes

MUDANCHOR: 1 jt-29.22'wl NC
STRING LENGTH: 5133.94'

SN at: 5110.52' KB
ACID JOB I BREAKDOWN JOB

8/31/94 Western 5073'-5080': 2730gal 2% KCIwtr wl 50 balls.
SUCKER ROD RECORD balled out. ATP 2600psi, ATR 4.2BPM, ISIP 2000

POLISHED ROD: 1-1/2" x 22' 9/6/94 Western 4756'-4781': 2814 gal 2% KCIwtr w/ 100 balls.
SUCKER RODS: two - 3/4" x 6' Pony no ball off, action seen. ATP 38psi, ATR 5.8 BPM

202 - 3/4" x 25' D-61 SLICK ISIP 1350.

TOTALSTRING LENGTH: 5078' FRAC JOB

PUMP SIZE: BHP 2-1/2 x 1-1/2 x 16' RWAC 8/31/94 Western 5073'- 5080': 5000gal 2%KCIwtr pad, 28,100#
w/ PA plunger TRICO #1077 20/40 sand, 45,940#16/30 sand, Flush w/ 5040 gal

STROKE LENGTH: 87" 2% KCIwtr. 3400 AvgPr, ATR 30BPM,ISIP 2900
PUMP SPEED, SPM: 4 SPM SMIN2410, 10MIN 2230, 15MIN2180, 30MIN 2050

PUMPING UNITSIZE: LUFKINC-228D-246-86
PUMPING UNIT ENGINE: AJAX 7-1/2 X 8 CMA 9/6/94 Western 4756'-4781': 4500gal 2%KCI pad, 24,108gal 2%KCI

w/ 92,040# 16/30 sand. ATR-29.9BPM, ATP-2400
TANKS: two - 12' x 20'400 bbl vertical ISIP-2550, Smin-1820, 10min-1620, 15min-1580

DRAINTANK 12' x 5' 100 bbis OPEN TOP 30min-1480



g BALCRON MONUMENT STATE #14-2&EQUITABLER OURCES 6.",,6."#MS S R17E

V ENERGYCOMPANY 1°,"hemnneCo
hBALCRONOILDIV1SION

Elev. - 5066' GL
KB-5076'KB (10') WELLBOREDIAGRAM

DATE: 7/19/95vk

SURFACE CASING ACID JOB I BREAKDOWN JOB

SIZE: 8-5/6" 8/31/94 Westem 5073'-5080': 2730gal 2% KCIwtrw/ 50 balls.
GRADE:J-55 balled out ATP 2600psi, ATR 4.2BPM,ISIP 2000

WEIGHT:24#
LENGTH:266.30' (6 jts) 9/6/94 Westem 4756'-4761': 2814 gal 2% KCIwtrw/ 100 balls.

DEPTHLANDED: 276.3' KB no ball off,action seen. ATP 38psl, ATR5.8 BPM
HOLESiZE: 12-1/4" ISIP 1350.

CEMENTDATA:160 sxs class "G"+ 2% CCI +

1/4#lskcelloflake
276.3' KB FRAC JOB

PRODUCTIONCASING 8/31/94 Westem 5073' - 5080': 5000gal 2%KCIwtrpad, 28,100#
20/40 sand, 45,940# 16/30 sand, Flush w/ 5040 gal

SIZE: 5-1/2" 2% KCI wtr. 3400 AvgPr, ATR30BPM,1SIP 2900
GRADE:J-55 5MIN 2410, 10MIN2230, 15MIN2180, 30MIN 2050

WEIGHT: 15.5#
LENGTH:5762.35' (135 jts) 9/6/94 Westem 4756'-4781': 4500gal 2%KCIpad, 24,108gal 2%KCI

DEPTHLANDED: 5771.35' KB wl92,040#16/30 sand. ATR-29,9BPM, ATP-2400
HOLESIZE: 7-7/8" ISIP-2550, Smin-1820, 10min-1620,15min-1580

CEMENT DATA 370 sxs super class "G"+ (47#G + 20#Poz A + 30min-1480psi
17# CSE)/sk +3%salt + 2%gel +1/4 #lsk celloseal,
tallwl 242 sk 50-50 POZ + 2%gel + 1/4#lsk
celloseal + 2 #lsk HISeal2

CEMENTTOP AT: 860' KB

TUBING RECORD

SIZE/GRADE/WT.:2-7/8"l6.5#ld-55
NO.0F JOINTS: 149]ts (4712.43') PERFORATION RECORD

TUBINGANCHOR:trico2.05' @4724.78'KB
NO.OF JOINTS: 13]ts (384.94') 6/29/94 Schlumberger 5073'- 5080° 4 SPF (.38")7 ft 28 holes

SEATING NIPPLE: 1.1' @5110.52'KB
PERF. SUB: 4.2' 9/6/94 Schlumberger 4756'-4758' 4 SPF 2 ft 8 holes

MUDANCHOR: 1 jt-29.22'wlNC 4760'- 4762' 4SPF 2ft 8holes
STRINGLENGTH:5133.94' 4771' - 4781' 4 SPF 10 ft 40 holes

SN at: 5110.52' KB

4756' - 4781'
SUCKER ROD RECORD

POLISHEDROD: 1-1/2"x 22'
SUCKER RODS: two - 3/4" x 6' Pony

202 - 3/4" x 25' D-61 SLICK 5073' - 5080'

TOTALSTRINGLENGTH:5078' S.N. @5110.5' KB

PUMPSIZE: BHP 2-1/2 x 1-1/2x 16' RWAC EOT - 5143' KB
w/ PA plunger TRICO #1077

PBTD @ 5734' KB
TD @ 5800'

g BALCRON MONUMENT STATE #14-2&EQUITABLER OURCES 6.",,6."#MS S R17E

V ENERGYCOMPANY 1°,"hemnneCo
hBALCRONOILDIV1SION

Elev. - 5066' GL
KB-5076'KB (10') WELLBOREDIAGRAM

DATE: 7/19/95vk

SURFACE CASING ACID JOB I BREAKDOWN JOB

SIZE: 8-5/6" 8/31/94 Westem 5073'-5080': 2730gal 2% KCIwtrw/ 50 balls.
GRADE:J-55 balled out ATP 2600psi, ATR 4.2BPM,ISIP 2000

WEIGHT:24#
LENGTH:266.30' (6 jts) 9/6/94 Westem 4756'-4761': 2814 gal 2% KCIwtrw/ 100 balls.

DEPTHLANDED: 276.3' KB no ball off,action seen. ATP 38psl, ATR5.8 BPM
HOLESiZE: 12-1/4" ISIP 1350.

CEMENTDATA:160 sxs class "G"+ 2% CCI +

1/4#lskcelloflake
276.3' KB FRAC JOB

PRODUCTIONCASING 8/31/94 Westem 5073' - 5080': 5000gal 2%KCIwtrpad, 28,100#
20/40 sand, 45,940# 16/30 sand, Flush w/ 5040 gal

SIZE: 5-1/2" 2% KCI wtr. 3400 AvgPr, ATR30BPM,1SIP 2900
GRADE:J-55 5MIN 2410, 10MIN2230, 15MIN2180, 30MIN 2050

WEIGHT: 15.5#
LENGTH:5762.35' (135 jts) 9/6/94 Westem 4756'-4781': 4500gal 2%KCIpad, 24,108gal 2%KCI

DEPTHLANDED: 5771.35' KB wl92,040#16/30 sand. ATR-29,9BPM, ATP-2400
HOLESIZE: 7-7/8" ISIP-2550, Smin-1820, 10min-1620,15min-1580

CEMENT DATA 370 sxs super class "G"+ (47#G + 20#Poz A + 30min-1480psi
17# CSE)/sk +3%salt + 2%gel +1/4 #lsk celloseal,
tallwl 242 sk 50-50 POZ + 2%gel + 1/4#lsk
celloseal + 2 #lsk HISeal2

CEMENTTOP AT: 860' KB

TUBING RECORD

SIZE/GRADE/WT.:2-7/8"l6.5#ld-55
NO.0F JOINTS: 149]ts (4712.43') PERFORATION RECORD

TUBINGANCHOR:trico2.05' @4724.78'KB
NO.OF JOINTS: 13]ts (384.94') 6/29/94 Schlumberger 5073'- 5080° 4 SPF (.38")7 ft 28 holes

SEATING NIPPLE: 1.1' @5110.52'KB
PERF. SUB: 4.2' 9/6/94 Schlumberger 4756'-4758' 4 SPF 2 ft 8 holes

MUDANCHOR: 1 jt-29.22'wlNC 4760'- 4762' 4SPF 2ft 8holes
STRINGLENGTH:5133.94' 4771' - 4781' 4 SPF 10 ft 40 holes

SN at: 5110.52' KB

4756' - 4781'
SUCKER ROD RECORD

POLISHEDROD: 1-1/2"x 22'
SUCKER RODS: two - 3/4" x 6' Pony

202 - 3/4" x 25' D-61 SLICK 5073' - 5080'

TOTALSTRINGLENGTH:5078' S.N. @5110.5' KB

PUMPSIZE: BHP 2-1/2 x 1-1/2x 16' RWAC EOT - 5143' KB
w/ PA plunger TRICO #1077

PBTD @ 5734' KB
TD @ 5800'



&EQUITABLEREURCES
ENERGYCOMPANY
BALCRONOILDIVISION

WELL NAME: BALCRON MONUMENTSTATE #22-2 DATE : 7/19/95 vk
FIELD: Monument Butte

FEDERAL LEASE NO.: STATE #ML-45555 API NO.: 43-047-32610
LOCATION: SE NW Sec.2 T9S R17E

COUNTYlSTATE: Uintah County, Utah
WORKING INTEREST: 1.0 NET REVENUE INTEREST: 0.875

PRODUCING FORMATION: Green River
COMPLETlON DATE: 4/4/95 OIL GRAVITY: 34 deg

INITIALPRODUCTION: 100.9 BO, O BW
OILIGAS PURCHASER: Amoco SPUD DATE: 3/6/95

PRESENT PROD STATUS: PROD
ELEVATIONS- GROUND: 5047.26' GL KB: 10'

TOTALDEPTH: 5798' KB PLUG BACKTD: 5744.69' KB

SURFACECASING PRODUCTIONCASING

SIZE: 8-5/8" SIZE: 5-1/2"
GRADE: J-55 GRADE: J-55

WEIGHT: 24# WEIGHT: 15.5#
LENGTH: 261.25' (6 jts) LENGTH: 5779.79' (138 jts)

DEPTH LANDED: 271.25' KB DEPTH LANDED: 5788.79' KB
HOLE SIZE: 12-1/4" HOLE SIZE: 7-7/8"

CEMENT DATA: 160 sxs class "G" + 2% CCI + CEMENT DATA: 285 sxs super class "G" + (47#G + 20#Poz A +

1/4#lsk celloflake 17# CSE+1/4 # celloseal+2# HiSeal)/sk +3%salt

+2%gel, tailwl 315 sk 50-50 POZ + 2%gel +

1/4 #lsk celloseal + 2 #lsk HiSeal 2
CEMENT TOP AT: 1310' KB

TUBING RECORD
PERFORATION RECORD

SIZEIGRADE/WT.: 2-7/8" / 6.5#/ J-55
NO. OF JOINTS: 154 jts (4846.01') 3/20/95 Schlumberger 5222' - 5227' 4 SPF 5 ft 20 holes

TUBINGANCHOR: trico2.35' @4858.36'KB 5234' - 5242' 4 SPF 8 ft 32 holes
NO. OF JOINTS: 13 jts (412.44')

SEATING NIPPLE: 1.1' @5271.9'KB 3/23/95 Schlumberger 4881'- 4684' 4 SPF 3 ft 12 holes
PERF. SUB: 4.2' 4896' - 4905' 4 SPF 9it 36 holes

NIUDANCHOR: 1 jt-28.03'wl NC
STRING LENGTH: 5294.13'

SN at: 5271.90' KB
ACID JOB I BREAKDOWN JOB

3/21/95 Western 5222'-5227' & 6234'-5242' : 2520 gal
SUCKER ROD RECORD 2% KCIwtr wl100 balls, balled off,

ATR-4.2BPM, ATP-2500, ISIP-1550
POLISHED ROD: 1-1/4" x 22'
SUCKER RODS: one - 3/4" x 8' Pony 3/23/95 Western 4881'-84' &4896'-405': 2142gal 2% KCIw/100

209 - 3/4" x 25' D-61 Plain balls, balled off. ATP-3200, ATR-6.0bpm, ISIP-1200

TOTALSTRINGLENGTH: 5249' FRAC JOB

PUMP SIZE: BHP 2-1/2 x 1-1/2 x 16' RWAC 3/21/95 Western 5222'-27' & 5234'-42': 2500gal 2% KCIpad,
w/ PA plunger TRICO #1102 18,942 gal 2% KCIw/ 25,820#20/40 & 37,000#

STROKE LENGTH: 88" 16/30 sand, flush w/ 5166 gal 2% KCIwtr. ISIP-3000
PUMP SPEED, SPM: 4.75 SPM ATP-2700, ATR-30.9bpm, 5min-1610, 10min-1470,

PUMPING UNITSIZE: Bethlehem 320-212-86 15min-1350, 30min-1320.

PUMPING UNITENGINE: AJAX E-42
3/23/95 Western 4881'-84' &4896'-4905': 2310 gal 2% KCIpad, 18,732

TANKS: two- 12' x 20' 400 bbl vertical gal 2% KCIw/ 56,840# 16/30 sand. ATP-2400,
DRAINTANK 12' x 5' 100 bbis OPEN TOP ATR-31.6bpm, ISIP-2450, Smln-1940, 10min-1590,

TREATER: 6'X20' HORZ 75# DF HCW 15min-1520,

&EQUITABLEREURCES
ENERGYCOMPANY
BALCRONOILDIVISION

WELL NAME: BALCRON MONUMENTSTATE #22-2 DATE : 7/19/95 vk
FIELD: Monument Butte

FEDERAL LEASE NO.: STATE #ML-45555 API NO.: 43-047-32610
LOCATION: SE NW Sec.2 T9S R17E

COUNTYlSTATE: Uintah County, Utah
WORKING INTEREST: 1.0 NET REVENUE INTEREST: 0.875

PRODUCING FORMATION: Green River
COMPLETlON DATE: 4/4/95 OIL GRAVITY: 34 deg

INITIALPRODUCTION: 100.9 BO, O BW
OILIGAS PURCHASER: Amoco SPUD DATE: 3/6/95

PRESENT PROD STATUS: PROD
ELEVATIONS- GROUND: 5047.26' GL KB: 10'

TOTALDEPTH: 5798' KB PLUG BACKTD: 5744.69' KB

SURFACECASING PRODUCTIONCASING

SIZE: 8-5/8" SIZE: 5-1/2"
GRADE: J-55 GRADE: J-55

WEIGHT: 24# WEIGHT: 15.5#
LENGTH: 261.25' (6 jts) LENGTH: 5779.79' (138 jts)

DEPTH LANDED: 271.25' KB DEPTH LANDED: 5788.79' KB
HOLE SIZE: 12-1/4" HOLE SIZE: 7-7/8"

CEMENT DATA: 160 sxs class "G" + 2% CCI + CEMENT DATA: 285 sxs super class "G" + (47#G + 20#Poz A +

1/4#lsk celloflake 17# CSE+1/4 # celloseal+2# HiSeal)/sk +3%salt

+2%gel, tailwl 315 sk 50-50 POZ + 2%gel +

1/4 #lsk celloseal + 2 #lsk HiSeal 2
CEMENT TOP AT: 1310' KB

TUBING RECORD
PERFORATION RECORD

SIZEIGRADE/WT.: 2-7/8" / 6.5#/ J-55
NO. OF JOINTS: 154 jts (4846.01') 3/20/95 Schlumberger 5222' - 5227' 4 SPF 5 ft 20 holes

TUBINGANCHOR: trico2.35' @4858.36'KB 5234' - 5242' 4 SPF 8 ft 32 holes
NO. OF JOINTS: 13 jts (412.44')

SEATING NIPPLE: 1.1' @5271.9'KB 3/23/95 Schlumberger 4881'- 4684' 4 SPF 3 ft 12 holes
PERF. SUB: 4.2' 4896' - 4905' 4 SPF 9it 36 holes

NIUDANCHOR: 1 jt-28.03'wl NC
STRING LENGTH: 5294.13'

SN at: 5271.90' KB
ACID JOB I BREAKDOWN JOB

3/21/95 Western 5222'-5227' & 6234'-5242' : 2520 gal
SUCKER ROD RECORD 2% KCIwtr wl100 balls, balled off,

ATR-4.2BPM, ATP-2500, ISIP-1550
POLISHED ROD: 1-1/4" x 22'
SUCKER RODS: one - 3/4" x 8' Pony 3/23/95 Western 4881'-84' &4896'-405': 2142gal 2% KCIw/100

209 - 3/4" x 25' D-61 Plain balls, balled off. ATP-3200, ATR-6.0bpm, ISIP-1200

TOTALSTRINGLENGTH: 5249' FRAC JOB

PUMP SIZE: BHP 2-1/2 x 1-1/2 x 16' RWAC 3/21/95 Western 5222'-27' & 5234'-42': 2500gal 2% KCIpad,
w/ PA plunger TRICO #1102 18,942 gal 2% KCIw/ 25,820#20/40 & 37,000#

STROKE LENGTH: 88" 16/30 sand, flush w/ 5166 gal 2% KCIwtr. ISIP-3000
PUMP SPEED, SPM: 4.75 SPM ATP-2700, ATR-30.9bpm, 5min-1610, 10min-1470,

PUMPING UNITSIZE: Bethlehem 320-212-86 15min-1350, 30min-1320.

PUMPING UNITENGINE: AJAX E-42
3/23/95 Western 4881'-84' &4896'-4905': 2310 gal 2% KCIpad, 18,732

TANKS: two- 12' x 20' 400 bbl vertical gal 2% KCIw/ 56,840# 16/30 sand. ATP-2400,
DRAINTANK 12' x 5' 100 bbis OPEN TOP ATR-31.6bpm, ISIP-2450, Smln-1940, 10min-1590,

TREATER: 6'X20' HORZ 75# DF HCW 15min-1520,



BALCRONMONUMENT STATE#22-2i EQUITABLERESOURCES 6,E eW c
5

S Ri7E

V ENERGYCOMPANY MonumentButteField
BALCRON OIL DIVISION Uintah County, Utah

Elev. - 5047' GL
KB-5057'KB (10') WELLBOREDIAGRAM

DATE: 7/19/95 vk

SURFACE CASING ACID JOB I BREAKDOWN JOB

SIZE: 8-5/8" 3/21/95 Westem 5222'-5227 & 5234'-5242' : 2520 gal
GRADE:J-55 2% KCI wtrw/ 100 balls, balled off,

WEIGHT:24# ATR-4.2BPM,ATP-2500,ISIP-1550
LENGTH:261.25' (6 jts)

DEPTHLANDED:271.25' KB 3/23/95 Westem 4881'-84' &4890'-405': 2142gal 2% KCIwl100
HOLESIZE: 12-1/4" balls, balled off.ATP-3200, ATR-6.0bpm,ISIP-1200

CEMENTDATA:160 sxs class "G"+ 2% CCI+

1/4#lsk cellofiake
276.3' KB FRAC JOB

PRODUCTION CASING 3/21/95 Westem 5222'-27' & 5234'-42': 2500gal 2% KCI pad,
18,942 gal 2% KCIwl25,820#20/40 & 37,000#

SIZE: 5.1/2" 16/30 sand, flush wl 5166 gal 2% KCI wtr. ISIP-3000
GRADE: J-55 ATP-2700,ATR-30.9bpm, Smln-1610, 10min-1470,

WEIGHT: 15.5# 15min-1350,30min-1320.
LENGTH:5779.79' (138 jts)

DEPTHLANDED: 5788.79' KB 3/23/95 Westem 4881'-84' & 4896'-4905': 2310 gal 2% KCI pad, 18,732
HOLESIZE: 7-7/8" gal 2% KCIw/56,840#16/30 sand. ATP-2400,

CEMENTDATA: 285 sxs super class "G"+ (47#G + 20#Poz A + ATR-31.6bpm, ISIP-2450, 5min-1940, 10min-1590,
17# CSE+1/4 # celloseal+2# HISeal)/sk +3%salt 15min-1520,30min-1390
+2%gel, tallw/ 315 sk 50-50 POZ + 2%gel +

1/4 #/sk celloseal + 2 #Isk HISeal 2
CEMENT TOP AT: 1310' KB

TUBING RECORD

SIZEIGRADE/WT.:2-7/8"l6.5#ld-55

NO.OF JOINTS: 154jts (4846.01') PERFORATION RECORD
TUBINGANCHOR:trico2.35' @4858.36'KB

NO.OF JOINTS: 13 jts (412.44') 3/20/95 Schlumberger 5222' - 522T 4 SPF 5 ft 20 holes
SEATINGNIPPLE: 1.1' @5271.9'KB 5234'- 5242' 4 SPF 8 ft 32 holes

PERF. SUB: 4.2'
MUDANCHOR: 1Jt- 28.03' wl NC 3/23/95 Schlumberger 4881'- 4884' 4 SPF 3 ft 12 holes

STRINGLENGTH:5294.13' 4896' - 4905' 4 SPF 9 ft 36 holes
SN at 5271.90' KB

4881'-4905"
SUCKER ROD RECORD

POLISHED ROD: 1-1/4" x 22'
SUCKERRODS: one - 3/4" x 8' Pony 5222' - 5242"

209 - 3/4" x 25' D-61 Plain

ToTAt.sTRING LENGTH:5249' S.N. @5272' KB

PUMP SIZE: BHP 2-1/2 x 1-1/2x 16' RWAC EOT - 6304' KB
w/ PA plunger TRICO#1102

PBTD@ 5745' KB
TD @ 5798'

BALCRONMONUMENT STATE#22-2i EQUITABLERESOURCES 6,E eW c
5

S Ri7E

V ENERGYCOMPANY MonumentButteField
BALCRON OIL DIVISION Uintah County, Utah

Elev. - 5047' GL
KB-5057'KB (10') WELLBOREDIAGRAM

DATE: 7/19/95 vk

SURFACE CASING ACID JOB I BREAKDOWN JOB

SIZE: 8-5/8" 3/21/95 Westem 5222'-5227 & 5234'-5242' : 2520 gal
GRADE:J-55 2% KCI wtrw/ 100 balls, balled off,

WEIGHT:24# ATR-4.2BPM,ATP-2500,ISIP-1550
LENGTH:261.25' (6 jts)

DEPTHLANDED:271.25' KB 3/23/95 Westem 4881'-84' &4890'-405': 2142gal 2% KCIwl100
HOLESIZE: 12-1/4" balls, balled off.ATP-3200, ATR-6.0bpm,ISIP-1200

CEMENTDATA:160 sxs class "G"+ 2% CCI+

1/4#lsk cellofiake
276.3' KB FRAC JOB

PRODUCTION CASING 3/21/95 Westem 5222'-27' & 5234'-42': 2500gal 2% KCI pad,
18,942 gal 2% KCIwl25,820#20/40 & 37,000#

SIZE: 5.1/2" 16/30 sand, flush wl 5166 gal 2% KCI wtr. ISIP-3000
GRADE: J-55 ATP-2700,ATR-30.9bpm, Smln-1610, 10min-1470,

WEIGHT: 15.5# 15min-1350,30min-1320.
LENGTH:5779.79' (138 jts)

DEPTHLANDED: 5788.79' KB 3/23/95 Westem 4881'-84' & 4896'-4905': 2310 gal 2% KCI pad, 18,732
HOLESIZE: 7-7/8" gal 2% KCIw/56,840#16/30 sand. ATP-2400,

CEMENTDATA: 285 sxs super class "G"+ (47#G + 20#Poz A + ATR-31.6bpm, ISIP-2450, 5min-1940, 10min-1590,
17# CSE+1/4 # celloseal+2# HISeal)/sk +3%salt 15min-1520,30min-1390
+2%gel, tallw/ 315 sk 50-50 POZ + 2%gel +

1/4 #/sk celloseal + 2 #Isk HISeal 2
CEMENT TOP AT: 1310' KB

TUBING RECORD

SIZEIGRADE/WT.:2-7/8"l6.5#ld-55

NO.OF JOINTS: 154jts (4846.01') PERFORATION RECORD
TUBINGANCHOR:trico2.35' @4858.36'KB

NO.OF JOINTS: 13 jts (412.44') 3/20/95 Schlumberger 5222' - 522T 4 SPF 5 ft 20 holes
SEATINGNIPPLE: 1.1' @5271.9'KB 5234'- 5242' 4 SPF 8 ft 32 holes

PERF. SUB: 4.2'
MUDANCHOR: 1Jt- 28.03' wl NC 3/23/95 Schlumberger 4881'- 4884' 4 SPF 3 ft 12 holes

STRINGLENGTH:5294.13' 4896' - 4905' 4 SPF 9 ft 36 holes
SN at 5271.90' KB

4881'-4905"
SUCKER ROD RECORD

POLISHED ROD: 1-1/4" x 22'
SUCKERRODS: one - 3/4" x 8' Pony 5222' - 5242"

209 - 3/4" x 25' D-61 Plain

ToTAt.sTRING LENGTH:5249' S.N. @5272' KB

PUMP SIZE: BHP 2-1/2 x 1-1/2x 16' RWAC EOT - 6304' KB
w/ PA plunger TRICO#1102

PBTD@ 5745' KB
TD @ 5798'



$ EQUlTABLERE URCES
Y ENERGYCOMPANY

BALCRONOILDIVISION

WELL NAME: BALCRON MONUMENTSTATE #23-2 DATE: 7/20/95 vk
FIELD: Monument Butte

FEDERAL LEASE NO.: STATE #ML-45555 API NO.: 43-047-32613
LOCATION: NE SW Sec.2 T9S R17E

COUNTYlSTATE: Uintah County, Utah
WORKING INTEREST: 1.0 NET REVENUE INTEREST: 0.875

PRODUCING FORMATION: Green River
COMPLETION DATE: 3/20/95 SPUD DATE: 2/25/95

INITIALPRODUCTION: NA
OIL/GAS PURCHASER: NA KB: 10'

PRESENT PROD STATUS: SHUT-IN (water well) PLUG BACKTD: 3422.0T KB
ELEVATIONS- GROUND: 5042.2' GL

TOTAL DEPTH: 5700' KB
PRODUCTION CASING

SIZE: 5-1/2"
SURFACE CASING GRADE: J-55

WEIGHT: 15.5#
SIZE: 8-5/8" LENGTH: 3452.3' (83 jts)

GRADE: J-55 DEPTH LANDED:3461.63' KB
WEIGHT: 24# HOLE SIZE: 7-7/8"
LENGTH: 257.05' (6 jts) CEMENT DATA: 208 sxs super class "G"+(41 # class "G" +

DEPTH LANDED: 26T KB 20# Poz+17#CSE+1/4#celloseal+2#HiSeal)/sk
HOLE SIZE: 12-1/4" +3%salt + 2%gel. Tail wl 260 sks 50-50 POZ +

CEMENT DATA 170 sxs class "G" + 2% CCI + 2%gel + (1/4# celloseal+2#HISeal)/sk
1/4#lsk celloflake

CEMENT TOP AT: 608' KB

PLUG BACKFOR WATER WELL :

TUBINGRECORD CEMENT PLUGS @:#1 5600'-5500' 52 sxs
#2 5101'-5001' 52 sxs

SIZEIGRADElVVT.:none #3 3888'-3788' 60 sxs
NO. OF JOINTS:

TUBINGANCHOR:
NO. OF JOINTS: PERFORATION RECORD

SEATING NIPPLE:
PERF. SUB: 3/20/95 Schlumberger 2981'- 2988' 4 SPF 7 ft 28 holes

MUDANCHOR: 2995'- 3030' 4 SPF 35 ft 140 holes
STRING LENGTH:

SN at:

ACID JOB I BREAKDOWN JOB
SUCKERROD RECORD

none
POLISHED ROD: none
SUCKER RODS:

WATER ANALYSIS : 3/1/95 9.2 pH
1.5 H2S
1.006 spec. grav.
17,504 dissolved solids

TOTALSTRING LENGTH: sample from flowline before switch
to fluid

PUMP SlZE:

STROKE LENGTH: FRAC JOB

PUMP SPEED, SPM:
PUMPING UNITSIZE: none

PUMPING UNITENGINE:

TANKS:
DRAINTANK:

$ EQUlTABLERE URCES
Y ENERGYCOMPANY

BALCRONOILDIVISION

WELL NAME: BALCRON MONUMENTSTATE #23-2 DATE: 7/20/95 vk
FIELD: Monument Butte

FEDERAL LEASE NO.: STATE #ML-45555 API NO.: 43-047-32613
LOCATION: NE SW Sec.2 T9S R17E

COUNTYlSTATE: Uintah County, Utah
WORKING INTEREST: 1.0 NET REVENUE INTEREST: 0.875

PRODUCING FORMATION: Green River
COMPLETION DATE: 3/20/95 SPUD DATE: 2/25/95

INITIALPRODUCTION: NA
OIL/GAS PURCHASER: NA KB: 10'

PRESENT PROD STATUS: SHUT-IN (water well) PLUG BACKTD: 3422.0T KB
ELEVATIONS- GROUND: 5042.2' GL

TOTAL DEPTH: 5700' KB
PRODUCTION CASING

SIZE: 5-1/2"
SURFACE CASING GRADE: J-55

WEIGHT: 15.5#
SIZE: 8-5/8" LENGTH: 3452.3' (83 jts)

GRADE: J-55 DEPTH LANDED:3461.63' KB
WEIGHT: 24# HOLE SIZE: 7-7/8"
LENGTH: 257.05' (6 jts) CEMENT DATA: 208 sxs super class "G"+(41 # class "G" +

DEPTH LANDED: 26T KB 20# Poz+17#CSE+1/4#celloseal+2#HiSeal)/sk
HOLE SIZE: 12-1/4" +3%salt + 2%gel. Tail wl 260 sks 50-50 POZ +

CEMENT DATA 170 sxs class "G" + 2% CCI + 2%gel + (1/4# celloseal+2#HISeal)/sk
1/4#lsk celloflake

CEMENT TOP AT: 608' KB

PLUG BACKFOR WATER WELL :

TUBINGRECORD CEMENT PLUGS @:#1 5600'-5500' 52 sxs
#2 5101'-5001' 52 sxs

SIZEIGRADElVVT.:none #3 3888'-3788' 60 sxs
NO. OF JOINTS:

TUBINGANCHOR:
NO. OF JOINTS: PERFORATION RECORD

SEATING NIPPLE:
PERF. SUB: 3/20/95 Schlumberger 2981'- 2988' 4 SPF 7 ft 28 holes

MUDANCHOR: 2995'- 3030' 4 SPF 35 ft 140 holes
STRING LENGTH:

SN at:

ACID JOB I BREAKDOWN JOB
SUCKERROD RECORD

none
POLISHED ROD: none
SUCKER RODS:

WATER ANALYSIS : 3/1/95 9.2 pH
1.5 H2S
1.006 spec. grav.
17,504 dissolved solids

TOTALSTRING LENGTH: sample from flowline before switch
to fluid

PUMP SlZE:

STROKE LENGTH: FRAC JOB

PUMP SPEED, SPM:
PUMPING UNITSIZE: none

PUMPING UNITENGINE:

TANKS:
DRAINTANK:



BALCRON MONUMENT STATE #23-2i EQUITABLEITESOURCES NESeW
S

S Ri7E

ENERGYCOMPANY Monument Butte Field
Uintah County, UtahBALCRONOIL DIVISION

Elev. - 5042' GL
KB-5052'KB (10') WELLBORE DIAGRAM

DATE : 7/20/95 vk

SURFACE CASING ACID JOB I BREAKDOWN JOB

SIZE: 8-5/8" none
GRADE: J-55

WEIGHT: 24#
LENGTH:257.05' (6 jts)

DEPTH LANDED:267' KB FRAC JOB
HOLESIZE: 12-1/4"

CEMENTDATA: 170 sxs class "G" + 2% CCI + none
1/4#lsk celloflake

267' KB
PRODUCTIONCASING

SIZE: 5-1/2"
GRADE: J-55 CEMENT PLUGS

WEIGHT: 15.5#
LENGTH:3452.3' (83 jts) PLUG BACKFOR WATERWELL :

DEPTH LANDED:3461.63' KB
HOLESIZE: 7-7/8" #1 5600'-5500' 52 sxs 100% excess on cement & all

CEMENTDATA:208 sxs super class "G"+(41# class "G" + #2 5101'-5001' 52 sxs cement class "G"w/ 1/4 #lsk
20#Poz+17#CSE+1/4#celloseal+2#HISeal)/sk #3 3888'-3788' 60 sxs .

Cello-seal + 1#lsk HI-seal2
+3%salt + 2%gel. Tall w/ 260 sks 50-50 POZ +

2%gel + (1/4# celloseal+2#HISeal)/sk

CEMENTTOP AT: 608' KB

TUBING RECORD

SIZEIGRADElWT.:none
NO. OF JOINTS:

TUBINGANCHOR: PERFORATIONRECORD
NO. OF JOINTS:

SEATINGNIPPLE: 3/20/95 Schlumberger 2981'-2988' 4 SPF 7 ft 28 holes
PERF. SUB: 2995' - 3030' 4 SPF 35 ft 140 holes

MUDANCHOR: WATER BEARING ZONES
STRING LENGTH:

SN at:

2981'-2988'

SUCKER ROD RECORD 2995'-3030'

POLISHED ROD: none
SUCKER RODS:

PBTD @ 3422' KB
CASINGLANDED@ 3462' KB

TOTALSTRINGLENGTH:
PLUG #3 3888'-3788'

PUMP SIZE:

PLUG #2 5101'-5001'

PLUG #1 560D'-5500'

TD @ 5700'

BALCRON MONUMENT STATE #23-2i EQUITABLEITESOURCES NESeW
S

S Ri7E

ENERGYCOMPANY Monument Butte Field
Uintah County, UtahBALCRONOIL DIVISION

Elev. - 5042' GL
KB-5052'KB (10') WELLBORE DIAGRAM

DATE : 7/20/95 vk

SURFACE CASING ACID JOB I BREAKDOWN JOB

SIZE: 8-5/8" none
GRADE: J-55

WEIGHT: 24#
LENGTH:257.05' (6 jts)

DEPTH LANDED:267' KB FRAC JOB
HOLESIZE: 12-1/4"

CEMENTDATA: 170 sxs class "G" + 2% CCI + none
1/4#lsk celloflake

267' KB
PRODUCTIONCASING

SIZE: 5-1/2"
GRADE: J-55 CEMENT PLUGS

WEIGHT: 15.5#
LENGTH:3452.3' (83 jts) PLUG BACKFOR WATERWELL :

DEPTH LANDED:3461.63' KB
HOLESIZE: 7-7/8" #1 5600'-5500' 52 sxs 100% excess on cement & all

CEMENTDATA:208 sxs super class "G"+(41# class "G" + #2 5101'-5001' 52 sxs cement class "G"w/ 1/4 #lsk
20#Poz+17#CSE+1/4#celloseal+2#HISeal)/sk #3 3888'-3788' 60 sxs .

Cello-seal + 1#lsk HI-seal2
+3%salt + 2%gel. Tall w/ 260 sks 50-50 POZ +

2%gel + (1/4# celloseal+2#HISeal)/sk

CEMENTTOP AT: 608' KB

TUBING RECORD

SIZEIGRADElWT.:none
NO. OF JOINTS:

TUBINGANCHOR: PERFORATIONRECORD
NO. OF JOINTS:

SEATINGNIPPLE: 3/20/95 Schlumberger 2981'-2988' 4 SPF 7 ft 28 holes
PERF. SUB: 2995' - 3030' 4 SPF 35 ft 140 holes

MUDANCHOR: WATER BEARING ZONES
STRING LENGTH:

SN at:

2981'-2988'

SUCKER ROD RECORD 2995'-3030'

POLISHED ROD: none
SUCKER RODS:

PBTD @ 3422' KB
CASINGLANDED@ 3462' KB

TOTALSTRINGLENGTH:
PLUG #3 3888'-3788'

PUMP SIZE:

PLUG #2 5101'-5001'

PLUG #1 560D'-5500'

TD @ 5700'



EQUITABL ESOURCES
Y ENERGYCOMPANY

BALCRON OIL DIVISION

WELL NAME: BALCRON MONUMENTSTATE #24-2 DATE : 7/20/95 vk
FIELD: Monument Butte

FEDERAL LEASE NO.: STATE #ML-45555 API NO.: 43-047-32612
LOCATION: SE SW Sec.2 T9S Ri7E

COUNTYlSTATE: Duchesne County, Utah
WORKING INTEREST: 1.0 NET REVENUE INTEREST: 0.875

PRODUCING FORMATION: Green River
COMPLETION DATE: 3/16/95 SPUD DATE: 2/3/95

INITIALPRODUCTION: 26.01 BO, 3.33BW ·

OILIGAS PURCHASER: Amoco KB: 10'
PRESENT PROD STATUS: PROD PLUG BACKTD: 5635.07' KB
ELEVATIONS- GROUND: 5042.2' GL

TOTALDEPTH: 5700' KB
PRODUCTIONCASING

SIZE: 5-1/2"
SURFACE CASING GRADE: J-55

WEIGHT: 15.5#
SIZE: 8-5/8" LENGTH: 5669.7T (135 Jts)

GRADE: J-55 DEPTH LANDED: 5678.77' KB
WEIGHT: 24# HOLE SIZE: 7-7/8"
LENGTH: 253.9' (6 jts) CEMENT DATA: 230 sxs super class "G" + (47# class "G" +

DEPTH LANDED:263.9' KB 20#Poz+17#CSE+1/4#celloseal+2#HiSeal)/sk
HOLE SIZE: 12-1/4" +3%salt + 2%gel. Tail w/ 223 sks 50-50 POZ +

CEMENT DATA: 160 sxs class "G" + 2% CCI + 2%gel + (1/4# celloseal+2#HiSeal)/sk
1/4#lsk celloflake

CEMENT TOP AT: 1852' KB

TUBINGRECORD
PERFORATIONRECORD

SIZEIGRADENVf.: 2-7/8" / 6.5#l J-55
NO. OF JOINTS: 130 Jis (4020.21') 2/24/95 Schlumberger 5116'- 5124' 4 SPF 8 ft 32 holes

TUBING ANCHOR: trico2.75' @4032.96'KB
NO. OF JOINTS: 36 jts (112.08')

SEATING NIPPLE: 1.1' @5162.14'KB 3/2/95 Schlumberger 4078'- 4090' 4 SPF 12 ft 48 holes
PERF. SUB: 4.15' 4104'- 4114' 4 SPF 10 ft 40 holes

MUDANCHOR: 1 Jt- 31.5' wl NC
STRING LENGTH: 5187.79'

SN at: 5162.14' KB
ACID JOBI BREAKDOWN JOB

2/27/95 Western 5116'- 5124': 2814 gal 2% KCIwtr
SUCKER ROD RECORD w/ 64 balls. balled off,

ATR-5bpm, ATP-2600, ISIP-1900
POLISHED ROD: 1-1/4" x 22'
SUCKER RODS: one - 3/4" x 2' Pony 3/2/95 Western 4078'-4114': 2856 gal 2% KCIwtr,

one - 3/4" x 4' Pony w/ 174 balls. Balled off.
one - 3/4" x 6' Pony ATR-6bpm,ATP-3500, ISIP-1400
one - 3/4" x 8' Pony
206 - 3/4" x 25' D-16 Plain

TOTALSTRING LENGTH: 5186' FRAC JOB

PUMP SIZE: BHP 2-1/2 x 1-1/2 x 16' RWAC 3/27/95 Western 5116'-24': 2000gal 2% KCIpad, 15,876 gal
w/ SM plunger TRICO #1048 2% KCIw/ 17,740#20/40 &24,120# 16/30

STROKE LENGTH: 75" sand, flush w/ 5040 gal 2% KCIwtr. ISIP-2800
PUMP SPEED, SPM: 6.0 SPM ATP-3270, ATR-30.0bpm, 5min-2230, 10min-

PUMPING UNITSIZE: LufkinC-160D-173-74 2020, 15min-iB60, 30min-1540.
PUMPING UNIT ENGINE: AJAX EA-30

3/2/95 Westem 4078'-4114': 5000gal 2% KCIpad, 101,820#
TANKS: two - 12' x 20' 400 bbl vertical 16/30 sand w/ 27,594gal 2% KCIwtr. Flush w/

DRAINTANK: 12'x 5' 100 bbis OPEN TOP 3990gal 2% KCl.ATR-29.8bpm, ATP-2250,
TREATER: 6'X20' HORZ 50# WP ISIP-2500, Smin-2350, 10min-2180, 15min-1880,

EQUITABL ESOURCES
Y ENERGYCOMPANY

BALCRON OIL DIVISION

WELL NAME: BALCRON MONUMENTSTATE #24-2 DATE : 7/20/95 vk
FIELD: Monument Butte

FEDERAL LEASE NO.: STATE #ML-45555 API NO.: 43-047-32612
LOCATION: SE SW Sec.2 T9S Ri7E

COUNTYlSTATE: Duchesne County, Utah
WORKING INTEREST: 1.0 NET REVENUE INTEREST: 0.875

PRODUCING FORMATION: Green River
COMPLETION DATE: 3/16/95 SPUD DATE: 2/3/95

INITIALPRODUCTION: 26.01 BO, 3.33BW ·

OILIGAS PURCHASER: Amoco KB: 10'
PRESENT PROD STATUS: PROD PLUG BACKTD: 5635.07' KB
ELEVATIONS- GROUND: 5042.2' GL

TOTALDEPTH: 5700' KB
PRODUCTIONCASING

SIZE: 5-1/2"
SURFACE CASING GRADE: J-55

WEIGHT: 15.5#
SIZE: 8-5/8" LENGTH: 5669.7T (135 Jts)

GRADE: J-55 DEPTH LANDED: 5678.77' KB
WEIGHT: 24# HOLE SIZE: 7-7/8"
LENGTH: 253.9' (6 jts) CEMENT DATA: 230 sxs super class "G" + (47# class "G" +

DEPTH LANDED:263.9' KB 20#Poz+17#CSE+1/4#celloseal+2#HiSeal)/sk
HOLE SIZE: 12-1/4" +3%salt + 2%gel. Tail w/ 223 sks 50-50 POZ +

CEMENT DATA: 160 sxs class "G" + 2% CCI + 2%gel + (1/4# celloseal+2#HiSeal)/sk
1/4#lsk celloflake

CEMENT TOP AT: 1852' KB

TUBINGRECORD
PERFORATIONRECORD

SIZEIGRADENVf.: 2-7/8" / 6.5#l J-55
NO. OF JOINTS: 130 Jis (4020.21') 2/24/95 Schlumberger 5116'- 5124' 4 SPF 8 ft 32 holes

TUBING ANCHOR: trico2.75' @4032.96'KB
NO. OF JOINTS: 36 jts (112.08')

SEATING NIPPLE: 1.1' @5162.14'KB 3/2/95 Schlumberger 4078'- 4090' 4 SPF 12 ft 48 holes
PERF. SUB: 4.15' 4104'- 4114' 4 SPF 10 ft 40 holes

MUDANCHOR: 1 Jt- 31.5' wl NC
STRING LENGTH: 5187.79'

SN at: 5162.14' KB
ACID JOBI BREAKDOWN JOB

2/27/95 Western 5116'- 5124': 2814 gal 2% KCIwtr
SUCKER ROD RECORD w/ 64 balls. balled off,

ATR-5bpm, ATP-2600, ISIP-1900
POLISHED ROD: 1-1/4" x 22'
SUCKER RODS: one - 3/4" x 2' Pony 3/2/95 Western 4078'-4114': 2856 gal 2% KCIwtr,

one - 3/4" x 4' Pony w/ 174 balls. Balled off.
one - 3/4" x 6' Pony ATR-6bpm,ATP-3500, ISIP-1400
one - 3/4" x 8' Pony
206 - 3/4" x 25' D-16 Plain

TOTALSTRING LENGTH: 5186' FRAC JOB

PUMP SIZE: BHP 2-1/2 x 1-1/2 x 16' RWAC 3/27/95 Western 5116'-24': 2000gal 2% KCIpad, 15,876 gal
w/ SM plunger TRICO #1048 2% KCIw/ 17,740#20/40 &24,120# 16/30

STROKE LENGTH: 75" sand, flush w/ 5040 gal 2% KCIwtr. ISIP-2800
PUMP SPEED, SPM: 6.0 SPM ATP-3270, ATR-30.0bpm, 5min-2230, 10min-

PUMPING UNITSIZE: LufkinC-160D-173-74 2020, 15min-iB60, 30min-1540.
PUMPING UNIT ENGINE: AJAX EA-30

3/2/95 Westem 4078'-4114': 5000gal 2% KCIpad, 101,820#
TANKS: two - 12' x 20' 400 bbl vertical 16/30 sand w/ 27,594gal 2% KCIwtr. Flush w/

DRAINTANK: 12'x 5' 100 bbis OPEN TOP 3990gal 2% KCl.ATR-29.8bpm, ATP-2250,
TREATER: 6'X20' HORZ 50# WP ISIP-2500, Smin-2350, 10min-2180, 15min-1880,



&EQUITABLER OURCES '",",*2;'"" A
VT ENERGYCOMPANY MunninonHinum

Duclienne County, UtaltBALCRONOILDIVISION

Elev. - 5042' GL
KB-5052'KB (10') WELLBOREDIAGRAM

DAIE : 7/20/0ö Yk

SURFACE CASING ACID JOB I BREAKDOWNJOB

SIZE: 8-5/8" 2/27/95 Westem 5116'- 5124': 2814 gal 2% KCIwtr
GRADE:J-55 w/64 balls. balled off,

WEIGHT:24# ATR-5bpm,ATP-2600, ISIP-1900
LENGTH:253.9' (6 jts)

DEPTHLANDED:263.9' KB 3/2/95 Westem 4078'-4114':2856 gal 2% KCIwtr,
HOLESIZE: 12-1/4" wl 174 balls. Balled off.

CEMENTDATA:160 sxs class "G"+ 2% CCI + ATR-6bpm,ATP-3500,ISIP-1400
1/4#lskcelloflake

264' KB FRAC JOB
PRODUCTION CASING

3/27/95 Westem 5116'-24': 2000gal 2% KCIpad, 15,876 gal
S1ZE:&-1/2" 2% KCIw/ 17,740# 20/40 & 24,120# 16/30

GRADE:J-55 sand, flush w/ 5040 ga12% KCI wtr. ISIP-2800
WEIGHT:15.5# ATP-3270, ATR-30.0bpm, Smln-2230, 10min-
LENGTH:5669.77 (135 jts) 2020, 15min-1860, 30min-1540.

DEPTHLANDED:5678.77' KB
HOLESIZE: 7-7/8" 3/2/95 Westem 4078'-4114': SOOOgal2% KCIpad, 101,820#

CEMENTDATA:230 sxs super class "G"+ (47# class "G"+ 16/30 sand w/27,594gal 2% KCIwtr. Flush w/
20#Poz+17#CSE+1/4#celloseal+2#HISeal)/sk 3990gal 2% KCI.ATR-29.8bpm,ATP-2250,
+3%salt + 2%gel. Tall w/ 223 sks 50-50 POZ + ISIP-2500,Smin-2350, 10min-2180, 15min-1880,
2%gel + (1/4# celloseal+2#HISeal)/sk 30min-1570

CEMENT TOP AT: 1852' KB

TUBING RECORD

SIZEIGRADElWT.: 2-7/8" I 6.5# / J-55
NO.OF JOINTS: 130jts (4020.21')

TUBINGANCHOR:tdco2.75' @4032.96'KB PERFORATION RECORD
NO.OF JOINTS: 36 jts (112.08')

SEATINGNIPPLE: 1.1' @5162.14'KB 2/24/95 Schlumberger 5116' - 5124' 4 SPF 8 ft 32 holes
PERF. SUB: 4.15'

MUDANCHOR: 1 jt- 31.5' w/ NC
STRINGLENGTH:5187.79' 3/2/95 Schlumberger 4078'-4090' 4 SPF 12 ft 48 holes

SN at: 5162.14' KB 4104'- 4114' 4 SPF 10 ft 40 holes

SUCKER ROD RECORD
4078' - 4090'

POLISHEDROD: 1-1/4"x 22' 4104' - 4114'
SUCKERRODS: one - 3/4" x 2' Pony

one - 3/4" x 4' Pony
one - 3/4" x 6' Pony
one - 3/4" x 8' Pony 5116' - 5124'
206 - 3/4" x 25' D-16 Plain

ToTALSTRINGLENGTH:5186' S.N. @5162' KB

PUMP SIZE: BHP 2-1/2 x 1-1/2 x 16' RWAC EOT - 5198' KB
w/ SM plunger TRICO #1048

PBTD @ 5745' KB
TD @ 5700'

&EQUITABLER OURCES '",",*2;'"" A
VT ENERGYCOMPANY MunninonHinum

Duclienne County, UtaltBALCRONOILDIVISION

Elev. - 5042' GL
KB-5052'KB (10') WELLBOREDIAGRAM

DAIE : 7/20/0ö Yk

SURFACE CASING ACID JOB I BREAKDOWNJOB

SIZE: 8-5/8" 2/27/95 Westem 5116'- 5124': 2814 gal 2% KCIwtr
GRADE:J-55 w/64 balls. balled off,

WEIGHT:24# ATR-5bpm,ATP-2600, ISIP-1900
LENGTH:253.9' (6 jts)

DEPTHLANDED:263.9' KB 3/2/95 Westem 4078'-4114':2856 gal 2% KCIwtr,
HOLESIZE: 12-1/4" wl 174 balls. Balled off.

CEMENTDATA:160 sxs class "G"+ 2% CCI + ATR-6bpm,ATP-3500,ISIP-1400
1/4#lskcelloflake

264' KB FRAC JOB
PRODUCTION CASING

3/27/95 Westem 5116'-24': 2000gal 2% KCIpad, 15,876 gal
S1ZE:&-1/2" 2% KCIw/ 17,740# 20/40 & 24,120# 16/30

GRADE:J-55 sand, flush w/ 5040 ga12% KCI wtr. ISIP-2800
WEIGHT:15.5# ATP-3270, ATR-30.0bpm, Smln-2230, 10min-
LENGTH:5669.77 (135 jts) 2020, 15min-1860, 30min-1540.

DEPTHLANDED:5678.77' KB
HOLESIZE: 7-7/8" 3/2/95 Westem 4078'-4114': SOOOgal2% KCIpad, 101,820#

CEMENTDATA:230 sxs super class "G"+ (47# class "G"+ 16/30 sand w/27,594gal 2% KCIwtr. Flush w/
20#Poz+17#CSE+1/4#celloseal+2#HISeal)/sk 3990gal 2% KCI.ATR-29.8bpm,ATP-2250,
+3%salt + 2%gel. Tall w/ 223 sks 50-50 POZ + ISIP-2500,Smin-2350, 10min-2180, 15min-1880,
2%gel + (1/4# celloseal+2#HISeal)/sk 30min-1570

CEMENT TOP AT: 1852' KB

TUBING RECORD

SIZEIGRADElWT.: 2-7/8" I 6.5# / J-55
NO.OF JOINTS: 130jts (4020.21')

TUBINGANCHOR:tdco2.75' @4032.96'KB PERFORATION RECORD
NO.OF JOINTS: 36 jts (112.08')

SEATINGNIPPLE: 1.1' @5162.14'KB 2/24/95 Schlumberger 5116' - 5124' 4 SPF 8 ft 32 holes
PERF. SUB: 4.15'

MUDANCHOR: 1 jt- 31.5' w/ NC
STRINGLENGTH:5187.79' 3/2/95 Schlumberger 4078'-4090' 4 SPF 12 ft 48 holes

SN at: 5162.14' KB 4104'- 4114' 4 SPF 10 ft 40 holes

SUCKER ROD RECORD
4078' - 4090'

POLISHEDROD: 1-1/4"x 22' 4104' - 4114'
SUCKERRODS: one - 3/4" x 2' Pony

one - 3/4" x 4' Pony
one - 3/4" x 6' Pony
one - 3/4" x 8' Pony 5116' - 5124'
206 - 3/4" x 25' D-16 Plain

ToTALSTRINGLENGTH:5186' S.N. @5162' KB

PUMP SIZE: BHP 2-1/2 x 1-1/2 x 16' RWAC EOT - 5198' KB
w/ SM plunger TRICO #1048

PBTD @ 5745' KB
TD @ 5700'
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WELLNAME:BALCRONFEDERAL#24-3Y DATE: 7/21/95 vk
FIELD:Monument Butte

FEDERALLEASENO.: U-64381 API NO.: 43-013-31397
LOCATION:SE SW Sec.3 T9S Ri7E

COUNTYlSTATE:Duchesne County, Utah
WORKINGINTEREST:0.50 NETREVENUEINTEREST:0.415

PRODUCINGFORMATION:Green River
COMPLETIONDATE:8/14/93 SPUD DATE: 7/10/93

INITIALPRODUCTION:60BO, 15MCF,OBW
OILIGASPURCHASER:Amoco KB: 5018' KB (9')

PRESENT PROD STATUS: PROD PLUG BACKTD: 5837 KB
ELEVATIONS - GROUND:5009.1' GL

TOTALDEPTH: 5900' KB
PRODUCTION CASING

SlZE: 5-1/2"
SURFACE CASING GRADE: J-55

WEIGHT: 15.5#
SIZE: 8-5/8" LENGTH:5888.0T (135 jts)

GRADE:J-55 DEPTHLANDED: 5883' KB
WEIGHT:24# HOLE SIZE: 7-7/8"
LENGTH:249.T (6 jts) CEMENTDATA: 150 sxs Hifillstandard &tailw/

DEPTHLANDED: 258.T KB 470 sxs 50-50 Poz
HOLE SIZE: 12-1/4"

CEMENT DATA:150 sxs premium plus + CEMENT TOP AT: 1852' KB
2% CCI+1/4#lsk flocele

TUBING RECORD

PERFORATION RECORD
SIZEIGRADElWI.:2-7/8" / 6.5#/ J-55

NO. OF JOINTS: none 7/30/93 Haliburton 5506' - 5512' 6 ft 4 holes
TUBINGANCHOR:none 5442' - 5468' 26 ft 14 holes

NO. OF JOINTS: 152jts (4721.75')
SEATINGNIPPLE: 1.1' @4731.85'KB 8/4/93 Schlumberger 5092'- 5097' S ft 6 holes

PERF. SUB: 3.05' 476T - 4775' 8 ft 9 holes
MUDANCHOR: 1 jt - 31.06' w/ NC

STRINGLENGTH:4756.96'
SN at: 4731.8' KB

ACID JOB I BREAKDOWN JOB

8/1/93 Western 5468'-5512': 1890 gal 2% KCIwtr
SUCKER ROD RECORD w/ 60 balls. balled off,

ATR-4.8bpm,ATP-3100, ISIP-1000
POLISHED ROD: 1-1/4" x 16'
SUCKER RODS: 8/4/93 Western 4767'-509T : 2520 gal 2% KCIwtr,

186 - 3/4" x 25' slick wl 60 balls. Balled off.
6 - 1"x 25' EL Rods w/ guides ATR-4.5bpm,ATP-2300,ISIP-1300

TOTAL STRINGLENGTH:4812' FRAC JOB

PUMP SIZE: BHP 2-1/2 x 1-1/2 x 16' 8/2/93 Western 5468'-512': 4620gal 2% KCIpad, 18,816 gal
2% KCI w/29,000#20/40 & 15,500#16/30

STROKE LENGTH:66" sand, flush w/ 5250 gal 2% KCI wtr. ISIP-1370
PUMPSPEED, SPM: 4.0 SPM ATP-2022, ATR-32.2bpm,Smin-1210,

PUMPINGUNITSIZE: LufkinC-160D-173-74 10min-1130, 15min-1090.
PUMPINGUNITENGINE:AJAX EA-30

8/4/93 Western 4767'-509T : 3486gal 2% KCIpad, 19,000#
TANKS:two- 12' x 20' 400 bbl vertical 16/30 sand w/ 11,970gal 2% KCIwtr. Flush w/

DRAINTANK:12' x 5' 100 bbis OPEN TOP 4746gal 2% KCI. ATR-15.5bpm, ATP-2800,
TREATER: ISIP-2000, 15mi

&EQUITAB RESOURCES
Y ENERGYCOMPANY

BALCRON OIL DIVISION

WELLNAME:BALCRONFEDERAL#24-3Y DATE: 7/21/95 vk
FIELD:Monument Butte

FEDERALLEASENO.: U-64381 API NO.: 43-013-31397
LOCATION:SE SW Sec.3 T9S Ri7E

COUNTYlSTATE:Duchesne County, Utah
WORKINGINTEREST:0.50 NETREVENUEINTEREST:0.415

PRODUCINGFORMATION:Green River
COMPLETIONDATE:8/14/93 SPUD DATE: 7/10/93

INITIALPRODUCTION:60BO, 15MCF,OBW
OILIGASPURCHASER:Amoco KB: 5018' KB (9')

PRESENT PROD STATUS: PROD PLUG BACKTD: 5837 KB
ELEVATIONS - GROUND:5009.1' GL

TOTALDEPTH: 5900' KB
PRODUCTION CASING

SlZE: 5-1/2"
SURFACE CASING GRADE: J-55

WEIGHT: 15.5#
SIZE: 8-5/8" LENGTH:5888.0T (135 jts)

GRADE:J-55 DEPTHLANDED: 5883' KB
WEIGHT:24# HOLE SIZE: 7-7/8"
LENGTH:249.T (6 jts) CEMENTDATA: 150 sxs Hifillstandard &tailw/

DEPTHLANDED: 258.T KB 470 sxs 50-50 Poz
HOLE SIZE: 12-1/4"

CEMENT DATA:150 sxs premium plus + CEMENT TOP AT: 1852' KB
2% CCI+1/4#lsk flocele

TUBING RECORD

PERFORATION RECORD
SIZEIGRADElWI.:2-7/8" / 6.5#/ J-55

NO. OF JOINTS: none 7/30/93 Haliburton 5506' - 5512' 6 ft 4 holes
TUBINGANCHOR:none 5442' - 5468' 26 ft 14 holes

NO. OF JOINTS: 152jts (4721.75')
SEATINGNIPPLE: 1.1' @4731.85'KB 8/4/93 Schlumberger 5092'- 5097' S ft 6 holes

PERF. SUB: 3.05' 476T - 4775' 8 ft 9 holes
MUDANCHOR: 1 jt - 31.06' w/ NC

STRINGLENGTH:4756.96'
SN at: 4731.8' KB

ACID JOB I BREAKDOWN JOB

8/1/93 Western 5468'-5512': 1890 gal 2% KCIwtr
SUCKER ROD RECORD w/ 60 balls. balled off,

ATR-4.8bpm,ATP-3100, ISIP-1000
POLISHED ROD: 1-1/4" x 16'
SUCKER RODS: 8/4/93 Western 4767'-509T : 2520 gal 2% KCIwtr,

186 - 3/4" x 25' slick wl 60 balls. Balled off.
6 - 1"x 25' EL Rods w/ guides ATR-4.5bpm,ATP-2300,ISIP-1300

TOTAL STRINGLENGTH:4812' FRAC JOB

PUMP SIZE: BHP 2-1/2 x 1-1/2 x 16' 8/2/93 Western 5468'-512': 4620gal 2% KCIpad, 18,816 gal
2% KCI w/29,000#20/40 & 15,500#16/30

STROKE LENGTH:66" sand, flush w/ 5250 gal 2% KCI wtr. ISIP-1370
PUMPSPEED, SPM: 4.0 SPM ATP-2022, ATR-32.2bpm,Smin-1210,

PUMPINGUNITSIZE: LufkinC-160D-173-74 10min-1130, 15min-1090.
PUMPINGUNITENGINE:AJAX EA-30

8/4/93 Western 4767'-509T : 3486gal 2% KCIpad, 19,000#
TANKS:two- 12' x 20' 400 bbl vertical 16/30 sand w/ 11,970gal 2% KCIwtr. Flush w/

DRAINTANK:12' x 5' 100 bbis OPEN TOP 4746gal 2% KCI. ATR-15.5bpm, ATP-2800,
TREATER: ISIP-2000, 15mi
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SURFACE CASING ACID JOB I BREAKDOWN JOD

SIZE: 8-5/6" 0/1/93 Westem 5460'-5512': 1890 gal 2% KCIwtr
GRADE:J-55 wl 60 balls. balled off,

WEIGHT: 24# ATR-4.8bpm,ATP-3100, ISIP-1000
LENGTH:249.7' (6 jts)

DEPTHLANDED:258.7' KB 8/4/93 Westem 4767-509T : 2520 gal 2% KCIwir,HOLESIZE: 12-1/4" w/ 60 balls. Balled off.
CEMENTDATA:150 sxs premiumplus + ATR-4.5bpm,ATP-2300,ISIP-1300

2% CCI+1/4#lsk flocele
259' KB FRAC JOB

PRODUCTION CASING 8/2/93 Westem 5468'-512':4620gal 2% KClpad, 18,816 gal
2% KCI w/ 29,000# 20/40 & 15,500#16/30

SfZE: 5-1/2" sand, flush w/ 5250 gal 2% KCI wtr. ISIP-1370
GRADE: J-55 ATP-2022, ATR-32.2bpm,5min-1210,

WEIGHT: 15.5# 10min-1130, 15min-1090.
LENGTH:5888.07'(135jts)

DEPTHLANDED:5883' KB 8/4/93 Westem 476T-509T : 3486gal 2% KCI pad, 19,000#HOLESIZE: 7-7/8" 16/30 sand w/ 11,970gal 2% KCIwtr. Flush w/CEMENTDATA 150 sxs HIfillstandard & tallw/ 4746gal 2% KCl.ATR-15.5bpm,ATP-2800,
470 sxs 50-50 Poz ISIP-2000, 15ml n-1770

CEMENTTOP AT: 1852' KB

TUBING RECORD

SIZElGRADElWT.:2-7/8"/6.5#IJ-55
NO.OF JOINTS: none

TUBINGANCHOR:none PERFORATION RECORD
NO.OF JOINTS: 152Jts(4721.75')

SEATINGNIPPLE: 1.1' @4731.8S'KB 7/30/93 Haliburton 5506'- 5512' 6 ft 4 holes
PERF. SUB: 3.05' 5442' - 5468' 26 ft 14 holes

MUDANCHOR: 1Jt-31.06'w/NC
STRINGLENGTH:4756.96' 8/4/93 Schlumberger 5092'- 509T 5 ft 6 holes

SN at: 4731.8' KB 4767'- 4775' 8 ft 9 holes

SUCKER ROD RECORD

S.N. @4732' KB
POLISHED ROD: 1-1/4" x 16' EOT - 4767' KB
SUCKERRODS: 186 - 3/4" x 25' slick

6 - 1" x 25' EL Rods w/ guldes 4767' - 4775'
5092'-5097

TOTALSTRING LENGTH:4812'

PUMP SIZE: BHP 2-1/2 x 1.1/2 x 16' 5442' - 5468'
5506'-5512'

PBTD @ 5837' KB
TD@ 5900'
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Ducituano County, UtaltBALCRONOIL DIVISION

Elev.-6042'GL
KB-6052'KB (10') WELLBOREDIAGRAM

IIAllii t/Vilutivk

SURFACE CASING ACID JOB I BREAKDOWN JOD

SIZE: 8-5/6" 0/1/93 Westem 5460'-5512': 1890 gal 2% KCIwtr
GRADE:J-55 wl 60 balls. balled off,

WEIGHT: 24# ATR-4.8bpm,ATP-3100, ISIP-1000
LENGTH:249.7' (6 jts)

DEPTHLANDED:258.7' KB 8/4/93 Westem 4767-509T : 2520 gal 2% KCIwir,HOLESIZE: 12-1/4" w/ 60 balls. Balled off.
CEMENTDATA:150 sxs premiumplus + ATR-4.5bpm,ATP-2300,ISIP-1300

2% CCI+1/4#lsk flocele
259' KB FRAC JOB

PRODUCTION CASING 8/2/93 Westem 5468'-512':4620gal 2% KClpad, 18,816 gal
2% KCI w/ 29,000# 20/40 & 15,500#16/30

SfZE: 5-1/2" sand, flush w/ 5250 gal 2% KCI wtr. ISIP-1370
GRADE: J-55 ATP-2022, ATR-32.2bpm,5min-1210,

WEIGHT: 15.5# 10min-1130, 15min-1090.
LENGTH:5888.07'(135jts)

DEPTHLANDED:5883' KB 8/4/93 Westem 476T-509T : 3486gal 2% KCI pad, 19,000#HOLESIZE: 7-7/8" 16/30 sand w/ 11,970gal 2% KCIwtr. Flush w/CEMENTDATA 150 sxs HIfillstandard & tallw/ 4746gal 2% KCl.ATR-15.5bpm,ATP-2800,
470 sxs 50-50 Poz ISIP-2000, 15ml n-1770

CEMENTTOP AT: 1852' KB

TUBING RECORD

SIZElGRADElWT.:2-7/8"/6.5#IJ-55
NO.OF JOINTS: none

TUBINGANCHOR:none PERFORATION RECORD
NO.OF JOINTS: 152Jts(4721.75')

SEATINGNIPPLE: 1.1' @4731.8S'KB 7/30/93 Haliburton 5506'- 5512' 6 ft 4 holes
PERF. SUB: 3.05' 5442' - 5468' 26 ft 14 holes

MUDANCHOR: 1Jt-31.06'w/NC
STRINGLENGTH:4756.96' 8/4/93 Schlumberger 5092'- 509T 5 ft 6 holes

SN at: 4731.8' KB 4767'- 4775' 8 ft 9 holes

SUCKER ROD RECORD

S.N. @4732' KB
POLISHED ROD: 1-1/4" x 16' EOT - 4767' KB
SUCKERRODS: 186 - 3/4" x 25' slick

6 - 1" x 25' EL Rods w/ guldes 4767' - 4775'
5092'-5097

TOTALSTRING LENGTH:4812'

PUMP SIZE: BHP 2-1/2 x 1.1/2 x 16' 5442' - 5468'
5506'-5512'

PBTD @ 5837' KB
TD@ 5900'



$ EQUITABLRESOURCES
Y ENERGYCOMPANY

BALCRON OIL DIVISION

WELLNAME:BALCRONFEDERAL#22-10Y DATE : 7/21/95 vk
FIELD: Monument Butte

FEDERALLEASE NO.: U-65210 API NO.: 43-013-31395
LOCATION:SE NW Sec.10 T9S R17E

COUNTYlSTATE:Duchesne County, Utah
WORKINGINTEREST:0.50 NET REVENUEINTEREST:0.415

PRODUCINGFORMATION:Green River
COMPLETIONDATE:8/30/93 SPUD DATE: 7/25/93

INITIALPRODUCTION:8780, 25MCF,0BW
OILIGASPURCHASER:Amoco KB: (10')

PRESENT PROD STATUS: PROD PLUGBACKTD: 5772' KBELEVATIONS-GROUND:5121.9' GL
TOTALDEPTH: 5824' KB

PRODUCTION CASING

SIZE: 5-1/2"
SURFACE CASING GRADE: J-55

WEIGHT: 15.5#
SIZE: 8-5/8" LENGTH: 5824.38' (132 jts)

GRADE:J-55 DEPTH LANDED: 5820' KB
WEIGHT:24# HOLE SIZE: 7-7/8"
LENGTH:246.85' (6 jts) CEMENT DATA: 154 sxs thriftylite& tailw/

DEPTH LANDED: 254.85' KB 258 sxs 50-50 Poz+additives
HOLE SIZE: 12-1/4"

CEMENT DATA: 150 sxs premium plus + CEMENT TOP AT: 2450' KB
2% CCl+1/4#lsk flocele

PERFORATION RECORD

TUBINGRECORD
- 8/10/93 Cutters 5428'- 5431' 3 ft 2 holes

5408' - 5420' 12 ft 6 holes
SIZEIGRADE/WT.:2-7/8" I 6.5#/ J-55 5363' - 5381' 18 ft 7 holes

NO. OF JOINTS: none
TUBINGANCHOR:none 8/15/93 Cutters 5012'-5030' 2 SPF 18 ft 36 holes

NO. OF JOINTS: 149 jts (4628.85')
SEATING N1PPLE:1.1' @4639'KB 8/17/93 Cutters 4689'- 4699' 2 SPF 10 ft 20 holes

PERF. SUB: 3.2'
MUD ANCHOR: 1 jt - 31.88' w/ NC AciD Jos i BREAKDOWN JOB

STRINGLENGTH:4665.03'
SN at: 4639' KB 8/10/93 Western 5381'-5431': 2310 gal 2% KCIwtr

w/ 20 balls, balled off,
ATR-6.5bpm, ATP-2800, ISIP-1100

SUCKER ROD RECORD 8/15/93 Western 5012'-5030': 2940 gal 2% KCIwtr,
w/ 75 balls. Balled off.

POLISHED ROD: 1-1/4"x 16' ATR-3.5bpm,ATP-2500, ISIP-1650
SUCKERRODS: one - 3/4" x 6' pony

one - 3/4" x 8' pony 8/17/93 Western 4689'-99': 2940 gal 2% KCIwl 60 balls,
178 - 3/4" x 25' grade Dslick balloff.ATR-5.5bpm,ATP-2500,ISIP-1650
6 - 1"x 25' ELrods w/ guides

FRAC JOB
TOTALSTRINGLENGTH:4626'

8/12/93 Western 5363'-5431': 4788gal 2% KCIpad, 14,112 gal
PUMP StZE: BHP 2-1/2 x 1-1/2 x 16' RHAC 2% KCIw/ 26,160#20/40 &23,140# 16/30

sand, flush w/ 5292 gal 2% KCIwtr. ISIP-1450
STROKE LENGTH:76" ATP-1400,ATR-26.4bpm, 15min-1210

PUMP SPEED, SPM: 5.0 SPM
PUMPING UNIT SIZE: 8/17/93 Western 4767'-5097': 4494gal 2% KCI pad, 24,440#

PUMPINGUNITENGINE: 20/40 & 16,130#16/30 sand w/ 13,230gal
2% KCl.Flush wl 4956gal 2% KCl. ATR-26bmp,

TANKS: ATP-2350, ISIP-2350, 15min-1940
DRAINTANK

TREATER: 8/17/93 Western 4689'-99': 2520gal 2%KCI pad, 8232 gal
w/ 26,000#16/30, flush w/4620gal 2%

$ EQUITABLRESOURCES
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BALCRON OIL DIVISION

WELLNAME:BALCRONFEDERAL#22-10Y DATE : 7/21/95 vk
FIELD: Monument Butte

FEDERALLEASE NO.: U-65210 API NO.: 43-013-31395
LOCATION:SE NW Sec.10 T9S R17E

COUNTYlSTATE:Duchesne County, Utah
WORKINGINTEREST:0.50 NET REVENUEINTEREST:0.415

PRODUCINGFORMATION:Green River
COMPLETIONDATE:8/30/93 SPUD DATE: 7/25/93

INITIALPRODUCTION:8780, 25MCF,0BW
OILIGASPURCHASER:Amoco KB: (10')

PRESENT PROD STATUS: PROD PLUGBACKTD: 5772' KBELEVATIONS-GROUND:5121.9' GL
TOTALDEPTH: 5824' KB

PRODUCTION CASING

SIZE: 5-1/2"
SURFACE CASING GRADE: J-55

WEIGHT: 15.5#
SIZE: 8-5/8" LENGTH: 5824.38' (132 jts)

GRADE:J-55 DEPTH LANDED: 5820' KB
WEIGHT:24# HOLE SIZE: 7-7/8"
LENGTH:246.85' (6 jts) CEMENT DATA: 154 sxs thriftylite& tailw/

DEPTH LANDED: 254.85' KB 258 sxs 50-50 Poz+additives
HOLE SIZE: 12-1/4"

CEMENT DATA: 150 sxs premium plus + CEMENT TOP AT: 2450' KB
2% CCl+1/4#lsk flocele

PERFORATION RECORD

TUBINGRECORD
- 8/10/93 Cutters 5428'- 5431' 3 ft 2 holes

5408' - 5420' 12 ft 6 holes
SIZEIGRADE/WT.:2-7/8" I 6.5#/ J-55 5363' - 5381' 18 ft 7 holes

NO. OF JOINTS: none
TUBINGANCHOR:none 8/15/93 Cutters 5012'-5030' 2 SPF 18 ft 36 holes

NO. OF JOINTS: 149 jts (4628.85')
SEATING N1PPLE:1.1' @4639'KB 8/17/93 Cutters 4689'- 4699' 2 SPF 10 ft 20 holes

PERF. SUB: 3.2'
MUD ANCHOR: 1 jt - 31.88' w/ NC AciD Jos i BREAKDOWN JOB

STRINGLENGTH:4665.03'
SN at: 4639' KB 8/10/93 Western 5381'-5431': 2310 gal 2% KCIwtr

w/ 20 balls, balled off,
ATR-6.5bpm, ATP-2800, ISIP-1100

SUCKER ROD RECORD 8/15/93 Western 5012'-5030': 2940 gal 2% KCIwtr,
w/ 75 balls. Balled off.

POLISHED ROD: 1-1/4"x 16' ATR-3.5bpm,ATP-2500, ISIP-1650
SUCKERRODS: one - 3/4" x 6' pony

one - 3/4" x 8' pony 8/17/93 Western 4689'-99': 2940 gal 2% KCIwl 60 balls,
178 - 3/4" x 25' grade Dslick balloff.ATR-5.5bpm,ATP-2500,ISIP-1650
6 - 1"x 25' ELrods w/ guides

FRAC JOB
TOTALSTRINGLENGTH:4626'

8/12/93 Western 5363'-5431': 4788gal 2% KCIpad, 14,112 gal
PUMP StZE: BHP 2-1/2 x 1-1/2 x 16' RHAC 2% KCIw/ 26,160#20/40 &23,140# 16/30

sand, flush w/ 5292 gal 2% KCIwtr. ISIP-1450
STROKE LENGTH:76" ATP-1400,ATR-26.4bpm, 15min-1210

PUMP SPEED, SPM: 5.0 SPM
PUMPING UNIT SIZE: 8/17/93 Western 4767'-5097': 4494gal 2% KCI pad, 24,440#

PUMPINGUNITENGINE: 20/40 & 16,130#16/30 sand w/ 13,230gal
2% KCl.Flush wl 4956gal 2% KCl. ATR-26bmp,

TANKS: ATP-2350, ISIP-2350, 15min-1940
DRAINTANK

TREATER: 8/17/93 Western 4689'-99': 2520gal 2%KCI pad, 8232 gal
w/ 26,000#16/30, flush w/4620gal 2%



$ EQUITABLER OURCES
TRALR127210Y

ENERGYCOMPANY MonutnentButteField
BALCRON OIL DÏVISION Duchesne County, Utah

Elev.-5122' GL
KB-5132'KB (10') WELLBORE DIAGRAM

DATE: 7/21/95vk

SURFACE CASING ACID JOB I BREAKDOWN JOB

SIZE: 8-5/8" 8/10/93 Westem 5381'-5431': 2310 gal 2% KCIwtr
GRADE: J-55 wl 20 balls. balled off,

WEIGHT: 24# ATR-6.5bpm, ATP-2800,ISIP-1100
LENGTH:246.85'(6]ts)

DEPTHLANDED: 254.86' KB 8/15/93 Westem 5012'-5030': 2940 gal 2% KCIwir,
HOLESIZE: 12-1/4" w/75 balls. Balledoff.

CEMENTDATA 150 sxs premiumplus + ATR-3.5bpm,ATP-2500,ISIP-1650
2% CCI+1/4#lsk flocele

255' KB 8/17/93 Westem 4689'-99': 2940 gal 2% KCIw/ 60 balls,
ball off.ATR-5.5bpm,ATP-2500,lSIP-1650

PRODUCTION CASING

FRAC JOB
SIZE: 5-1/2"

GRADE:J-55 8/12/93 Western 5363'-5431': 4788gal 2% KCI pad, 14,112 gal
WEIGHT:15.5# 2% KCIw/26,160#20/40 & 23,140#16/30
LENGTH:5824.38' (132jts) sand, flush w/ 5292 gal 2% KCIwtr. ISIP-1450

DEPTHLANDED:5820' KB ATP-1400,ATR-26.4bpm,15min-1210
HOLESIZE: 7-7/8"

CEMENTDATA:154 exs thriftyIlte& tallw/ 8/17/93 Western 476T-509T : 4494gal 2% KCIpad, 24,440#
258 sxs 50-50 Poz+additives 20/40 & 16,130# 16/30 sand w/ 13,230gal

2% KCI. Flush w/ 4956gal 2% KCI. ATR-26bmp,
CEMENTTOP AT: 2450' KB ATP-2350, ISIP-2350, 15min-1940

8/17/93 Westem 4689'-99': 2520gal 2%KCI pad, 8232 gal
TUBING RECORD wl 26,000#16/30, flush wl4620gal 2%

ATR-20.5bpm,ATP-2230,ISIP-1990,15min-1660
SIZEIGRADElWT.:2-7/8"I6.5#lJ-55

NO. OF JOINTS: none PERFORATION RECORD
TUBINGANCHOR:none

NO.OFJOINTS:149Jts(4628.85') 8/10/93 Cutters 5428'-5431' 3ft 2holes
SEATINGNIPPLE: 1.1' @4639'KB 5408' - 5420' 12 ft 6 holes

PERF.SUB:3.2' 5363'-5381' 18ft 7holes
MUDANCHOR:1]t-31.88'wlNC

STRINGLENGTH:4665.03' 8/15/93 Cutters 5012' - 5030' 2 SPF 18 ft 36 holes
SN at: 4639' KB

8/17/93 Cutters 4689' - 4699' 2 SPF 10 ft 20 holes

SUCKER ROD RECORD S.N. @4639' KB
EOT - 4675' KB

POLISHED ROD: 1-1/4"x 16' 4689' - 4699'
SUCKERRODS: one - 3/4" x 6' pony

one - 3/4" x 8' pony
178 - 3/4" x 25' grade D s\lck 5012' - 5030'
6 - 1" x 25' ELrods wl guides

5363'-5381'
TOTALSTRINGLENGTH:4626' , 5408' - 5420'

5428' - 5431'
PUMP SIZE: BHP 2-1/2 x 1-1/2 x 16' RHAC

PBTD @ 5772' KB
TD@

$ EQUITABLER OURCES
TRALR127210Y

ENERGYCOMPANY MonutnentButteField
BALCRON OIL DÏVISION Duchesne County, Utah

Elev.-5122' GL
KB-5132'KB (10') WELLBORE DIAGRAM

DATE: 7/21/95vk

SURFACE CASING ACID JOB I BREAKDOWN JOB

SIZE: 8-5/8" 8/10/93 Westem 5381'-5431': 2310 gal 2% KCIwtr
GRADE: J-55 wl 20 balls. balled off,

WEIGHT: 24# ATR-6.5bpm, ATP-2800,ISIP-1100
LENGTH:246.85'(6]ts)

DEPTHLANDED: 254.86' KB 8/15/93 Westem 5012'-5030': 2940 gal 2% KCIwir,
HOLESIZE: 12-1/4" w/75 balls. Balledoff.

CEMENTDATA 150 sxs premiumplus + ATR-3.5bpm,ATP-2500,ISIP-1650
2% CCI+1/4#lsk flocele

255' KB 8/17/93 Westem 4689'-99': 2940 gal 2% KCIw/ 60 balls,
ball off.ATR-5.5bpm,ATP-2500,lSIP-1650

PRODUCTION CASING

FRAC JOB
SIZE: 5-1/2"

GRADE:J-55 8/12/93 Western 5363'-5431': 4788gal 2% KCI pad, 14,112 gal
WEIGHT:15.5# 2% KCIw/26,160#20/40 & 23,140#16/30
LENGTH:5824.38' (132jts) sand, flush w/ 5292 gal 2% KCIwtr. ISIP-1450

DEPTHLANDED:5820' KB ATP-1400,ATR-26.4bpm,15min-1210
HOLESIZE: 7-7/8"

CEMENTDATA:154 exs thriftyIlte& tallw/ 8/17/93 Western 476T-509T : 4494gal 2% KCIpad, 24,440#
258 sxs 50-50 Poz+additives 20/40 & 16,130# 16/30 sand w/ 13,230gal

2% KCI. Flush w/ 4956gal 2% KCI. ATR-26bmp,
CEMENTTOP AT: 2450' KB ATP-2350, ISIP-2350, 15min-1940

8/17/93 Westem 4689'-99': 2520gal 2%KCI pad, 8232 gal
TUBING RECORD wl 26,000#16/30, flush wl4620gal 2%

ATR-20.5bpm,ATP-2230,ISIP-1990,15min-1660
SIZEIGRADElWT.:2-7/8"I6.5#lJ-55

NO. OF JOINTS: none PERFORATION RECORD
TUBINGANCHOR:none

NO.OFJOINTS:149Jts(4628.85') 8/10/93 Cutters 5428'-5431' 3ft 2holes
SEATINGNIPPLE: 1.1' @4639'KB 5408' - 5420' 12 ft 6 holes

PERF.SUB:3.2' 5363'-5381' 18ft 7holes
MUDANCHOR:1]t-31.88'wlNC

STRINGLENGTH:4665.03' 8/15/93 Cutters 5012' - 5030' 2 SPF 18 ft 36 holes
SN at: 4639' KB

8/17/93 Cutters 4689' - 4699' 2 SPF 10 ft 20 holes

SUCKER ROD RECORD S.N. @4639' KB
EOT - 4675' KB

POLISHED ROD: 1-1/4"x 16' 4689' - 4699'
SUCKERRODS: one - 3/4" x 6' pony

one - 3/4" x 8' pony
178 - 3/4" x 25' grade D s\lck 5012' - 5030'
6 - 1" x 25' ELrods wl guides

5363'-5381'
TOTALSTRINGLENGTH:4626' , 5408' - 5420'

5428' - 5431'
PUMP SIZE: BHP 2-1/2 x 1-1/2 x 16' RHAC

PBTD @ 5772' KB
TD@



$ EQUITABLEESOURCES 3
Y ENERGYCOMPANY

BALCRON OIL DIVISION

WELL NAME: BALCRON FEDERAL #44-4Y DATE : 7/21/95 vk
FIELD: Monument Butte

FEDERAL LEASE NO.: U-65967 API NO.: 43-013-31452
LOCATION: SE SE Sec.4 T9S R17E

COUNTY/STATE: Duchesne County, Utah NET REVENUE INTEREST: 0.415
WORKING INTEREST: 0.50

PRODUCING FORMATION: Green River SPUD DATE: 9/30/94
COMPLETION DATE: 12/14/94

INITIALPRODUCTION: 20BO, 0BW KB: 5211.5' KB
OILIGAS PURCHASER: Amoco PLUG BACKTD: 5808' KB

PRESENT PROD STATUS: PROD
ELEVATIONS- GROUND: 5201.5' GL

TOTAL DEPTH: 5850' KB

SURFACE CASING PERFORATION RECORD

SIZE:8-5/8" 11/22/94 Schlumberger 5444'-5448' 4SPF 3ft 12holes
GRADE: J-55 5560' - 5564' 4 SPF 4 ft 16 holes

WEIGHT: 24# 5587'- 5593' 4 SPF 6 ft 32 holes
LENGTH: 260.15' (6 Jts)

DEPTH LANDED: 267' KB 11/28/94 Schlumberger 5187'- 5192' 2 SPF 5 ft 10 holes
HOLE SIZE: 12-1/4"

CEMENT DATA: 160 class "G" + 11/30/94 Schlumberger 4247' - 4254' 4 SPF 7 ft 28 holes
2% CCl+1/4 #lsk flocele

PRODUCTIONCASING

SIZE: 5-1/2" ACID JOB / BREAKDOWN JOB
GRADE: J-55

WEIGHT: 15.5# 11/22/94 Western 5544'-48',5560'-64': 500gal HCI +
LENGTH: 5849.63' (136 jts) 2016 gal 2%KCI w/ 64 balls. Balled out

DEPTH LANDED: 5860' KB ATR-4.4 bpm, ATP-1600, ISIP-800
HOLE SIZE: 7-7/8" 11/22/94 Western 558T-93': 500gal HCI + 2268 gal 2%

CEMENT DATA: 261sxa super "G" + (47#"G" + 20# Por A + KCIw/ 112 balls. Ball action, no ballout.
17# CSE+2#HiSeal-2+1/4 #celloseal)/sk + ATR-4.0 bpm, ATP-1700, ISIP-700
3%salt+2%gel. Tail w/ 316 sxs 50-50 Poz+
2% gel + 1/4 #lsk celloseal 11/28/94 Western 518T-92': 2016 gal 2% KCIw/ 40 balls,

CEMENT TOP AT: 1734' KB (CBL) No ball off. ATR-4.0bpm,ATP-2600,lSIP-2100

TUBINGRECORD 12/1/94 Western 4247'- 54': 2394gal 2% KCIwtr w/ 56 balls,
Ballout ATR-4bpm,ATP-2200,lSIP-1200

SIZE/GRADE/WT.: 2-7/8" / 6.5# / J-55
NO. OF JOINTS: 134 Its(4187.87')

TUBING ANCHOR: 2.75'
NO. OF JOINTS: 45 jts (1409.71')

SEATING NIPPLE: 1.1' @5611.43'KB FRAC JOB
PERF. SUB: 4.05'

MUDANCHOR: 1 jt- 32.42' w/ NC 11/23/94 Western 5544-48', 5560'-64', 5587'-93':4900gal 2%
STRING LENGTH: 5637,9' KCIpad, 30,576gal 2% KCIw/ 51,680#20/40

SN at: 5611' KB & 40,540# 16/30 sand, flush w/ 5544 gal 2%
KCIwtr. ATP-1900, ATR-30.4bpm

SUCKER ROD RECORD

11/29/94 Westem 5187'- 92': 1806gal 2% KCIpad, 21,340#
POLISHED ROD: 1-1/4" x 22' 20/40 wl 5900gal 2% KCIwtr. SCREENOUT.
SUCKER RODS: one - 3/4" x 8' pony Flush w/ 3276 gal 2% KCl. ATR-26bmp,

122 - 3/4" x 25' D-61 Plain ATP-3800, Smin-3050,10min-2860,15min-2860
TOTALSTRING LENGTH: 3074'

PUMP SIZE: BHP 2-1/2 x 1-1/2 x 16' RWAC 12/1/94 Western 4247'- 54': 2016gal 2%KCI pad, 15,466
w/ PA plunger TRICO #1076 gal w/ 45,700#16/30, flush w/4242gal 2%

STROKE LENGTH: 86" ATR-31.5bpm,ATP-2471,ISIP-1880,30min-1350
PUMP SPEED, SPM: 6.0 SPM

PUMPING UNITSIZE: LufkinLM22BD-213-86T
PUMPING UNITENGINE: Ajax E-42

TANKS: two - 12'x20' 400 bbi
DRAINTANK: one - 12' x 5' 100 bbi open top

$ EQUITABLEESOURCES 3
Y ENERGYCOMPANY

BALCRON OIL DIVISION

WELL NAME: BALCRON FEDERAL #44-4Y DATE : 7/21/95 vk
FIELD: Monument Butte

FEDERAL LEASE NO.: U-65967 API NO.: 43-013-31452
LOCATION: SE SE Sec.4 T9S R17E
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PRESENT PROD STATUS: PROD
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GRADE: J-55 5560' - 5564' 4 SPF 4 ft 16 holes
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HOLE SIZE: 12-1/4"
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DEPTH LANDED: 5860' KB ATR-4.4 bpm, ATP-1600, ISIP-800
HOLE SIZE: 7-7/8" 11/22/94 Western 558T-93': 500gal HCI + 2268 gal 2%

CEMENT DATA: 261sxa super "G" + (47#"G" + 20# Por A + KCIw/ 112 balls. Ball action, no ballout.
17# CSE+2#HiSeal-2+1/4 #celloseal)/sk + ATR-4.0 bpm, ATP-1700, ISIP-700
3%salt+2%gel. Tail w/ 316 sxs 50-50 Poz+
2% gel + 1/4 #lsk celloseal 11/28/94 Western 518T-92': 2016 gal 2% KCIw/ 40 balls,

CEMENT TOP AT: 1734' KB (CBL) No ball off. ATR-4.0bpm,ATP-2600,lSIP-2100

TUBINGRECORD 12/1/94 Western 4247'- 54': 2394gal 2% KCIwtr w/ 56 balls,
Ballout ATR-4bpm,ATP-2200,lSIP-1200

SIZE/GRADE/WT.: 2-7/8" / 6.5# / J-55
NO. OF JOINTS: 134 Its(4187.87')

TUBING ANCHOR: 2.75'
NO. OF JOINTS: 45 jts (1409.71')

SEATING NIPPLE: 1.1' @5611.43'KB FRAC JOB
PERF. SUB: 4.05'
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STRING LENGTH: 5637,9' KCIpad, 30,576gal 2% KCIw/ 51,680#20/40
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11/29/94 Westem 5187'- 92': 1806gal 2% KCIpad, 21,340#
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STROKE LENGTH: 86" ATR-31.5bpm,ATP-2471,ISIP-1880,30min-1350
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O BALCRON FEDERAL #44-4Y

EQUITABLER URCES SESE Sec.4 T9S Ri7E

ENERGYCOMPANY tieField
BALCRONOILDIVISION Duchesne County, Utah

Elev.- 5201.5' GL
KB - 5211.5'KB (10') WELLBORE DIAGRAM

DATE : 7/24/95 vk

ACID JOB I BREAKDOWN JOB
SURFACE CASING

11/22/94 Western 5544'-48',5560'-64': 500gal HCI +
SIZE: 8-5/6" 2016 gal 2%KCI w/64 balls. Balled out.

GRADE: J-55 ATR-4.4 bpm, ATP-1600, ISIP-80D
WEIGHT: 24# 11/22/94 Western 5587'-93' : 500gal HCI+ 2268 gal 2%
LENGTH:260.15' (6 jts) KCIw/ 112 balls. Ball action,no ballout.

DEPTHLANDED:267' KB ATR-4.0 bpm,ATP-1700,ISIP-700
HOLE SIZE: 12-1/4"

CEMENTDATA 160class "G" + 11/28/94 Western 5187'-92': 2016 ga12% KCIwl 40 balls,
2% CCI+1/4#lsk flocele Noballoff.ATR-4.0bpm,ATP-2600,ISIP-2100

260 KB
12/1/94 Western 4247' - 54': 2394gal2% KCIwtrwl 56 balls,

PRODUCTION CASING Ballout. ATR-4bpm,ATP-2200,lSIP-1200

SIZE: 5-1/2" FRAC JOB
GRADE: J-55

WEIGHT: 15.5# 11/23/94 Western 5544-48', 5560'-64', 5587'-93': 4900ga12%
LENGTH:5849.63' (136 jts) KCIpad, 30,576gal 2% KCIwl 51,680#20/40

DEPTH LANDED: 5860' KB & 40,540# 16/30 sand, flush w/ 5544 gal 2%
HOLE SIZE: 7-7/8" KCIwtr. ATP-1900, ATR-30.4bpm

CEMENT DATA 261sxs super "G"+ (47# "G"+ 20# Poz A +

17# CSE+2#HISeal-2+1/4 # celloseal)/sk+ 11/29/94 Western 5187 -92': 1806gal 2% KCI pad, 21,340#
3%salt+2%gel. Tail wl 316 sxs 50-50 Poz+ 20/40 wl5900gal 2% KCIwtr. SCREENOUT.
2% gel + 1/4 #lsk celloseal Flush w/ 3276 gal 2% KCI. ATR-26bmp,

CEMENT TOP AT: 1734' KB (CBL) ATP-3800, 5min-3050,10min-2860,15min-2860

12/1/94 Western 4247' - 54' : 2016gal 2%KC1 pad, 15,456
gal wl 45,700#16/30, flush w/4242gal2%

TUBING RECORD ATR-31.5bpm,ATP-2471,\SIP-1880,30min-1350

SIZEIGRADElWT.:2-7I8"I6.5#ld-55 PERFORATION RECORD
NO. OF JOINTS:134jts(4ta7.8T)

TUBINGANCHOR:2.75' 11/22/94 Schlumberger 5444'-5448' 4SPF 3ft 12holes
NO.OF JOINTS:45 jts ( 1409.71') 5560' - 5564' 4 SPF 4 ft 16 holes

SEATINGNIPPLE:1.1' @5611.43'KB 5587 - 5593' 4 SPF 6 ft 32 holes
PERF. SUB: 4.05'

MUDANCHOR:1jt - 32.42' w/ notched collar 11/28/94 Schlumberger 5187' - 5192' 2 SPF 5 ft 10 holes
STRINGLENGTH:5637.9'

SN at 5611' KB 11/30/94 Schlumberger 4247' - 4254' 4 SPF 7 ft 28 holes

4247' - 4254'
SUCKER ROD RECORD

5187' - 5192'
POLISHED ROD: 1-1/4"x 22'
SUCKER RODS: one - 3/4"x 8' pony 5444' - 5448'

122 -3/4" x 26' D-61 Plain
TOTALSTRING LENGTH:3074' 5560' - 5564'

PUMP SIZE: BHP 2-1/2 x 1-1/2 x 16' RWAC 5587' - 5593'
wl PA plunger TRICO #1076

S.N. @5611' KB
EOT - 5648' KB

PBTD @ 5806' KB
TD @ 6850'

O BALCRON FEDERAL #44-4Y

EQUITABLER URCES SESE Sec.4 T9S Ri7E

ENERGYCOMPANY tieField
BALCRONOILDIVISION Duchesne County, Utah

Elev.- 5201.5' GL
KB - 5211.5'KB (10') WELLBORE DIAGRAM

DATE : 7/24/95 vk

ACID JOB I BREAKDOWN JOB
SURFACE CASING

11/22/94 Western 5544'-48',5560'-64': 500gal HCI +
SIZE: 8-5/6" 2016 gal 2%KCI w/64 balls. Balled out.

GRADE: J-55 ATR-4.4 bpm, ATP-1600, ISIP-80D
WEIGHT: 24# 11/22/94 Western 5587'-93' : 500gal HCI+ 2268 gal 2%
LENGTH:260.15' (6 jts) KCIw/ 112 balls. Ball action,no ballout.

DEPTHLANDED:267' KB ATR-4.0 bpm,ATP-1700,ISIP-700
HOLE SIZE: 12-1/4"

CEMENTDATA 160class "G" + 11/28/94 Western 5187'-92': 2016 ga12% KCIwl 40 balls,
2% CCI+1/4#lsk flocele Noballoff.ATR-4.0bpm,ATP-2600,ISIP-2100

260 KB
12/1/94 Western 4247' - 54': 2394gal2% KCIwtrwl 56 balls,

PRODUCTION CASING Ballout. ATR-4bpm,ATP-2200,lSIP-1200

SIZE: 5-1/2" FRAC JOB
GRADE: J-55

WEIGHT: 15.5# 11/23/94 Western 5544-48', 5560'-64', 5587'-93': 4900ga12%
LENGTH:5849.63' (136 jts) KCIpad, 30,576gal 2% KCIwl 51,680#20/40

DEPTH LANDED: 5860' KB & 40,540# 16/30 sand, flush w/ 5544 gal 2%
HOLE SIZE: 7-7/8" KCIwtr. ATP-1900, ATR-30.4bpm

CEMENT DATA 261sxs super "G"+ (47# "G"+ 20# Poz A +

17# CSE+2#HISeal-2+1/4 # celloseal)/sk+ 11/29/94 Western 5187 -92': 1806gal 2% KCI pad, 21,340#
3%salt+2%gel. Tail wl 316 sxs 50-50 Poz+ 20/40 wl5900gal 2% KCIwtr. SCREENOUT.
2% gel + 1/4 #lsk celloseal Flush w/ 3276 gal 2% KCI. ATR-26bmp,

CEMENT TOP AT: 1734' KB (CBL) ATP-3800, 5min-3050,10min-2860,15min-2860

12/1/94 Western 4247' - 54' : 2016gal 2%KC1 pad, 15,456
gal wl 45,700#16/30, flush w/4242gal2%

TUBING RECORD ATR-31.5bpm,ATP-2471,\SIP-1880,30min-1350

SIZEIGRADElWT.:2-7I8"I6.5#ld-55 PERFORATION RECORD
NO. OF JOINTS:134jts(4ta7.8T)

TUBINGANCHOR:2.75' 11/22/94 Schlumberger 5444'-5448' 4SPF 3ft 12holes
NO.OF JOINTS:45 jts ( 1409.71') 5560' - 5564' 4 SPF 4 ft 16 holes

SEATINGNIPPLE:1.1' @5611.43'KB 5587 - 5593' 4 SPF 6 ft 32 holes
PERF. SUB: 4.05'

MUDANCHOR:1jt - 32.42' w/ notched collar 11/28/94 Schlumberger 5187' - 5192' 2 SPF 5 ft 10 holes
STRINGLENGTH:5637.9'

SN at 5611' KB 11/30/94 Schlumberger 4247' - 4254' 4 SPF 7 ft 28 holes

4247' - 4254'
SUCKER ROD RECORD

5187' - 5192'
POLISHED ROD: 1-1/4"x 22'
SUCKER RODS: one - 3/4"x 8' pony 5444' - 5448'

122 -3/4" x 26' D-61 Plain
TOTALSTRING LENGTH:3074' 5560' - 5564'

PUMP SIZE: BHP 2-1/2 x 1-1/2 x 16' RWAC 5587' - 5593'
wl PA plunger TRICO #1076

S.N. @5611' KB
EOT - 5648' KB

PBTD @ 5806' KB
TD @ 6850'



Dwights Discover CD-ROM ID: R-123584-0 Original
Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 2 sw nw se

County: UINTAH Oper: NATURAL GAS CORP

Field : WILDCAT Compl: 07/22/1982 WO OIL Ÿ GA

Well: NGC #33-2H Last Info: 06/03/1991
Ftg: 1786 fsl 2231 fel
Lat-Long by TDG: 40.057465 - 109.971756
Oper Address: 85 S. 200 E., Vernal UT 84078 - 801/789-4573
Obj: 6150 Test Permit #: 04/07/1982 API: 43-047-3119500

Elev: 5064KB

Spud: 04/25/1982 Contr: Olsen Rig #: 5
TD: 6150 on 05/05/1982 Wasatch

Elev: 5064KB FORMATION TOPS (Type: L=Log S=Sample V=True Vertical)
(Source: H=Dwights,I=IOG,T=Govt,S=Shell,U=USGS,R=NRIS

M=Munger,N=NDGS,B=Boyd,G=GDS,X=Proprietary)
Formation Depth Elev T/S Formation Depth Elev T/S
Green River 1480 3584 LH Black sh facies 5320 -256 LH
oil shale facies 2133 2931 LH Green River ls 5869 -805 LH
Delta facies 3230 1834 LH Wasatch 6040 -976 LH
gn shale facies 4274 790 LH

Casing: 9 5/8 @ 300
5 1/2 @ 6149 w/620

Core : None
DST : None
Logs : DIL-GR-SP FDC-CNL-GR Cal BHC Sonic-GR Cal F log
Tubing: 2 7/8 @ 5270
Perfs : 4085-4171

w/14 holes @ 4085-4093 4161-4171 - frac w/28,630 gal Versagel 88,000#
sd

4790-4797
w/22 holes - frac w/24,660 gal Versagel 56,000# sd

5178-5210
w/65 holes - frac w/41,100 gal Versagel 94,000# sd

PZone : 4085-5210
IP : P 85 BOPD; 3 MCFGPD; 24 BWPD
Journl: 5/5/82 logging.

5/14/82 WOCT.
5/20/82 WOCT.
6/2/82 moving in completion tools.
6/7/82 MICT.
10/4/82 completed oil well.

Page:

Dwights Discover CD-ROM ID: R-123584-0 Original
Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 2 sw nw se

County: UINTAH Oper: NATURAL GAS CORP

Field : WILDCAT Compl: 07/22/1982 WO OIL Ÿ GA

Well: NGC #33-2H Last Info: 06/03/1991
Ftg: 1786 fsl 2231 fel
Lat-Long by TDG: 40.057465 - 109.971756
Oper Address: 85 S. 200 E., Vernal UT 84078 - 801/789-4573
Obj: 6150 Test Permit #: 04/07/1982 API: 43-047-3119500

Elev: 5064KB

Spud: 04/25/1982 Contr: Olsen Rig #: 5
TD: 6150 on 05/05/1982 Wasatch

Elev: 5064KB FORMATION TOPS (Type: L=Log S=Sample V=True Vertical)
(Source: H=Dwights,I=IOG,T=Govt,S=Shell,U=USGS,R=NRIS

M=Munger,N=NDGS,B=Boyd,G=GDS,X=Proprietary)
Formation Depth Elev T/S Formation Depth Elev T/S
Green River 1480 3584 LH Black sh facies 5320 -256 LH
oil shale facies 2133 2931 LH Green River ls 5869 -805 LH
Delta facies 3230 1834 LH Wasatch 6040 -976 LH
gn shale facies 4274 790 LH

Casing: 9 5/8 @ 300
5 1/2 @ 6149 w/620

Core : None
DST : None
Logs : DIL-GR-SP FDC-CNL-GR Cal BHC Sonic-GR Cal F log
Tubing: 2 7/8 @ 5270
Perfs : 4085-4171

w/14 holes @ 4085-4093 4161-4171 - frac w/28,630 gal Versagel 88,000#
sd

4790-4797
w/22 holes - frac w/24,660 gal Versagel 56,000# sd

5178-5210
w/65 holes - frac w/41,100 gal Versagel 94,000# sd

PZone : 4085-5210
IP : P 85 BOPD; 3 MCFGPD; 24 BWPD
Journl: 5/5/82 logging.

5/14/82 WOCT.
5/20/82 WOCT.
6/2/82 moving in completion tools.
6/7/82 MICT.
10/4/82 completed oil well.

Page:



D ights Discover CD-ROM ID: R-12 8-0 Original
Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 3 nw sw

County: DUCHESNE Oper: ENSERCH EXPL CO INC

Field : WILDCAT Compl: 04/22/1982 WO OIL

Well: MONUMENT BUTTE FEDERAL #1-3 Last Info: 11/02/1988
Ftg: 1954 fsl 816 fwl
Lat-Long by TDG: 40.057968 - 109.998505
Oper Address: 1700 Lincoln St., Ste. 3600, Denver CO 80203
Obj: 6000 lwr Douglas Cre Permit #: 02/19/1982 API: 43-013-3064200

Elev: 5156GR

Spud: 03/10/1982
TD: 6213 on 03/22/1982 PB: 6122

Elev: 5156GR FORMATION TOPS (Type: L=Log S=Sample V=True Vertical)
(Source: H=Dwights,I=IOG,T=Govt,S=Shell,U=USGS,R=NRIS

M=Munger,N=NDGS,B=Boyd,G=GDS,X=Proprietary)
Formation Depth Elev T/S Formation Depth Elev T/S
Green River 1505 3651 LH Wasatch 6045 -889 LH

Casing: 8 5/8 @ 312 w/225 - 5 1/2 @ 6212 w/955
Core : None
DST : None
Logs : DIL Caliper Prolog Spectralog
Tubing: 2 3/8 @ 4995
Perfs : 5558-5575 (Green River )

w/18 holes - acid w/3500 gal WFC-1 acid
5522-5531 (Green River )

w/10 holes - frac w/9000 gal Diesel pad 36,000# 20/40 sd 12,000# 10/20

sd
4794-4884 (Green River )

4876-84 4794-4804 w/1 SPF - frac w/27,000 gal frac fluid 36,000# 20/40

sd 12,000# 10/20 sd
4270-4280 (Green River )

w/1 SPF - bk dwn w/1100 gal diesel - frac w/10,102 gal diesel 16,000#

20/40 sd 6400# 10/20 sd - pmp tstg 4794-5575 avg 80 BOPD
PZone : 4270-5575 (Green River )
IP : P 90 BOPD 15 BWPD
Journl: 3/25/82 WOCT. 4/7/82 swabing frac fluid. 4/14/82 recovering frac

diesel. 4/21/82 prep to complete. 5/12/82 pump tstg. 6/10/82
completed, no details available.
6/18/82 completed.
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D ights Discover CD-ROM ID: R-12 8-0 Original
Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 3 nw sw

County: DUCHESNE Oper: ENSERCH EXPL CO INC

Field : WILDCAT Compl: 04/22/1982 WO OIL

Well: MONUMENT BUTTE FEDERAL #1-3 Last Info: 11/02/1988
Ftg: 1954 fsl 816 fwl
Lat-Long by TDG: 40.057968 - 109.998505
Oper Address: 1700 Lincoln St., Ste. 3600, Denver CO 80203
Obj: 6000 lwr Douglas Cre Permit #: 02/19/1982 API: 43-013-3064200

Elev: 5156GR

Spud: 03/10/1982
TD: 6213 on 03/22/1982 PB: 6122

Elev: 5156GR FORMATION TOPS (Type: L=Log S=Sample V=True Vertical)
(Source: H=Dwights,I=IOG,T=Govt,S=Shell,U=USGS,R=NRIS

M=Munger,N=NDGS,B=Boyd,G=GDS,X=Proprietary)
Formation Depth Elev T/S Formation Depth Elev T/S
Green River 1505 3651 LH Wasatch 6045 -889 LH

Casing: 8 5/8 @ 312 w/225 - 5 1/2 @ 6212 w/955
Core : None
DST : None
Logs : DIL Caliper Prolog Spectralog
Tubing: 2 3/8 @ 4995
Perfs : 5558-5575 (Green River )

w/18 holes - acid w/3500 gal WFC-1 acid
5522-5531 (Green River )

w/10 holes - frac w/9000 gal Diesel pad 36,000# 20/40 sd 12,000# 10/20

sd
4794-4884 (Green River )

4876-84 4794-4804 w/1 SPF - frac w/27,000 gal frac fluid 36,000# 20/40

sd 12,000# 10/20 sd
4270-4280 (Green River )

w/1 SPF - bk dwn w/1100 gal diesel - frac w/10,102 gal diesel 16,000#

20/40 sd 6400# 10/20 sd - pmp tstg 4794-5575 avg 80 BOPD
PZone : 4270-5575 (Green River )
IP : P 90 BOPD 15 BWPD
Journl: 3/25/82 WOCT. 4/7/82 swabing frac fluid. 4/14/82 recovering frac

diesel. 4/21/82 prep to complete. 5/12/82 pump tstg. 6/10/82
completed, no details available.
6/18/82 completed.
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Dwights Discover CD-ROM ID: R-131915-0 Original
Copyright 1995 Ropkies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 3 se nw

County: DUCHESNE Oper: ENSERCH EXPL CO INC

Field : MONUMENT BUTTE Compl: 10/24/1983 DO OIL

Well: MONUMENT BUTTE FEDERAL #2-3 Last Info: 11/14/1988
Ftg: 1918 fnl 1979 fwl
Lat-Long by TDG: 40.061905 - 109.994354
Dper Address: 1700 Lincoln St., Ste. 3600, Denver CO 80203
Obj: 6000 lwr Douglas Cre Permit #: 08/15/1983 API: 43-013-3081000

Elev: 5124KB

Spud: 09/17/1983 Contr: TWT #58
TD: 6011 on 09/26/1983 Green River PB: 5900

Elev: 5124KB FORMATION TOPS (Type: L=Log S=Sample V=True Vertical)
(Source: H=Dwights,I=IOG,T=Govt,S=Shell,U=USGS,R=NRIS

M=Munger,N=NDGS,B=Boyd,G=GDS,X=Proprietary)
Formation Depth Elev T/S Formation Depth Elev T/S
Green River 1480 3644 LH basal Green River 5936 -812 LH
Douglas Creek mbr 4690 434 LH

Casing: 8 5/8 @ 330 w/220 - 5 1/2 @ 6011 w/685
Core : None
DST : None
Shows : 4213-5604

Drlg Brks: 4213-4224 w/max 420 U gd yel fluor, slo strmg cut, med-dk
oil stn, fr show, fr-gd poro; 4234-4240 w/max 340 U w/gd yel fluor,
med bra stn, fr show & poro; 4276-4290 w/max 650 U,
lt-med brn stn, m-fr poro; 5012-5022 w/max 590 U, yel fluor, med brn
oil stn, gd strmg cut, fr poro;'5218-5230 w/max 359 U, gd fluor, med
bra oil stn, fr-gd poro; 5554-5588 w/max 700 U
occas yel fluor, slo cut, med brn oil stn, tite poro, fr show; 5600-
5604 w/max 340 U, occas yel fluor, slo cut, lt med brn oil stn, tite
sd, pr-fr show

Logs : DLL-Micro-SP-GR-Cal CNL-DL-GR-Cal
Tubing: 2 7/8 @ 5243 w/pkr set @ 5114
Perfs : 5937-5943

w/2 SPF - acid w/1000 gal 15% HCl -- set CIBP @ 5900
5220-5234 (Green River )

w/2 SPF - frac w/752 bble gelled wtr 78,500# sd
PZone : 5220-5234 (Green River )
IP : P 104 BOPD, no gas, 13 BWPD
Journl: 9/19/83 drlg ahead.

10/6/83 tight hole.
10/21/83 setting casing.
10/24/83 completion details confidential.
11/21/83 on production; no details available.
12/2/83 completion details confidential.
1/11/84 completion details confidential.
2/15/84 further details confidential.
3/27/84 completed oil well.
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Dwights Discover CD-ROM ID: R-131915-0 Original
Copyright 1995 Ropkies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 3 se nw

County: DUCHESNE Oper: ENSERCH EXPL CO INC

Field : MONUMENT BUTTE Compl: 10/24/1983 DO OIL

Well: MONUMENT BUTTE FEDERAL #2-3 Last Info: 11/14/1988
Ftg: 1918 fnl 1979 fwl
Lat-Long by TDG: 40.061905 - 109.994354
Dper Address: 1700 Lincoln St., Ste. 3600, Denver CO 80203
Obj: 6000 lwr Douglas Cre Permit #: 08/15/1983 API: 43-013-3081000

Elev: 5124KB

Spud: 09/17/1983 Contr: TWT #58
TD: 6011 on 09/26/1983 Green River PB: 5900

Elev: 5124KB FORMATION TOPS (Type: L=Log S=Sample V=True Vertical)
(Source: H=Dwights,I=IOG,T=Govt,S=Shell,U=USGS,R=NRIS

M=Munger,N=NDGS,B=Boyd,G=GDS,X=Proprietary)
Formation Depth Elev T/S Formation Depth Elev T/S
Green River 1480 3644 LH basal Green River 5936 -812 LH
Douglas Creek mbr 4690 434 LH

Casing: 8 5/8 @ 330 w/220 - 5 1/2 @ 6011 w/685
Core : None
DST : None
Shows : 4213-5604

Drlg Brks: 4213-4224 w/max 420 U gd yel fluor, slo strmg cut, med-dk
oil stn, fr show, fr-gd poro; 4234-4240 w/max 340 U w/gd yel fluor,
med bra stn, fr show & poro; 4276-4290 w/max 650 U,
lt-med brn stn, m-fr poro; 5012-5022 w/max 590 U, yel fluor, med brn
oil stn, gd strmg cut, fr poro;'5218-5230 w/max 359 U, gd fluor, med
bra oil stn, fr-gd poro; 5554-5588 w/max 700 U
occas yel fluor, slo cut, med brn oil stn, tite poro, fr show; 5600-
5604 w/max 340 U, occas yel fluor, slo cut, lt med brn oil stn, tite
sd, pr-fr show

Logs : DLL-Micro-SP-GR-Cal CNL-DL-GR-Cal
Tubing: 2 7/8 @ 5243 w/pkr set @ 5114
Perfs : 5937-5943

w/2 SPF - acid w/1000 gal 15% HCl -- set CIBP @ 5900
5220-5234 (Green River )

w/2 SPF - frac w/752 bble gelled wtr 78,500# sd
PZone : 5220-5234 (Green River )
IP : P 104 BOPD, no gas, 13 BWPD
Journl: 9/19/83 drlg ahead.

10/6/83 tight hole.
10/21/83 setting casing.
10/24/83 completion details confidential.
11/21/83 on production; no details available.
12/2/83 completion details confidential.
1/11/84 completion details confidential.
2/15/84 further details confidential.
3/27/84 completed oil well.
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(Iþ (Ill 3e
Dwights Discover CD-ROM ID: R-114964-0 Original
Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 10 se ne

County: DUCHESNE Oper: COTTON PETROLEUM CORP

Field : UNNAMED Compl: 02/22/1982 DO OIL

Well: DUNCAN FEDERAL #1-10 Last Info: 02/23/1988
Ftg: 1980 fnl 760 fel
Lat-Long by TDG: 40.047165 - 109.985352
Obj: 6150 Green River Permit #: 04/03/1981 API: 43-013-3056800

Elev: 5094GR

Spud: 07/29/1981
TD: 6048 on 08/23/1981 PB: 6002

Elev: 5094GR FORMATION TOPS (Type: L=Log S=Sample V=True Vertical)
(Source: H=Dwights,I=IOG,T=Govt,S=Shell,U=USGS,R=NRIS

M=Munger,N=NDGS,B=Boyd,G=GDS,X=Proprietary)
Formation Depth Elev T/S Formation Depth Elev T/S
Green River 800 4294 LH Wasatch 5850 -756 LH

Casing: 8 5/8 @ 505 w/500 - 4 1/2 @ 6048 w/1250
Core : None
DST : #1 5332- 5338 (Green River )

#2 5364- 5378 (Green River )
Logs : SP-GR DIL CNL-FDC DLL Den-Neu

Tubing: 2 3/8 @ 5246
Perfs : 5422-5380

@ 5422-60 5365-80 selectively - acid w/15,000 N2 pad, 4500 gals 15%
acid - frac w/43,500 gal Apollo 40 & 86,000# 20/40 sd

4582-4600
w/37 holes - acid w/15,000 gal N2 pad 3000 gal 15% MSR -frac w/32,000

gal gel oil, 57,000# 20/40 sd 12,000# 10/20 sd
PZone : 4582-5460 (Green River )
IP : P 77 BOPD, no gas, 3 BWPD, TP 14
Journl: 8/5/81 drlg @ 316. 8/11/81 drlg @ 3290. 8/18/81 drlg @ 4713. 8/26/81

drlg @ 5708. 9/1/81 reached TD. 9/22/81 tstg. 9/29/81 perfed well.
10/6/81 perfed well, tstg. 10/13/81 tstg. 10/27/81 still tstg.
11/11/81 tstg. 11/25/81 tstg. 12/2/81 tstg. 12/8/81 tstg. 12/15/81
tstg. 1/6/82 perf'd hole. 1/12/82 tstg. 1/26/82 tstg. 2/3/82 tstg.
2/11/82 tstg. 2/24/82 tstg. 3/2/82 tstg. 3/9/82 tstg.
4/7/82 completed oil well.
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(Iþ (Ill 3e
Dwights Discover CD-ROM ID: R-114964-0 Original
Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 10 se ne

County: DUCHESNE Oper: COTTON PETROLEUM CORP

Field : UNNAMED Compl: 02/22/1982 DO OIL

Well: DUNCAN FEDERAL #1-10 Last Info: 02/23/1988
Ftg: 1980 fnl 760 fel
Lat-Long by TDG: 40.047165 - 109.985352
Obj: 6150 Green River Permit #: 04/03/1981 API: 43-013-3056800

Elev: 5094GR

Spud: 07/29/1981
TD: 6048 on 08/23/1981 PB: 6002

Elev: 5094GR FORMATION TOPS (Type: L=Log S=Sample V=True Vertical)
(Source: H=Dwights,I=IOG,T=Govt,S=Shell,U=USGS,R=NRIS

M=Munger,N=NDGS,B=Boyd,G=GDS,X=Proprietary)
Formation Depth Elev T/S Formation Depth Elev T/S
Green River 800 4294 LH Wasatch 5850 -756 LH

Casing: 8 5/8 @ 505 w/500 - 4 1/2 @ 6048 w/1250
Core : None
DST : #1 5332- 5338 (Green River )

#2 5364- 5378 (Green River )
Logs : SP-GR DIL CNL-FDC DLL Den-Neu

Tubing: 2 3/8 @ 5246
Perfs : 5422-5380

@ 5422-60 5365-80 selectively - acid w/15,000 N2 pad, 4500 gals 15%
acid - frac w/43,500 gal Apollo 40 & 86,000# 20/40 sd

4582-4600
w/37 holes - acid w/15,000 gal N2 pad 3000 gal 15% MSR -frac w/32,000

gal gel oil, 57,000# 20/40 sd 12,000# 10/20 sd
PZone : 4582-5460 (Green River )
IP : P 77 BOPD, no gas, 3 BWPD, TP 14
Journl: 8/5/81 drlg @ 316. 8/11/81 drlg @ 3290. 8/18/81 drlg @ 4713. 8/26/81

drlg @ 5708. 9/1/81 reached TD. 9/22/81 tstg. 9/29/81 perfed well.
10/6/81 perfed well, tstg. 10/13/81 tstg. 10/27/81 still tstg.
11/11/81 tstg. 11/25/81 tstg. 12/2/81 tstg. 12/8/81 tstg. 12/15/81
tstg. 1/6/82 perf'd hole. 1/12/82 tstg. 1/26/82 tstg. 2/3/82 tstg.
2/11/82 tstg. 2/24/82 tstg. 3/2/82 tstg. 3/9/82 tstg.
4/7/82 completed oil well.
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Dwights Discover CD-ROM ID: R-126 89-0 Original
Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 10 nw se

County: DUCHESNE Oper: UNION OIL CO OF CAL

Field : MONUMENT BUTTE Compl: 12/20/1982 DO OIL

Well: CASTLE DRAW #2-J-10 Last Info: 07/11/1988
Ftg: 1980 fsl 1980 fel
Lat-Long by TDG: 40.043549 - 109.989716
Oper Address: PO Box 2620, Casper WY 82602-2620 - 307/234-1563
Obj: 5142 Green River Permit #: 08/27/1982 API: 43-013-3068400

Elev: 5142GR

Spud: 10/31/1982 Contr: Westburne #55
TD: 6108 on 11/10/1982 Wasatch PB: 6066

(Source: H=Dwights,I=IOG,T=Govt,S=Shell,U=USGS,R=NRIS
M=Munger,N=NDGS,B=Boyd,G=GDS,X=Proprietary)

Formation Depth Elev T/S Formation Depth Elev T/S
Green River 1314 3828 LH Douglas Creek 4478 664 LH
Parachute Creek 2278 2864 LH Wasatch 5894 -752 LH
Garden Gulch 3710 1432 LH

Casing: 9 5/8 @ 332 w/188
- 5 1/2 @ 6108 w/916

Core : None
DST : None
Logs : MSFL-Cal FDC-CNL DLL-GR

PDC
Cyberlook

Tubing: 2 3/8 @ 4538
Perfs : 5723-5738 (Green River )

w/6 shots @ 5723 25 27 30 36 38
5882-5890 (Green River )

w/2 SPF - frac w/40,000 gal gel, 99,000# 20/40 sd - fld 379 BWPD -

swbd 41.5 BF (50% O)
5352-5623 (Green River )

w/2 SPF @ 5617-23 5474-77 5413-20 5396-5400 5352-64 - frac w/52,000

gal gel, 141,500# 20/40 sd - fld 192 BLWPD
5114-5140 (Green River )

w/2 SPF - frac w/33,110 gal gel, 48,000# 20/40 sd
4966-4974 (Green River )

w/2 SPF - frac w/34,670 gal gel, 108,000# 20/40 sd - fld 9 BF/2 hrs

(tr oil)
4559-4573 (Green River )

w/2 SPF - frac w/43,000 gal gel, 108,000# 20/40 ad, 32,000# 10/20 sd -

pmpd 100 BW - pmpd 97 BOPD, 33 BWPD
PZone : 5890-4559 (Green River )
IP : P 105 BOPD, no wtr (Operators Report) P 103 BOPD grav 37, no wtr (Final
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Dwights Discover CD-ROM ID: R-126 89-0 Original
Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 10 nw se

County: DUCHESNE Oper: UNION OIL CO OF CAL

Field : MONUMENT BUTTE Compl: 12/20/1982 DO OIL

Well: CASTLE DRAW #2-J-10 Last Info: 07/11/1988
Ftg: 1980 fsl 1980 fel
Lat-Long by TDG: 40.043549 - 109.989716
Oper Address: PO Box 2620, Casper WY 82602-2620 - 307/234-1563
Obj: 5142 Green River Permit #: 08/27/1982 API: 43-013-3068400

Elev: 5142GR

Spud: 10/31/1982 Contr: Westburne #55
TD: 6108 on 11/10/1982 Wasatch PB: 6066

(Source: H=Dwights,I=IOG,T=Govt,S=Shell,U=USGS,R=NRIS
M=Munger,N=NDGS,B=Boyd,G=GDS,X=Proprietary)

Formation Depth Elev T/S Formation Depth Elev T/S
Green River 1314 3828 LH Douglas Creek 4478 664 LH
Parachute Creek 2278 2864 LH Wasatch 5894 -752 LH
Garden Gulch 3710 1432 LH

Casing: 9 5/8 @ 332 w/188
- 5 1/2 @ 6108 w/916

Core : None
DST : None
Logs : MSFL-Cal FDC-CNL DLL-GR

PDC
Cyberlook

Tubing: 2 3/8 @ 4538
Perfs : 5723-5738 (Green River )

w/6 shots @ 5723 25 27 30 36 38
5882-5890 (Green River )

w/2 SPF - frac w/40,000 gal gel, 99,000# 20/40 sd - fld 379 BWPD -

swbd 41.5 BF (50% O)
5352-5623 (Green River )

w/2 SPF @ 5617-23 5474-77 5413-20 5396-5400 5352-64 - frac w/52,000

gal gel, 141,500# 20/40 sd - fld 192 BLWPD
5114-5140 (Green River )

w/2 SPF - frac w/33,110 gal gel, 48,000# 20/40 sd
4966-4974 (Green River )

w/2 SPF - frac w/34,670 gal gel, 108,000# 20/40 sd - fld 9 BF/2 hrs

(tr oil)
4559-4573 (Green River )

w/2 SPF - frac w/43,000 gal gel, 108,000# 20/40 ad, 32,000# 10/20 sd -

pmpd 100 BW - pmpd 97 BOPD, 33 BWPD
PZone : 5890-4559 (Green River )
IP : P 105 BOPD, no wtr (Operators Report) P 103 BOPD grav 37, no wtr (Final

Page: 1



Dwights Discover CD-ROM ID: R-12 9-0 Original
Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 10 nw se

County: DUCHESNE Oper: UNION OIL CO OF CAL

Field : MONUMENT BUTTE Compl: 12/20/1982 DO OIL
=============================== Continued ======= ============ ===========

IP : Report)
Journl: 10/31/82 spudded.

11/3/82 drlg @ 1922.
11/10/82 drld to 6100.
11/16/82 WOCT.
11/24/82 WOCT.
12/1/82 logged.
12/8/82 flowing.
12/14/82 perfd 4966-4974, prep to frac.
12/27/82 pumping.
1/5/83 pumping.
1/20/83 completed oil well.
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Dwights Discover CD-ROM ID: R-12 9-0 Original
Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 10 nw se

County: DUCHESNE Oper: UNION OIL CO OF CAL

Field : MONUMENT BUTTE Compl: 12/20/1982 DO OIL
=============================== Continued ======= ============ ===========

IP : Report)
Journl: 10/31/82 spudded.

11/3/82 drlg @ 1922.
11/10/82 drld to 6100.
11/16/82 WOCT.
11/24/82 WOCT.
12/1/82 logged.
12/8/82 flowing.
12/14/82 perfd 4966-4974, prep to frac.
12/27/82 pumping.
1/5/83 pumping.
1/20/83 completed oil well.
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' Dwights Discover CD-ROM ID: R-13 6-0 Original
Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 98 - 17E - 10 se sw

County: DUCHESNE Oper: UNION OIL CO OF CAL

Field : MONUMENT BUTTE Compl: 08/26/1984 DD J&A

Well: CASTLE DRAW USA #3N10 Last Info: 03/14/1985
Ftg: 660 fsl 1980 fwl
Lat-Long by TDG: 40.039963 - 109.994400
Oper Address: PO Box 2620, Casper WY 82602-2620 - 307/234-1563
Obj: 6100 Wasatch Permit #: 07/09/1984 API: 43-013-3097300

Elev: 5191GR

Spud: 08/19/1984 Contr: B&B #4
TD: 2170 on 08/23/1984

Notes : (Junked & abandoned due to severe hole deviation, rig skidded,
replaced by Castle Draw USA 3N10X)

Casing: 8 5/8 @ 316 w/230
Core : None
DST : None
Logs : None
Journl: 9/4/84 drlg ahead.

9/10/84 junked & abandoned.
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' Dwights Discover CD-ROM ID: R-13 6-0 Original
Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 98 - 17E - 10 se sw

County: DUCHESNE Oper: UNION OIL CO OF CAL

Field : MONUMENT BUTTE Compl: 08/26/1984 DD J&A

Well: CASTLE DRAW USA #3N10 Last Info: 03/14/1985
Ftg: 660 fsl 1980 fwl
Lat-Long by TDG: 40.039963 - 109.994400
Oper Address: PO Box 2620, Casper WY 82602-2620 - 307/234-1563
Obj: 6100 Wasatch Permit #: 07/09/1984 API: 43-013-3097300

Elev: 5191GR

Spud: 08/19/1984 Contr: B&B #4
TD: 2170 on 08/23/1984

Notes : (Junked & abandoned due to severe hole deviation, rig skidded,
replaced by Castle Draw USA 3N10X)

Casing: 8 5/8 @ 316 w/230
Core : None
DST : None
Logs : None
Journl: 9/4/84 drlg ahead.

9/10/84 junked & abandoned.
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Dwi*ghts Discover CD-ROM ID: R-1 7-0 Original
Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 10 se sw

County: DUCHESNE Oper: UNION OIL CO OF CAL

Field : MONUMENT BUTTE Compl: 10/30/1984 DO OIL

Well: CASTLE DRAW USA #3-N10X Last Info: 10/06/1988
Ftg: 655 fsl 2005 fwl
Lat-Long by TDG: 40.039948 - 109.994324
Oper Address: PO Box 2620, Casper WY 82602-2620 - 307/234-1563
Obj: 6100 Wasatch Permit #: 09/07/1984 API: 43-013-3099400

Elev: 5203KB

TD: 6097 on 09/13/1984 Wasatch PB: 5981

Elev: 5203KB FORMATION TOPS (Type: L=Log S=Sample V=True Vertical)
(Source: H=Dwights,I=IOG,T=Govt,S=Shell,U=USGS,R=NRIS

M=Munger,N=NDGS,B=Boyd,G=GDS,X=Proprietary)
Formation Depth Elev T/S Formation Depth Elev T/S
Green River 1324 3879 LH Douglas Creek mbr 4470 733 LH
Parachute Creek mbr 2257 2946 LH Black sh facies 5220 -17 LH
Garden Gulch mbr 3508 1695 LH Wasatch 5884 -681 LH
Green River H mkr 3698 1505 LH

Notes : (Rig skid, replacement well for Castle Draw USA 3-N10 which was junked
& abandoned).

Casing: 8 5/8 @ 304 w/250 - 4 1/2 @ 6097 w/1080
Core : None
DST : None

#1 5429
RFT.
#2 5387
RFT.
#3 5350
RFT.
#4 5332
RFT.
#5 4932
RFT.
#6 4555
RFT.
#7 4435
RFT.
#8 3983
RFT.
#9 3463
RFT.
#10 3345
RFT. Liquid sample 100% mud

Logs : DILL-MSFL GR Cal SP 6094-304 CN LDT EPT GR Cal 6094-304
Tubing: 2 3/8 @ 4914
Perfs : 5711-5828 (Green River )

w/2 SPF @ 5711-5725 5772-5791 5818-5828 - frac w/35,500 gal gelled KCl
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Dwi*ghts Discover CD-ROM ID: R-1 7-0 Original
Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 10 se sw

County: DUCHESNE Oper: UNION OIL CO OF CAL

Field : MONUMENT BUTTE Compl: 10/30/1984 DO OIL

Well: CASTLE DRAW USA #3-N10X Last Info: 10/06/1988
Ftg: 655 fsl 2005 fwl
Lat-Long by TDG: 40.039948 - 109.994324
Oper Address: PO Box 2620, Casper WY 82602-2620 - 307/234-1563
Obj: 6100 Wasatch Permit #: 09/07/1984 API: 43-013-3099400

Elev: 5203KB

TD: 6097 on 09/13/1984 Wasatch PB: 5981

Elev: 5203KB FORMATION TOPS (Type: L=Log S=Sample V=True Vertical)
(Source: H=Dwights,I=IOG,T=Govt,S=Shell,U=USGS,R=NRIS

M=Munger,N=NDGS,B=Boyd,G=GDS,X=Proprietary)
Formation Depth Elev T/S Formation Depth Elev T/S
Green River 1324 3879 LH Douglas Creek mbr 4470 733 LH
Parachute Creek mbr 2257 2946 LH Black sh facies 5220 -17 LH
Garden Gulch mbr 3508 1695 LH Wasatch 5884 -681 LH
Green River H mkr 3698 1505 LH

Notes : (Rig skid, replacement well for Castle Draw USA 3-N10 which was junked
& abandoned).

Casing: 8 5/8 @ 304 w/250 - 4 1/2 @ 6097 w/1080
Core : None
DST : None

#1 5429
RFT.
#2 5387
RFT.
#3 5350
RFT.
#4 5332
RFT.
#5 4932
RFT.
#6 4555
RFT.
#7 4435
RFT.
#8 3983
RFT.
#9 3463
RFT.
#10 3345
RFT. Liquid sample 100% mud

Logs : DILL-MSFL GR Cal SP 6094-304 CN LDT EPT GR Cal 6094-304
Tubing: 2 3/8 @ 4914
Perfs : 5711-5828 (Green River )

w/2 SPF @ 5711-5725 5772-5791 5818-5828 - frac w/35,500 gal gelled KCl
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II (11
Dwights Discover CD-ROM ID: R-139617-0 Original
Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 10 se sw

County: DUCHESNE Oper: UNION OIL CO OF CAL

Field : MONUMENT BUTTE Compl: 10/30/1984 D 0 OIL
=============================== Continued ============================= ==

Perfs : wtr 76,000# 20/40 ad - flush w/3780 gal 4% KCl wtr
5512-5610 (Green River )

w/2 SPF @ 5512-5526 5598-5610
512-5610 (Green River )

w/2 SPF @ 5512-5526 5598-5610 - frac w/37,838 gal gelled 4% KCl wtr
71,028# 20/40 sd - rec 180 of 2014 bbl load wtr

5336-5391 (Green River )

w/2 SPF @ 5336-5353 5384-5391 - frac w/42,000 gal gelled 4% KCl wtr
98,000# 20/40 sd

4925-4936 (Green River )
w/2 SPF - frac w/39,160 gal gelled 4% KCl wtr 107,280# 20/40 sd - flwd

3 BW w/tr oil/1 hr - pmpd 76 BO 42 BW/24 hrs
PZone : 4925-5828 (Green River )
IP : P 95 BOPD grav 30, no gas, 20 BWPD
Journl: 9/13/84 drlg @ 5954.

9/16/84 WOCT.
10/10/84 treating Green River 2nd zone.
10/18/84 testing Green River 4th Zone.
10/25/84 pump tstng Green River.
11/14/84 completed oil well.
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Dwights Discover CD-ROM ID: R-139617-0 Original
Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 10 se sw

County: DUCHESNE Oper: UNION OIL CO OF CAL

Field : MONUMENT BUTTE Compl: 10/30/1984 D 0 OIL
=============================== Continued ============================= ==

Perfs : wtr 76,000# 20/40 ad - flush w/3780 gal 4% KCl wtr
5512-5610 (Green River )

w/2 SPF @ 5512-5526 5598-5610
512-5610 (Green River )

w/2 SPF @ 5512-5526 5598-5610 - frac w/37,838 gal gelled 4% KCl wtr
71,028# 20/40 sd - rec 180 of 2014 bbl load wtr

5336-5391 (Green River )

w/2 SPF @ 5336-5353 5384-5391 - frac w/42,000 gal gelled 4% KCl wtr
98,000# 20/40 sd

4925-4936 (Green River )
w/2 SPF - frac w/39,160 gal gelled 4% KCl wtr 107,280# 20/40 sd - flwd

3 BW w/tr oil/1 hr - pmpd 76 BO 42 BW/24 hrs
PZone : 4925-5828 (Green River )
IP : P 95 BOPD grav 30, no gas, 20 BWPD
Journl: 9/13/84 drlg @ 5954.

9/16/84 WOCT.
10/10/84 treating Green River 2nd zone.
10/18/84 testing Green River 4th Zone.
10/25/84 pump tstng Green River.
11/14/84 completed oil well.
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Dwights Discover CD-ROM ID: R-842080-0 Original
Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 10 c se se

County: DUCHESNE Oper: UNION OIL CO OF CAL

Field : WILDCAT Compl: 09/16/1965 W 0 OIL

Well: CASTLE DRAW U.S.A. #1 Last Info: 01/12/1987
Ftg: 660 fel 660 fel
Lat-Long by TDG: 40.039886 - 109.984985
Oper Address: PO Box 2620, Casper WY 82602-2620 - 307/234-1563
Obj: 6300 Wasatch Permit #: 07/02/1965 API: 43-013-1621800

Elev: 5178KB

Spud: 07/12/1965 Contr: MIRACLE & WOOSTER
TD: 6034 PB: 5528

Elev: 5178KB FORMATION TOPS (Type: L=Log S=Sample V=True Vertical)
(Source: H=Dwights,I=IOG,T=Govt,S=Shell,U=USGS,R=NRIS

M=Munger,N=NDGS,B=Boyd,G=GDS,X=Proprietary)
Formation Depth Elev T/S Formation Depth Elev T/S
Green River 1305 3873 LS Black sh 5782 -604 LS
Parachute Creek 2504 2674 LS Wasatch 5885 -707 LS
B (Chevron H) 3700 1478 LS Green River 1305 3873 LT
Garden Gulch 3702 1476 LS Parachute Creek 2504 2674 LT
Douglas Creek 4468 710 LS Garden Gulch H 3702 1476 LT
Wasatch tongue 5304 -126 LS Black sh 5185 -7 LT
Wasatch 5456 -278 LS Wasatch 5885 -707 LT

<< Shell Records >>
Casing: 9-5/8 C @ 210 w/150; 5 1/2 C @ 5561 w/550
PZone : 4792-4959 (Green River ^ )

(gross)
IP : Green River (overall) 4792-4959 P 190 BO/D
Journl: 07/07/65 Loc.

07/13/65 320 Drlg. 9-5/8 in C 210 w/150 sx. Miracle & Wooster,
contractor.

07/20/65 2800 Drlg.
07/21/65 2900 Drlg. DST #1 2759-99 ft. Op 30 min, SI 30 min, Op 30
07/21/65 2900 min, SI 30 min. Str. bl. NGTS. Rec. 1286 ft sli GCSW,

w/ammonia odor(str). FP 87-432 lb, SIP 1292-1292 lb, HP
1378-1378 lb. BHT-104 deg.

07/26/65 4100 Drlg.
07/28/65 4360 Drlg.
08/03/65 4877 Drlg. DST #2 4537-53 ft. Op 30 min, SI 60 min, Op 30

min, SI 30 min Rec. 1589 ft Mud. FP 166-290 lb, SIP
1538-1648 lb, HP 224-2213 lb. DST #3 4544-4619 ft. SI
30 min, Op 60 min, SI 60 min. Wk blow. Rec. 480 ft M&W,
btt sli GC. FP 145 lb, SIP 1742-1679 lb, HP 2234 lb.

08/09/65 5572 Drlg. DST #4 4940-66. Op 30 min, SI 1 hr, Op 1 hr, SI 1
hr. Rec. 1110 ft HO&GCMW. FP 179-221 lb, SIP 1399-1399
lb, HP 2462-2462 lb. BHT 158 deg. DST #5 4990-5117 ft.
Op 1 hr, SI 1 hr, Op 2 hr, SI 2 hr, Str bl t/o. NGTS.
Rec. 361 ft HP&GCM, no wt. FP 31-52 lb, SIP 930-1160 lb,
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Dwights Discover CD-ROM ID: R-842080-0 Original
Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 10 c se se

County: DUCHESNE Oper: UNION OIL CO OF CAL

Field : WILDCAT Compl: 09/16/1965 W 0 OIL

Well: CASTLE DRAW U.S.A. #1 Last Info: 01/12/1987
Ftg: 660 fel 660 fel
Lat-Long by TDG: 40.039886 - 109.984985
Oper Address: PO Box 2620, Casper WY 82602-2620 - 307/234-1563
Obj: 6300 Wasatch Permit #: 07/02/1965 API: 43-013-1621800

Elev: 5178KB

Spud: 07/12/1965 Contr: MIRACLE & WOOSTER
TD: 6034 PB: 5528

Elev: 5178KB FORMATION TOPS (Type: L=Log S=Sample V=True Vertical)
(Source: H=Dwights,I=IOG,T=Govt,S=Shell,U=USGS,R=NRIS

M=Munger,N=NDGS,B=Boyd,G=GDS,X=Proprietary)
Formation Depth Elev T/S Formation Depth Elev T/S
Green River 1305 3873 LS Black sh 5782 -604 LS
Parachute Creek 2504 2674 LS Wasatch 5885 -707 LS
B (Chevron H) 3700 1478 LS Green River 1305 3873 LT
Garden Gulch 3702 1476 LS Parachute Creek 2504 2674 LT
Douglas Creek 4468 710 LS Garden Gulch H 3702 1476 LT
Wasatch tongue 5304 -126 LS Black sh 5185 -7 LT
Wasatch 5456 -278 LS Wasatch 5885 -707 LT

<< Shell Records >>
Casing: 9-5/8 C @ 210 w/150; 5 1/2 C @ 5561 w/550
PZone : 4792-4959 (Green River ^ )

(gross)
IP : Green River (overall) 4792-4959 P 190 BO/D
Journl: 07/07/65 Loc.

07/13/65 320 Drlg. 9-5/8 in C 210 w/150 sx. Miracle & Wooster,
contractor.

07/20/65 2800 Drlg.
07/21/65 2900 Drlg. DST #1 2759-99 ft. Op 30 min, SI 30 min, Op 30
07/21/65 2900 min, SI 30 min. Str. bl. NGTS. Rec. 1286 ft sli GCSW,

w/ammonia odor(str). FP 87-432 lb, SIP 1292-1292 lb, HP
1378-1378 lb. BHT-104 deg.

07/26/65 4100 Drlg.
07/28/65 4360 Drlg.
08/03/65 4877 Drlg. DST #2 4537-53 ft. Op 30 min, SI 60 min, Op 30

min, SI 30 min Rec. 1589 ft Mud. FP 166-290 lb, SIP
1538-1648 lb, HP 224-2213 lb. DST #3 4544-4619 ft. SI
30 min, Op 60 min, SI 60 min. Wk blow. Rec. 480 ft M&W,
btt sli GC. FP 145 lb, SIP 1742-1679 lb, HP 2234 lb.

08/09/65 5572 Drlg. DST #4 4940-66. Op 30 min, SI 1 hr, Op 1 hr, SI 1
hr. Rec. 1110 ft HO&GCMW. FP 179-221 lb, SIP 1399-1399
lb, HP 2462-2462 lb. BHT 158 deg. DST #5 4990-5117 ft.
Op 1 hr, SI 1 hr, Op 2 hr, SI 2 hr, Str bl t/o. NGTS.
Rec. 361 ft HP&GCM, no wt. FP 31-52 lb, SIP 930-1160 lb,
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DwiŠhts Discover CD-ROM ID: R-84 0-0 Original
Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 10 c se se

County: DUCHESNE Oper: UNION OIL CO OF CAL

Field : WILDCAT Compl: 09/16/1965 WO OIL
============================== Continued ================================

Journl: HP 2444-2444 lb.
08/11/65 5612 Drlg. DST #6 5594-5612 ft. Missrun. DST #7 5593-5612 ft.
08/11/65 5612 Op 30 min, SI 30 min, Op 1 1/2 hr, SI 1 1/2 hr. wk bl

t/o. Rec. 675 ft drlg mud. FP 112-150 lb, SIP 243-356
lb, HP 2777-2777 lb, BHT 185 deg.

08/19/65 6034 WOCT. 5 1/2 in C 5561 ft w/550 sx.
08/26/65 Cleaning out. Perf. 8 holes/ft. 5394 ft, 5429 ft, 5432

ft.
09/02/65 Prep. to fract. Fillup 250 ft in 12 1/2 hrs. Sptd 250

gal. acid. Sd oil fract, 15,000 gal oil, 10,800 sd. BDP
2300. Cleaned out. SI 12 hrs, fl. 1500 ft from surface.
Swb. 3.13 BO/hr for 14 hrs., heavily GC. Swbd 19 BO/10
hrs.

09/02/65 6034 Perf. 8 holes/ft. 5334 ft, 5340 ft, 5349 ft. Set BP
5365 ft, Pk 5296 ft. TD. Swbd. dry 1 1/2 hrs. SI 14
hrs. Attempted to acidize. No BD at 7250 lb. Pulled Pk
& BP. Perf. & re-perf. 2 holes/ft 5332-49 ft & 5347-51
ft.

09/09/65 Prep. to frac t. Sd oil fract, swbd, didn't rec. all
load. Perf. 4948-49 ft, 4950-51 ft, 4958-59 ft,
acidized & fract. Swbd, rec. all LO, swbd. 59 BNO.
Perf. 4792-93 ft, 4796-97 ft. Re-perf. 4792-96 ft, Swbd
LO.

09/16/65 Putting on pump. Acidized & fract. 4792-93 ft & 4796-97
09/16/65 ft. Swbd 189 BLO. 84 BLO to rec.
09/22/65 Testing on pump.=9-17 P 20 1/2 hrs. 151 BO 9-18 P 24

hrs. 190 BO 9-19 P 24 hrs. 112 BO

<< State Records >>
Casing: 9 5/8 @ 312 w/190 - 5 1/2 @ 5562 w/660
Core : None
DST :-#1 2759- 2799 (upr Green River )

. op 30 si 30 IF op w/strng blo immed & remd strng thruout. REc 1286
ftsli GCSW. HP 1278 FP 87-432 SIP 1292 BHT 104 F
#2 4537- 4553 (Green River )

. op 30 si 30 op 60 si 60. Rec 1589 ft DM. FP 166-290 352-466 SIP
1638-1648. BHT 134 F
#3 4544- 4619 (Green River )

. op 30 si 60 op 60 si 60. IF op w/wk blo; FF op w/wk blo. Rec 480 ft
M&SWGC. HP 2234-2234 FP 162-145 186-248 SIP 1742- 1679
#4 4940- 4966 (Green River )

. op 30 si 30 op 60 si 60. Rec 1110 ft very li O&GCDM. HP 2461 FP
179-221 263-410 SIP 1399-1399 BHT 158 FF
#5 4940- 5117 (Green River )

. op 60 si 60 op 120 si 120. IF op w/strong blo thruout test. Rec 361
ft heavy O&GCM. NGTS. HP 2444 FP 31- 52 51-114 SIP 93-1160
#6 5594- 5612 (Green River )

. op 60 si 60 op 120 si 120. IF op w/wk blo, decrs to very wk blo. Rec
Page: 2

DwiŠhts Discover CD-ROM ID: R-84 0-0 Original
Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 10 c se se

County: DUCHESNE Oper: UNION OIL CO OF CAL

Field : WILDCAT Compl: 09/16/1965 WO OIL
============================== Continued ================================

Journl: HP 2444-2444 lb.
08/11/65 5612 Drlg. DST #6 5594-5612 ft. Missrun. DST #7 5593-5612 ft.
08/11/65 5612 Op 30 min, SI 30 min, Op 1 1/2 hr, SI 1 1/2 hr. wk bl

t/o. Rec. 675 ft drlg mud. FP 112-150 lb, SIP 243-356
lb, HP 2777-2777 lb, BHT 185 deg.

08/19/65 6034 WOCT. 5 1/2 in C 5561 ft w/550 sx.
08/26/65 Cleaning out. Perf. 8 holes/ft. 5394 ft, 5429 ft, 5432

ft.
09/02/65 Prep. to fract. Fillup 250 ft in 12 1/2 hrs. Sptd 250

gal. acid. Sd oil fract, 15,000 gal oil, 10,800 sd. BDP
2300. Cleaned out. SI 12 hrs, fl. 1500 ft from surface.
Swb. 3.13 BO/hr for 14 hrs., heavily GC. Swbd 19 BO/10
hrs.

09/02/65 6034 Perf. 8 holes/ft. 5334 ft, 5340 ft, 5349 ft. Set BP
5365 ft, Pk 5296 ft. TD. Swbd. dry 1 1/2 hrs. SI 14
hrs. Attempted to acidize. No BD at 7250 lb. Pulled Pk
& BP. Perf. & re-perf. 2 holes/ft 5332-49 ft & 5347-51
ft.

09/09/65 Prep. to frac t. Sd oil fract, swbd, didn't rec. all
load. Perf. 4948-49 ft, 4950-51 ft, 4958-59 ft,
acidized & fract. Swbd, rec. all LO, swbd. 59 BNO.
Perf. 4792-93 ft, 4796-97 ft. Re-perf. 4792-96 ft, Swbd
LO.

09/16/65 Putting on pump. Acidized & fract. 4792-93 ft & 4796-97
09/16/65 ft. Swbd 189 BLO. 84 BLO to rec.
09/22/65 Testing on pump.=9-17 P 20 1/2 hrs. 151 BO 9-18 P 24

hrs. 190 BO 9-19 P 24 hrs. 112 BO

<< State Records >>
Casing: 9 5/8 @ 312 w/190 - 5 1/2 @ 5562 w/660
Core : None
DST :-#1 2759- 2799 (upr Green River )

. op 30 si 30 IF op w/strng blo immed & remd strng thruout. REc 1286
ftsli GCSW. HP 1278 FP 87-432 SIP 1292 BHT 104 F
#2 4537- 4553 (Green River )

. op 30 si 30 op 60 si 60. Rec 1589 ft DM. FP 166-290 352-466 SIP
1638-1648. BHT 134 F
#3 4544- 4619 (Green River )

. op 30 si 60 op 60 si 60. IF op w/wk blo; FF op w/wk blo. Rec 480 ft
M&SWGC. HP 2234-2234 FP 162-145 186-248 SIP 1742- 1679
#4 4940- 4966 (Green River )

. op 30 si 30 op 60 si 60. Rec 1110 ft very li O&GCDM. HP 2461 FP
179-221 263-410 SIP 1399-1399 BHT 158 FF
#5 4940- 5117 (Green River )

. op 60 si 60 op 120 si 120. IF op w/strong blo thruout test. Rec 361
ft heavy O&GCM. NGTS. HP 2444 FP 31- 52 51-114 SIP 93-1160
#6 5594- 5612 (Green River )

. op 60 si 60 op 120 si 120. IF op w/wk blo, decrs to very wk blo. Rec
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Dwights Discover CD-ROM ID: R-842080-0 Original
Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 10 c se se

County: DUCHESNE Oper: UNION OIL CO OF CAL

Field : WILDCAT Compl: 09/16/1965 WO OIL
=============================== Continued ================================

DST : 1350 ft DM. HP 2781 FP 113 SIP 675
#7 5593- 5612 (Green River )

. op 30 si 30 op 90 si 90. IF op w/wk blo, FF op w/wk blo thruout. Rec
675 ft DM HP 2777 FP 112-150 169-244 SIP 244-257

Logs :.IES SGR-C MLL FAL FDC
Tubing: 2 7/8 @ 5456
Perfs :

5384-5432 w/8 holes - treat w/250 gals 15% NEA 20-40 sd 1/2 lb/gal 15
bb1s/min, 5400 lb -- Perfs 5334-5349 w/8 shots - treat w/250 gals 15%
NEA, 1110 gals no. 2 diesel -- Perfs 5332-5351 w/2 SPF - treat w/250
gals 15% NEA, 11400 lb 20-40 sd 1000 lb 8-12 beads, 14600 gal no. 2
diesel -- Perfs 4948-4959 w/2 SPF - treat w/250 gal 15% NEA, 16200 gal
no. 2 diesel 11500 lb 20-40 sd 1500 lb 8-12 beads -- Perfs 4792-47 97
w/2 SPF - Treat w/250 gals 15% NEA @ 2900 lb, 8000 lb 20-40 sd, 1000
lb 8-12 beads 273 bb1s of no. 2 diesel

PZone : 4792-5432 (Green River )
IP : 190 BOPD Green River *23 BOPD P 190 BOPD grav 34
Journl: SPUDDED IN: *Resumed: 10-27-68 COMPLETED: *11-22-68 WELL ELEVATION:

*5178 ft KE
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Dwights Discover CD-ROM ID: R-842080-0 Original
Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 10 c se se

County: DUCHESNE Oper: UNION OIL CO OF CAL

Field : WILDCAT Compl: 09/16/1965 WO OIL
=============================== Continued ================================

DST : 1350 ft DM. HP 2781 FP 113 SIP 675
#7 5593- 5612 (Green River )

. op 30 si 30 op 90 si 90. IF op w/wk blo, FF op w/wk blo thruout. Rec
675 ft DM HP 2777 FP 112-150 169-244 SIP 244-257

Logs :.IES SGR-C MLL FAL FDC
Tubing: 2 7/8 @ 5456
Perfs :

5384-5432 w/8 holes - treat w/250 gals 15% NEA 20-40 sd 1/2 lb/gal 15
bb1s/min, 5400 lb -- Perfs 5334-5349 w/8 shots - treat w/250 gals 15%
NEA, 1110 gals no. 2 diesel -- Perfs 5332-5351 w/2 SPF - treat w/250
gals 15% NEA, 11400 lb 20-40 sd 1000 lb 8-12 beads, 14600 gal no. 2
diesel -- Perfs 4948-4959 w/2 SPF - treat w/250 gal 15% NEA, 16200 gal
no. 2 diesel 11500 lb 20-40 sd 1500 lb 8-12 beads -- Perfs 4792-47 97
w/2 SPF - Treat w/250 gals 15% NEA @ 2900 lb, 8000 lb 20-40 sd, 1000
lb 8-12 beads 273 bb1s of no. 2 diesel

PZone : 4792-5432 (Green River )
IP : 190 BOPD Green River *23 BOPD P 190 BOPD grav 34
Journl: SPUDDED IN: *Resumed: 10-27-68 COMPLETED: *11-22-68 WELL ELEVATION:

*5178 ft KE
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Dwights Discover CD-ROM ID: R-13 3-0 Original
Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 8S - 17E - 35 se nw

County: UINTAH Oper: ENSERCH EXPL CO INC

Field : EIGHT MILE FLAT NORTH Compl: 03/05/1984 DO OIL

Well: COUNTY LINE FEDERAL #1-35 Last Info: 11/30/1988
Ftg: 1983 fnl 2045 fwl
Lat-Long by TDG: 40.076187 - 109.975250
Oper Address: 1700 Lincoln St., Ste. 3600, Denver CO 80203
Obj: 6300 lwr Douglas Cre Permit #: 09/12/1983 API: 43-047-3138000

Elev: 5069DF

Spud: 12/27/1983 Contr: TWT #59
TD: 6200 on 01/09/1984 Green River PB: 6159

Elev: 5069DF FORMATION TOPS (Type: L=Log S=Sample V=True Vertical)
(Source: H=Dwights,I=IOG,T=Govt,S=Shell,U=USGS,R=NRIS

M=Munger,N=NDGS,B=Boyd,G=GDS,X=Proprietary)

Formation Depth Elev T/S Formation Depth Elev T/S
Green River 1605 3464 LH basal Green River 6131 -1062 LH
Douglas Creek 4872 197 LH

Casing: 8 5/8 @ 310 w/220 - 5 1/2 @ 6200 w/600
Core : None
DST : None
Logs : DLL-MSFL SP-GR-Cal EPP-HGP-Sonic
Perfs : 5884-5890 (Green River )

w/4 SPF - bkdn w/1000 gal 5% KCl - swbd w/hvy tr oil - frac w/32,000
gal gel wtr 79,000# 20/40 sd - swbd

5440-5446 (Douglas Creek )
w/4 SPF - frac w/23,000 gal gel wtr 33,000# 20/40 sd

5339-5345 (Douglas Creek )
w/4 SPF - frac w/23,000 gal gel wtr 37,000# 20/40 sd

PZone : 5884-5890 (Green River )
IP : P 59 BOPD grav 34, GTSTM, 6 BWPD
Journl: 12/30/83 well spudded.

1/11/84 WOCT.
2/7/84 completing; details confidential.
2/14/84 perfed & frac'd Green River; POP.
2/28/84 further details confidential.
3/27/84 completed oil well.
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Dwights Discover CD-ROM ID: R-133518-0 Original

Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 8S - 17E - 35 nw se

County: UINTAH Oper: ENSERCH EXPL CO INC

Field : EIGHT MILE FLAT NORTH Compl: 04/09/1984 DO OIL

Well: COUNTY LINE FEDERAL #2-35 Last Info: 06/27/1988

Ftg: 1980 fsl 1982 fel
Lat-Long by TDG: 40.072601 - 109.970810
Oper Address: 1700 Lincoln St., Ste. 3600, Denver CO 80203

Obj: 6100 lwr Douglas Cre Permit #: 10/28/1983 API: 43-047-3140300

Elev: 5040KB

Spud: 03/08/1984 Contr: TWT #59
TD: 6100 on 03/19/1984 Green River PB: 5955

Elev: 5040KB FORMATION TOPS (Type: L=Log S=Sample V=True Vertical)
(Source: H=Dwights,I=IOG,T=Govt,S=Shell,U=USGS,R=NRIS

M=Munger,N=NDGS,B=Boyd,G=GDS,X=Proprietary)

Formation Depth Elev T/S Formation Depth Elev T/S

Green River 2638 2402 LH 's Lwr Douglas Cree 5522 -482 LH

upr Douglas Creek 4804 236 LH bs Green River 6075 -1035 LH

Notes : (Dry hole spudded 3/5/84, resumed drlg on 3/8/84)

Casing: 8 5/8 @ 320 w/220 - 5 1/2 @ 6100 w/815
Core :

None

DST :
None

Logs : CDL-CNL-GR-Cal BHC-Acous-GR-Cal DLL-MLL-SP-GR-Cal Spectra

Tubing: 2 3/8 @ 5095
Perfs : 5034-5048 (Green River )

w/4 SPF - bkdn w/50 bbls 5% KCl wtr - rec 60 BW 1/2 BO w/gd gas flow -

frac w/65,000# 20/40 sd 38,500 gal gelled wtr

PZone : 5034-5048 (Green River )
IP : P 48 BOPD grav 35, GTSTM, 15 BWPD

Journl: 3/8/84 well spudded.
3/27/84 tight hole.
4/11/84 tight hole.
4/17/84 tight hole.
4/25/84 completed oil well.
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EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office: (406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365

Billings, MT 59102 FAX: (406) 245-1361 O

July 27, 1995 1995
State of Utah

, DIV.OFOIL
3Divion of I, GSasan3dMining '

Salt Lake City, UT 84180-1203

Attention: Mr. Ronald J. Firth
Associate Director

Re: Application for Injection Wells (UIC Form 1)

Dear Mr. Firth:

Equitable Resources Energy Company, Balcron Oil Division, as operator of the wells located within the
proposed Section 2 waterflood, is required to send a copy of UIC Form 1 to all operators, owners and
surface owners within a one-half mile radius of the proposed injection wells.

Attached is a copy of our Application for injection Well (UIC Form 1). The State of Utah
has an interest in the leases indicated on the figure 3 plat that is attached to this letter. This letter will

serve as notificationof our intentions to use the Balcron Monument State #14-2 and the Balcron
Monument State #22-2 wells as injection wells within the confines of the proposed Section 2 Waterflood.

Please contact the undersigned ifyou have any comments or questions about the notification.

ere

D. Gary Kab ry, CPLIESA
Senior Landman

Attachment (See figure 3)

cc: Bobbie Schuman
Proposed Section 2 Waterflood
Well
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STATEOF UTAH
DIVISION OF OIL, GASAND MINI

APPLICATIONFOR IN3ECTION HELL - UIC foRM 1

Equitable Resources Energy Company,
OPERATOR Balcron Oil Division
ADDRESS 1601 Lewis Avenue

Billings, MT 59102

Well nameand number: Balcron Monument State #22-2

Field or Unit name: Undesignated Field Lease no. ML-45555

Hell location: QQ SF SWsection JL_ township__23
range 17Ecounty Uintah

Is this application for expansion of an existing project? . . Yes EJ No 50

Will the proposed well be used for: Enhanced Recovery? . . Yes 00 No El
Disposal? . . . . . . Yes El No 50
Storage? . . . . . . . Yes EJ No 29

Is this application for a new well to be drilled? . . . . . . Yes El No 90

If this application is for an existing well,
has a casing test been performed on the well? . . . . . . Yes EJ No 50
Date of test:
API number: 43-047-3?610

Proposed injection interval: from .4,881' to 5,242'

Proposed maximuminjection: rate 300 STBWPD pressure 2600 psig

Proposed injection zone contains Ei oll, EJ gas, and/or EJ fresh water within 'l
mile of the well.

IHPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: EPA UIC Form 4 with attachments

I certify that this report is true and complete to the best of my knowledge.

Name Bobbie Schuman Signat e LCCAtalp

Title Regulatory & Envirornental Specialist Date 4/ /Ÿ•73
Phone No. (ans ) 259-7A60

(State use only)
Application approved by Title
Approval Date

Comments:
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BALCRON MONUMENTSTATE #22-2

EQUITABLERESOURUES SENW Sec.2 T9S Ri7E

ENERGYCOMPANY Lease#ML-45555

BALCRON OIL DIVISION
Monument Butte Field
Uintah County, Utah

Elev. - 504T GL
KB -505T KB (10') INJECTION WELL COMPLETION DIAGRAM

DATE : 8/16/96 JZ

SURFACECASING

SIZE: 8-5/8"
GRADE: J-55

WEIGHT: 24# PERFORATIONRECORD

LENGTH: 261.25'(6jts)
DEPTH LANDED: 271.25' KB 276.3' KB 3/20/95 Schlumberger 5222' - 522T 4 SPF 5 ft 20 holes

HOLE SIZE: 12-1/4" 5234' - 5242' 4 SPF 8 ft 32 holes

CEMENT DATA: 160 sxs class "G" + 2% CCl+

1/4#lsk celloflake 3/23/95 Schlumberger 4881' - 4884' 4 SPF 3 ft 12 holes
4896' - 4905' 4 SPF 9 ft 36 holes

- UINTA FORMAT10N SURFACE to 1500'

PRODUCTIONCASING

SIZE: 5-1/2"
GRADE: J-55

WEIGHT: 15.5# - GREEN RIVER FORMATION 1500' - 5500'

LENGTH: 5779.79' (138 jts)
DEPTHLANDED: 5788.79' KB

HOLE SIZE: 7-7/8"
CEMENT DATA: 285 sxs super class "G"+ (47#G + 20#Poz A +

17# CSE+1/4# celloseal+2# HiSeat)/sk +3%salt

+2%gel, tailw/ 315 sk 50-50 POZ + 2%gel +

1/4 #lsk celloseal + 2 #lsk HiSeal 2
CEMENT TOP AT: 1310' KB

- DOUGLAS CREEK MEMBER 4650' - 5500'

TUBINGRECORD
KB: 10'

SIZEIGRADElWT.: 2-7/8" / J-55 I 6.5# $ $ RETRIEVALBLE CASING PACKER @4820' KB

153 jnts @4802.45'
SEATNIPPLE:2-7/8"X1.10' 4881'-4905'
CROSS OVER: 2-7/8"X 2-3/8" @0.42'

SEAT NIPPLE LANDED @ 4813.55' KB
RETRIEVABLE CSG PACKER 2-3/8"X 6.20'

MODEL : Arrow Set-1
PACKER LANDED @ 4820.17' KB 5222' - 5242'

Set packer wl 21" tension
Pumped 55 gals Champion Coitron-2383 packer fluid mixedw/ 80 STB KCIwtr. - WASATCH FORMATION TRANSITION 5500' - 6000'

Ran MIT on 7/30/96, pressure csg annulus to 1000 psig.
Test wittnessed & passed by Dan Jarvis (Utah OG&M). PBTD @ 5745' KB

TD @ 5798' KB

- WASATCHFORMATION 6000
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O O
. EQUITABLERESOURCES

ENERGYCOMPANY
BALCRONOILDIVISION

WELLNAME:BALCRONMONUMENTSTATE#22-2 DATE: 7/19/95 vk
FIELD: Monument Butte

FEDERALLEASENO.: STATE#ML-45555 API NO.: 43-047-32610
LOCATION:SE NW Sec.2 T9S R17E

COUNTYlSTATE:Uintah County, Utah
WORKINGINTEREST: 1.0 NET REVENUEINTEREST: 0.875

PRODUCINGFORMATION:Green River
COMPLETIONDATE: 4/4/95 OlL GRAVITY: 34 deg

INITIALPRODUCTION: 100.9 BO, D BW
OIL/GASPURCHASER: Amoco SPUD DATE: 3/6/95

PRESENT PROD STATUS: PROD
ELEVATIONS- GROUND: 5047.26' GL KB: 10'

TOTALDEPTH: 5798' KB PLUG BACKTD: 5744.69' KB

SURFACE CASING PRODUCTlON CASING

SIZE: 8-5/8" SIZE: 5-1/2"
GRADE: J-55 GRADE: J-55

WEIGHT: 24# WEIGHT: 15.5#
LENGTH: 261.25' (6 jts) LENGTH: 5779.79' (138 jts)

DEPTH LANDED: 271.25' KB DEPTH LANDED: 5788.79' KB
HOLESlZE: 12-1/4" HOLESIZE: 7-7/8"

CEMENT DATA:160 sxs class "G"+ 2% CCI + CEMENTDATA: 285 sxs super class "G" + (47#G + 20#Poz A +
1/4#lsk celloflake 17# CSE+1/4 # celloseal+2# HiSeal)/sk +3%salt

+2%gel, tailw/ 315 sk 50-50 POZ + 2%gel +
1/4 #lsk celloseal + 2 #Isk HISeal 2

CEMENTTOP AT: 1310' KB
TUBING RECORD

PERFORATION RECORD
SIZE/GRADElWT.:2-7/8"/6.5#IJ-55

NO. OF JOINTS: 154 jts (4846.01') 3/20/95 Schlumberger 5222' - 5227' 4 SPF 5 ft 20 holes
TUBINGANCHOR: trico2.35' @4858.36'KB 5234' - 5242' 4 SPF 8 ft 32 holes

NO. OF JOINTS: 13 jts (412.44')
SEATINGNIPPLE: 1.1' @5271.9'KB 3/23/95 Schlumberger 4881' - 4884' 4 SPF 3 ft 12 holes

PERF. SUB: 4.2' 4896' - 4905' 4 SPF 9 ft 36 holes
MUDANCHOR: 1jt-28.03'w/NC

STRING LENGTH:5294.13'
SN at: 5271.90' KB

ACID JOB I BREAKDOWN JOB

3/21/95 Westem 5222'-5227' & 5234'-5242' : 2520 gal
SUCKER ROD RECORD 2% KCIwtr w/ 100 balls. balled off,

ATR-4.2BPM,ATP-2500, ISIP-1550
POLISHED ROD: 1-1/4"x 22'
SUCKER RODS: one - 3/4" x 8' Pony 3/23/95 Westem 4881'-84' & 4898'-405': 2142gal 2% KCIw/100

209 - 3/4" x 25' D-61 Plain balls, balled off.ATP-3200, ATR-6.0bpm, ISIP-1200

TOTALSTRING LENGTH: 5249' FRAC JOB

PUMP SIZE: BHP 2-1/2 x 1-1/2 x 16' RWAC 3/21/95 Westem 5222'-2T & 5234'-42': 2500gal 2% KCIpad,
w/ PA plunger TRICO#1102 18,942 gal 2% KCIw/ 25,820#20/40 & 37,000#

STROKE LENGTH:88" 16/30 sand, flush wl 5166 gal 2% KCIwtr. IS\P-3000
PUMP SPEED, SPM: 4.75 SPM ATP 2700, ATR 3096piti, Sitiin-T6TO,TOinin-1470,

PUMPINGUNITSIZE: Bethlehem 320-212-86 15min-1350, 30min-1320.
PUMPINGUNITENGINE: AJAX E-42

3/23/95 Westem 4881'-84' &4896'-4905': 2310 gal 2% KCIpad, 18,732
TANKS:two- 12' x 20' 400 bbl vertical gal 2% KCIw/ 56,840# 16/30 sand. ATP-2400,

DRAINTANK: 12'x S' 100 bbis OPEN TOP ATR-31.6bpm, ISIP-2450, Smln-1940, 10min-1590,
TREATER: 6'X20' HORZ 75# DF HCW 15min-1520,

O O
. EQUITABLERESOURCES

ENERGYCOMPANY
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FEDERALLEASENO.: STATE#ML-45555 API NO.: 43-047-32610
LOCATION:SE NW Sec.2 T9S R17E

COUNTYlSTATE:Uintah County, Utah
WORKINGINTEREST: 1.0 NET REVENUEINTEREST: 0.875

PRODUCINGFORMATION:Green River
COMPLETIONDATE: 4/4/95 OlL GRAVITY: 34 deg

INITIALPRODUCTION: 100.9 BO, D BW
OIL/GASPURCHASER: Amoco SPUD DATE: 3/6/95

PRESENT PROD STATUS: PROD
ELEVATIONS- GROUND: 5047.26' GL KB: 10'

TOTALDEPTH: 5798' KB PLUG BACKTD: 5744.69' KB

SURFACE CASING PRODUCTlON CASING

SIZE: 8-5/8" SIZE: 5-1/2"
GRADE: J-55 GRADE: J-55

WEIGHT: 24# WEIGHT: 15.5#
LENGTH: 261.25' (6 jts) LENGTH: 5779.79' (138 jts)

DEPTH LANDED: 271.25' KB DEPTH LANDED: 5788.79' KB
HOLESlZE: 12-1/4" HOLESIZE: 7-7/8"

CEMENT DATA:160 sxs class "G"+ 2% CCI + CEMENTDATA: 285 sxs super class "G" + (47#G + 20#Poz A +
1/4#lsk celloflake 17# CSE+1/4 # celloseal+2# HiSeal)/sk +3%salt

+2%gel, tailw/ 315 sk 50-50 POZ + 2%gel +
1/4 #lsk celloseal + 2 #Isk HISeal 2

CEMENTTOP AT: 1310' KB
TUBING RECORD

PERFORATION RECORD
SIZE/GRADElWT.:2-7/8"/6.5#IJ-55

NO. OF JOINTS: 154 jts (4846.01') 3/20/95 Schlumberger 5222' - 5227' 4 SPF 5 ft 20 holes
TUBINGANCHOR: trico2.35' @4858.36'KB 5234' - 5242' 4 SPF 8 ft 32 holes

NO. OF JOINTS: 13 jts (412.44')
SEATINGNIPPLE: 1.1' @5271.9'KB 3/23/95 Schlumberger 4881' - 4884' 4 SPF 3 ft 12 holes

PERF. SUB: 4.2' 4896' - 4905' 4 SPF 9 ft 36 holes
MUDANCHOR: 1jt-28.03'w/NC

STRING LENGTH:5294.13'
SN at: 5271.90' KB

ACID JOB I BREAKDOWN JOB

3/21/95 Westem 5222'-5227' & 5234'-5242' : 2520 gal
SUCKER ROD RECORD 2% KCIwtr w/ 100 balls. balled off,

ATR-4.2BPM,ATP-2500, ISIP-1550
POLISHED ROD: 1-1/4"x 22'
SUCKER RODS: one - 3/4" x 8' Pony 3/23/95 Westem 4881'-84' & 4898'-405': 2142gal 2% KCIw/100

209 - 3/4" x 25' D-61 Plain balls, balled off.ATP-3200, ATR-6.0bpm, ISIP-1200

TOTALSTRING LENGTH: 5249' FRAC JOB

PUMP SIZE: BHP 2-1/2 x 1-1/2 x 16' RWAC 3/21/95 Westem 5222'-2T & 5234'-42': 2500gal 2% KCIpad,
w/ PA plunger TRICO#1102 18,942 gal 2% KCIw/ 25,820#20/40 & 37,000#

STROKE LENGTH:88" 16/30 sand, flush wl 5166 gal 2% KCIwtr. IS\P-3000
PUMP SPEED, SPM: 4.75 SPM ATP 2700, ATR 3096piti, Sitiin-T6TO,TOinin-1470,

PUMPINGUNITSIZE: Bethlehem 320-212-86 15min-1350, 30min-1320.
PUMPINGUNITENGINE: AJAX E-42

3/23/95 Westem 4881'-84' &4896'-4905': 2310 gal 2% KCIpad, 18,732
TANKS:two- 12' x 20' 400 bbl vertical gal 2% KCIw/ 56,840# 16/30 sand. ATP-2400,

DRAINTANK: 12'x S' 100 bbis OPEN TOP ATR-31.6bpm, ISIP-2450, Smln-1940, 10min-1590,
TREATER: 6'X20' HORZ 75# DF HCW 15min-1520,
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EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office: (406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365

Bil\\ngs, MT 59102 FAX: (406) 245-1361

JUL 31 1995
July 28, 1995

DIV.OFOIL,GAS&MINING

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas and Mining
355 West North Temple
Salt Lake City, UT 84180

Dear Mr. Jarvis:

Enclosed is the Affidavit of mailing notice regarding our
Section 2 Waterflood to all operators, owners, and surface
owners within a one-half mile radius.

Sincerely,

Bobbie Schuman
Regulatory and

Environmental Specialist

/hs
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EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office: (406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365

Bil\\ngs, MT 59102 FAX: (406) 245-1361

JUL 31 1995
July 28, 1995

DIV.OFOIL,GAS&MINING

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas and Mining
355 West North Temple
Salt Lake City, UT 84180

Dear Mr. Jarvis:

Enclosed is the Affidavit of mailing notice regarding our
Section 2 Waterflood to all operators, owners, and surface
owners within a one-half mile radius.

Sincerely,

Bobbie Schuman
Regulatory and

Environmental Specialist

/hs



EQUITABLERESOURCES
. ENERGYCOMPANY

BALCRON OIL DIVISION Office: (406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365

Billings, MT 59102 FAX: (406) 245-1361

AFFIDAVIT

JUL 3 1 1995
COUNTY OF YELLOWSTONE )

IV.OF OIL,GAS&MINING
STATE OF MONTANA )

D. Gary Kabeary, Senior Landman for Equitable Resources Energy
Company, Balcron Oil Division, being first duly sworn on oath,
deposes and says that on the 28th day of July 1995, he did cause to
be mailed to all operators, owners and surface owners within a one-
half mile radius of the proposed injection wells listed below, a
copy of the State Application for Injection Well (UIC Form 1).

Balcron Monument State #14-2 SWSW of 2, T9S-R17E
Duchesne County, Utah
Balcron Monument State #22-2 SENW of 2, T9S-R17E
Uintah County, Utah

Further affiant saith not.

D. Gar ar

Subscribed and sworn to before me on this day of
, 1995.

My Commission Expires: y-
Loreen Morris

April 21, 1999 Residing in Billings, MT 59102

SE A

EQUITABLERESOURCES
. ENERGYCOMPANY

BALCRON OIL DIVISION Office: (406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365

Billings, MT 59102 FAX: (406) 245-1361

AFFIDAVIT

JUL 3 1 1995
COUNTY OF YELLOWSTONE )

IV.OF OIL,GAS&MINING
STATE OF MONTANA )

D. Gary Kabeary, Senior Landman for Equitable Resources Energy
Company, Balcron Oil Division, being first duly sworn on oath,
deposes and says that on the 28th day of July 1995, he did cause to
be mailed to all operators, owners and surface owners within a one-
half mile radius of the proposed injection wells listed below, a
copy of the State Application for Injection Well (UIC Form 1).

Balcron Monument State #14-2 SWSW of 2, T9S-R17E
Duchesne County, Utah
Balcron Monument State #22-2 SENW of 2, T9S-R17E
Uintah County, Utah

Further affiant saith not.

D. Gar ar

Subscribed and sworn to before me on this day of
, 1995.

My Commission Expires: y-
Loreen Morris

April 21, 1999 Residing in Billings, MT 59102

SE A



STATEOF UTAH
DIVISION OF OIL, GASAND MINING

APPLICATIONFOR IN3ECTION HELL - ulc Foun i

Equitable Resources Energy Company, JUL 31 995
OPERATOR Balcron Oil Division
ADDRESS 1 Ln MAT

2

Hell name and number: Balcron Monument State #22-2

Field or Unit name: Undesignated Field Lease no. ML-45555

Hell location: QQ SF SN section JL_ township 95 range 17Ecounty Uintah

Is this application for expansion of an existing project? . . Yes [] No 50

Will the proposed well be used for: Enhanced Recovery? . . Yes 50 No El
Disposal? . . . . . . Yes [] No 50
Storage? . . . . . . . Yes EJ No 29

Is this application for a new well to be drilled? . . . . . . Yes E3 No 90

If this application is for an existing well,
has a casing test been performed on the well? . . . . . . Yes El No 50
Date of test:
API number: 43-047-3?610

Proposed injection interval: from .4,881' to 5,242'

Proposed maximuminjection: rate 300 STBWPD pressure 2600 psig

Proposed injection zone contains Ei oil, EJ gas, and/or EJ fresh water within '/
mile of the well.

IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: EPA UIC Form 4 with attachments

I certify that this report is true and complete to the best of my knowledge.

Name Bobbie Schuman Signat e Lu A/()
Title>gulatory A Fnviromental Specialist Date J/ /fRS
Phone No. (406 ) 259-7860

(State use only)
Application approved by Title
Approval Date

Comments:

STATEOF UTAH
DIVISION OF OIL, GASAND MINING

APPLICATIONFOR IN3ECTION HELL - ulc Foun i

Equitable Resources Energy Company, JUL 31 995
OPERATOR Balcron Oil Division
ADDRESS 1 Ln MAT

2

Hell name and number: Balcron Monument State #22-2

Field or Unit name: Undesignated Field Lease no. ML-45555

Hell location: QQ SF SN section JL_ township 95 range 17Ecounty Uintah

Is this application for expansion of an existing project? . . Yes [] No 50

Will the proposed well be used for: Enhanced Recovery? . . Yes 50 No El
Disposal? . . . . . . Yes [] No 50
Storage? . . . . . . . Yes EJ No 29

Is this application for a new well to be drilled? . . . . . . Yes E3 No 90

If this application is for an existing well,
has a casing test been performed on the well? . . . . . . Yes El No 50
Date of test:
API number: 43-047-3?610

Proposed injection interval: from .4,881' to 5,242'

Proposed maximuminjection: rate 300 STBWPD pressure 2600 psig

Proposed injection zone contains Ei oil, EJ gas, and/or EJ fresh water within '/
mile of the well.

IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: EPA UIC Form 4 with attachments

I certify that this report is true and complete to the best of my knowledge.

Name Bobbie Schuman Signat e Lu A/()
Title>gulatory A Fnviromental Specialist Date J/ /fRS
Phone No. (406 ) 259-7860

(State use only)
Application approved by Title
Approval Date

Comments:
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EQUITABLERESOURCES
. ENERGYCOMPANY

BALCRON OIL DIVISION Office:(406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361 O

July 27, 1995

Bureau of Land Managment
P.O. Box 45155
324 South State Street, Suite 301
Salt Lake City, UT 84145 - 0155

Attention: Mr.Robert A. Henricks
Chief, Bureau of Fluid Minerals

Re: Application for
Injection°Wells

(UIC Form 1)

Dear Mr. Henricks:

Equitable Resources Energy Company, Balcron OilDivision, as operator of the wells located withinthe
proposed Section 2 waterflood, is required to send a copy of UICForm 1 to all operators, owners and
surface owners withina one-half mile radius of the proposed injection wells.

Attached is a copy of our Application for injection Well (UICForm 1). The Utah Bureau of Land
Management has an interest in the leases indicated on the figure 3 plat that is attached to this letter. This
letter will serve as notificationof our intentions to use the Balcron Monument State #14-2 and the Balcron
Monument State #22-2 wells as injection wells withinthe confines of the proposed Section 2 Waterflood.

Please contact the undersigned ifyou have any comments or questions about the notification.

Sincerely,

D. Gary Kabeary, CPL/ESA
Senior Landman

Attachment (See figure 3)

cc: Bobbie Schuman
Proposed Section 2 Waterflood
Well

EQUITABLERESOURCES
. ENERGYCOMPANY

BALCRON OIL DIVISION Office:(406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361 O

July 27, 1995

Bureau of Land Managment
P.O. Box 45155
324 South State Street, Suite 301
Salt Lake City, UT 84145 - 0155

Attention: Mr.Robert A. Henricks
Chief, Bureau of Fluid Minerals

Re: Application for
Injection°Wells

(UIC Form 1)

Dear Mr. Henricks:

Equitable Resources Energy Company, Balcron OilDivision, as operator of the wells located withinthe
proposed Section 2 waterflood, is required to send a copy of UICForm 1 to all operators, owners and
surface owners withina one-half mile radius of the proposed injection wells.

Attached is a copy of our Application for injection Well (UICForm 1). The Utah Bureau of Land
Management has an interest in the leases indicated on the figure 3 plat that is attached to this letter. This
letter will serve as notificationof our intentions to use the Balcron Monument State #14-2 and the Balcron
Monument State #22-2 wells as injection wells withinthe confines of the proposed Section 2 Waterflood.

Please contact the undersigned ifyou have any comments or questions about the notification.

Sincerely,

D. Gary Kabeary, CPL/ESA
Senior Landman

Attachment (See figure 3)

cc: Bobbie Schuman
Proposed Section 2 Waterflood
Well



g O
EQUITABLERESOURCES

. ENERGYCOMPANY
BALCRON OIL DIVISION Office: (406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361 O

July 27, 1995

State of Utah
Division of Oil,Gas and Mining
3 Triad Center, Suite 350
Salt Lake City,UT 84180-1203

Attention: Mr. Ronald J. Firth
Associate Director

Re: Application for Injection Wells (UICForm 1)

Dear Mr. Firth:

Equitable Resources Energy Company, Balcron Oil Division, as operator of the wells located within the
proposed Section 2 waterflood, is required to send a copy of UIC Form i to all operators, owners and
surface owners withina one-half mile radius of the proposed injection wells.

Attached is a copy of our ApplÌcationfor Injection Well (UIC Form 1). The State of Utah
has an interest in the leases indicated on the figure 3 plat that is attachedto this letter. This letter will

serve as notificationof our intentions to use the Balcron Monument State #14-2 and the Balcron
Monument State #22-2 wells as injection wells withinthe confines of the proposed Section 2 Waterflood.

Please contact the undersigned if you have any comments or questions about the notification.

Sincerely,

D. Gary Kab ry, CPL/ESA
Senior Landman

Attachment (See figure 3)

cc: Bobbie Schuman
Proposed Section 2 Waterflood
Well
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EQUITABLERESOURCES

. ENERGYCOMPANY
BALCRON OIL DIVISION Office: (406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361 O

July 27, 1995

State of Utah
Division of Oil,Gas and Mining
3 Triad Center, Suite 350
Salt Lake City,UT 84180-1203

Attention: Mr. Ronald J. Firth
Associate Director

Re: Application for Injection Wells (UICForm 1)

Dear Mr. Firth:

Equitable Resources Energy Company, Balcron Oil Division, as operator of the wells located within the
proposed Section 2 waterflood, is required to send a copy of UIC Form i to all operators, owners and
surface owners withina one-half mile radius of the proposed injection wells.

Attached is a copy of our ApplÌcationfor Injection Well (UIC Form 1). The State of Utah
has an interest in the leases indicated on the figure 3 plat that is attachedto this letter. This letter will

serve as notificationof our intentions to use the Balcron Monument State #14-2 and the Balcron
Monument State #22-2 wells as injection wells withinthe confines of the proposed Section 2 Waterflood.

Please contact the undersigned if you have any comments or questions about the notification.

Sincerely,

D. Gary Kab ry, CPL/ESA
Senior Landman

Attachment (See figure 3)

cc: Bobbie Schuman
Proposed Section 2 Waterflood
Well



EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office:(406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361 O

July 27, 1995

Apache Corporation
1700 Lincoln, Suite 3600
Denver, CO 80202-5346

Attention: Mike Fitzgerald
Land Department

Re: Application for Injection Wells (UICForm 1)

Dear Mr. Fitzgerald:

Equitable Resources Energy Company, Balcron OilDivision, as operator of the wells located withinthe
proposed Section 2 waterflood, is required to send a copy of UICForm 1 to alloperators, owners and
surface owners withina one-half mile radius of the proposed injection wells.

Attached is a copy of our Application for Injection Well (UIC Form 1). Apache Corporation
has an interest in the leases indicated on the figure 3 plat that is attached to this letter. This letter will
serve as notificationof our intentions to use the Balcron Monument State #14-2 and the Balcron
Monument State #22-2 wells as injection wells withinthe confines of the proposed Section 2 Waterflood.

Please contact the undersigned ifyou have any comments or questions about the notification.

Sincerely,

D. Gary Kab ary, CPL/ESA
Senior Landman

Attachment (See figure 3)

cc: Bobbie Schuman
Proposed Section 2 Waterflood
Well

EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office:(406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361 O

July 27, 1995

Apache Corporation
1700 Lincoln, Suite 3600
Denver, CO 80202-5346

Attention: Mike Fitzgerald
Land Department

Re: Application for Injection Wells (UICForm 1)

Dear Mr. Fitzgerald:

Equitable Resources Energy Company, Balcron OilDivision, as operator of the wells located withinthe
proposed Section 2 waterflood, is required to send a copy of UICForm 1 to alloperators, owners and
surface owners withina one-half mile radius of the proposed injection wells.

Attached is a copy of our Application for Injection Well (UIC Form 1). Apache Corporation
has an interest in the leases indicated on the figure 3 plat that is attached to this letter. This letter will
serve as notificationof our intentions to use the Balcron Monument State #14-2 and the Balcron
Monument State #22-2 wells as injection wells withinthe confines of the proposed Section 2 Waterflood.

Please contact the undersigned ifyou have any comments or questions about the notification.

Sincerely,

D. Gary Kab ary, CPL/ESA
Senior Landman

Attachment (See figure 3)

cc: Bobbie Schuman
Proposed Section 2 Waterflood
Well



EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office: (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365
Billings, MT 59102 FAX: (406) 245-1361 O

July 27, 1995

MedallionProduction Company
7130 South Lewis Avenue, Suite 700
Tulsa, OK 74136

Attention: Mr. Paul Braun

Re: Application for Injection Wells (UIC Form 1)

Dear Mr. Braun:

Equitable Resources Energy Company, Balcron Oil Division, as operator of the wells located withinthe
proposed Section 2 waterflood, is required to send a copy of UIC Form 1 to all operators, owners and
surface owners within a one-half mile radius of the proposed injection wells.

Attached is a copy of our Application for Injection Well (UIC Form 1). Medallion Production Company
has an interest in the leases indicated on the figure 3 plat that is attached to this letter. This letter will
serve as notification of our intentions to use the Balcron Monument State #14-2 and the Balcron
Monument State #22-2 wells as injection wells withinthe confines of the proposed Section 2 Waterflood.

Please contact the undersigned ifyou have any comments or questions about the notification.

Sincerely,

D. Gary Kab ry, CPLIESA
Senior Landman

Attachment (See figure 3)

cc: Bobbie Schuman
Proposed Section 2 Waterflood
Well

EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office: (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365

Billings, MT 59102 FAX: (406) 245-1361 O

July 27, 1995

MedallionProduction Company
7130 South Lewis Avenue, Suite 700
Tulsa, OK 74136

Attention: Mr. Paul Braun

Re: Application for Injection Wells (UIC Form 1)

Dear Mr. Braun:

Equitable Resources Energy Company, Balcron Oil Division, as operator of the wells located withinthe
proposed Section 2 waterflood, is required to send a copy of UIC Form 1 to all operators, owners and
surface owners within a one-half mile radius of the proposed injection wells.

Attached is a copy of our Application for Injection Well (UIC Form 1). Medallion Production Company
has an interest in the leases indicated on the figure 3 plat that is attached to this letter. This letter will
serve as notification of our intentions to use the Balcron Monument State #14-2 and the Balcron
Monument State #22-2 wells as injection wells withinthe confines of the proposed Section 2 Waterflood.

Please contact the undersigned ifyou have any comments or questions about the notification.

Sincerely,

D. Gary Kab ry, CPLIESA
Senior Landman

Attachment (See figure 3)

cc: Bobbie Schuman
Proposed Section 2 Waterflood
Well



EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office:(406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361 O

July 27, 1995

Yates Petroleum Corporation
105 South 4th Street
Artesia, NM 88210

Attention: Ms. Kathy Porter
Director of Land

Re: Application for Injection Wells (UIC Form 1)

Dear Ms. Porter:

Equitable Resources Energy Company, Balcron OilDivision, as operator of the wells located withinthe
proposed Section 2 waterflood, is required to send a copy of UICForm 1 to all operators, owners and
surface owners withina one-half mile radius of the proposed injection wells.

Attached is a copy of our Application for Injection Well (UICForm 1). Yates Petroleum Corporation, etal
has an interest in the leases indicated on the figure 3 plat that is attached to this letter. This letter will
serve as notificationof our intentions to use the Balcron Monument State #14-2 and the Balcron
Monument State #22-2 wells as injection wells within the confines of the proposed Section 2 Waterflood.

Please contact the undersigned ifyou have any comments or questions about the notification.

Sincerely,

D. ry Ka eary, CPLIESA
Senior Landman

Attachment (See figUFe 3)

cc: Bobbie Schuman
Proposed Section 2 Waterflood
Well

EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office:(406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361 O

July 27, 1995

Yates Petroleum Corporation
105 South 4th Street
Artesia, NM 88210

Attention: Ms. Kathy Porter
Director of Land

Re: Application for Injection Wells (UIC Form 1)

Dear Ms. Porter:

Equitable Resources Energy Company, Balcron OilDivision, as operator of the wells located withinthe
proposed Section 2 waterflood, is required to send a copy of UICForm 1 to all operators, owners and
surface owners withina one-half mile radius of the proposed injection wells.

Attached is a copy of our Application for Injection Well (UICForm 1). Yates Petroleum Corporation, etal
has an interest in the leases indicated on the figure 3 plat that is attached to this letter. This letter will
serve as notificationof our intentions to use the Balcron Monument State #14-2 and the Balcron
Monument State #22-2 wells as injection wells within the confines of the proposed Section 2 Waterflood.

Please contact the undersigned ifyou have any comments or questions about the notification.

Sincerely,

D. ry Ka eary, CPLIESA
Senior Landman

Attachment (See figUFe 3)

cc: Bobbie Schuman
Proposed Section 2 Waterflood
Well
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EQUlTABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office:(406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361 O

July 27, 1995

Enserch Exploration
6688 No. Central Expressway, Suite 1000
Dallas, TX 75206-3922

Attention: Mr. Jerry Anderson
District Landman

Re: Application for Injection Wells (UlC Form 1)

Dear mr. Anderson:

Equitable Resources Energy Company, Balcron OilDivision, as operator of the wells located withinthe
proposed Section 2 waterflood, is required to send a copy of UICForm 1 to all operators, owners and
surface owners withina one-half mileradius of the proposed injection wells.

Attached is a copy of our Application for Injection Well (UIC Form 1). Enserch/ Dalen has an interest in
the leases indicated on the figure 3 plat that is attached to this letter. This letter willserve as notificationof
our intentions to use the Balcron Monument State #14-2 and the Balcron Monument State #22-2 wells as
injection wells withinthe confines of the proposed Section 2 Waterflood.

Please contact the undersigned if you have any comments or questions about the notification.

Sincerely,

D. G Kb , CPLIESA
Senior Landman

Attachment (See figure 3)

cc: Bobbie Schuman
Proposed Section 2 Waterflood
Well
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EQUlTABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office:(406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361 O

July 27, 1995

Enserch Exploration
6688 No. Central Expressway, Suite 1000
Dallas, TX 75206-3922

Attention: Mr. Jerry Anderson
District Landman

Re: Application for Injection Wells (UlC Form 1)

Dear mr. Anderson:

Equitable Resources Energy Company, Balcron OilDivision, as operator of the wells located withinthe
proposed Section 2 waterflood, is required to send a copy of UICForm 1 to all operators, owners and
surface owners withina one-half mileradius of the proposed injection wells.

Attached is a copy of our Application for Injection Well (UIC Form 1). Enserch/ Dalen has an interest in
the leases indicated on the figure 3 plat that is attached to this letter. This letter willserve as notificationof
our intentions to use the Balcron Monument State #14-2 and the Balcron Monument State #22-2 wells as
injection wells withinthe confines of the proposed Section 2 Waterflood.

Please contact the undersigned if you have any comments or questions about the notification.

Sincerely,

D. G Kb , CPLIESA
Senior Landman

Attachment (See figure 3)

cc: Bobbie Schuman
Proposed Section 2 Waterflood
Well
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EQU\TABLERESOURCES

- · ENERGYCOMPANY
BALCRON OIL DIVISION Office: (406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361 O

July 27, 1995

Snyder Oil Corporation
1625 Broadway, Suite 2200
Denver, CO 80202

Attention: Norma Amari
Land Department

Re: Application for Injection Wells (UICForm 1)

Dear Ms. Amari :

Equitable Resources Energy Company, Balcron Oil Division, as operator of the wells located withinthe
proposed Section 2 waterflood, is required to send a copy of UIC Form 1 to all operators, owners and
surface owners withina one-half mile radius of the proposed injection wells.

Attached is a copy of our Application for Injection Well(UtC Form 1). Snyder OilCorporation
has an interest in the leases indicated on the figure 3 plat that is attached to this letter. This letter will
serve as notificationof our intentions to use the Balcron Monument State #14-2 and the Balcron
Monument State #22-2 wells as injection wells within the confines of the proposed Section 2 Waterflood.

Please contact the undersigned ifyou have any comments or questions about the notification.

Sincerely,

D. G¥ry Ka eary, CPLIESA
Senior Landman

Attachment (See figure 3)

cc: Bobbie Schuman
Proposed Section 2 Waterflood
Well file
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- · ENERGYCOMPANY
BALCRON OIL DIVISION Office: (406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361 O

July 27, 1995

Snyder Oil Corporation
1625 Broadway, Suite 2200
Denver, CO 80202

Attention: Norma Amari
Land Department

Re: Application for Injection Wells (UICForm 1)

Dear Ms. Amari :

Equitable Resources Energy Company, Balcron Oil Division, as operator of the wells located withinthe
proposed Section 2 waterflood, is required to send a copy of UIC Form 1 to all operators, owners and
surface owners withina one-half mile radius of the proposed injection wells.

Attached is a copy of our Application for Injection Well(UtC Form 1). Snyder OilCorporation
has an interest in the leases indicated on the figure 3 plat that is attached to this letter. This letter will
serve as notificationof our intentions to use the Balcron Monument State #14-2 and the Balcron
Monument State #22-2 wells as injection wells within the confines of the proposed Section 2 Waterflood.

Please contact the undersigned ifyou have any comments or questions about the notification.

Sincerely,

D. G¥ry Ka eary, CPLIESA
Senior Landman

Attachment (See figure 3)

cc: Bobbie Schuman
Proposed Section 2 Waterflood
Well file
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EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office: (406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361 ß

August 1, 1995

Mr . Dan Jarvis
State of Utah
Division of Oil, Gas and Mining
355 West North Temple

Salt Lake City, UT 84180

Dear Mr . Jarvis :

Enclosed are three additional letters which are covered by
the Affidavit of mailing notice which was sent to you last
week regarding our Section 2 Waterflood.

Sincerely,

Bobbie Schuman
Regulatory and

Environmental Specialist

/hs

Enclosure

DIV.OFOILGAS
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EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office: (406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361 ß

August 1, 1995

Mr . Dan Jarvis
State of Utah
Division of Oil, Gas and Mining
355 West North Temple

Salt Lake City, UT 84180

Dear Mr . Jarvis :

Enclosed are three additional letters which are covered by
the Affidavit of mailing notice which was sent to you last
week regarding our Section 2 Waterflood.

Sincerely,

Bobbie Schuman
Regulatory and

Environmental Specialist

/hs

Enclosure

DIV.OFOILGAS



EQUITABLER OURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office:(406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings,MT 59102 FAX: (406) 245-1361 O

July 31, 1995

GHP/JH Limited Partnership
C/O GHP Corporation AUG03 1 95
5251 DTC Parkway, Suite #1200
Englewood, CO 80111

D V.OFOIL,GAS N NG

TO WHOM IT MAY CONCERN:

RE: Application for Injection Well (UIC Form I)
Balcron Monument State #14-2 SWSW of 2, T9S-R17E

Duchesne County, Utah
Balcron Monument State #22-2 SENW of 2, T9S-R17E

Uintah County, Utah

Gentlemen:

Equitable Resources Energy Company, Balcron Oil Division, as
operator of the wells located within the proposed Section 2
waterflood, is required to send a copy of UIC Form I to all owners,
operators and surface owners within a one-half mile radius of the
captioned wells.

Attached are copies of our Application for Injection Well (UIC
Form I). You have an interest in the leases indicated on the
figure 3 plat that is attached to this letter. This letter will
serve as notification of our intentions to use the captioned wells
as injection wells. Both of these proposed injection wells fall
within the proposed Section 2 waterflood boundary. (See Attachment
#3)

Please contact the undersigned if you have any comments or
questions about this notification.

Sincerely,

D. G y a eary, CPL/ESA
Se rL dman

Attachment #3

cc: Bobbie Schuman
Well

EQUITABLER OURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office:(406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings,MT 59102 FAX: (406) 245-1361 O

July 31, 1995

GHP/JH Limited Partnership
C/O GHP Corporation AUG03 1 95
5251 DTC Parkway, Suite #1200
Englewood, CO 80111

D V.OFOIL,GAS N NG

TO WHOM IT MAY CONCERN:

RE: Application for Injection Well (UIC Form I)
Balcron Monument State #14-2 SWSW of 2, T9S-R17E

Duchesne County, Utah
Balcron Monument State #22-2 SENW of 2, T9S-R17E

Uintah County, Utah

Gentlemen:

Equitable Resources Energy Company, Balcron Oil Division, as
operator of the wells located within the proposed Section 2
waterflood, is required to send a copy of UIC Form I to all owners,
operators and surface owners within a one-half mile radius of the
captioned wells.

Attached are copies of our Application for Injection Well (UIC
Form I). You have an interest in the leases indicated on the
figure 3 plat that is attached to this letter. This letter will
serve as notification of our intentions to use the captioned wells
as injection wells. Both of these proposed injection wells fall
within the proposed Section 2 waterflood boundary. (See Attachment
#3)

Please contact the undersigned if you have any comments or
questions about this notification.

Sincerely,

D. G y a eary, CPL/ESA
Se rL dman

Attachment #3

cc: Bobbie Schuman
Well



EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office:(406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361 O

July 31, 1995

State of Utah
Division of State Lands & Forestry
#3, Triad Center, Suite #400
Salt Lake City, Utah 84180-1204

Attention: Mr. Edward W. Bonner ik(y

RE: Application for Injection Well (UIC For
Balcron Monument State #14-2 SWSW of 2, T9S-R17E

Duchesne County, Utah
Balcron Monument State #22-2 SENW of 2, T9S-R17E

Uintah County, Utah

Dear Mr. Bonner:

Equitable Resources Energy Company, Balcron Oil Division, as
operator of the wells situated in Section 2, is required to send a
copy of UIC Form I to all owners, operators and surface owners
within a one-half mile radius of the captioned wells.

Attached are copies of our Application for Injection Well (UIC
Form I). Please allow this letter to serve as notification of our
intentions to use the captioned wells as injection wells. Both of
these proposed injection wells fall within the proposed Section 2
waterflood boundary.

Please contact the undersigned if you have any comments or
questions about this notification.

Sincerely,

D. G ry I eary/ CPL/ESA
S 'or Landman

attachment

cc: Bobbie Schuman
Well

EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office:(406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361 O

July 31, 1995

State of Utah
Division of State Lands & Forestry
#3, Triad Center, Suite #400
Salt Lake City, Utah 84180-1204

Attention: Mr. Edward W. Bonner ik(y

RE: Application for Injection Well (UIC For
Balcron Monument State #14-2 SWSW of 2, T9S-R17E

Duchesne County, Utah
Balcron Monument State #22-2 SENW of 2, T9S-R17E

Uintah County, Utah

Dear Mr. Bonner:

Equitable Resources Energy Company, Balcron Oil Division, as
operator of the wells situated in Section 2, is required to send a
copy of UIC Form I to all owners, operators and surface owners
within a one-half mile radius of the captioned wells.

Attached are copies of our Application for Injection Well (UIC
Form I). Please allow this letter to serve as notification of our
intentions to use the captioned wells as injection wells. Both of
these proposed injection wells fall within the proposed Section 2
waterflood boundary.

Please contact the undersigned if you have any comments or
questions about this notification.

Sincerely,

D. G ry I eary/ CPL/ESA
S 'or Landman

attachment

cc: Bobbie Schuman
Well



EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office:(406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings,MT 59102 FAX: (406) 245-1361 O

July 31, 1995

Fred W. Blackmun
8144 Walnut Hill Lane, #650
Dallas, TX 75231

Attention: Mr. Fred W. Blackmun

RE: Application for Injection Well (UIC Form I)
Balcron Monument State #14-2 SWSW of 2, T9S-R17E

Duchesne County, Utah
Balcron Monument State #22-2 SENW of 2, T9S-R17E

Uintah County, Utah

Dear Mr. Blackmun

Equitable Resources Energy Company, Balcron Oil Division, as
operator of the wells located within the proposed Section 2
waterflood, is required to send a copy of UIC Form I to all owners,
operators and surface owners within a one-half mile radius of the
captioned wells.

Attached are copies of our Application for Injection Well (UIC
Form I). You have an interest in the leases indicated on the
figure 3 plat that is attached to this letter. This letter will
serve as notification of our intentions to use the captioned wells
as injection wells. Both of these proposed injection wells fall
within the proposed Section 2 waterflood boundary. (See Attachment
#3)

Please contact the undersigned if you have any comments or
questions about this notification.

Sincerely,

D r b CPL/ESA
Senior andman

Attachment #3

cc: Bobbie Schuman
Well

EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office:(406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings,MT 59102 FAX: (406) 245-1361 O

July 31, 1995

Fred W. Blackmun
8144 Walnut Hill Lane, #650
Dallas, TX 75231

Attention: Mr. Fred W. Blackmun

RE: Application for Injection Well (UIC Form I)
Balcron Monument State #14-2 SWSW of 2, T9S-R17E

Duchesne County, Utah
Balcron Monument State #22-2 SENW of 2, T9S-R17E

Uintah County, Utah

Dear Mr. Blackmun

Equitable Resources Energy Company, Balcron Oil Division, as
operator of the wells located within the proposed Section 2
waterflood, is required to send a copy of UIC Form I to all owners,
operators and surface owners within a one-half mile radius of the
captioned wells.

Attached are copies of our Application for Injection Well (UIC
Form I). You have an interest in the leases indicated on the
figure 3 plat that is attached to this letter. This letter will
serve as notification of our intentions to use the captioned wells
as injection wells. Both of these proposed injection wells fall
within the proposed Section 2 waterflood boundary. (See Attachment
#3)

Please contact the undersigned if you have any comments or
questions about this notification.

Sincerely,

D r b CPL/ESA
Senior andman

Attachment #3

cc: Bobbie Schuman
Well
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EQUITABLERESOURCES
ENERGYCOMPANY
BALCHON OIL DIVISION - ol;¡oo:(400) 250 mo0

August 3, 1995

Mr. Chuck Williams
Underground Injection Control 8WM-DW-UIC

U.S. Environmental Protection Agency
Region 8
999 - 18th Street, Suite 500
Denver, CO 80202-2466

Dear Mr. Williams:

As you requested, enclosed is a list of notifications sent
to people about our Section 2 waterflood along with copies
of the actual letters sent.

Sincerely,

Bobbie Schuman
Regulatory and

Environmental Specialist

/hs

Enclosures

cc: Utah Division of Oil, Gas and Mining Dn
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EQUITABLERESOURCES
ENERGYCOMPANY
BALCHON OIL DIVISION - ol;¡oo:(400) 250 mo0

August 3, 1995

Mr. Chuck Williams
Underground Injection Control 8WM-DW-UIC

U.S. Environmental Protection Agency
Region 8
999 - 18th Street, Suite 500
Denver, CO 80202-2466

Dear Mr. Williams:

As you requested, enclosed is a list of notifications sent
to people about our Section 2 waterflood along with copies
of the actual letters sent.

Sincerely,

Bobbie Schuman
Regulatory and

Environmental Specialist

/hs

Enclosures

cc: Utah Division of Oil, Gas and Mining Dn



EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office:(406) 259-7860

1601 LewisAvenue FAX: (406) 245-1365

Billings, MT59102 FAX: (406) 245-1361

July 28, 1995

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas and Mining
355 West North Temple
Salt Lake City, UT 84180

Dear Mr. Jarvis:

Enclosed is the Affidavit of mailing notice regarding our
Section 2 Waterflood to all operators, owners, and surface
owners within a one-half mile radius.

Sincerely,

Bobbie Schuman
Regulatory and

Environmental Specialist

/hs

EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office:(406) 259-7860

1601 LewisAvenue FAX: (406) 245-1365

Billings, MT59102 FAX: (406) 245-1361

July 28, 1995

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas and Mining

355 West North Temple
Salt Lake City, UT 84180

Dear Mr. Jarvis:

Enclosed is the Affidavit of mailing notice regarding our
Section 2 Waterflood to all operators, owners, and surface
owners within a one-half mile radius.

Sincerely,

Bobbie Schuman
Regulatory and

Environmental Specialist

/hs



Equitable Resources Energy Company 8-3-95
Balcron Oil Division

Proposed State Section-2 Waterflood

Contacting Of Lease Operators

Company Contact Person Title

1) Bureau Of Land Managment Robert Henricks Chief, Bureau Of Fluid Minerals

2) State Of Utah Edward Bonner Trust Lands Administrator
Division Of State Lands

& Forestry

3) Apache Corporation Mike Fitzgerald Landman

4) Medallion Production Company Paul Braun Landman

5) Yates Petroleum Corporation Kathy Porter Director Of Land

6) Ensearch Exploration Jerry Anderson District Landman

7) Snyder Oil Corporation Norma Amari Landwomen

8) G.W.M. McDonald Mike McDonald Independent owner

9) F.W. Blackmun Fred W. Blackmun Independent owner

10 Cochrane Resources Inc. Ken Allen Independent owner

11 Petrex Corporation Scott Hays Consultant

12 GHP/JH Limited Partnership To Whom It May Concern

The above listed companies/operators/landowners have been notified of the State Section-2

Waterflood as per the request of the Utah
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Exhibit - A
Area of Review Well List

State Section-2 Waterflood

Well Name Operator Location

Wells In Project Area

Balcron State #12-2 Balcron SW NW Sec.2,T9S,R17E
Balcron State #13-2 Balcron NW SW Sec.2,T9S,R17E
Balcron State #14-2 Balcron SW SW Sec.2,T9S,R17E
Balcron State #22-2 Balcron SE NW Sec.2,T9S,R17E
Balcron State #23-2 (WSW) Balcron NE SW Sec.2,T9S,R17E

Balcron State #24-2 Balcron SE SW Sec.2,T9S,R17E

NGC #33-2H (P&A) Natural Gas Corp. NW SE Sec.2,T9S,R17E

Monument Butte Fed. #1-3 Ensearch Expl. Co. NW SW Sec.3,T9S,R17E
Monument Butte Fed. #2-3 Ensearch Expl. Co. SE NW Sec.3,T9S,R17E
Balcron Federal #24-3Y Balcron SE SW Sec.3,T9S,R17E
Balcron Federal #22-10Y Balcron SE NW Sec.10,T9S,R17E

Duncan Federal #1-10 Cotton Petroleum SE NE Sec.10,T9S,R17E

Wells Outside Project Area And Inside Area Of Review

Balcron Federal #44-4Y Balcron SE SE Sec.4,T9S,R17E

Castle Draw #2-J-10 Union Oil of Ca. NW SE Sec.10,T9S,R17E

Wells Outside Area Of Review With Data Provided For Additional Information.

County Line Fedral #1-35 Ensearch Expl. Co. SE NW Sec.35,TBS,R17E

County Line Fedral #2-35 Ensearch Expl. Co. NW SE Sec.35,TBS,R17E

State #1 (P&A) Sun Oil Co. NW SW Sec.36,T8S,R17E

Castle Draw #3N10 & #3N10X Union Oil of Ca. SE SW Sec.10,T9S,R17E
Castle Draw #1 Union Oil of Ca. SE SE Sec.10,T9S,R17E

Note: It is proposed to initially convert the Balcron State #14-2
and #22-2 to water injection. The Balcron State #23-2 was dry
holed in the Green River Formation, plugged back and perforated
for a water supply

(Iþ (IP
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and #22-2 to water injection. The Balcron State #23-2 was dry
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Equitable Resources Energy Company
Scale 1:24000 Balcron Oil Division

Figure #1
Area Of Review Map
Section-2 Waterflood

7-18-95



EQUlTABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office: (406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O

Billings, MT 59102 FAX: (406) 245·1361 O

AFFIDAVIT

COUNTY OF YELLOWSTONE )

STATE OF MONTANA )

D. Gary Kabeary, Senior Landman for Equitable Resources Energy

Company, Balcron Oil Division, being first duly sworn on oath,
deposes and says that on the 28th day of July 1995, he did cause to
be mailed to all operators, owners and surface owners within a one-

half mile radius of the proposed injection wells listed below, a
copy of the State Application for Injection Well (UIC Form 1).

Balcron Monument State #14-2 SWSW of 2, T9S-R17E

Duchesne County, Utah
Balcron Monument State #22-2 SENW of 2, T9S-R17E

Uintah County, Utah

Further affiant saith not.

D. Gar ar

Subscribed and sworn to before me on this day of
, 1995.

My Commission Expires: , za"
Loreen Morris

April 21, 1999 Residing in Billings, MT 59102

SE A
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STATEOF UTAH .

OfVISION OF OIL, GASAND HININ

APPLICATIONFOR IN3ECTION HELL - ulc FORH I

Equitable Resources Energy Company,
OPERATOR Balcron Oil Division
ADDRE5S 1601 Lewis Avenue

Billings, MT59102

Hell nameand number: Balcron Monument State #22-2

Field or Unit name: Undesignated Field Lease no. ML-45555

Hell location: QQ SF SH section JL_ township _RS range 17Ecounty lintah

Is this application for expansion of an existing project? . . Yes El No 00

Hill the proposed well be used for: Enhanced Recovery? . . Yes 00 No El
Disposall . . . . . . Yes El No 56
Storage! . . . . . . . Yes E3 No 99

Is this application for a new well to be drilled? . . . . . . Yes EJ No 90

If this application is for an existing well,
has a casing test been performed on the well? . . . . . . Yes E3 No 00
Date of test:
API number: 43-047-3?610 °

.

Proposed injection interval: from .4,881' to 5,242'

Proposed maximuminjection: rate 300 STBWPD pressure 2600 psig

Proposed injection zone contains Ei oil, E3 gas, and/or EJ fresh water within
mile of the well.

IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: EPA UIC Form 4 with attachments

I certify that this report is true and complete to the best of my knowledge.

Name Bobbie Schuman Signat a Ltcut 10.)

Ti tl e >gulatory A Fnviromental Specialist Date 4, / f'73
Phone No. (Ann ) 259-7R60 .

(State use only)
Application approved by Title
Approval Date

Comments:

STATEOF UTAH .

OfVISION OF OIL, GASAND HININ

APPLICATIONFOR IN3ECTION HELL - ulc FORH I

Equitable Resources Energy Company,
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Billings, MT59102
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Is this application for expansion of an existing project? . . Yes El No 00

Hill the proposed well be used for: Enhanced Recovery? . . Yes 00 No El
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If this application is for an existing well,
has a casing test been performed on the well? . . . . . . Yes E3 No 00
Date of test:
API number: 43-047-3?610 °

.

Proposed injection interval: from .4,881' to 5,242'

Proposed maximuminjection: rate 300 STBWPD pressure 2600 psig

Proposed injection zone contains Ei oil, E3 gas, and/or EJ fresh water within
mile of the well.

IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: EPA UIC Form 4 with attachments

I certify that this report is true and complete to the best of my knowledge.

Name Bobbie Schuman Signat a Ltcut 10.)

Ti tl e >gulatory A Fnviromental Specialist Date 4, / f'73
Phone No. (Ann ) 259-7R60 .

(State use only)
Application approved by Title
Approval Date

Comments:



-re-r Små s a.\e.m Ae.gov.cc.e-> Cor .
14-;. .c.

Go*•

of.su ' hy <..he.
a.gay, y e.s ,

e.ggg. so"/.

.>.

I

.

- e

34 . 35 36
Ensers.E
\oo*I*

-1 60

caseer.h
.

°"" Stoke.. of Uta.h

U SA .

w•a U - kootta lAt. - ++3oG '

$444 \©0 as ELAG-t-- \oo'/*
. .

%>-r 9.9,26-- NO '"

ove GwAs she.9 Go"/-
oy<.,4

v-an.s2. 3 2 "" 1
Guiber o \ too*/•

\) - ‡‡oo‡ U -foSSG1

9-fø†'91
.

AL- 44556 U- t.4goto

GAG.<-- go*/o Vehre.s 9.Agc.. So /• £9,ac. Go*/• pe

14.Aes go"/•
Go'f• ,Aeg goo/* iaAe.s so-/•

gg to
\oo

Ac.0 «Q

v-< "''° 10 ~"°
¯'°"'°

,11

~"" 12
MeAo.ition too#/• Me.do,.uion too•/o

sí

0-1042.\ .. . .....

U--Isn‡ U-'5916

ERECBALCRONOILDMSl0N
rigure #a

• -- - -

Á Scale 1:26000.

Surface Anc1 Lease Ownership T

DuchesneCounly,Utah
.

" ' " " "

on mum 1/20/95

.. sul, ::2m
'lloke. Sechons 2 * 3Co Staka. og

.

uta.k
Ker osinin §ecktong -

-re-r Små s a.\e.m Ae.gov.cc.e-> Cor .
14-;. .c.

Go*•

of.su ' hy <..he.
a.gay, y e.s ,

e.ggg. so"/.

.>.

I

.

- e

34 . 35 36
Ensers.E
\oo*I*

-1 60

caseer.h
.

°"" Stoke.. of Uta.h

U SA .

w•a U - kootta lAt. - ++3oG '

$444 \©0 as ELAG-t-- \oo'/*
. .

%>-r 9.9,26-- NO '"

ove GwAs she.9 Go"/-
oy<.,4

v-an.s2. 3 2 "" 1
Guiber o \ too*/•

\) - ‡‡oo‡ U -foSSG1

9-fø†'91
.

AL- 44556 U- t.4goto

GAG.<-- go*/o Vehre.s 9.Agc.. So /• £9,ac. Go*/• pe

14.Aes go"/•
Go'f• ,Aeg goo/* iaAe.s so-/•

gg to
\oo

Ac.0 «Q

v-< "''° 10 ~"°
¯'°"'°

,11

~"" 12
MeAo.ition too#/• Me.do,.uion too•/o

sí

0-1042.\ .. . .....

U--Isn‡ U-'5916

ERECBALCRONOILDMSl0N
rigure #a

• -- - -

Á Scale 1:26000.

Surface Anc1 Lease Ownership T

DuchesneCounly,Utah
.

" ' " " "

on mum 1/20/95

.. sul, ::2m
'lloke. Sechons 2 * 3Co Staka. og

.

uta.k
Ker osinin §ecktong -



EQUlTABLEOURCES
ENERGYCOMPANY
BALCRON 01L DIVISION Office:(406) 259-7860

1601 LewisAvenue FAX: (406) 245-1365 O
Billings,MT 59102 FAX: (406) 245-1361 O

July 27, 1995

Bureau of Land Managment
P.O. Box45155
324 South State Street, Suite 301
Salt Lake City, UT 84145 - 0155

Attention: Mr. Robert A. Henricks
Chief, Bureau of Fluid Minerals

Re: Applicationfor InjectionWells (U1CForm 1)

Dear Mr.Henricks:

Equitable Resources Energy Company, Balcron Oil Division, as operator of the wells located withinthe
proposed Section 2 waterflood, is required to send a copy of U1CForm 1 to all operators, owners and
surface owners withina one-half mile radius oftheproposed injectionwells.

Attached is a copy of ourApplicationfor InjectionWell (UICForm 1). The Utah Bureau of Land
Management has an interest in the leases indicated on thefigure 3 plat thatis attachedtothisletter. This
letter willserve as notlficationof our intentions touse theBalcron MonumentState #14-2 and the Balcron
Monument State #22-2 wells as injectionwells withintheconfines of the proposed Section 2 Waterflood.

Please contact the undersigned ifyou have any comments or questions about the notification.

ce

D. Gary Kabeary, CPL/ESA
Senior Landman

Attachment (See figure 3)

cc: Bobbie Schuman
Proposed Section 2 Waterflood
Well

EQUlTABLEOURCES
ENERGYCOMPANY
BALCRON 01L DIVISION Office:(406) 259-7860

1601 LewisAvenue FAX: (406) 245-1365 O
Billings,MT 59102 FAX: (406) 245-1361 O

July 27, 1995

Bureau of Land Managment
P.O. Box45155
324 South State Street, Suite 301
Salt Lake City, UT 84145 - 0155

Attention: Mr. Robert A. Henricks
Chief, Bureau of Fluid Minerals

Re: Applicationfor InjectionWells (U1CForm 1)

Dear Mr.Henricks:

Equitable Resources Energy Company, Balcron Oil Division, as operator of the wells located withinthe
proposed Section 2 waterflood, is required to send a copy of U1CForm 1 to all operators, owners and
surface owners withina one-half mile radius oftheproposed injectionwells.

Attached is a copy of ourApplicationfor InjectionWell (UICForm 1). The Utah Bureau of Land
Management has an interest in the leases indicated on thefigure 3 plat thatis attachedtothisletter. This
letter willserve as notlficationof our intentions touse theBalcron MonumentState #14-2 and the Balcron
Monument State #22-2 wells as injectionwells withintheconfines of the proposed Section 2 Waterflood.

Please contact the undersigned ifyou have any comments or questions about the notification.

ce

D. Gary Kabeary, CPL/ESA
Senior Landman

Attachment (See figure 3)

cc: Bobbie Schuman
Proposed Section 2 Waterflood
Well



EQUITABLERE URCES
ENERGYCOMPANY
BALCRONOIL DIVISION Office: (406) 259-7860

.

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT59102 FAX: (406) 245·1361 0

July 27, 1995

Apache Corporation
1700 Lincoln,Suite 3600
Denver, CO 80202-5346

Attention: MikeFitzgerald
Land Department

Re: Applicationfor InjectionWells (UICForm 1)

Dear Mr.Fitzgerald:

Equitable Resources Energy Company, Balcron OilDivision,as operator of the wells located withinthe
proposed Section 2 waterflood, is required to send a copy of UICForm 1 to all operators, owners and
surface owners withina one-half mile radius of the proposed injectionwells.

Attached is a copy of our Application for InjectionWell (UIC Form 1). Apache Corporation

has an interest in the leases indicated on the figure 3 plat that is attached to this letter. This letter will
serve as notificationof our intentions to use the Balcron MonumentState #14-2 and the Balcron
Monument State #22-2 wells as injectionwells withinthe confines of the proposed Section 2 Waterflood.

Please contact theundersignedifyou have any comments or questions about the notification.

Sincerely,

D. Gary Kab ary, CPLIESA
Senior Landman

Attachment (See figure 3)

cc: Bobbie Schuman
- Proposed Section 2 Waterflood

Well

EQUITABLERE URCES
ENERGYCOMPANY
BALCRONOIL DIVISION Office: (406) 259-7860

.

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT59102 FAX: (406) 245·1361 0

July 27, 1995

Apache Corporation
1700 Lincoln,Suite 3600
Denver, CO 80202-5346

Attention: MikeFitzgerald
Land Department

Re: Applicationfor InjectionWells (UICForm 1)

Dear Mr.Fitzgerald:

Equitable Resources Energy Company, Balcron OilDivision,as operator of the wells located withinthe
proposed Section 2 waterflood, is required to send a copy of UICForm 1 to all operators, owners and
surface owners withina one-half mile radius of the proposed injectionwells.

Attached is a copy of our Application for InjectionWell (UIC Form 1). Apache Corporation

has an interest in the leases indicated on the figure 3 plat that is attached to this letter. This letter will
serve as notificationof our intentions to use the Balcron MonumentState #14-2 and the Balcron
Monument State #22-2 wells as injectionwells withinthe confines of the proposed Section 2 Waterflood.

Please contact theundersignedifyou have any comments or questions about the notification.

Sincerely,

D. Gary Kab ary, CPLIESA
Senior Landman

Attachment (See figure 3)

cc: Bobbie Schuman
- Proposed Section 2 Waterflood

Well



e e
EQUlTABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office:(406) 259•7860

1601 LewisAvenue FAX: (406) 245-1365 O
Billings,MT59102 FAX: (406) 245-1361 0

July 27, 1995

MedallionProduction Company
7130 South LewisAvenue, Suite 700
Tulsa, OK 74136

Attention: Mr.Paul Braun
I

Re: Application for Injection Wells (UICForm 1)

Dear Mr.Braun: ·

Equitable Resources Energy Company, Balcron OilDivision,as operator of the wells located withinthe
proposed Section 2 waterflood, is required to send a copy of UIC Form 1 to all operators, owners and
surfaceowners withina one-half mile radius of the proposed injectionwells.

Attached is a copy of our Applicationfor InjectionWell (UlC Form 1). MedallionProduction Company
has an interest in the leases indicated on thefigure 3 plat thatis attached to thisletter. This letter will
serve as notificationofour intentions to use theBalcron Monument State #14-2 and the Balcron
Monument State #22-2 wellsas injectionwells withinthe confines of the proposed Section 2 Waterflood.

Please contact the undersigned ifyou have any comments or questions about the notification.

Sincerely,

D. Gary Kab ry, CPLIESA
Senior Landman

Attachment (See figure 3)

cc: Bobbie Schuman
Proposed Section 2 Waterflood
Well

e e
EQUlTABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office:(406) 259•7860

1601 LewisAvenue FAX: (406) 245-1365 O
Billings,MT59102 FAX: (406) 245-1361 0

July 27, 1995

MedallionProduction Company
7130 South LewisAvenue, Suite 700
Tulsa, OK 74136

Attention: Mr.Paul Braun
I

Re: Application for Injection Wells (UICForm 1)

Dear Mr.Braun: ·

Equitable Resources Energy Company, Balcron OilDivision,as operator of the wells located withinthe
proposed Section 2 waterflood, is required to send a copy of UIC Form 1 to all operators, owners and
surfaceowners withina one-half mile radius of the proposed injectionwells.

Attached is a copy of our Applicationfor InjectionWell (UlC Form 1). MedallionProduction Company
has an interest in the leases indicated on thefigure 3 plat thatis attached to thisletter. This letter will
serve as notificationofour intentions to use theBalcron Monument State #14-2 and the Balcron
Monument State #22-2 wellsas injectionwells withinthe confines of the proposed Section 2 Waterflood.

Please contact the undersigned ifyou have any comments or questions about the notification.

Sincerely,

D. Gary Kab ry, CPLIESA
Senior Landman

Attachment (See figure 3)

cc: Bobbie Schuman
Proposed Section 2 Waterflood
Well



e e
EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office:(406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings. MT 59102 FAX: (406) 245-1361 O

July 27, 1995

Yates Petroleum Corporation
105 South 4th Street
Artesia, NM 88210

Attention: Ms. Kathy Porter
Director of Land

Re: Applicationfor InjectionWells (UIC Form 1)

Dear Ms. Porter:

Equitable Resources Energy Company, Balcron OilDivision,as operator of thewells located withinthe
proposed Section 2 waterflood,is requiredtosend a copyof UICForm 1 toalloperators, owners and
surfaceownerswithina one-halfmileradiusof theproposed injectionwells.

Attached is a copy of our Applicationfor injectionWell (UICForm 1). Yates Petroleum Corporation, etal
has an interest in the leases indicated on the figure 3 plat that is attached to thisletter. This letter will
serve as notificationof our intentions to use the Balcron MonumentState #14-2 and the Balcron
Monument State #22-2 wells as injectionwells withinthe confines of the proposed Section 2 Waterflood.

Please contact the undersigned ifyou have any comments or questions about the notification.

Sincerely,

D. Báry Ka eary, CPLIESA
Senior Landman .

Attachment (See figure 3)

cc: Bobbie Schuman
Proposed Section 2 Waterflood
Well

e e
EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office:(406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings. MT 59102 FAX: (406) 245-1361 O

July 27, 1995

Yates Petroleum Corporation
105 South 4th Street
Artesia, NM 88210

Attention: Ms. Kathy Porter
Director of Land

Re: Applicationfor InjectionWells (UIC Form 1)

Dear Ms. Porter:

Equitable Resources Energy Company, Balcron OilDivision,as operator of thewells located withinthe
proposed Section 2 waterflood,is requiredtosend a copyof UICForm 1 toalloperators, owners and
surfaceownerswithina one-halfmileradiusof theproposed injectionwells.

Attached is a copy of our Applicationfor injectionWell (UICForm 1). Yates Petroleum Corporation, etal
has an interest in the leases indicated on the figure 3 plat that is attached to thisletter. This letter will
serve as notificationof our intentions to use the Balcron MonumentState #14-2 and the Balcron
Monument State #22-2 wells as injectionwells withinthe confines of the proposed Section 2 Waterflood.

Please contact the undersigned ifyou have any comments or questions about the notification.

Sincerely,

D. Báry Ka eary, CPLIESA
Senior Landman .

Attachment (See figure 3)

cc: Bobbie Schuman
Proposed Section 2 Waterflood
Well



e e
EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office: (406) 259-7860

1601 LewisAvenue FAX: (406) 245-1365 O
Billings,MT 59102 FAX: (406) 245·1361 O

July 27, 1995

Enserch Exploration
6688 No. Central Expressway, Suite 1000
Dallas, TX 75206-3922

Attention: Mr.Jerry Anderson
District Landman

Re: Applicationfor Injection Wells (UIC Form 1)

Dear mr.Anderson:

-Equitable Resources Energy Company, Balcron OilDivision,as operator of the wells located withinthe
proposed Section 2 waterflood,Is required to send a copyof UICForm 1 to all operators, owners and
surface owners withina one-halfmile radius of the proposed injectionwells.

Attached is a copy of our Applicationfor InjectionWell (UIC Form 1). Enserchl Dalen has an interest in
the leases indicated on the figure 3 plat that is attached to this letter. This letter willserve as notificationof
our intentions to use the Balcron Monument State #14-2 and the Balcron Monument State #22-2 wells as
injectionwells withinthe confines of the proposed Section 2 Waterflood.

Please contact the undersignedif you have any comments or questions about the notification.

Sincerely,

D. G Kb , CPLIESA
Senior Landman

Attachment (See figure 3)

cc: Bobbie Schuman
Proposed Section 2 Waterflood
Well file

e e
EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office: (406) 259-7860

1601 LewisAvenue FAX: (406) 245-1365 O
Billings,MT 59102 FAX: (406) 245·1361 O

July 27, 1995

Enserch Exploration
6688 No. Central Expressway, Suite 1000
Dallas, TX 75206-3922

Attention: Mr.Jerry Anderson
District Landman

Re: Applicationfor Injection Wells (UIC Form 1)

Dear mr.Anderson:

-Equitable Resources Energy Company, Balcron OilDivision,as operator of the wells located withinthe
proposed Section 2 waterflood,Is required to send a copyof UICForm 1 to all operators, owners and
surface owners withina one-halfmile radius of the proposed injectionwells.

Attached is a copy of our Applicationfor InjectionWell (UIC Form 1). Enserchl Dalen has an interest in
the leases indicated on the figure 3 plat that is attached to this letter. This letter willserve as notificationof
our intentions to use the Balcron Monument State #14-2 and the Balcron Monument State #22-2 wells as
injectionwells withinthe confines of the proposed Section 2 Waterflood.

Please contact the undersignedif you have any comments or questions about the notification.

Sincerely,

D. G Kb , CPLIESA
Senior Landman

Attachment (See figure 3)

cc: Bobbie Schuman
Proposed Section 2 Waterflood
Well file



e e .

EQUITABLERESOURCES
ENERGYCOMPANY

, BALCRON OIL DIVIS10N Office: (406) 259-7860

1601 LewisAvenue FAX: (406) 245-1365 O
Billings,MT59102 FAX: (406) 245-1361 O

July 27, 1995

Snyder OilCorporation
1625 Broadway, Suite 2200
Denver, CO 80202

Attention: Norma Amari
Land Department

Re: Applicationfor InjectionWells (UICForm 1)

Dear Ms.Amari:

Equitable Resources Energy Company, Balcron OilDivlsion,as operator of thewells located withinthe
proposed Section 2 waterflood, is required to send a copy of UlC Form 1 to all operators, owners and
surface owners withina one-half mile radius of the proposed injectionwells.

Attached is a copy of our Applicationfor InjectionWell (UICForm 1). Snyder OilCorporation
has an interest in the leases indicated on thefigure 3 plat that is attached tothis letter. This letter will
serve as notificationof our intentions to use the Balcron Monument State #14-2 and the Balcron
Monument State #22-2 wells as injectionwells withinthe confines of the proposed Section 2 Waterflood.

Please contacttheundersignedifyou have anycommentsor questions aboutthe notification.

Sincerely,

D. Gary Ka eary, CPL/ESA
Senior Landman

Attachment (See figure 3)

cc: Bobble Schuman
Proposed Section 2 Waterflood
Well

e e .

EQUITABLERESOURCES
ENERGYCOMPANY

, BALCRON OIL DIVIS10N Office: (406) 259-7860

1601 LewisAvenue FAX: (406) 245-1365 O
Billings,MT59102 FAX: (406) 245-1361 O

July 27, 1995

Snyder OilCorporation
1625 Broadway, Suite 2200
Denver, CO 80202

Attention: Norma Amari
Land Department

Re: Applicationfor InjectionWells (UICForm 1)

Dear Ms.Amari:

Equitable Resources Energy Company, Balcron OilDivlsion,as operator of thewells located withinthe
proposed Section 2 waterflood, is required to send a copy of UlC Form 1 to all operators, owners and
surface owners withina one-half mile radius of the proposed injectionwells.

Attached is a copy of our Applicationfor InjectionWell (UICForm 1). Snyder OilCorporation
has an interest in the leases indicated on thefigure 3 plat that is attached tothis letter. This letter will
serve as notificationof our intentions to use the Balcron Monument State #14-2 and the Balcron
Monument State #22-2 wells as injectionwells withinthe confines of the proposed Section 2 Waterflood.

Please contacttheundersignedifyou have anycommentsor questions aboutthe notification.

Sincerely,

D. Gary Ka eary, CPL/ESA
Senior Landman

Attachment (See figure 3)

cc: Bobble Schuman
Proposed Section 2 Waterflood
Well



0 e
EQUITABLERESOURCES
ENERGYCOMPANY
BALCHON OIL DIVISION Office: (406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT59102 FAX: (406) 245-1361 O

July 31 1995

Petrex Corporation
165 South West Temple, Suite 300
Salt Lake City, UT 84101

Attn: D. Scott Hays

RE: Application for Injection Well (UIC Form 1)
Balcron Monument State #14-2 SWSW of 2, T9S-R17E

Duchesne County, Utah
Balcron Monument State #22-2 SENW of 2, T9S-R17E

Uintah County, Utah

Dear Mr. Hays:

Equitable Resources Energy Company, Balcron Oil Division, as
operator of the wells located within the proposed Section 2

waterflood, is required to send a copy of UIC Form 1 to all
operators, owners and surface owners within a one-half mile radius
of the captioned wells.

Attached are copies of our Application for Injection Well (UIC Form

1). Petrex Corporation has an interest in the leases indicated on
the figure 3 plat that is attached to this letter. This letter
will serve as notification of our intentions to use the captioned
wells as injection wells within the proposed Section 2 waterflood
boundary. (See Attachment 3).

Please contact the undersigned if you have any comments or
questions about this notification.

Sincerely,

D ab CPL/ESA
Senior andman

attachment

cc: Bobbie Schumam
Well

0 e
EQUITABLERESOURCES
ENERGYCOMPANY
BALCHON OIL DIVISION Office: (406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT59102 FAX: (406) 245-1361 O

July 31 1995

Petrex Corporation
165 South West Temple, Suite 300
Salt Lake City, UT 84101

Attn: D. Scott Hays

RE: Application for Injection Well (UIC Form 1)
Balcron Monument State #14-2 SWSW of 2, T9S-R17E

Duchesne County, Utah
Balcron Monument State #22-2 SENW of 2, T9S-R17E

Uintah County, Utah

Dear Mr. Hays:

Equitable Resources Energy Company, Balcron Oil Division, as
operator of the wells located within the proposed Section 2

waterflood, is required to send a copy of UIC Form 1 to all
operators, owners and surface owners within a one-half mile radius
of the captioned wells.

Attached are copies of our Application for Injection Well (UIC Form

1). Petrex Corporation has an interest in the leases indicated on
the figure 3 plat that is attached to this letter. This letter
will serve as notification of our intentions to use the captioned
wells as injection wells within the proposed Section 2 waterflood
boundary. (See Attachment 3).

Please contact the undersigned if you have any comments or
questions about this notification.

Sincerely,

D ab CPL/ESA
Senior andman

attachment

cc: Bobbie Schumam
Well



. EQUITABLERE URCES
ENERGYCOMPANY
BALCRONOIL DIVISION office:(406) 259-7860

1601 Lewis Avenue FAX: (406) 245·1365 O
Billings, MT 59102 FAX: (406) 245-1361 O

July 31, 1995

G. W. Mike McDonald
528 Fair Foundation Building
Tyler, TX 75702

Attn: G. W. Mike McDonald

RE: Application for Injection Well (UIC Form 1)
Balcron Monument State #14-2 SWSW of 2, T9S-R17E

Duchesne County, Utah
Balcron Monument State #22-2 SENW of 2, T9S-R17E

Uintah County, Utah

Dear Mr. McDonald

Equitable Resources Energy Company, Balcron Oil Division, as
operator of the wells located within the proposed Section 2
waterflood, is required to send a copy of UIC Form 1 to all
operators, owners and surface owners within a one-half mile radius
of the captioned wells.

Attached are copies of our Application for Injection Well (UIC Form
1). You have an interest in the leases indicated on the figure 3
plat that is attached to this letter. This letter will serve as
notification of our intentions to use the captioned well as
injection wells within the proposed Section 2 waterflood boundary.
(See Attachment 3).

Please contact the undersigned if you have any comments or
questions about this notification.

Sincerely,

D. beary, CPL/ESA
Se r Landman

attachment

cc: Bobbie Schtmian
Well

.

EQUITABLERE URCES
ENERGYCOMPANY
BALCRONOIL DIVISION office:(406) 259-7860

1601 Lewis Avenue FAX: (406) 245·1365 O
Billings, MT 59102 FAX: (406) 245-1361 O

July 31, 1995

G. W. Mike McDonald
528 Fair Foundation Building
Tyler, TX 75702

Attn: G. W. Mike McDonald

RE: Application for Injection Well (UIC Form 1)
Balcron Monument State #14-2 SWSW of 2, T9S-R17E

Duchesne County, Utah
Balcron Monument State #22-2 SENW of 2, T9S-R17E

Uintah County, Utah

Dear Mr. McDonald

Equitable Resources Energy Company, Balcron Oil Division, as
operator of the wells located within the proposed Section 2
waterflood, is required to send a copy of UIC Form 1 to all
operators, owners and surface owners within a one-half mile radius
of the captioned wells.

Attached are copies of our Application for Injection Well (UIC Form
1). You have an interest in the leases indicated on the figure 3
plat that is attached to this letter. This letter will serve as
notification of our intentions to use the captioned well as
injection wells within the proposed Section 2 waterflood boundary.
(See Attachment 3).

Please contact the undersigned if you have any comments or
questions about this notification.

Sincerely,

D. beary, CPL/ESA
Se r Landman

attachment

cc: Bobbie Schtmian
Well



EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office: (406) 259-7860

1601 LewisAvenue FAX: (406) 245-1365

Billings, MT 59102 FAX: (406) 245-1361

July 31, 1995

Cochrane Resources Inc.
P.O. Box 1656
Roosevelt, Utah 84066

Attn: Mr. Ken Allen

RE: Application for Injection Well (UIC Form 1)
Balcron Monument State #14-2 SWSW of 2, T9S-R17E
Duchesne County, Utah
Balcron Monument State #22-2 SENW of 2, T9S-R17E
Uintah County, Utah

Dear Mr. Allen

Equitable Resources Energy Company, Balcron Oil Division, as
operator of the wells located within the proposed Section 2
waterflood, is required to send a copy of UIC Form 1 to all
operators, owners and surface owners within a one-half mile radius
of the captioned wells.

Attached are copies of our Application for Injection Well (UIC Form
1). Cochrane Resources Inc has an interest in the leases indicated
on the figure 3 plat that is attached to this letter. This letter
will serve as notification of our intentions to use the captioned
wells as injection wells within the proposed Section 2 waterflood
boundary. (See Attachment 3).

Please contact the undersigned if you have any comments or
questions about this notification.

Sincerely,

D. a y eary, CPL/ESA
Se i r Landman

attachment

cc: Bubo Schuman
Well

EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office: (406) 259-7860

1601 LewisAvenue FAX: (406) 245-1365

Billings, MT 59102 FAX: (406) 245-1361

July 31, 1995

Cochrane Resources Inc.
P.O. Box 1656
Roosevelt, Utah 84066

Attn: Mr. Ken Allen

RE: Application for Injection Well (UIC Form 1)
Balcron Monument State #14-2 SWSW of 2, T9S-R17E
Duchesne County, Utah
Balcron Monument State #22-2 SENW of 2, T9S-R17E
Uintah County, Utah

Dear Mr. Allen

Equitable Resources Energy Company, Balcron Oil Division, as
operator of the wells located within the proposed Section 2
waterflood, is required to send a copy of UIC Form 1 to all
operators, owners and surface owners within a one-half mile radius
of the captioned wells.

Attached are copies of our Application for Injection Well (UIC Form
1). Cochrane Resources Inc has an interest in the leases indicated
on the figure 3 plat that is attached to this letter. This letter
will serve as notification of our intentions to use the captioned
wells as injection wells within the proposed Section 2 waterflood
boundary. (See Attachment 3).

Please contact the undersigned if you have any comments or
questions about this notification.

Sincerely,

D. a y eary, CPL/ESA
Se i r Landman

attachment

cc: Bubo Schuman
Well



EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office: (406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361 $

August 1, 1995

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas and Mining

355 West North Temple
Salt Lake City, UT 84180

Dear Mr . Jarvis :

Enclosed are three additional letters which are covered by

the Affidavit of mailing notice which was sent to you last

week regarding our Section 2 Waterflood.

Sincerely,

Bobbie Schuman
Regulatory and

Environmental Specialist

/hs

EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office: (406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361 $

August 1, 1995

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas and Mining

355 West North Temple
Salt Lake City, UT 84180

Dear Mr . Jarvis :

Enclosed are three additional letters which are covered by

the Affidavit of mailing notice which was sent to you last

week regarding our Section 2 Waterflood.

Sincerely,

Bobbie Schuman
Regulatory and

Environmental Specialist

/hs



EQUITABLE URCES
ENERGYCOMPANY
BALCRONOIL DIVISION Office:(406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings,MT 59102 FAX: (406) 245-1361 O

July 31, 1995

GHP/JH Limited Partnership
C/O GHP Corporation
5251 DTC Parkway, Suite #1200
Englewood, CO 80111

TO WHOM IT MAY CONCERN:

RE: Application for Injection Well (UIC Form I)
Balcron Monument State #14-2 SWSW of 2, T9S-R17E

Duchesne County, Utah
Balcron Monument State #22-2 SENW of 2, T9S-R17E

Uintah County, Utah

Gentlemen:

Equitable Resources Energy Company, Balcron Oil Division, as
operator of the wells located within the proposed Section 2
waterflood, is required to send a copy of UIC Form I to all owners,
operators and surface owners within a one-half mile radius of the
captioned wells.

Attached are copies of our Application for Injection Well (UIC
Form I). You have an interest in the leases indicated on the
figure 3 plat that is attached to this letter. This letter will
serve as notification of our intentions to use the captioned wells
as injection wells. Both of these proposed injection wells fall
within the proposed Section 2 waterflood boundary. (See Attachment

#3)

Please contact the undersigned if you have any comments or
questions about this notification.

Sincerely,

D. G a eary, CPL/ESA
Se rL dman

Attachment #3

cc: Bobbie Schuman
Well
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Englewood, CO 80111

TO WHOM IT MAY CONCERN:
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Duchesne County, Utah
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Gentlemen:
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operators and surface owners within a one-half mile radius of the
captioned wells.

Attached are copies of our Application for Injection Well (UIC
Form I). You have an interest in the leases indicated on the
figure 3 plat that is attached to this letter. This letter will
serve as notification of our intentions to use the captioned wells
as injection wells. Both of these proposed injection wells fall
within the proposed Section 2 waterflood boundary. (See Attachment

#3)

Please contact the undersigned if you have any comments or
questions about this notification.

Sincerely,

D. G a eary, CPL/ESA
Se rL dman

Attachment #3

cc: Bobbie Schuman
Well



EQUITABLERE URCES
ENERGYCOMPANY
BALCRON OIL DIVIS10N Office:(406) 259-7860

1601 LewisAvenue FAX: (406) 245-1365 O

Billings,MT59102 FAX: (406) 245-1361 O

July 31, 1995

State of Utah
Division of State Lands & Forestry
#3, Triad Center, Suite #400
Salt Lake City, Utah 84180-1204

Attention: Mr. Edward W..Bonner

RE: Application for Injection Well (UIC Form I)
Balcron Monument State #14-2 SWSW of 2, T9S-R17E

Duchesne County, Utah
Balcron Monument State #22-2 SENW of 2, T9S-R17E

Uintah County, Utah

Dear Mr. Bonner:

Equitable Resources Energy Company, Balcron Oil Division, as
operator of the wells situated in Section 2, is required to send a
copy of UIC Form I to all owners, operators and surface owners
within a one-half mile radius of the captioned wells.

Attached are copies of our Application for Injection Well (UIC

Form I). Please allow this letter to serve as notification of our
intentions to use the captioned wells as injection wells. Both of
these proposed injection wells fall within the proposed Section 2
waterflood boundary.

Please contact the undersigned if you have any comments or
questions about this notification.

Sincerely,

D. G ry I eary/ CPL/ESA
S 'or Landman

attachment

cc: Bobbie Schuman
Well
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State of Utah
Division of State Lands & Forestry
#3, Triad Center, Suite #400
Salt Lake City, Utah 84180-1204

Attention: Mr. Edward W..Bonner

RE: Application for Injection Well (UIC Form I)
Balcron Monument State #14-2 SWSW of 2, T9S-R17E

Duchesne County, Utah
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Uintah County, Utah
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intentions to use the captioned wells as injection wells. Both of
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EQUITABLERE URCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office:(406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT59102 FAX: (406) 245-1361 O

July 31, 1995

Fred W. Blackmun
8144 Walnut Hill Lane, #650
Dallas, TX 75231

Attention: Mr. Fred W. Blackmun

RE: Application for Injection Well (UIC Form I)
Balcron Monument State #14-2 SWSW of 2, T9S-R17E

Duchesne County, Utah
Balcron Monument State #22-2 SENW of 2, T9S-R17E

Uintah County, Utah

Dear Mr. Blackmun

Equitable Resources Energy Company, Balcron Oil Division, as
operator of the wells located within the proposed section 2

waterflood, is required to send a copy of UIC Form I to all owners,
operators and surface owners within a one-half mile radius of the
captioned wells.

Attached are copies of our Application for Injection Well (UIC
Form I). You have an interest in the leases indicated on the
figure 3 plat that is attached to this letter. This letter will
serve as notification of our intentions to use the captioned wells
as injection wells. Both of these proposed injection wells fall
within the proposed Section 2 waterflood boundary. (See Attachment
#3)

Please contact the undersigned if you have any comments or
questions about this notification.

Sincerely,

D. r beary, CPL/ESA
Senior andman

Attachment #3

cc: Bobbie schuman
Well
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Balcron Monument State #22-2 SENW of 2, T9S-R17E

Uintah County, Utah

Dear Mr. Blackmun

Equitable Resources Energy Company, Balcron Oil Division, as
operator of the wells located within the proposed section 2

waterflood, is required to send a copy of UIC Form I to all owners,
operators and surface owners within a one-half mile radius of the
captioned wells.

Attached are copies of our Application for Injection Well (UIC
Form I). You have an interest in the leases indicated on the
figure 3 plat that is attached to this letter. This letter will
serve as notification of our intentions to use the captioned wells
as injection wells. Both of these proposed injection wells fall
within the proposed Section 2 waterflood boundary. (See Attachment
#3)

Please contact the undersigned if you have any comments or
questions about this notification.

Sincerely,

D. r beary, CPL/ESA
Senior andman

Attachment #3

cc: Bobbie schuman
Well
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BEFORE THE DIVISIONOF OIL, GAS AND MINING

DEPARTMENT OF NATURALRESOURCES
STATE OF UTAH

---ooOoo---

IN THE MATTEROF THE APPLICATION
OF EQUITABLE RESOURCES ENERGY NOTICE OF AGENCY ACTION
COMPANY FOR ADMINISTRATIVE
APPROVAL OF THE MONUMENT CAUSE NO. UIC-163
STATE 22-2 AND 14-2 WELLS LOCATED :

IN SECTION2, TOWNSHIP 9 SOUTH,
RANGE 17 EAST, S.L.M., DUCHESNE
AND UINTAHCOUNTY, UTAH,AS
CLASS II INJECTION WELLS

---ooOoo---

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.

Notice is hereby given that the Divisionis commencing an informal adjudicative
proceeding to consider the application of Equitable Resources Energy Company for
administrative approval of the Monument State 22-2 and 14-2 wells, located in Section 2,
Township 9 South, Range 17 East, Duchesne and Uintah County, Utah, for conversion to
Class 11injection wells. The proceeding will be conducted in accordance with Utah Admin.
R.649-10, Administrative Procedures.

The interval from 4756 feet to 5242 feet (Green River Formation) willbe selectively
perforated for water injection. The maximum requested injection pressure will be limited to
2560 psig with a maximum rate of 300 BWPD.

Any person desiring to object to the application or otherwise intervene in the
proceeding, must file a written protest or notice of intervention with the Division within fifteen
days following publication of this notice. If such a protest or notice of intervention is
received, a hearing willbe scheduled before the Board of Oil, Gas and Mining. Protestants
and/or intervenors should be prepared to demonstrate at the hearing how this matter affects
their interests.

DATED this 9th day of August, 1995.

STATE OF UTAH
DIVISIONOF OIL S MINING

R.J. irt \

Associate Director

. O O
BEFORE THE DIVISIONOF OIL, GAS AND MINING

DEPARTMENT OF NATURALRESOURCES
STATE OF UTAH

---ooOoo---

IN THE MATTEROF THE APPLICATION
OF EQUITABLE RESOURCES ENERGY NOTICE OF AGENCY ACTION
COMPANY FOR ADMINISTRATIVE
APPROVAL OF THE MONUMENT CAUSE NO. UIC-163
STATE 22-2 AND 14-2 WELLS LOCATED :

IN SECTION2, TOWNSHIP 9 SOUTH,
RANGE 17 EAST, S.L.M., DUCHESNE
AND UINTAHCOUNTY, UTAH,AS
CLASS II INJECTION WELLS

---ooOoo---

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.

Notice is hereby given that the Divisionis commencing an informal adjudicative
proceeding to consider the application of Equitable Resources Energy Company for
administrative approval of the Monument State 22-2 and 14-2 wells, located in Section 2,
Township 9 South, Range 17 East, Duchesne and Uintah County, Utah, for conversion to
Class 11injection wells. The proceeding will be conducted in accordance with Utah Admin.
R.649-10, Administrative Procedures.

The interval from 4756 feet to 5242 feet (Green River Formation) willbe selectively
perforated for water injection. The maximum requested injection pressure will be limited to
2560 psig with a maximum rate of 300 BWPD.

Any person desiring to object to the application or otherwise intervene in the
proceeding, must file a written protest or notice of intervention with the Division within fifteen
days following publication of this notice. If such a protest or notice of intervention is
received, a hearing willbe scheduled before the Board of Oil, Gas and Mining. Protestants
and/or intervenors should be prepared to demonstrate at the hearing how this matter affects
their interests.

DATED this 9th day of August, 1995.

STATE OF UTAH
DIVISIONOF OIL S MINING

R.J. irt \

Associate Director



O O
Equitable Resources Energy Company

Monument State #22-2 and #14-2 Wells
Cause No. UIC-163

Publication Notices were sent to the following:

Newspaper Agency Corporation
Legal Advertising
Tribune Building, Front Counter
143 South Main
Salt Lake City, Utah 84111

Uintah Basin Standard
268 South 200 East
Roosevelt, Utah 84066

Jim Cooper
School and Institutional Trust Lands Admininstration
3 Triad Center, Suite 400
Salt Lake City, Utah 84180-1204

Equitable Resources Energy Company
P. O. Box 21017
Billings, Montana 59104

U.S. Environmental Protection Agency
Region VIll
Attn. Tom Pike
999 18th Street
Denver, Colorado 80202-2466

Lisa D. Clement
Administrative Secretary
August 9,

O O
Equitable Resources Energy Company

Monument State #22-2 and #14-2 Wells
Cause No. UIC-163

Publication Notices were sent to the following:

Newspaper Agency Corporation
Legal Advertising
Tribune Building, Front Counter
143 South Main
Salt Lake City, Utah 84111

Uintah Basin Standard
268 South 200 East
Roosevelt, Utah 84066

Jim Cooper
School and Institutional Trust Lands Admininstration
3 Triad Center, Suite 400
Salt Lake City, Utah 84180-1204

Equitable Resources Energy Company
P. O. Box 21017
Billings, Montana 59104

U.S. Environmental Protection Agency
Region VIll
Attn. Tom Pike
999 18th Street
Denver, Colorado 80202-2466

Lisa D. Clement
Administrative Secretary
August 9,



O O
State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
Governor 3 Triad Center, Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 601-538-5319 (TDD)

August 9, 1995

Newspaper Agency Corporation
Legal Advertising
Tribune Building, Front Counter
143 South Main
Salt Lake City, Utah 841 1i

Re: Notice of Aqency Action - Cause No. UIC-163

Gentlemen:

Enclosed is a copy of the referencedNotice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please send proof of publication and billing to the
Division of Oil, Gas and Mining, 355 West North Temple, 3 Triad Center, Suite 350, Salt Lake
City, Utah 84180-1203.

Sincerely,

Lisa D. Clement
Administrative Secretary

Enclosure

O O
State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
Governor 3 Triad Center, Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 601-538-5319 (TDD)

August 9, 1995

Newspaper Agency Corporation
Legal Advertising
Tribune Building, Front Counter
143 South Main
Salt Lake City, Utah 841 1i

Re: Notice of Aqency Action - Cause No. UIC-163

Gentlemen:

Enclosed is a copy of the referencedNotice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please send proof of publication and billing to the
Division of Oil, Gas and Mining, 355 West North Temple, 3 Triad Center, Suite 350, Salt Lake
City, Utah 84180-1203.

Sincerely,

Lisa D. Clement
Administrative Secretary

Enclosure
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O State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
overnor 3 Triad Center, Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)

Division Director 801-538-5319 (TDD)

August 9, 1995

Uintah Basin Standard
268 South 200 East
Roosevelt, Utah 84066

Re: Notice of Aqency Action - Cause No. UIC-163

Gentlemen:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please send proof of publication and billing to the
Division of Oil, Gas and Mining, 355 West North Temple, 3 Triad Center, Suite 350, Salt Lake
City, Utah 84180-1203.

Sincerely,

Lisa D. Clement
Administrative Secretary

Enclosure

. O O

O State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
overnor 3 Triad Center, Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)

Division Director 801-538-5319 (TDD)

August 9, 1995

Uintah Basin Standard
268 South 200 East
Roosevelt, Utah 84066

Re: Notice of Aqency Action - Cause No. UIC-163

Gentlemen:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please send proof of publication and billing to the
Division of Oil, Gas and Mining, 355 West North Temple, 3 Triad Center, Suite 350, Salt Lake
City, Utah 84180-1203.

Sincerely,

Lisa D. Clement
Administrative Secretary

Enclosure



Newspaper Agency Corpor on
143 SO H MA83N ST. Oljegaltgakegribune( ) DESERET NEWS CUSTOMER ' S

SALT LAKE CITY, UTAH 84145 COPY
FED. TAX I.D. # 87-0217663 PROOF OF PUBLICATION

CUSTOMER NAME AND ADDRESS ACCOUNT NUMBER

DIV OF OIL, GAS & MINING D5385340L-07 08/17/95
355 WEST NORTH TEMPLE
3 TRIAD CENTER #350
SLc, UT 84180

DIV OF OIL. GAS & MINING
TELEPHONE INVOICE NUMBER

801-538-5340 TLSES201101

SCHEDULE

NOTICEOF AGE NCY ACilON !
CAUSENO. UIC 163 i

Ro"ÃsHEAN"N°i ' START 08/17/95 END 08
DEPARTMENTOF NATURAL

RESOURCES,STATEOF UTAH
CUS T . REF . NO .

IN THEMATTEROF THEAPPUCA-
ilON OF EQUITABLERESOURCES
EN6ROYCOMPANY FORADMIN. UI C -16 3
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MONUMENTSTATE22-2 AND 14 CAP T ION
2 WELLSLOCATEDIN SECTION
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PLEASE PAY FROM BILLING
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DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
DECISION DOCUMENT

Applicant: Equitable Resources Energy Location: Pfleed-Unit

Wells: State 22-2 and State 14-2

Ownership issues: The proposed wells are located in section 2, township 9 south,
range 17 east, Duchesne and Uintah County , Utah. Surface ownership within the 1/2
mile area is held by the BLM and the State of Utah. Both wells are located on State of
Utah land. Mineral interests are held by the State of Utah, and the federal government.
Equitable Resources Energy Co. has submitted an affidavitstating that a copy of UIC
form 1 was sent to all surface owners and operators within a 1/2 mile radius of each of
the proposed injection wells.

Well Integrity: The two wells proposed for conversion to injection have surface casing
set at approximately 300 feet ± 30 feet, and were cemented to surface. Production
casing was set at a depth of approximately 5800 feet, and was cemented above the
injection zone. Cement bond logs are on file withthe Division and verifyreported cement
tops. The interval from 4756 feet-5242 feet (Green River Formation) has been perforated
for water injection. A 2 7/8 inch tubing with a packer willbe set above the perforations
for injection of water. There are 4 producing wells and 1 plugged and abandoned well
in the 1/2 mile area of review. All wells in the AOR have sufficient cement behind the
production string and have adequate surface casing and cement to prevent migrationof
fluid up the hole. At the time of conversion the casing will be pressure tested.
Casing/tubing annulus pressure willbe monitored on a daily basis and reported on a
monthlybasis. Additional casing pressure tests shall be run every five years or whenever
the tubing and packer assemblies are pulled for workover purposes.

Ground Water Protection: The base of moderately saline water in the area of the project
is at a depth of approximately 300-500 feet in the Uinta Formation. Water quality in the
zone of injection is greater than 10,000 mg/l and does not constitute a usdw. Each of the
injection wells and offset producing wells have adequate surface casing and sufficient
cement on the production casing to protect fresh water. The submitted fracture pressure
for the field is .9682 psi/ft resultingin a maximumallowed surface pressure of 2600 psi.
Injection pressures for each of the injectors will be maintained below the fracture
pressure so as not to initiate fractures in the overlying strata. The confining intervals
above and below the injection zone consists of tight shales, siltstones and limestones
of the Green River Formation. Water analysis indicate that the TDS of injection zone is
greater than 10,000



Equitable Resources Energy Co.
page 2

OII/Gas & Other Mineral Resources Protection: Equitable is the operator of all the
wells in the newly proposed unit. Maps and exhibits were submitted by Equitable to
support the approval of the waterflood project. Review of this information indicates that
production outside the unit area should not be adversely effected.

Bonding: Balcron is the operator of all wells within the project and is bonded by a state
wide bond.

Actions Taken and Further Approvals Needed: These applications are for wells in a
new waterflood unit, Board approval of the project is needed. A public notice has been
published in both the Salt Lake Tribune and the Uinta Basin Standard. The applications
for the injection wells are technically complete. A casing pressure test needs to be
conducted when the well is converted and a casing\tubing pressure test run prior to
injection. The casing tubing annulgs needs to be pressured to 1000 psi and not 500 psi
as stated in the permit. Following the 15 day comment period if no objections are
received it is recommended to issue both an approval to convert the wells and an
injection permit. There are no special conditions or stipulations and the permit should be
granted in accordance with the conditions set forth in the application.

DJJ & BGH 08-22-95
Reviewers
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NOTICE OF

AFFIDAVIT OF PUBLICATION AGENCY
ACTION

CAUSE NO. UIC-163
IN THE MATTER OF Any person desiring to

object to the applicationor
THE APPLICATION OF otherwise intervene in the
EQUITABLE RE-
SOURCES ENERGY proceeding, must file a

County of Duchesne, COMPANY FOR AD- wntten protest or notice of

MINISTRATIVE AP intervention with the Divi-

STATE OF UTAH PÅoUA
N

OSFTA H n ithin ficeae (faysp

2 AND 14-2 WELLS LO- this notice. If such a protest

CATED IN SECTION 2, or notice of intervention is

TOWNSHIP 9 SOUTH, received, a hearing will be
RANGE 17EAST, S.L.M., scheduled before the Board

I, Craig L. Ashby on oath, say that I am the DUCHESNE AND of Oil, Gas and Mining.

UINTAH COUNTY,
Protestantsand/orinterve-

PUBLISHER of the Uintah Basin Standard, a weekly ET ANSCLALSSSH IN- s ho bae rep r to

THESTATEOFUTAH howthismatteraffectstheir

newspaper of general circulation, published at ToE
S

E SO S int

ED this 9th day of
ABOVE ENTITLED August, 1995

Roosevelt, State and County aforesaid, and that a certain MATTER. STATE OF UTAH DI-

NOTICEisherebygiven VISION OF OIL, GAS
that the Division is com- AND MINING

BOtice, a true copy of which is hereto attached, waS mencing an informal adju. R.J. Firth, Associate Di-

dicative proceeding to con- rector
sider the application of Published in the Uintah

published in the full issue of such newspaper Equitable Resources En- Basin Standard August 22,
ergy Company for admin- 1995

fOT COBSOCutiVO iSSUCS, and that the first istrative approval of the
Monument State 22-2 and

i 14-2 wells, located in Sec-
publication was on the $2 day of //g? ,

tion 2, Township 9 South,
/ Range 17 East, Duchesne

and Uintah County, Utah,
19 //

, and that the last publication of such notice was for conversion to classn
injection wells. The pro-

in the issue of such newspaper dated the day a Ërncbeec nh Ictea

'7 Admin. R.649-10, Admin-

of / Q'2 ,19
istrative Procedures.

The mterval from 4756
feet to 5242 feet (Green
River Formation) will be
selectively perforated for
water injection. The maxi-
mum requested injection
pressure will be limited to
2560 psig with a maximum
rate of 300 BWPD.

Subscrib d swo to fore me this

day of 19

Notary Public

JEANERCANBRACK
NOTRYPUBLIC•SWEofUTE
130 NORTHSKYUNE(SSR

RODSEVLT, UT 840L36

COMM.EXP.
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O State of Utah

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
Governor 3 Triad Center, Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-5319 (TDD) September 12, 1995

Equitable Resources Energy Company
1601 Lewis Avenue
Billings, MT 59102

Re: Monument State 22-2 and 14-2 Wells, Section 2, Township 9 South, Range 17
East, Duchesne and Uintah County, Utah

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining
(the "Division") issues its administrative approval for conversion of the referenced wells
to Class II injection wells. Accordingly, the following stipulations shall apply for full
compliance with this approval:

1. Compliance with all applicable requirements for the operation, maintenance
and reporting for Underground Injection Control ("UIC") Class II injection
wells pursuant to Utah Admin. Code R649-1 et seq.

2. Conformance with all conditions and requirements of the complete
application submitted by Equitable Resources Energy Company
("Equitable").

A final Underground Injection Control Permit will be issued by the Division upon
receipt by Equitable of approval from the Board of Oil, Gas and Mining for the
proposed Section 2 Waterflood Project, Docket No. 95-019, Cause No. 228-3. If you
have any questions regarding this approval or the necessary requirements, please contact
Dan Jarvis at this office.

Sin rely,

R.J. °

Associate Director

cc: Tom Pike, Environmental Protection Agency
Bureau of Land Management,
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O State of Utah

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GASAND MINING
355 West North Temple

Michael O. Leavitt
Governor 3 Triad Center, Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-5319 (TDD)

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. UIC-163

Operator: Equitable Resources Energy Company

Wells: Monument State 22-2 and Monument State 14-2

Location: Section 2, Township 9 South, Range 17 East,
Duchesne and Uintah County

API No.: 43-047-32610 and 43-013-31425

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to injection well issued on
September 12, 1995.

2. Maximum Allowable Injection Pressure: 2560 psig.

3. Maximum Allowable Injection Rate: 300 bwpd.

4. Injection Interval: 4,756 feet to 5242 feet (Green
River Formation)

Approved by:

R.J. Fi h Date
Associate Director, Oil and
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Dwights Discover CD-ROM ID: R-172807-0 Original

Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 3 sw se sw

County: DUCHESNE Oper: EQUITABLE RES ENERGY CO

Field : MONUMENT BUTTE Compl: 09/01/1993 D 0 OIL

Well: BALCRON FEDERAL #24-3Y Last Info: 05/09/1995

Ftg: 562 fel 1887 fwl
Lat-Long by TDG: 40.054138 - 109.994659
Obj: 5950 Green River Permit #: , 06/21/1993 API: 43-013-3139700

Elev: 5009GR

Spud: 07/10/1993 Contr: Union Rig #: 17

TD: 5900 on 07/22/1993 PB: 5837

Elev:. 5009GR FORMATION TOPS (Type: L=Log S=Sample V=True Vertical)

(Source:
H=Dwights,I=IOG,T=Govt,S=Shell,U=USGS,R=NRIS

M=Munger,N=NDGS,B=Boyd,G=GDS,X=Proprietary)

Formation Depth Elev T/S Formation Depth Elev T/S

Green River 1411 3598 LE Green mkr 4952 57 LH

2nd Garden Gulch 3797 1212 LH Carbonate mkr 5411 -402 LH

Yellow mkr 4410 599 LH B1 Sand 5442 -433 LH

Douglas Creek 4577 432 LH Stray ss 5481 -472 LH

R5 Sand .4766 243 LH B2 Sand 5504 -495 LH

2nd Douglas Creek 4815 194 LH Uteland carb mkr 5817 -808 LH

DDC : 14SW Myton (miles from the nearest city)

Casing: 8 5/8 @ 259 w/420
5 1/2 @ 5883 w/620

Core :
None

DST :
None rptd

Logs : Schlumberger DIL SFL LDT CNL.

TopCom: Geologist: Durwood Johnson.
Tubing: 2 7/8 @ 5579
Perfs : 5442-5512 (Green River )

@ 5442-5468, 5506-5512 18 holes total - frac w/29000# 20/40 sd 15500#

16/30 sd 448 bbl gel wtr
4767-5097 (Green River )

@ 4767-4775, 5092-5097 15 holes total - frac w/19000# 16/30 sd 285 bbl

gel wtr
PZone : 4767-5512 (Green River )

gross interval
IP : (Green River 4767-5512) P 60 BOPD grav 34.0; 15 MCFGPD; no wtr

Loccom: 7/8/93 building location.
Journl: 7/21/93 spudded, details confidential.

7/27/93 drld, details confidential.
8/2/93 completing, details confidential.

.8/12/93 completing, details confidential.
8/23/93 completed, details confidential.
8/31/93 completed oil well, further details confidential.

9/17/93 completed oil well; tstd 60 BOPD 15 MCFGPD 34 BWPD.

2/14/94 completed oil well, details remain confidential.

4/25/94 completed oil well, details remain confidential.
5/21/94 completed oil well, remaining details confidential until Sept,
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Dwights Discover CD-ROM ID: R-172807-0 Original

Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 3 sw se sw

County: DUCHESNE Oper: EQUITABLE RES ENERGY CO

Field : MONUMENT BUTTE Compl: 09/01/1993 DO OIL

=============================== Continued
===========================

Journl: 1994.
5/9/95 completed oil well, details added.
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Dwights Discover CD-ROM ID: R-1 05-0 Original
Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 10 c se nw

County: DUCHESNE Oper: EQUITABLE RES ENERGY CO

Field : MONUMENT BUTTE Compl: 09/26/1993 D 0 OIL

Well: BALCRON FEDERAL #22-10Y Last Info: 04/19/1995
Ftg: 1980 fnl 1980 fwl
Lat-Long by TDG: 40.047180 - 109.994339
Obj: 5850 Green River Permit #: 06/21/1993 API: 43-013-3139500

Elev: 5131KB

Spud: 07/25/1993 Contr: Union Rig #: 14
TD: 5824 on 07/31/1993

Elev: 5131KB FORMATION TOPS (Type: L=Log S=Sample V=True Vertical)
(Source: H=Dwights,I=IOG,T=Govt,S=Shell,U=USGS,R=NRIS

M=Munger,N=NDGS,B=Boyd,G=GDS,X=Proprietary)
Formation Depth Elev T/S Formation Depth Elev T/S
Green River 1346 3785 LH Green mkr 4876 255 LH
2nd Garden Gulch 3726 1405 LH G5 Sand 5012 119 LH
Yellow mkr 4337 794 LH Carbonate mkr 5325 -194 LH
Douglas Creek 4502 629 LH B1 Sand 5356 -225 LH
R5 Sand 4682 449 LH B2 Sand 5407 -276 LH
2nd Douglas Creek 4737 394 LH Uteland carb 5740 -609 LH

DDC : 14SW Myton (miles from the nearest city)
Casing: 8 5/8 @ 255 w/150

5 1/2 @ 5820 w/412
Mud : 8.3# @ 203

8.4# @ 254
8.3# @ 1412
8.4# @ 2746
8.5# @ 3797
8.6# @ 5348

Core : None
DST : None
Shows : 1350-1450 (Green River )

Dol, scat dull yel-gold fluor, slo fnt cldy cut
1500-1600 (Green River )

Dol, fluor & cut a.a.; Ls, dull yel fluor, slo fnt lt yel cut
1600-1700 (Green River )

Dol, brt gold fluor w/scat lt yle fluor, slo fr strmg wh yel cut
1700-1800 (Green River )

Dol, abd brt gold fluor, slo fnt cldy cut, 2% brt lt yel fluor, fr lt
yel strmg cut

1800-1950 (Green River )
Dol, brt gold fluor, tr fnt lt yel cut

1950-2050 (Green River )
Marl, dull gold fluor, occ slo lt yel cut

2050-2100 (Green River )
Marl, dull gold fluor, occ fr lt yel cut

2150-2200 (Green River )
Dol, tr dull yel fluor, slo fnt lt yel cut
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Dwights Discover CD-ROM ID: R-1 05-0 Original
Copyright 1995 Rockies Run Date: 18-Jul-95
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County: DUCHESNE Oper: EQUITABLE RES ENERGY CO

Field : MONUMENT BUTTE Compl: 09/26/1993 D 0 OIL

Well: BALCRON FEDERAL #22-10Y Last Info: 04/19/1995
Ftg: 1980 fnl 1980 fwl
Lat-Long by TDG: 40.047180 - 109.994339
Obj: 5850 Green River Permit #: 06/21/1993 API: 43-013-3139500

Elev: 5131KB

Spud: 07/25/1993 Contr: Union Rig #: 14
TD: 5824 on 07/31/1993

Elev: 5131KB FORMATION TOPS (Type: L=Log S=Sample V=True Vertical)
(Source: H=Dwights,I=IOG,T=Govt,S=Shell,U=USGS,R=NRIS

M=Munger,N=NDGS,B=Boyd,G=GDS,X=Proprietary)

Formation Depth Elev T/S Formation Depth Elev T/S
Green River 1346 3785 LH Green mkr 4876 255 LH
2nd Garden Gulch 3726 1405 LH G5 Sand 5012 119 LH
Yellow mkr 4337 794 LH Carbonate mkr 5325 -194 LH
Douglas Creek 4502 629 LH B1 Sand 5356 -225 LH
R5 Sand 4682 449 LH B2 Sand 5407 -276 LH
2nd Douglas Creek 4737 394 LH Uteland carb 5740 -609 LH

DDC : 14SW Myton (miles from the nearest city)
Casing: 8 5/8 @ 255 w/150

5 1/2 @ 5820 w/412
Mud : 8.3# @ 203

8.4# @ 254
8.3# @ 1412
8.4# @ 2746
8.5# @ 3797
8.6# @ 5348

Core : None
DST : None
Shows : 1350-1450 (Green River )

Dol, scat dull yel-gold fluor, slo fnt cldy cut
1500-1600 (Green River )

Dol, fluor & cut a.a.; Ls, dull yel fluor, slo fnt lt yel cut
1600-1700 (Green River )

Dol, brt gold fluor w/scat lt yle fluor, slo fr strmg wh yel cut
1700-1800 (Green River )

Dol, abd brt gold fluor, slo fnt cldy cut, 2% brt lt yel fluor, fr lt
yel strmg cut

1800-1950 (Green River )
Dol, brt gold fluor, tr fnt lt yel cut

1950-2050 (Green River )
Marl, dull gold fluor, occ slo lt yel cut

2050-2100 (Green River )
Marl, dull gold fluor, occ fr lt yel cut

2150-2200 (Green River )
Dol, tr dull yel fluor, slo fnt lt yel cut

Page: 1



- e gDwights Discover CD-ROM ID: R-172 -0 Original

Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 10 c se nw

County: DUCHESNE Oper: EQUITABLE RES ENERGY CO

Field : MONUMENT BUTTE Compl: 09/26/1993 DO OIL
================ ======== ===== Continued
Shows : 2200-2300 (Green River )

Dol, dull gold fluor, occ slo wk lt yel cut
2350-2400 (Green River )

Marl, fr lt yel cut
2550-2600 (Green River )

Dol, spty brn oil stn, lt yel-yel fluor w/grn cast, rapid brt wh yel

cut
2650-5750 (Green River )

Sh, scat dull yel fluor, slo lt yel cut
2900-2950 (Green River )

Ls, abd gold fluor, some scat lt yel fluor, slo lt yel cut
3050-3100 (Green River )

Dol, tr dull yel fluor, slo lt yel cut
3100-3150 (Green River )

Marl, yel-dull yel fluor, abd gold fluor, fr lt yel cut
3150-3200 (Green River )

Dol, a.a., decr fluor
3200-3300 (Green River )

Ls, scat dull gold fluor, tr yel fluor, slo-fr lt yel cut
3300-3350 (Green River )

Ls, abd gold fluor-fr lt yel cut
3550-3650 (Green River )

Le, tr spty brn stn, abd dull gold fluor, tr lt yel fluor, slo fr lt

yel cut
3730-3760 (2nd Garden Gulch )

Ls, questionable stn, abd gold fluor, scat yel fluor, inst brt cldy
strmg lt yel cut

3820-3850 (2nd Garden Gulch )
Ss, tn stn, dull yel fluor w/grn cast, inst strng wh yel cut

3850-3880 (2nd Garden Gulch )
Ls, scat dull yel fluor, slo lt yel cut

3970-4000 (2nd Garden Gulch )
LS, scat yel & gold fluor, slo fr strng lt yel cut

4000-4030 (2nd Garden Gulch )
Ss,.lt tn stn, v dull grn yel fluor, inst flashing brt wh yel cut

4110-4130 (2nd Garden Gulch )
Ls, no-v dull yel fluor, fr lt yel strmg cut

4180-4200 (2nd Garden Gulch )
Ls, scat dull gold & yel fluor, fr lt yel strmg cut

4200-4260 (2nd Garden Gulch )
Sltst, few clus w/spty-ev tn-dk bra stn, abd dull yel & gold fluor, gd

brt lt ybrt lt yel strmg cut
4260-4290 (2nd Garden Gulch )

Ss, no stn, fnt grn fluor, v slo fnt lt yel cut

4340-4370 (Yellow mkr )
Ss, scat dull yel.& gold fluor, occ fr lt yel cut

Page: 2
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Field : MONUMENT BUTTE Compl: 09/26/1993 DO OIL
================ ======== ===== Continued
Shows : 2200-2300 (Green River )

Dol, dull gold fluor, occ slo wk lt yel cut
2350-2400 (Green River )

Marl, fr lt yel cut
2550-2600 (Green River )

Dol, spty brn oil stn, lt yel-yel fluor w/grn cast, rapid brt wh yel

cut
2650-5750 (Green River )

Sh, scat dull yel fluor, slo lt yel cut
2900-2950 (Green River )

Ls, abd gold fluor, some scat lt yel fluor, slo lt yel cut
3050-3100 (Green River )

Dol, tr dull yel fluor, slo lt yel cut
3100-3150 (Green River )

Marl, yel-dull yel fluor, abd gold fluor, fr lt yel cut
3150-3200 (Green River )

Dol, a.a., decr fluor
3200-3300 (Green River )

Ls, scat dull gold fluor, tr yel fluor, slo-fr lt yel cut
3300-3350 (Green River )

Ls, abd gold fluor-fr lt yel cut
3550-3650 (Green River )

Le, tr spty brn stn, abd dull gold fluor, tr lt yel fluor, slo fr lt

yel cut
3730-3760 (2nd Garden Gulch )

Ls, questionable stn, abd gold fluor, scat yel fluor, inst brt cldy
strmg lt yel cut

3820-3850 (2nd Garden Gulch )
Ss, tn stn, dull yel fluor w/grn cast, inst strng wh yel cut

3850-3880 (2nd Garden Gulch )
Ls, scat dull yel fluor, slo lt yel cut

3970-4000 (2nd Garden Gulch )
LS, scat yel & gold fluor, slo fr strng lt yel cut

4000-4030 (2nd Garden Gulch )
Ss,.lt tn stn, v dull grn yel fluor, inst flashing brt wh yel cut

4110-4130 (2nd Garden Gulch )
Ls, no-v dull yel fluor, fr lt yel strmg cut

4180-4200 (2nd Garden Gulch )
Ls, scat dull gold & yel fluor, fr lt yel strmg cut

4200-4260 (2nd Garden Gulch )
Sltst, few clus w/spty-ev tn-dk bra stn, abd dull yel & gold fluor, gd

brt lt ybrt lt yel strmg cut
4260-4290 (2nd Garden Gulch )

Ss, no stn, fnt grn fluor, v slo fnt lt yel cut

4340-4370 (Yellow mkr )
Ss, scat dull yel.& gold fluor, occ fr lt yel cut

Page: 2



III O seDwights Discover CD-ROM ID: R-172805-0 Original
Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 10 c se nw

County: DUCHESNE Oper: EQUITABLE RES ENERGY CO

Field : MONUMENT BUTTE Compl: 09/26/1993 DO OIL
=============================== Continued -=====

Shows : 4370-4400 (Yellow mkr )
Ss, occ slo fnt cut

4400-4430 (Yellow mkr )
Ss, tr questionalbe tn stn, tr dull yel fluor, occ slo fnt lt yel cut

4430-4450 (Yellow mkr )
Ss, 2% lt brn stn, dull yel fluor w/grn cast, fr rapid wh yel cut

5440-5470 (B2 Sand )
Ss, few clus w/stn, brt grn yel fluor, inst strng wh yel cut

5540-5560 (B2 Sand )
Ss, occ stn, brt wh-yel fluor w/grn cast, inst flashing wh yel cut

5560-5590 (B2 Sand )
Ss, lt yel-yel fluor w/grn cast, gd cut

Logs : Schlumberger DLL SFL @ 255-5821, CNL GR CAL LDT @ 3600-5821.
TopCom: Geologist: Durwood Johnson.
Perfs : 4689-5431 (Green River )
PZone :. 4689-5431 (Green River )
IP : ( 4689-5431) 87 BOPD grav 34.0; 25 MCFGPD
Journl: 8/4/93 drld, further details confidential.

8/12/93 completing.
8/17/93 completing.
8/23/93 completing.
8/31/93 completed oil well, further details confidential.
10/12/93 completed oil well; tstd 8/20/93 ARO 87 BOPD 25 MCFGPD,
further details confidential.
2/14/94 completed oil well, details remain confidential.
4/25/94 completed oil well, details remain confidential.
5/21/94 completed oil well, remaining details confidential until Sept,
1994.
11/7/94 completed oil well, details added.
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Exhibit - C
Proposed Water Injection Wells

Injection Zone Perforation Intervals
Jonah Unit Waterflood

Two oil production wells are proposed for conversion to water injection.

Well name Injection Zone Perforations.

Balcron State #14-2 4756'- 4758', 4760'- 4762', 4771'- 4781'
5073'-5080'

Balcron State #22-2 4881'- 4884', 4896'- 4905'
5222'- 5227', 5234'-
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Produced Water Quality

O O

Exhibit-D

Produced Water Quality



e e a
gChampion
A Technolo¢es,Mc.

2000 SOUTH1500 EAST
VERNALUTAH84078 Telephone (801) 789-4327

WATER ANALYSIS REPORT

Company: BALCRON Project #: 941018.1
Address:

Field/Lease: MONUMENTSTATE
Date Sampled: 7-21295

Report For: JOHN ZELLITTI
cc. Date Received: 7-21-95
CC.

cc. Date Reported: 7-21-95
Service Engineer: BARRY CULPEPPER

Chemical 12-2
Component

Chloride (mg/I) 7400
Sulfate (mg/I) 188
Carbonate (mg/l) 156
Bicarbonate (mg/l) 1078
Calcium (mg/Il 16
Magnesium (mg/1) 5
fron (mg/I) i
Barium (mg/I)

.

n/d
Strontium (mg/l) n/d
Sodium (mg/l) 5307
pH 6.7
lonic Strength 0.24
Specific Gravity 1.005
St@20C ( 68F) 0.69
SI@25C ( 77F) 0.82
SI@30C ( 86F) 0.93
Sl@40C (104F) 1.19
SI@50C (122F) 1.34
Sl@60C (140F) 1.69
SI@70C (158F) 1.84
SI@60C (176F) 2.17
Sl(490C (194F) 2.44
TDS (mg/I) 14231
Temperature (F)
Dissolved CO2 (ppm) O
Dissolved H2S (ppm) n/d
Dissolved O2 (ppm) n/d

Analyst: T. Mayer
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EQUITABLERES RCES
'U°".MO 1 ¡At

ENERGYCOMPANY
,°°,','.Tu".

.a

BALCRONOIL DIVISION
uintahcounty,utati

Elev.- 5047' GL
KB-5057' KB (10)

PROPOSED INJECTION WELL COMPLETION DIAGRAM

DATE: 7/25195vk

SURFACE CASING

SIZE:8-5/8"
GRADE: J-55

WEIGHT: 24#
PERFORATIONRECORD

LENGTH: 261.25' (6 its)
DEPTH LANDED: 271.25' KB 276.3' KB 3/20195 Schlumberger 5222' - 5227' 4 SPF 5 ft 20 holes

HOLESIZE: 12-1/4"
5234' - 5242' 4 SPF 8 ft 32 holes

CEMENT DATA' 160 sxs class "G" + 2% CCI+

1I4#lsk celtoflake
3/23/95 Schlumberger 4681' - 4884' 4 SPF 3 ft 12 holes

4896' - 4905' 4 SPF 9 ft 36 holes

- UINTAFORMATIONSURFACEto 1500'

PRODUCTIONCASING

SlZE: 5-1/2"
GRADE: J-55

WEIGHT: 15.5#
- GREEN RIVER FORMATION 1500' - 5500'

LENGTH:5779.79'(138jts)
DEPTH LANDED: 5788.79' KB

HOLESIZE: 7-7/8"
CEMENT DATA:285 sxs super class "G"+ (47#G + 20#Por A +

17# CSE+1/4# celloseal+2#HISeal)/sk+3%salt

+2%gel, tallwl 315 sk 50-50 POZ + 2%gel +

1/4#Isk celloseal+ 2 #lsk HISeal 2

CEMENT TOP AT: 1310' KB

- DOUGLAS CREEKMEMBER4650' - 5500'

TUBINGRECORD

SIZE/GRADElWT.:2-7/8"I J-55 / 6.5#
RETRIEVALBLE CASING PACKER @4821'KB

SEATNIPPLE:2-7/8"X1.10'
SEATNIPPLELANDED @ 481TKB

4881' - 4905"

RETRIEVABLECSG PACKER
MODEL: ArrowSet-i

PACKER LANDED @ 4821'KB
5222' - 5242"

-WASATCHFORMATIONTRANSITION5500'-6000'

PBTD@ 5745' KB
TD @ 5798' KB

-WASATCHFORMATION
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Exhibit - E

Section 2 Waterflood

Fracture Pressure Data

Average Average Initial Shut Average Fracture
Well Name Rate Pressure In Pressure Depth Gradient

(BPM) (PSIG) (PSIG) (FEET) (PSIG/FT)

Balcron State #12-2 31.8 2800 2480 4930 0.9414026
31.6 2350 2300 5286 0.8734716

Balcron State #13-2 31.5 2350 2300 4181 0.9884676
30.4 2400 2300 4864 0.9112218

Balcron State #14-2 29.9 2400 2550 4768 0.9731754
30 3400 2900 5077 1.0095635

Balcron State #22-2 31.6 2400 2450 4893 0.9390753
30.9 2700 3000 5232 1.0117545

Balcron State #24-2 29.8 2250 2500 4096 1.0487116
30 3270 2800 5120 0.985235

Note: Fracture Gradient = (ISIP + 0.43836 psig/ft * Depth) / Depth

The hydrostatic head is calculated using 2% KCl water which

was used as the displacing fluid after the frac.

Average Fracture Gradient = 0.9682
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Recommendation Of Packer
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p Champion
A Technologies, Inc.

2060 SOUTH1500 EAST
VERNAL,UTAH84078 Telephone (801) 789-4327

John Zellitti
Balcron Oil Co.
P.U. Box 21017
Billings, Nontana 59104

Ref. Packer Fluid for Nonument Buttes Field

Dear Nr. Zellitti:

Champion Technologies, Inc., would like to reconunend that you use
Curtron R-2383 as a packer fluid in your Nonuinent Buttes fiel.d.
Lts recommended treatment levels are f rom 0.54 to 2%. It is
appropriate for either fresh water or brines. Cortron 8-2383
contains two corrosion inhibitors: (1) a derivatized hexyl amine
and (2) a quaternary aminonium compound. A catalyzed ami.ne
bisul fite oxygen scavenger is also included in R-2383.
Sullicient methanoi has 0400 added to give the product a pour
point of -40 degrees F.

If you have any questions, please get back With Nike An,gus or me
al our Verna l of f ico: 759-4327.

Sí.ncerely,

Joseph W. Richards
Tech. Services N:sr.

cc. Dale Grif
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7/20/92 MATERIAL SAFETY DATA EET TIME 17.02.15
********************** SECTION I - PRODUCT CODE 10977 *************** ***

CHAMPION TECHNOLOGIES, INC. EMERGENCY TELEPHONE NO.
3130 FM 521 FRESNO, TEXAS 77545 713/431-2561 1/800/424-9300
PO BOX 450499 HOUSTON, TEXAS 77245

PRODUCT NAME: CORTRON R-2383 FORMULA: Proprietary
CHEMICAL FAMILY: Quaternary Amines
********************** SECTION II - HAZARDOUS INGREDIENTS ************ *********

MATERIALS % TLV UNITS MATERIALS % TLV UNITS
# Methanol (67-56-1) 25 200ppm # Ammonium Bisulfite 5 ND
Isopropanol 5 400ppm
(67 63-0)

RQ=20,000 lbs RQ=2,420 gals e -

JUL 2 4 1992

*************************** SECTION III - PHYSICAL DATA xxxxxxxx**

BOILING POINT ND SPECIFIC GRAVITY 0.993
VAPOR PRESSURE ND % VOLATILE BY VOLUME ND
VAPOR DENSITY ND EVAPORATION RATE ND
pH 7.7 Viscosity 17 cps

SOLUBILITY IN WATER: Soluble CARCINOGEN: NO
APPEARANCE AND ODOR: Dark brown liquid with alcohol odor

***************** SECTION IV - FIRE AND EXPLOSION HAZARD DATA ******************

FLASH POINT 74 F (PMCC) FLAMMABLE LIMITS -- LEL 6 UEL 36
EXTINGUISHING MEDIA: NO- ALCOHOL FOAM YES- CARBON DIOXIDE

YES- FOAM YES- DRY CHEMICAL YES- WATER SPRAY (FOG)

Flammable limits based on Methanol
SPECIAL FIRE FIGHTING PROCEDURES:

Flammable materials may be ignited by heat, sparks or flames. Vapors may
travel to a source of ignitiõn and flash back. Containers may explode in
heat or fire. Vapor explosion hazard indoors/outdoors or in sewers.
Runoff to sewer may create a fire or explosion hazard.

UNUSUAL FIRE AND EXPLOSION HAZARDS:
None

****************************** TRANSPORTATION DATA *****************************

TRANSPORTATION HAZARD CLASS: 3.3
LABEL REQUIRED: Flammable # 27
PROPER SHIPPING NAME: Alcohols, N.O.S.,3.3,UN 1987.PG III

(Methanol, Isopropanol)
ID NUMBER: UN 1987

# Denotes an ingredient listed in SARA Title III, Section 313

SARA Title III Hazard Categories: 1, 3.

Hazard Rating Scale, FIRE 3 REACTIVITY 0 HEALTH 2
4 Severe 3 Serious 2 Moderate 1 Slight 0 Minimal

NA = Not Applicable ND = No Data Available NE = Not Established

REVISION DATES: 7/07/92 7/11/91 7/26/90 2/22/88

Champion Technologies Modified Form
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PRODUCT: CORTRON R-238

*** ****************** a CTION V - HEALTH HAZARD DATA *****************

THRESHOLD LIMIT VALUE.: NE

EFFECTS OF OVEREXPOSURE:
May be hazardous if inhaled, ingested or absorbed through the
skin. Vapors may cause dizziness or suffocation. Contacf may
irritate or burn skin and eyes.

EMERGENCY AND FIRST AID PROCEDURES:
Move victim to fresh air and call emergency medical care. If
not breathing, give artificial respiration. If breathing is
difficult, give oxygen. In case of EYE contact, immediately
flush with runnine water for at least 20 minutes. In case of
SKIN contact, Wash with soap and water. Remove and isolate
contaminated clothing and shoes at the site.

xxxxxxxxxxxxxa*********** SECTION VI - REACTIVITY DATA *************************

STABLE: YES CONDITIONS TO AVOID: Open flames
INCOMPATABLE MATERIALS TO AVOID:

Strong oxidizers
HAZARDOUS DECOMPOSITION PRODUCTS:

Oxides of carbon and nitrogen
HAZARDOUS POLYMERIZATION WILL NOT OCCUR
CONDITIONS TO AVOID: NA
******************** SECTION VII - SPILL OR LEAK PROCEDURES ********************

Stop the flow of liquid, eliminate sources of ignition. Dike or otherwise
stop spreading. Vacuum up, absorb or scrape up liquid and contaminated
soil. Put into containers for later disposal in an approved EPA or State
disposal facility.

***************** SECTION VIII - SPECIAL PROTECTION INFORMATION ****************

RESPIRATORY PROTECTION: In closed areas use NIOSH approved respirator

VENTILATION:
LOCAL EXHAUST: Recommended

MECHANICAL: Adequate to dispel vapors
SPECIAL: Enterine tanks or cleaning up spills; air supply recommended

PROTECTIVE GLOVES: chemically resistant/non-slip
EYE PROTECTION: chemical safety goggles/glasses

OTHER PROTECTIVE EQUIPMENT: Eyewash stations, ample water supply; showers
coveralls, splash aprons

*********************** SECTION IX - SPECIAL PRECAUTIONS ***********************

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING:
Clean up any spills promptly. DO NOT puncture drums.

OTHER PRECAUTIONS:
DO NOT INGEST.

PREPARED BY: S. Roberts
** This Material Safety Data Sheet is provided without charge to responsible **

** persons who use it at their discretion and risk. Although the information **

** contained herein have been completed from sources believed to be reliable **

** there is no warranty of any kind, expressed or implied, as to the comp- **

** leteness or accuracy thereof.
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skin. Vapors may cause dizziness or suffocation. Contacf may
irritate or burn skin and eyes.

EMERGENCY AND FIRST AID PROCEDURES:
Move victim to fresh air and call emergency medical care. If
not breathing, give artificial respiration. If breathing is
difficult, give oxygen. In case of EYE contact, immediately
flush with runnine water for at least 20 minutes. In case of
SKIN contact, Wash with soap and water. Remove and isolate
contaminated clothing and shoes at the site.

xxxxxxxxxxxxxa*********** SECTION VI - REACTIVITY DATA *************************

STABLE: YES CONDITIONS TO AVOID: Open flames
INCOMPATABLE MATERIALS TO AVOID:

Strong oxidizers
HAZARDOUS DECOMPOSITION PRODUCTS:

Oxides of carbon and nitrogen
HAZARDOUS POLYMERIZATION WILL NOT OCCUR
CONDITIONS TO AVOID: NA
******************** SECTION VII - SPILL OR LEAK PROCEDURES ********************

Stop the flow of liquid, eliminate sources of ignition. Dike or otherwise
stop spreading. Vacuum up, absorb or scrape up liquid and contaminated
soil. Put into containers for later disposal in an approved EPA or State
disposal facility.

***************** SECTION VIII - SPECIAL PROTECTION INFORMATION ****************

RESPIRATORY PROTECTION: In closed areas use NIOSH approved respirator

VENTILATION:
LOCAL EXHAUST: Recommended

MECHANICAL: Adequate to dispel vapors
SPECIAL: Enterine tanks or cleaning up spills; air supply recommended

PROTECTIVE GLOVES: chemically resistant/non-slip
EYE PROTECTION: chemical safety goggles/glasses

OTHER PROTECTIVE EQUIPMENT: Eyewash stations, ample water supply; showers
coveralls, splash aprons

*********************** SECTION IX - SPECIAL PRECAUTIONS ***********************

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING:
Clean up any spills promptly. DO NOT puncture drums.

OTHER PRECAUTIONS:
DO NOT INGEST.

PREPARED BY: S. Roberts
** This Material Safety Data Sheet is provided without charge to responsible **

** persons who use it at their discretion and risk. Although the information **

** contained herein have been completed from sources believed to be reliable **

** there is no warranty of any kind, expressed or implied, as to the comp- **

** leteness or accuracy thereof.
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2000 SOt.RH 1800 EAST
VERNALUTAH64078 Telephone(801) 7894327

WATER ANALYSIS REPORT

Company: BALCRON Project #: 941018.2
Address:

Fleid/Lease: MONUMENT STATE
Date Sampled: 7-21-95

Report For: JOHN ZELLITTI
cc. Date Received: 7-21-95
¢c.
cc. Date Reported: 7-21-96

Service Engineer: BARRYCULPEPPER

Chemical 23-2

Component
Chloride (mg/I) 17000
Sultate (mg/l) 3088
Ca onate (mg/l) 5736
Bicarbonate (mg/I) 18520
Calcium (mg/l) 4
Magnesium (mg/I) 2
gon (mg¿l) o
Barium (rg ' n/d
Strontium jmg/l) n/d
Sodium (mg/1) 23867
pH 9.2

ton Strength 1.17
Specific Gravity 1.030

SI@20C ( GSF) 1.29
SI@25C (77F) 1,37
SI@30C ( 86F) 1.51
SI@40C_(104F) 1g
Sl@SOC (122F) 1,92
Slg60C (140F) 2.29

SI@70C_(1_SOF)_ 2.59 Am em o 6\ pg
S180C_(176F) 2.95
SI@90C (194F) 3.35
TDS (mg/Il 68217
Temperature (F)
Dissolved CO2 (ppm) 0
Dissolved H2S (ppm) n/d
Dissolved O2 (ppm) n/d

Analyst: T. Mayer
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WATER ANALYSIS REPORT

Company: BALCRON Project #: 941018.2
Address:

Fleid/Lease: MONUMENT STATE
Date Sampled: 7-21-95

Report For: JOHN ZELLITTI
cc. Date Received: 7-21-95
¢c.
cc. Date Reported: 7-21-96

Service Engineer: BARRYCULPEPPER

Chemical 23-2

Component
Chloride (mg/I) 17000
Sultate (mg/l) 3088
Ca onate (mg/l) 5736
Bicarbonate (mg/I) 18520
Calcium (mg/l) 4
Magnesium (mg/I) 2
gon (mg¿l) o
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SI@20C ( GSF) 1.29

SI@25C (77F) 1,37
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SI@40C_(104F) 1g
Sl@SOC (122F) 1,92
Slg60C (140F) 2.29
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SI@90C (194F) 3.35
TDS (mg/Il 68217
Temperature (F)
Dissolved CO2 (ppm) 0
Dissolved H2S (ppm) n/d
Dissolved O2 (ppm) n/d

Analyst: T. Mayer



Dwights Discover CD-ROM ID: R-839820-0 Original
Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid SS - 17E - 36 nw sw

County: UINTAH Oper: SUN OIL CO

Field : CASTLE PEAK Compl: 02/07/1952 WD P&A

Well: STATE #1 Last Info: 05/04/1993
Ftg:
Lat-Long by TDG: 40.072571 - 109.961365
Obj: Permit #: 10/14/1951 API: 43-047-0521100

Elev: 5024DF

Spud: 10/14/1951
TD: 7794

Elev: 5024DF FORMATION TOPS (Type: L=Log S=Sample V=True Vertical)
(Source: H=Dwights,I=IOG,T=Govt,S=Shell,U=USGS,R=NRIS

M=Munger,N=NDGS,B=Boyd,G=GDS,X=Proprietary)

Formation Depth Elev T/S Formation Depth Elev T/S

Green River 955 4069 SS Wasatch transition 5910 -886 SS

Green River 1644 3380 SS

<< Shell Records >>

Casing: 13 3/8 cmtd @ 423 w/375
Journl: 09/29/51 Grading loc.

10/04/51 Rigging up rotary tools.
10/17/51 425 Reaming with 17 ft bit.
10/25/51 833 Drlg.
11/02/51 1798 Drlg.
11/08/51 2403 Drlg in the Green River formation.
11/15/51 3040 Drlg. Core 2975-2981 ft, recovered 6 1/2 ft light brown

to dark brownish soft sh with trace tarry oil, bleeding
from bedding planes-oolites. DST 2936-2981 ft, open 1
hr, very slight blow for 45 mins, then died, no gas to
surface; shut in 15 mins; recovered 10 in mud with

drops of tarry oil. All pressures 0 lb except HP 1550
lb.

11/23/51 3344 Drlg. DST 3068 ft-3199 ft, open 1 hr, good blow
throughout; shut in 15 mins; recovered 450 ft gas cut
drlg fluid; FP 0-210 lb, SIP 1530 lb, HP 1550 lb. Core
3086-3140 ft, recovered 54 ft green brown marlstone
grading to dolomite; marlstone toward base with
fractured zone, 3122-3124 ft, carrying heavy black oil.
Core 3140-3199 ft, recovered 59 ft, all marlstone and
sandstone with slight shows of oil in sandstone. Core
3199-3255 ft, recovered 55 ft marlstone and sandstone,
sandstone had slight staining.

11/28/51 3743 Crg.
12/06/51 4066 Core 4016-4066 ft, recovered 50 ft of marlstone and

limestone, extremely hard with one small fracture with
trace of bleeding oil. DST 3612-2693 ft, open 30 mins,
slight blow, dead in 20 mins; no gas to surface;
recovered 75 ft mud, FP 0-50 lb, SIP 105 lb, HP 1900 lb.
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State : Utah SL Merid SS - 17E - 36 nw sw

County: UINTAH Oper: SUN OIL CO

Field : CASTLE PEAK Compl: 02/07/1952 WD P&A

Well: STATE #1 Last Info: 05/04/1993

Ftg:
Lat-Long by TDG: 40.072571 - 109.961365
Obj: Permit #: 10/14/1951 API: 43-047-0521100

Elev: 5024DF

Spud: 10/14/1951
TD: 7794

Elev: 5024DF FORMATION TOPS (Type: L=Log S=Sample V=True Vertical)
(Source: H=Dwights,I=IOG,T=Govt,S=Shell,U=USGS,R=NRIS

M=Munger,N=NDGS,B=Boyd,G=GDS,X=Proprietary)

Formation Depth Elev T/S Formation Depth Elev T/S

Green River 955 4069 SS Wasatch transition 5910 -886 SS

Green River 1644 3380 SS

<< Shell Records >>

Casing: 13 3/8 cmtd @ 423 w/375
Journl: 09/29/51 Grading loc.

10/04/51 Rigging up rotary tools.
10/17/51 425 Reaming with 17 ft bit.
10/25/51 833 Drlg.
11/02/51 1798 Drlg.
11/08/51 2403 Drlg in the Green River formation.
11/15/51 3040 Drlg. Core 2975-2981 ft, recovered 6 1/2 ft light brown

to dark brownish soft sh with trace tarry oil, bleeding
from bedding planes-oolites. DST 2936-2981 ft, open 1
hr, very slight blow for 45 mins, then died, no gas to
surface; shut in 15 mins; recovered 10 in mud with

drops of tarry oil. All pressures 0 lb except HP 1550
lb.

11/23/51 3344 Drlg. DST 3068 ft-3199 ft, open 1 hr, good blow
throughout; shut in 15 mins; recovered 450 ft gas cut
drlg fluid; FP 0-210 lb, SIP 1530 lb, HP 1550 lb. Core
3086-3140 ft, recovered 54 ft green brown marlstone
grading to dolomite; marlstone toward base with
fractured zone, 3122-3124 ft, carrying heavy black oil.
Core 3140-3199 ft, recovered 59 ft, all marlstone and
sandstone with slight shows of oil in sandstone. Core
3199-3255 ft, recovered 55 ft marlstone and sandstone,
sandstone had slight staining.

11/28/51 3743 Crg.
12/06/51 4066 Core 4016-4066 ft, recovered 50 ft of marlstone and

limestone, extremely hard with one small fracture with
trace of bleeding oil. DST 3612-2693 ft, open 30 mins,
slight blow, dead in 20 mins; no gas to surface;
recovered 75 ft mud, FP 0-50 lb, SIP 105 lb, HP 1900 lb.
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Dwights Discover CD-ROM ID: R-839820-0 Original
Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid BS - 17E - 36 nw sw

County: UINTAH Oper: SUN OIL CO

Field : CASTLE PEAK Compl: 02/07/1952 WD P&A
==== ==================== Continued =========================== ==

Journl: Core 3686-3698 ft, recovered 12 ft: 2 ft limy marlstone;
5 ft brown limy marlstone; 5 ft dark greenish gray
marlstone -- one small fracture slightly bleeding with
brown oil.

12/11/51 5017 Drlg.
12/21/51 5645 Drlg ahead in Green River.
12/27/51 6171 Drlg. Core 5842-5845 ft, recovered 3 1/2 ft: 1 ft 3 in

dark gray to black sh in broken pieces; 1 ft 10 in
sandstone, medium angular, slight porosity, micaceous;
4 in limestone, dark gry, dolomitic. Sandstone in core
was fractured and coated with honey colored waxy oil,
good odor, fluorescent. Also bleeding in a few spots.
DST 5805-5845 ft, open 1 hr, slight blow, dead in 20
mins; shut in 15 mins; closed and reopened tool, slight
blow dead in 10 mins; recovered 150 ft mud; FP 50-145
lb, SIP 145 lb, HP 3340 lb.

01/02/52 6509 Shut down due to storm. Mud pits frozen, fuel lines all
01/02/52 6509 frozen.
01/18/52 6748 Fishing. Lost part of dips in hole. Tried to clean.

Fish stuck at 4200 ft.
01/24/52 6748 Shot fish at 4200 ft and cleaned same to bottom. Drlg

up fish.
02/01/52 7432 Drlg in red sh (Wasatch)
02/07/52 7794 TD. Ran Schlumberger

<< State Records >>
Geological/Formation: Surface--Unita Bottom---Wasatch (No file) Bul.
50
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County: UINTAH Oper: SUN OIL CO

Field : CASTLE PEAK Compl: 02/07/1952 WD P&A
==== ==================== Continued =========================== ==

Journl: Core 3686-3698 ft, recovered 12 ft: 2 ft limy marlstone;
5 ft brown limy marlstone; 5 ft dark greenish gray
marlstone -- one small fracture slightly bleeding with
brown oil.

12/11/51 5017 Drlg.
12/21/51 5645 Drlg ahead in Green River.
12/27/51 6171 Drlg. Core 5842-5845 ft, recovered 3 1/2 ft: 1 ft 3 in

dark gray to black sh in broken pieces; 1 ft 10 in
sandstone, medium angular, slight porosity, micaceous;
4 in limestone, dark gry, dolomitic. Sandstone in core
was fractured and coated with honey colored waxy oil,
good odor, fluorescent. Also bleeding in a few spots.
DST 5805-5845 ft, open 1 hr, slight blow, dead in 20
mins; shut in 15 mins; closed and reopened tool, slight
blow dead in 10 mins; recovered 150 ft mud; FP 50-145
lb, SIP 145 lb, HP 3340 lb.

01/02/52 6509 Shut down due to storm. Mud pits frozen, fuel lines all
01/02/52 6509 frozen.
01/18/52 6748 Fishing. Lost part of dips in hole. Tried to clean.

Fish stuck at 4200 ft.
01/24/52 6748 Shot fish at 4200 ft and cleaned same to bottom. Drlg

up fish.
02/01/52 7432 Drlg in red sh (Wasatch)
02/07/52 7794 TD. Ran Schlumberger

<< State Records >>
Geological/Formation: Surface--Unita Bottom---Wasatch (No file) Bul.
50
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Dwights Discover CD-ROM ID: R-179362-0 Original
Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 2 c sw nw

County: DUCHESNE Oper: EQUITABLE RES/BALCRON

Field : MONUMENT BUTTE Compl: 05/07/1995 DO OIL

Well: BALCRON MONUMENT STATE #12-2 Last Info: 05/19/1995
Ftg: 1980 fnl 660 fwl
Lat-Long by TDG: 40.061752 - 109.980194
Oper Address: PO Box 21017, Billings MT 59104 - 406/259-7860

Obj: 5850 Green River Permit #: 12/19/1994 API: 43-013-3148100
Elev: 5097GR

Spud: 03/15/1995 Contr: Union Rig #: 17
TD: 5800 on 03/24/1995 PB: 5797

DDC : 11SE Myton (miles from the nearest city)
Casing: 8 5/8 @ 272 w/160

5 1/2 @ 5800 w/572
Core : None
DST : None
Tubing: 2 7/8 @ 5363
Perfs : 5266-5306 (Green River )

w/4 SPF @ 5266-5268, 5296-5306 - trtd w/2885 gal 2% KCl wtr - frac
w/23060# 20/40 sd 41460# 16/30 sd 20034 gal 2% KCl gel wtr

4924-4936 (Green River )
w/4 SPF - trtd w/3360 gal 2% KCl wtr - frac w/59020# 20/40 sd 19278
gal 2% KCl gel wtr

PZone : 4924-5306 (Green River )
gross interval

IP : (Green River 4924-5306) P 20 BOPD grav 34; GNM; 2.7 BWPD
LocCom: 1/9/95 has not spud.

1/30/95 has not spud.
2/14/95 has not spud.
3/14/95 has not spud.

Journl: 3/24/95 spudded.
4/13/95 drld, completion in progress.
5/2/95 completed oil well, no further details available.
5/19/95 completed oil well.
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Dwights Discover CD-ROM ID: R-179362-0 Original
Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 2 c sw nw

County: DUCHESNE Oper: EQUITABLE RES/BALCRON

Field : MONUMENT BUTTE Compl: 05/07/1995 DO OIL

Well: BALCRON MONUMENT STATE #12-2 Last Info: 05/19/1995
Ftg: 1980 fnl 660 fwl
Lat-Long by TDG: 40.061752 - 109.980194
Oper Address: PO Box 21017, Billings MT 59104 - 406/259-7860

Obj: 5850 Green River Permit #: 12/19/1994 API: 43-013-3148100
Elev: 5097GR

Spud: 03/15/1995 Contr: Union Rig #: 17
TD: 5800 on 03/24/1995 PB: 5797

DDC : 11SE Myton (miles from the nearest city)
Casing: 8 5/8 @ 272 w/160

5 1/2 @ 5800 w/572
Core : None

DST : None
Tubing: 2 7/8 @ 5363
Perfs : 5266-5306 (Green River )

w/4 SPF @ 5266-5268, 5296-5306 - trtd w/2885 gal 2% KCl wtr - frac
w/23060# 20/40 sd 41460# 16/30 sd 20034 gal 2% KCl gel wtr

4924-4936 (Green River )
w/4 SPF - trtd w/3360 gal 2% KCl wtr - frac w/59020# 20/40 sd 19278
gal 2% KCl gel wtr

PZone : 4924-5306 (Green River )
gross interval

IP : (Green River 4924-5306) P 20 BOPD grav 34; GNM; 2.7 BWPD
LocCom: 1/9/95 has not spud.

1/30/95 has not spud.
2/14/95 has not spud.
3/14/95 has not spud.

Journl: 3/24/95 spudded.
4/13/95 drld, completion in progress.
5/2/95 completed oil well, no further details available.
5/19/95 completed oil well.
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Dwights Discover CD-ROM ID: R-179363-0 Original

Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 2 nw nw sw

County: DUCHESNE Oper: EQUITABLE RES/BALCRON

Field : MONUMENT BUTTE Compl: 04/16/1995 D 0 OIL

Ftg: 2210 fsl 604 fwl
Lat-Long by TDG: 40.058624 - 109.980423

Oper Address: PO Box 21017, Billings MT 59104 -
406/259-7860

Obj: 5850 Green River Permit #: 12/19/1994 API: 43-013-3148200

Elev: 5077GR

Spud: 02/12/1995
TD: 5850 on 02/20/1995 PB: 5754

DDC : 11SE Myton (miles from the nearest city)

Casing: 8 5/8 @ 270 w/160
5 1/2 @ 5799 w/623

Core :
None

DST :
None

Logs : DSN SDL DIL.

Tubing: 2 7/8 @ 4941
Perfs : 4856-4873 (Green River )

w/4 SPF @ 4856-4860, 4864-4873 - brkdwn w/2814 gal 2% KCl wtr - frac

w/64000# 16/30 mesh sd 18438 gal 2% KCl gel wtr
4166-4197 (Green River )

w/4 SPF @ 4166-4174, 4176-4186, 4195-4197 - brkdwn w/3087 gal 2% KCl

wtr - frac w/94760# 16/30 mesh sd 26418 gal 2% KCl gel wtr

PZone : 4166-4873 (Green River )
gross interval

IP : (Green River 4166-4873) P 58 BORD; GNM; 1.7 BWPD

LocCom: 1/9/95 has not spud.
1/30/95 has not spud.

Journl: 2/14/95 drlg, further details tight.
3/14/95 completing, further details tight.
4/13/95 completed oil well, further details tight.

5/3/95 completed oil well.
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Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 2 nw nw sw

County: DUCHESNE Oper: EQUITABLE RES/BALCRON

Field : MONUMENT BUTTE Compl: 04/16/1995 D 0 OIL

Ftg: 2210 fsl 604 fwl
Lat-Long by TDG: 40.058624 - 109.980423

Oper Address: PO Box 21017, Billings MT 59104 -
406/259-7860

Obj: 5850 Green River Permit #: 12/19/1994 API: 43-013-3148200

Elev: 5077GR

Spud: 02/12/1995
TD: 5850 on 02/20/1995 PB: 5754

DDC : 11SE Myton (miles from the nearest city)

Casing: 8 5/8 @ 270 w/160
5 1/2 @ 5799 w/623

Core :
None

DST :
None

Logs : DSN SDL DIL.

Tubing: 2 7/8 @ 4941
Perfs : 4856-4873 (Green River )

w/4 SPF @ 4856-4860, 4864-4873 - brkdwn w/2814 gal 2% KCl wtr - frac

w/64000# 16/30 mesh sd 18438 gal 2% KCl gel wtr
4166-4197 (Green River )

w/4 SPF @ 4166-4174, 4176-4186, 4195-4197 - brkdwn w/3087 gal 2% KCl

wtr - frac w/94760# 16/30 mesh sd 26418 gal 2% KCl gel wtr

PZone : 4166-4873 (Green River )
gross interval

IP : (Green River 4166-4873) P 58 BORD; GNM; 1.7 BWPD

LocCom: 1/9/95 has not spud.
1/30/95 has not spud.

Journl: 2/14/95 drlg, further details tight.
3/14/95 completing, further details tight.
4/13/95 completed oil well, further details tight.

5/3/95 completed oil well.
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Dwights Discover CD-ROM ID: R-175288-0 Original

Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 2 se sw sw

County: DUCHESNE Oper: EQUITABLE RES/BALCRON

Field : MONUMENT BUTTE Compl: D

Well: BALCRON MONUMENT STATE #14-2 Last Info: 03/14/1995

Ftg: 513 fsl 787 fwl
Lat-Long by TDG: 40.053986 - 109.979797

Oper Address: PO Box 21017, Billings MT 59104 -
406/259-7860

Obj: 5750 Green River Permit # 01/31/1994 API: 43-013-3142500

Elev: 5066GR

Spud: 08/14/1994

DDC : 16SW Myton (miles from the nearest city)

Notes : (Confidential)
Logs : SDL DSN DLL MSFL.

LocCom: 2/14/94 still a location.
Journl: 8/31/94 spudded.

10/12/94 completed well, no further details rptd.

10/17/94 producing, further details confidential.
11/18/94 producing, further details remain tight.
12/22/94 completed well, on production, details not released.

1/9/95 completed, details not released.
1/30/95 completed, operator holding details tight.

2/14/95 completed, operator holding details tight.

3/14/95 completed, operator holding details tight.
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Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 2 se sw sw

County: DUCHESNE Oper: EQUITABLE RES/BALCRON

Field : MONUMENT BUTTE Compl: D

Well: BALCRON MONUMENT STATE #14-2 Last Info: 03/14/1995

Ftg: 513 fsl 787 fwl
Lat-Long by TDG: 40.053986 - 109.979797

Oper Address: PO Box 21017, Billings MT 59104 -
406/259-7860

Obj: 5750 Green River Permit # 01/31/1994 API: 43-013-3142500

Elev: 5066GR

Spud: 08/14/1994

DDC : 16SW Myton (miles from the nearest city)

Notes : (Confidential)
Logs : SDL DSN DLL MSFL.

LocCom: 2/14/94 still a location.
Journl: 8/31/94 spudded.

10/12/94 completed well, no further details rptd.

10/17/94 producing, further details confidential.
11/18/94 producing, further details remain tight.
12/22/94 completed well, on production, details not released.

1/9/95 completed, details not released.
1/30/95 completed, operator holding details tight.

2/14/95 completed, operator holding details tight.

3/14/95 completed, operator holding details tight.
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Dwights Discover CD-ROM 11): R l'l!T360 0 Oc.l.giunt

Copyright 1995 Rockies lum unt 6: I B- Jo.\ 98

State : Utah SL Merid US - 17E - 2 e so nw

County: UINTAH Oper: EQUITABLE RILS/BALCRON

Field : MONUMENT BUTTß Compl: 04/30/1995 DU 01.L

Well: BALCRON MONUMENT STATE #22-2 Last Info: 05/16/1995

Ftg: 1980 fnl 1980 fwl
Lat-Long by TDG: 40.061752 - 109.975464
Oper Address: PO Box 21017, Billings MT 59104 - 406/200-7860

Obj: 5800 Green River Permit #: 12/19/1994 API: 43-047-3261000
Elev: 5047GR

Spud: 03/06/1995 Contr: Union Rig II: 17
TD: 5798 on 03/14/1995 PB: 5745

DDC : 11SE Myton (miles from the nearest city)
Casing: 8 5/8 @ 271 w/160

5 1/2 @ 5789 w/600
Core : None

DST : None

Logs : GR.
Tubing: 2 7/8 @ 5304
Perfs : 5222-5242 (Green River )

w/4 SPF @ 5222-5227, 5234-5242 - trtd w/2520 gal 2% KCl wtr - frac
w/25820# 20/40 sd 37000# 16/30 sd 19942 gal 2% KCl gel wtr

4881-4905 (Green River )
w/4 SPF @ 4881-4884, 4896-4905 - trtd w/2141 gal 2% KCl wtr - frac
w/56840# 20/40 sd 18732 gal 2% KCl gel wtr

PZone : 4881-5242 (Green River )
gross interval

IP : (Green River 4881-5242) P 101 BOPD grav 34; GNM; no wtr
LocCom: 1/9/95 has not spud.

1/30/95 has not spud.
2/14/95 has not spud.

Journl: 3/10/95 spudded.
3/14/95 drlg, further details tight.
4/13/95 completed oil well, further details tight.
5/16/95 completed oil well.
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Dwights Discover CD-ROM 11): R l'l!T360 0 Oc.l.giunt

Copyright 1995 Rockies lum unt 6: I B- Jo.\ 98

State : Utah SL Merid US - 17E - 2 e so nw

County: UINTAH Oper: EQUITABLE RILS/BALCRON

Field : MONUMENT BUTTß Compl: 04/30/1995 DU 01.L

Well: BALCRON MONUMENT STATE #22-2 Last Info: 05/16/1995

Ftg: 1980 fnl 1980 fwl
Lat-Long by TDG: 40.061752 - 109.975464
Oper Address: PO Box 21017, Billings MT 59104 - 406/200-7860

Obj: 5800 Green River Permit #: 12/19/1994 API: 43-047-3261000
Elev: 5047GR

Spud: 03/06/1995 Contr: Union Rig II: 17
TD: 5798 on 03/14/1995 PB: 5745

DDC : 11SE Myton (miles from the nearest city)
Casing: 8 5/8 @ 271 w/160

5 1/2 @ 5789 w/600
Core : None

DST : None

Logs : GR.
Tubing: 2 7/8 @ 5304
Perfs : 5222-5242 (Green River )

w/4 SPF @ 5222-5227, 5234-5242 - trtd w/2520 gal 2% KCl wtr - frac
w/25820# 20/40 sd 37000# 16/30 sd 19942 gal 2% KCl gel wtr

4881-4905 (Green River )
w/4 SPF @ 4881-4884, 4896-4905 - trtd w/2141 gal 2% KCl wtr - frac
w/56840# 20/40 sd 18732 gal 2% KCl gel wtr

PZone : 4881-5242 (Green River )
gross interval

IP : (Green River 4881-5242) P 101 BOPD grav 34; GNM; no wtr
LocCom: 1/9/95 has not spud.

1/30/95 has not spud.
2/14/95 has not spud.

Journl: 3/10/95 spudded.
3/14/95 drlg, further details tight.
4/13/95 completed oil well, further details tight.
5/16/95 completed oil well.
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Dwights Discover CD-ROM ID: R-179361-0 Original

Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 2 c ne sw

County: UINTAH Oper: EQUITABLE RES/BALCRON

Field : MONUMENT BUTTE Compl: D

Well: BALCRON MONUMENT STATE #23-2 Last Info: 06/07/1995

Ftg: 1980 fsl 1980 fwl
Lat-Long by TDG: 40.057999 - 109.975494

Oper Address: PO Box 21017, Billings MT 59104 -
406/259-7860

Obj: 5800 Green River Permit #: 12/19/1994 API: 43-047-3261300

Elev: 5082GR

Spud: 02/25/1995 Contr: Union Rig #: 17

DDC : 11SE Myton (miles from the nearest city)

LocCom: 1/9/95 has not spud.
1/30/95 has not spud.
2/14/95 has not spud.

Journl: 3/6/95 spudded.
4/13/95 drld, completion in progress.

5/2/95 still completing.
5/10/95 still completing.
5/16/95 still completing.
5/30/95 still completing.
6/7/95 still completing.

Page:

Dwights Discover CD-ROM ID: R-179361-0 Original

Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 2 c ne sw

County: UINTAH Oper: EQUITABLE RES/BALCRON

Field : MONUMENT BUTTE Compl: D

Well: BALCRON MONUMENT STATE #23-2 Last Info: 06/07/1995
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2/14/95 has not spud.

Journl: 3/6/95 spudded.
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5/16/95 still completing.
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Dwights Discover CD-ROM ID: R-179465-0 Original

Copyright 1995 Rockies Run Date: 18-Jul-95

State : Utah SL Merid 9S - 17E - 2 c se sw

County: UINTAH Oper: EQUITABLE RES/BALCRON

Field : MONUMENT BUTTE Compl: 04/10/1995 DO OIL

Well: BALCRON MONUMENT STATE #24-2 Last Info: 05/01/1995

Ftg: 660 fsl 1980 fwl
Lat-Long by TDG: 40.054382 - 109.975525

Dper Address: PO Box 21017, Billings MT 59104 -
406/259-7860

Obj: 5700 Green River Permit #: 12/29/1994 API: 43-047-3261200

Elev: 5042GR

Spud: 02/03/1995 Contr: Union Rig #: 17

TD: 5700 on 02/11/1995 PB: 5635

DDC : 11SE Myton (miles from the nearest city)
Casing: 8 5/8 @ 264 w/160

5 1/2 @ 5679 w/453
Core :

None

DST :
None

Tubing: 2 7/8 @ 5198
Perfs :

5116-5124 (Green River )
w/4 SPF - trtd w/2814 gal 2% KCl wtr - frac w/24120# 16/30 sd 17740#

mesh sd 15876 gal 2% KCl gel wtr
4078-4114 (Green River )

w/4 SPF @ 4078-4090, 4104-4114 - trtd w/2856 gal 2% KCl wtr - frac

w/101820# 16/30 mesh sd 27594 gal 2% KCl gel wtr

PZone : 4078-5124 (Green River )
gross interval

IP : (Green River 4078-5124) P 26 BOPD grav 34; GNM; 3.3 BWPD

LocCom: 1/9/95 has not spud.
1/30/95 has not spud.

Journl: 2/9/95 spudded.
2/14/95 completing, further details tight.
3/14/95 completing, further details tight.
4/13/95 completed oil well, further details tight.

5/1/95 completed oil well.
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5 1/2 @ 5679 w/453
Core :
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DST :
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Tubing: 2 7/8 @ 5198
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5116-5124 (Green River )
w/4 SPF - trtd w/2814 gal 2% KCl wtr - frac w/24120# 16/30 sd 17740#

mesh sd 15876 gal 2% KCl gel wtr
4078-4114 (Green River )
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1/30/95 has not spud.
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(Iþ (ilFORM lo STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

355 West North Temple, 3 Triad, Suite 350, Salt Lake City, UT 84180-1203

MONTHLY OIL AND GAS PRODUCTION REPORT

OPERATOR NAME AND ADDRESS:
UTAH ACCOUNT NUMBER

BALCRONOIL DIVISION 3 | 96REPORT PERIOD (MONTH/YEAR):EQUITABLE RESOURCES ENERGY
1601 LEWIS AVE
B ILLINGS MT 59102-4126

AMENDED REPORTO(Highlight Changes)

Weß Name Producing WeH Days Production Volumes
VI Number Entity Incation Zone status Oper OIL(BBL) GAS(MCF) WATER(BBL)
07'BALCRONFEDERAL 31-SY

4.304732503 11680 095 18E S GRRv
s/$ALCRON MONUMENTFEDERAL 21-25

430473252811683 085 17E 25 GRRV
v/MONUMENT FEDERAL 12-25

¼304732§2611694 085 17E 25 GRRV
**MONUMENTFEDERAL 32-25

304732524 11707 685 17E 25 GRRV
v'MONUMENTFEDERAL 31-25

430473253011710 085 17E 25 GRRV
'BALCRON FEDERAL 12-22Y

91}31476 11717 085 17E 22 GRRV
'onLCRON MONUMENTFEDERAL 33-25

4,304732§2§ 11729 085 17E 25 GRRV
v/NONUMENTFEDERAL 23-25

Agoh732523 11730 085 17E 25 GRRV
s/$ALCRON MONUMENTSTATE 24-2

4,304732612 11736 095 17E 2 GRRV
v/tALCRON MONUMENTSTATE 13-2

4101331482 11738 095 1]E 2 GRRV
/AALCRONRONUMENTSTATE 22-2
4304732610 11742 095 17E 2 GRRV

W SALCRONMONUMENTSTATE 12-2
Ag01331481 1174§ 095 17E 2 GRRV

práALCRON FEDERAL 31-19Y
4304732614 11751 095 1ßE 19 GRRV

TOTALS

X)MMENTS.

bereby certify that this report is true and complete to the best of my knowledge. Dat«

eme and Signature·
Telephone Number
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UTAH

Balcron Monument Fed. #32-1J MonumentButte SW NE 1 95 16E Duchesne UT Oil Green River U-33992 43-013-31414 2143' FNL, 1987 FEL Vernal JonahBalcron Monument Fed. #32-25 Undesignated SW NE 25 SS 17E Uintah UT Oli Green River U-67845 43-047-32524 1980' FNL, 1980' FEL VernalBalcronMonument Fed. #33-11J Monument Butte NWSE 11 9S 16E Duchesne UT Oil Green River U-096550 43-013-31451 1971' FSL, 2032' FEL Vemal JonahBalcron Monument Fed. #33-25 Undesignated NW SE 25 SS 17E Uintah UT Oil Green River U-67845 43-047-32525 2097 FSL, 2067' FEL VemalBalcron Monument Fed. #33-6 Monument Butte NW SE 6 9S 17E Duchesne UT WIW Green River U-020252-A 43-013-31361 1832' FSL, 1829' FEL Vemal JonahBateron Monument Fed. #33-8 Monument Butte NW SE 8 9S 17E Duchesne UT Oil Green River UTU-74108 43-013-31427 1980° FSL, 1980' FEL Vemal BelugaBalcron Monument Fed. #34-10J Monument Butte SW SE 10 9S 16E Duchesne UT WIW Green River U-017985 43-013-31416 592' FSL, 1979' FEL Vemal JonahBalcron Monument Fed. #34-25 Undesignated SW SE 25 8S 17E Uintah UT PND Green River U-67845 800' FSL, 2100' FEL VemalBalcron Monument Fed. #34-7 Monument Butte SW SE 7 9S 17E Duchesne UT PND Green River UTU-72106 43-013-31426 810' FSL, 1736' FEL VernalBalcron Monument Fed. #41-12J Monument Butte NE NE 12 9S 16E Duchesne UT Oil Green River U-44426 395' FNL, 476' FEL Vernal JonahBalcron Monument Fed. #41-14J Monument Butte NE NE 14 GS 16E Duchesne UT W1W Green River U-096550 43-013-31408 363' FNL,600' FEL Vernal JonahBalcron Monument Fed. #41-15 Monument Butte NE NE 15 9S 16E Duchesne UT WIW Green River U-017985 43-013-31367 460' FNL, 500' FEL .Vemal JonahBalcron Monument Fed. #41-17 .Monument Butte NE NE 17 BS 17E Duchesne UT Oil Green River UTU-72106 43-013-31466 660' FNL, 660' FEL Vemal BelugaBalcron Monument Fed. #41-26 Monument Butte NE NE 26 88 17E Uintah UT PND Green River U-67845 43-047-32456 660' FNL, 500' FEL 'VemalO Balcron Monument Fed. #42-113 Monument Butte SE NE 11 9S 16E Duchesne UT Oil Green River U-096550 43-013-30066 1992' FNL, 496' FEL Vemal JonahBalcronMonument Fed. #42-12J Monument Butte SE NE 12 9S 16E Duchesne UT Oil Green River U-035521 43-013-31486 2550' FNL, 391' FEL Vemal JonahBalcron Monument Fed. #42-14J Monument Butte SE NE 14 9S 16E Duchesne UT PND Green River U-096550 43-013-21491 1882' FNL,773' FEL Vemal JonahBalcron Monument Fed. #42-17 Monument Butte SE NE 17 SS 17E Duchesne UT Oil Green River UTU-72106 43-013-31467 1800' FNL, 700' FEL Vernal BelugaBalcron Monument Fed. #42-18 Monument Butte SE NE 18 9S 17E Duchesne UT PND Green River UTU-72106 43-013-31433 1800' FNL,800' FEL VernalBalcron Monument Fed. #42-1J 'MonumentButte SE NE 1 98 16E Duchesne UT W1W Green River U-40652 43-013-31404 2087' FNL, 692' FEL Vemal JonahBalcron Monument Fed. #42-26 Undesignated SE NE 26 SS 17E Uintah UT PND Green River U-67845 2100' FNL, 660' FEL VemalBalcron Monument Fed. #4245 MonumentButte SE NE 6 9S 17E Duchesne UT WIW Green River U-0202S2-A 43-013-31364 1806' FNL,920 FEL Vemal JonahBalcron Monument Fed. #43-11) Monument Butte NE SE 11 9S 16E Duchesne UT WIW Green River U-096550 43-013-31002 2127 FSL, 693' FEL Vemal JonahBalcronMonument Fed. #43-26 Undesignated NE SE 26 BS 17E Uintah UT PND Green River U-67845 1880' FSL, 379' FEL VemalBalcron Monument Fed. #43-7 MonumentButte NE SE 7 9S 17E Duchesne UT Oil Green River UTU-72106 43-013-31432 1850' FSL, 850' FEL Vemal BelugaBalcron Monument Fed. #44-1J MonumentButte SE SE 1 9S 16E Duchesne UT WIW Green River U-44426 43-013-31415 338' FSL, 859' FEL Vemal JonahBalcron Monument State #12-2 Undesignated SW NW 2 9S 17E Duchesne UT Oil Green River \ML-45555 43-013-31481 1980' FNL,660' FWLBalcron Monument State #13-2 Undesignated NW SW 2 SS 17E Duchesne UT Oil Green River ML-45555 43-013-31482 2210' FSL, 604' FWLBalcron Monument State #14-2 Undesignated SW SW 2 GS 17E Duchesne UT Oil Green River ML-45555 43-013-31425 513' FSL, 78T FWLBalcron Monument State #21-2-9-17 Undesignated NE NW 2 9S 17E Uintah UT Oil Green River ML-45555 43-047-32703 827 FNL, 2187° FWLBalcronMonument State #22-2 Undesignated SE NW 2 SS 17E Uintah UT Oil Green River ML-45555 43-047-32610 1980' FNL, 1980' FWLBalcronMonument State #23-2 Undesignated NE SW 2 95 17E Uintah UT WSW Green River ML-45555 43-047-32613 1980' FSL, 1980' FWLBalcron Monument State #24-2 Undesignated SE SW 2 SS 17E Uintah UT Oil Green River ML-45555 43-047-32612 660' FSL, 1980° FWLO BalcronMonument State #32-2 Undesignated SW NE 2 SS 17E Uintah UT PND Green River ML-45555 43-047-32609 1980' FNL, 1980° FELBalcron Monument State #34-2 Undesignated SW SE 2 9S 17E Uintah UT PND Green River ML-45555 43-047-32611 800' FSL, 1980' FEL
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EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION

Office: (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361

April 1, 1996

Mr. Dan Jarvis
Utak Division of Oil, Gas and Mining
UIC Program
355 West North Temple
Salt Lake City, UT 84180

Dear Dan:

Effective April 1, 1996, our name will change from Equitable Resources
Energy Company, Balcron Oil Division to Equitable Resources Energy
Company. Attached is a listing of permits which we have with your
Agency. This change will apply to those. If you note that I have
missed some or if you have any questions, please do not hesitate to give
me a call at (406) 259-7860, extension 240 to discuss this.

This change affects onlv our company name. The physical locations of
our offices and the personnel remain the same.

If you have any questions, please do not hesitate to give me a call.

Bobbie Schuman
Regulatory and

Environmental Specialist

/hs
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UTAH UIC PERMITS

Balcron Monument Fed. #23-11 State #UIC-152

Balcron Monument Fed. #14-11 State #UIC-152

Balcron Monument Fed. #12-11 State #UIC-152

Walton Federal #34-11 State #UIC-152
Balcron Monument Fed. #34-10J State #UIC-152
Balcron MonumentFed. #44-iJ State #UIC-152

Coyote Basin Area Waterflood
Area Permit No. UT2653-00000 (Approved 2/18/94)

Coyote Basin Fed. #42-6X UT2653-03751 (AREA PERMIT UT2653-00000)
East Red Wash Federal #2-5 UT2653-03752 (AREA PERMIT UT2653-00000)
East Red Wash Federal #4-6 UT2653-04224 (AREAPERMIT UT2653-00000)
Amerada Guinand Federal #1 UT2653-04225 (AREA PERMIT UT2653-00000)

Section 2 Waterflood
Area Permit No. UT2776-00000 (Approved 11/95)

Balcron Monument State #14-4 UT2776-04275 (State UIC-163)
Balcron Monument State #22-2 UT2776-04276 (State UIC-163)

Pariette Field SWD

Pariette Bench #4 SWD (UT) UT2676-02569

O
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Balcron MonumentFed. #44-iJ State #UIC-152

Coyote Basin Area Waterflood
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EQÜlTABLE· • RCES
ENERGYCOMPANY
BALCRON OIL DIVISION .Office: (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361 g

March 22, 1996

Utah Division of Oil, Gas and Mining
355 West North Temple
Salt Lake City, UT 84180 g OF01 .,

GAS

Gentlemen:

Effective April 1, 1996, our name will change from Equitable Resources
Energy Company, Balcron Oil Division to Equitable Resources Energy
Company. Attached is a sundry notice reflecting that change. To
simplify paperwork, I have done one sundry notice with copies for each
of the wells. To this letter I have attached a list of our wells for
your ease in filing the sundry notices in the well files. This should
be sufficient for your purposes.

I have the listings on a spreadsheet so if it would be easier for you to
have them sorted differently (for example, the Montana Board of Oil and
Gas prefers them sorted by API number), please give me a call at (406)
259-7860, extension 240 and I would be glad to provide a list to your
specifications.

This change affects only our:company name. The physical locations of
our offices and the personnel remain the same. We will be changing our
well signs and ask for your patience and cooperation as this will be
done as soon as possible but may take some time since we do have so many
properties at which to make the change.

If you have any questions, please do not hesitate to give me a call.

Sincerely,

Bobbie schuman
Regulatory and

Environmental Specialist

/hs
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-FORM e S OF UTAH

DIVISION OF L, GAS AND MINING
5. Laase Designation and Serial Number:

See attached listing
6. Kindlan, Allottee or Tribe Name:

SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. Unit Agreement Name:

Do not use this form for proposals to drill new wells, deepen existing wells, or to reenter plugged and abandoned well• See attached 1i s ti ngu.. ArrucAnON FOR PERMfT TO DRILL OR DEEPEN form for such proposals.

8. Well Name and Number:1.Typ•=rw•!!: OILO GASO OTHER: See attached listing See attached listing
2. Name of Operator: 0. API WellNumber:

See attached listingEquitable Resources Energy Company, Balcron Gil Division
3. Address and Telephone Number: 10. Fleid and Pool, or Wildcat:

1601 Lewis Avenue Avenue; Billings, MT 59102 (406) 259-7860 See attached listing
4. Location of Well

, . See attached listing county: See attached list
QQ. Soc.,T..R.,M.: State: UTAH

*· CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Submit in Dupacate) (Submit Original Form Only)

O Abandon O New Construction O Abandon O New construction
O Repair casing O Pull or Alter Casing O RePair Casing O Pull or After casing
O Change of Plans O Recomplete O Change of Plans O Reperforate

O convertto injection O Reperforate O convertto injection O Vent or Flare

O Fracture Treat or Acidizo O Vent or Flare O Fracture Treat or Acidizo O Water Shut-Off

O Multiplecompletion O Water Shut-Off g Other Operator name change
O Other

Date of work completion

Approximate date work will stad Report results of Multiple Completions and Recompletions to different reservoirson WELL
COMPLETlON OR RECOMPLETION REPOAT AND LOG form.

* Must be accompanied by a coment verificationreport.

12. DESCRIBEPAOPOSED OR COMPLETED OPERATioNS (Clearty state all pertinent details, and give pertinent dates. If well is directionally drilled, give subsurface locations and measured and true
vertical depths for all markers and zones pertinent to this work.)

Effective April. 1, 1996, operator will change its name from Equitable Resources
Energy Company, Balcron Oil Division TO: Equitable Resources Energy Company.
Physical location of the operator remains as: 1601 Lewis Avenue; Billings, MT 59102
(406) 259-7860, FAX: (406) 145-1361. This is to report the operator name change
only. It affects the wells on the attached listing.

Regulatory and
Name&Signature: Tlue: Environmental Specialist Date: March 27, 1996Bobbie Schuman

(This spooe for State use only)

(4\94) (See Instructions on Reverse
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(Iþ (Iþ
Difision of Gil, Gas and Nitiing
OPERATORCHANGEHORKSHEET "°"

1 7-SJ L-
Attach all documentation received by the division regarding this change. 2 $8-FIL
Initial each listed item when completed. Write N/A if item is not applicable. 3 GI

O Change of Operator (well sold) O Designation of Agent 5
O Desi¶nation of Operator REROgnatutaWamedhatigé¾)nt‡ .B..IBL..

.. .

The operator of the well(s) listed below has changed (EFFECTIVE DATE: 4-1-96 )

TO (new operator) EQUITABLE RESOURCES ENERGY COEROM(former operator) EQUITABLE RESOURCES ENERGY C(
(address) 1601 LEWIS AVE (address) BALCRON OIL DIVISION

BILLINGS MT 59102-4126 1601 LEWIS AVE
BILLINGS MŒ 59102-4126

phone (406 )259-7860 phone (406 )259-7860
account no. N9890 account no. N9890

Hell(s) (attach additional page if needed)

Name:**sEE ATTACHED** API: 3 OÑEntity: Sec_ Twp Rng Lease Type:
Name: API: Entity: Sec_ Twp _Rng___ Lease Type:
Name: API: Entity: Sec_ Twp _Rng _

Lease Type:
Name: API: Entity: Sec__ Twp_ _Rng _

Lease Type:
Name: API: Entity: Sec Twp_ _Rng __

Lease Type:
Name: API: Entity: Sec Twp _Rng___ Lease Type:
Name: API: Entity: Sec_ _Twp _Rng___ Lease Type:

OPERATORCHANGEDOCUMENTATION

Ll. (Rule R615-8-10) Sundry or other Ingal documentation has been received from former
operator (Attach to this form). (g//tµ¡...ÿ¿' ¿†'HO

214_2. (Rtle R615-8-10) Sundry or other legal documentation has been received from newoperator
(Attach to this form).

§ 3. The Department of Commerce has been contacted if the new operator above is not currently
operating any wells in Utah. Is company-registered with the state? (yes/no) If
yes, show company file number: .

4. (For Indian and Federal Hells ONLY) The BLM has been contacted regarding this change
(attach Telephone Documentation Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps S through 9 below.

5. Changes have been entered in the 011 and Gas Information System (Hang/IBM) &

6. Cardex file has been updated for each well listed above.((!/4

7. Flell file labels have been updated for each well listed above. ($L¡¡-î&)

8. Changes have been included on the monthly "Operator, Address and Account Changes" memo
for distribution to State Lands and the Tax Commission. (46/4,†,

4-9. A folder has been set up for the Operator Change file, and a copy of this page has been
placed there for reference during routing and processing of the original documents.

- OVER
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OPERATORCHANGEWORKSHEEf (CONTINUED) Initial each item when completed. Write N/A if item is not applicable.

ENTITY REVIEH

l. (Rule R615-8-7) Entity assi nments have been reviewed for all wells listed above. Were
entity changes made? (yes (If entity assignments were changed, attach togi 1 of
Form 6, Entity Action Form .

fåt 2. State Lands and the Tax Commission have been notified through normal procedures of
entity changes.

80 0 VERIFICATION (Fee wells only)
A 65ŸÑS/Ÿ Ñ940m & ÁÔÁ¾ 's

1. (Rule R615-3-1) The new operator of any fee lease well listed above has furnished a
proper bond.

2. A copy of this form has been placed in the new and former operators' bond files.

Agt 3. The former operator has requested a release of liability from their bond (yes/no)
__

.

Today's date 19____. If yes, division response was made by letter
dated 19

_
.

LEASE INTEREST OHNERNOTIFICATION RESPONSIBILITY

^¿ 1. (Rule R615-2-10) The former operator/lessee of any fee lease well listed above has been
notified by letter dated 19_ , of their responsibility to notify any
person with an interest in such lease of the change of operator. Documentation of such
notification has been requested.

o 2. Co e o do um nts have beg sent State Lands for changes involving State leases.

A attachments to this form have been microfilmed. Date: 19

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The original of this form and the original attachments have been filed in the Operator
Change file.

COMHENTS

OPERATORCHANGEWORKSHEEf (CONTINUED) Initial each item when completed. Write N/A if item is not applicable.
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COMHENTS



DOGM SPEED LETTER $
To: Ed Bonner From: Don Staley

School & Institutional Trust Division of Oil, Gas & Mining

Lands Administration

Subject: Operator Change

MESSAGE Date April 26 19 96

Ed,

For your information, attacited are copies of documents regarding an operator change on a state lease

These companies have complied with our requirments. Our records have been updated. Bonding shoul

be reviewed by your agency ASAP.

Former Operator: Equitable Resources Energy Co., Balcron Oil Division (N9890)

New Operator: Equitable Resources Energy Co. (N9890)

Well(s): API: Entity: S-T-R: Lease:

NAME CHANGE ONLY

(See Attached Lists)

cc: Operator File Signed

REPLY Date 19

Signed

DOGM SPEED LETTER $
To: Ed Bonner From: Don Staley

School & Institutional Trust Division of Oil, Gas & Mining

Lands Administration

Subject: Operator Change

MESSAGE Date April 26 19 96

Ed,

For your information, attacited are copies of documents regarding an operator change on a state lease

These companies have complied with our requirments. Our records have been updated. Bonding shoul

be reviewed by your agency ASAP.

Former Operator: Equitable Resources Energy Co., Balcron Oil Division (N9890)

New Operator: Equitable Resources Energy Co. (N9890)

Well(s): API: Entity: S-T-R: Lease:

NAME CHANGE ONLY

(See Attached Lists)

cc: Operator File Signed

REPLY Date 19

Signed



STATE OF UTAH
Division of Oil, Gas and Mining

355 West North Temple
3 Triad Center, Suite 350

Salt Lake City, Utah 84180-1203

INJECTION WELL - PRESSURE TEST

Test Date: ) Ö Well Owner/Operator:

Disposal Well: Enhanced Recovery Well: Other:

API No.: 43- ¿ (pl 0 Well Name/Number:

Section: Township: Range:

Initial Conditions:

Tubing - Rate: Pressure: psi

Casing/Tubing Annulus - Pressure: psi

Conditions During Test:

Time (Minutes) Annulus Pressure Tubing Pressure

20
25
30

Results: Fail

Conditions After Test:

Tubing Pressure: psi

Casing/Tubing Annulus Pressure: psi

Operator Representative D GM

STATE OF UTAH
Division of Oil, Gas and Mining

355 West North Temple
3 Triad Center, Suite 350

Salt Lake City, Utah 84180-1203

INJECTION WELL - PRESSURE TEST

Test Date: ) Ö Well Owner/Operator:
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API No.: 43- ¿ (pl 0 Well Name/Number:

Section: Township: Range:

Initial Conditions:
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20
25
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Conditions After Test:

Tubing Pressure: psi

Casing/Tubing Annulus Pressure: psi

Operator Representative D GM



STATE OF UTAH
Division of Oil, Gas and Mining

355 West North Temple
3 Triad Center, Suite 350

Salt Lake City, Utah 84180-1203

INJECTION WELL - PRESSURE TEST

Test Date: 7 p Well Owner/Operator:

Disposal Well:
.

Enhanced Recovery Well: Other:

API No.: 43- Û 0 WellName/Number: ///106µ

Section: Î Township: ( Range: /

Initial Conditions:

Tubing - Rate: Pressure: psi

Casing/Tubing Annulus - Pressure: //ADO psi

Conditions During Test:

Time (Minutes) Annulus Pressure Tubing Pressure

0 /bGO ÓCrO

5 /(CD ( O

10 /CCC é60
15 //,Øv y(,c//7

20
25

Resul30

Conditions After Test:

Tubing Pressure: psi

Casing/Tubing Annulus Pressure: psi

REMARKS:

Operator epiesentative OG
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Form Approved. OMB No. 2040-0042. Expires 9-30-91

NíTED STATES ENVIRONMENTALPROTECTION AGEN
gr WASHINGTON. DC20460

L.. WELL REWORK RECORD
NAME AND ADDRESS OF PERMITTEE NAME AND ADDRESS OF CONTRACTOR

STATE COUNTY \ PERMITNUMBEA
.OCATE WELL AND QUTLINE UNIT ON

5ECTlON PLAT - 640 ACRES
SURFACE LOCATIONDESCRIPTION

N ••OF g6 ½ OF 's SECTION TOWNSHIP S RANGE Y\ G
LOCATEWELL IN TWO DIRECTlONS FROM NEAREST LINES OF QUARTER SECTION AND ORILLINGUNIT

ll'l!!
Sudace
Location Sft. from (N/Slitine of gyaner section

ana ¾ ft. from (E/W1 A Une of guarter section
WELL ACTIVITY Total Depth Before Aework TYPEOF PERMIT

O Brine Disposal ÿg-(g g e 4 6 ' E Individual
W E IS'Enhanced Recove" Total Deptn After RewormC Hydrocarbon Storage Number of Wells -

Lease Name Date Reworm Commenced Well Number

$Ÿoke-- 6 ¯ S Date Rework Completea gggge ...g

S

WELL CASING RECORD - BEFORE REWORK
Casing Cement Perforations Acad or Fracture

S ze Dearn Sacas Tvon From To Treatment Record

WELL CASI NG RECORD - AFTE R REWORK //ndicate Additions and Changes Only)
Casing Cement Perforations Acad or Fracture

Size Doorn Sacts Type From To Treatment Record

DESCRIBE REWORK OPERATIONS IN DETAIL WlAE LINE LOGS. UST EACHTYPE
USE A00lTIONAL SHEETS IF NECESSARY Log Types Logged Intervals

to A4>A A CERTIFICATION
/ certify under the penalty of law that I have personal/y examined and am familiar with the information
submitted in this document and all attachments and that, based on my inquiry of those individuals
immediately responsible for obtaining the information, I believe that the information is true, accurate,
and complete. I am aware that there are significant penalties for submitting false information, including
the possibility of fine and imprisonment. (Ref. 40 CFR 144.32).

NAME AND OFFICIAL TITLE/P/ease type or pnna SIGNATURE OATE
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STATE OF UTAH
Division of Oil, Gas and Mining

355 West North Temple
3 Triad Center, Suite 350

Salt Lake City, Utah 84180-1203

INJECTION WELL - PRESSURE TEST

est Date: 7 y / Well Owner/Operator: f

Disposal Well: Enhanced Recovery Well: Other:

API No.: 43- Well Name/Number: //)1pu

Section: 1, Township: ( Range: / ?f

Initial Conditions:

Tubing - Rate: Pressure: psi

Casing/Tubing Annulus - Pressure: // O psi

Conditions During Test:

Time (Minutes) Annulus Pressure Tubing Pressure

20
25
30

Result il

Conditions After Test:

Tubing Pressure: psi

Casing/Tubing Annulus Pressure: psi

REMARKS:

Operator c¡Àcsentative GA

STATE OF UTAH
Division of Oil, Gas and Mining

355 West North Temple
3 Triad Center, Suite 350
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30
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FORM e ' STATE OF UTAH

DIVISIC F OlL, GAS AND MINING
I and Serial Number:

6, il Indian, Allottee or Tribe Name:SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. Unit Agreement Name:Do not use this fann for proposals to drill new wells, deepen existing wells, or to reenter plugged and abandoned wells.

Use APPUCATIONFOR PERMIT TO DRILL.OR DEEPEN form for such proposals. 8 St e f aW

1.TypoofWell: OILO GAsO OTHER: InjectiOn B n N mt
op 22-2

2. Name of Operator: 9. API Well Number:
Eauitable Resources Energy Company 43-047-32610

3. Address and Telephone Number: 10. Field and Pool, or Wildcat:
1601 Lewis Avenue; Billings, MT 59102 (406) 259-7860 Undesig/Grn River

4. Locationof Well

Foatages: SE NWSection 2, T9S, R17E 19080' FNL, 1980' FWL county: Uintah
OQ, Bec..T..R.,M.: State: UTAH

"· CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Submit in Dupisoste) (Submit Original Form Only)

O Abandon O New Construction O Abandon O New construction
O Repair casing O Pull or Alter Casing O Repair Casing O Pull or Alter Casing
O Change of Plans O Recomplete O Change of Plans O Reperforato
O convertto injection O Reperforat• O convertto injection O Vent or Flare
O Fracture Treat or Acidize O ventor Flar• O Fracture Treat or Acidize O watershut-off
O MultipleCompletion O watershut-off o other beqi n i n iecti on
O Other

Date of work completion
Approximate date work willstad Report results of Multiple Completione and Rooompletione to dlfferentreservoltson WELL

COMPLEDONOR RECOMPLETIONREPORT ANDLOGform.
* Must be accompanied by a cement verificationreport.

12. DESCRIBEPAOPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates. II well is directionally drilled, give subsurface locations and measured and trueverticaldepths for all markers and zones pertinent tothiswork.)

ÑoV.
Injection on this well began Auges-t 21, 1996.

ORIGINAL: Utah Division of Oil, Gas and Mining (Dan larv s

1N

&Signature: Title:Regul ator y Speci al i st 12/2/96

(This speos for State use only)

(4\G4) (See Instructions on Reverse
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1N
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(This speos for State use only)

(4\G4) (See Instructions on Reverse



EQUITABLER S
ENERGYCOMPANY
WESTERNREGION

Office: (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361 JE

February 10, 1997

Mr. Dan Jarvis
State of Utah
UIC Program
Division of Oil, Gas and Mining
1 594 West North Temple
Suite 1210
Salt Lake City, UT 84114-5801

Dear Mr. Jarvis:

Attached are copies of the results of Mechanical Integrity Tests (MIT)
recently run on the following wells:

Balcron Monument Federal #41-14J
Monument State #14-2
Monument State #22-2
Monument Federal #11-7J

Sincerely,

Bobbie Schuman FEB 20 1997 \
Regulatory and

Environmental Specialist DN.OF01L,GAS&MINING

/hs
Attachments

cc: Bureau of Land Management (Vernal, UT)
U.S. Environmental Protection Agency (MAIL CODE: 8

EQUITABLER S
ENERGYCOMPANY
WESTERNREGION

Office: (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361 JE

February 10, 1997

Mr. Dan Jarvis
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Sincerely,

Bobbie Schuman FEB 20 1997 \
Regulatory and

Environmental Specialist DN.OF01L,GAS&MINING

/hs
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cc: Bureau of Land Management (Vernal, UT)
U.S. Environmental Protection Agency (MAIL CODE: 8



OCT 1 0 1997

October 7, 1997
RESOURCES INC.

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, UT 84078

RE: Change of Operator
Duchesne & Vernal Counties, Utah

Dear Mr. Forsman:

Please find attached Sundry Notices and Reports on Wells for Change of Operator,

previously operated by Equitable Resources Energy Company for approval.

If you should have questions regarding this matter, please do not hesitate to contact me at

the number listed below.

Sincerely,

INLAND PRODUCTlON COMPANY

Patsy Ba u

/pb
encls.

475 Seventeenth Street, Suite 1500, Denver, CO 80202 • 303-292-0900 • FAX

OCT 1 0 1997
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/pb
encls.
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FORM o STA OF UTAH

DIVISIONOF OIL, GAS AND MINING
5. Lease Designation and Settal Numt

See Attached
6. If Indian. Allottee or Tribe Name:SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. Unit Agreement Name:Do not use this fonn for proposals lo ddll new wells, deepen existing wells, or to reenter plugged and abandoned wells.

Use APPLICAllON FOR PERMiT TO DRILI.OR DEEPEN fonn for such proposals See Attached
8. Well Name and Number:1. Type of Well: OIL GAS OTHER:

See Attached
2. Name of Operator: B. API Well Number:

Inland Production CompanY UT 1 3 WW ee Al-tached

3. Address and Telephone Number: 10. Fleid and Pool, or Wildcat:
475 -- 17th Street, Suite 1500, Denver, CO 80202 See Attached

4. Location of Well

Foot.o..: See Attached Exhibit County:

QQ. Soc..T.,R.,M.: State:

"· CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Submit in Duptieste) (Submit Original Form Only)

O Abandon O New Construction O Abandon O New Construction
O Repair casing O Pull or After casing O Repair casing O Puli or Atter casing
O Change of Plans O Recomplete O Change of Plans O Reperforate
O convertto injection O Reperforate O convertto injection O Vent or Flare
O Fracture Treat or Acidize O Vent or Flare O Fracture Treat or Acidize O Water Shut-Off
O Multiple Completion O Water Shut-Off OtOther Change of Operator

other Change of Operator
Date of work completion 9-30-97'

Approximate date work will stafÍ Repo<t results of Multipte Contpletione and Recompletions to difierent resentoirs on WELL
COMPLEDON OR RECOMPLETION REPORT AND LOG form.

* Must be accompanied by a coment vedfication report.

12. DESCRIBE PAOPOSED OR COMPLETED OPERATlONS (Cleady state all pertinent details, and give pertinent dates. If weit 1s directionally ddlled, give subsurface locations and measured and true
vertical depths for all markers and zones portinent to this work.)

Effective September 30, 1997, Inland Production Company will take over operations of the
wells on the attachèd list. The previous operator was :

Equitable Resources Energy Company
1601 Lewis Avenue
Billings, MT 59102

Effective September 30, 1997, Inland Production Company is responsible under the terms
and conditions of the leases for operations conducted on the leased 14ikgRE' ftion
thereof under State of Utah Statewide Bond No. 4471291.

OCT1 0 1997

a senatum: CHRISA.POTER,ATTORNEY-IN-FACT 3d 97

This speoe for State uee only)

t\G4) (See Instructions on Reverse
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StateWells

Change of Operator

' WELL NAME LOCATION COUNTY STATE FIELD NAME API NUMBER LEASE
LiOÑÜMËÑÏSÏÄÌE Ñ31-2CD NW ÑE 2 9S 17E UIÑTÀH ÚT MOÑÜMEÑT BÜTÏE ( ) ÄŠ-ÒÃÌ-Š256Š-OÕMEÃŠŠŠÌONUMEÑT STATE #32 2-9ÃÌ Š NE 2 9S 17E ÜÏÑÃH ÜÏ UNDESIGNATED (CD) ÃŠÕÄÌ-ŠžÌŠÕÕML45555LivlONUMENT STATE #11-2-91-17 ÑŸÌÑWi9S 17E ÕÜ ÏÏËŠNËUT MONUMENT BUTTE (CD) 43-013-31685-00 ML45555LifÍONUMENT STATE #11-36Y NW NW 368Š 17E UIÑÄ Ü MONUMENT BUTTE (CD) -047-32764-00 ML-44555

ÍÕNUMENT BUTTE STATE #12-2 SWNW 2 9S 17E DUCHESNE UT UNDESIGNATED (CD) 43-013-31481-00 ML45555ÍONUMENT BUTTE STATE #13-2 ÑWäWiŠŠ 17E DUCHESNE UT
¯ÉŠÏGNATED

(CD) 43-013-31482-00 ML-45555ÔÑÜÑÍËNT BUTTE STATE #24-2 §Š ŸË ÌÃÑ UT UNDESIGNATED (CD) 43-047-32612-00 MT-45555MONUMENT BUTTE STATE #14-2 SW SW 2 9S 17E DUCHESNE UT UNDESIGNATED (CD) 43-013-31425-00 UTU45555MONUMENT BUTTE STATE #22-2 SE NW 2 9S 17E UINTAH UT UNDESIGNATED (CD) 43-047-32610-00 UTU45555¾(ONUMENT STATE #21-2-9-17 NE NW 2 9S 17E UINTAH UT _ UNDESIGNATED (CD) 43-047-32703-00 ML-45555

O

Page

StateWells

Change of Operator
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O

Page



STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

OCT1 0 1997
TRANSFEROF AUTHORITYTO INJECT - UIC Fonn 5

0CT 1 3 1997

Hell name and number: See Attached (CASTLE DRAW )

Field or Unit name: see Attached API no. See Attached

Hell location: QQ section township range county
See Attached

Effective Date of Transfer: September 30, 1997

CURRENTOPERATOR

Transfer approved by:

SN atnur

,

ACddrpea Res 2n,es Energy Co.

Title Director of Operations & Engineering Billingsr MT 59102

Date 9-30-97 Phone ( 406 ) 259-7860'

Comments:

NEH OPERATOR

Transfer approved by:

Name .?[ 7 er Company Inland Production Company

Signature Address 475 - 17th Street, Suite 1500
Title CHRISA.POTTER,MTORNEY-IN-FACT

Denver, CO 80202

Date 9-30-97 Phone ( 303 ) 792-0900

Comments:

ana
e p ed by Title /ff

Approval Date /Ã

STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

OCT1 0 1997
TRANSFEROF AUTHORITYTO INJECT - UIC Fonn 5

0CT 1 3 1997
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SN atnur
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Comments:

NEH OPERATOR
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Name .?[ 7 er Company Inland Production Company

Signature Address 475 - 17th Street, Suite 1500
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ana
e p ed by Title /ff
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O O

Unit: Castle Draw
Formation: Green River Fmtn.
County: Duchesne
Cause No.: 228-3

T8S R17E
T9S R17E

ASTLE DRAW

2

DUCHESNE UINTAH

<stledrw.apr

prepared by: C. Kierst,

O O

Unit: Castle Draw
Formation: Green River Fmtn.
County: Duchesne
Cause No.: 228-3

T8S R17E
T9S R17E

ASTLE DRAW

2

DUCHESNE UINTAH

<stledrw.apr

prepared by: C. Kierst,



Injection wells

-'

- MONUMENTBUTTE STATE #14-2 SW SW 2 9S 17E DUCHESNE UT UNDESIGNATED(CD) 43-013-31425-00 UTU45555-HöäùÑlŠÑTËÏÜÌÌËŠÌÄÌËÑ 2 SE ÑW2 9Š iiE UINTÄPÍ ÜÌ ÜÑÒÈÑÒÑÄÌËÕÕÕ ÀŠÕÄŠŠŠi Ù ÜÄŠ555
-MOCON FEDERAL #44-7 SE SE 7 9S 17E DUCHESNE UT MONUMENTBUTTE (B) 43-013-30666-00 UTU75023XvhlONUMENT FEDERAL #13-8 NW SW 8 9S 17E DUCHESNE UT MONUMENT BUTTE (B) 43-013-31382-00 UTU75023X

MONUMENT FEDERAL #33-8 NW SE 8 9S 17E DÙCHESNE UT MONUMENTBUTTE (B) ÃŠ TA27-00¯
UTU75023X

MONUMENT FEDERAL #22-17 SE NW 179S 17E DUCHESNE UT MONUMENT BUTTE (B) 43-013-31429-00 UTU75023X
MONUMENT STATE #13-16B NW SW 169S 17E DUCHESNE UT MONUMENT BUTTE (8) 43-013-31580-00 UTU75023X
MOÑÙMENT SÌÄÌËÃn 5B ÑV\ÏÑŸV1Ë9S iÌE DÙCHESÑE ÙT ÑÕÑÙÑEÑÌŠÜÌÌE (B)

43-ÜÕ-306¯15Ä0
1844 ÜÌÜ7ŠÕžŠÑMONUMgT STATE_#22-16B SE NW 169S 17E DUCHESNE UT MONUMENT BUTTE (B) 43-013-31579-00 UTU75023X

v MONUMENT FEDERAL #31-17 NW NE 179S 17E DUCHESNE UT MONUMENT BUTTE (B) 43-013-31428-00 UTUg023X

O - MONUMENT FEDERAL #33-17B NW SE 179S 17E DUCHESNE UT MONUMENT BUTTE (B) 43-013-31581-00 UTU750Z3X
- MONUMENT FEDERAL #42-17 SE NË179S 1ÌE DUCHESÑE UT MOÑÙMENT ŠÜÌÌE (B) 43-013-31467-00 UTU74108 UTU75023XONUMEÑŸÉËÒŠÑÃŒk44-8-617B SE SË8 9S 175 DUCHÈŠNE ÚT MÒÑÜÑÍËNT BÜÌÌË(B) 4Š-613-3Ö6ÄiÖ6ÌÙ 4398 UTU75023XPAIUTE FEDERAL #24-8 SE SW 8 9S 17E DUCHESNE UT MONUMENT BUTTE (B) 43-013-30675-00 UTU74108 UTU75023XËDËÑÄÑi1¯TÌ

NW ÑiÑiÌÕŠ 1ÌE DÙCHËŠNE ÜÌ IÁÕÑÜÑEÑT
Š¯ÜÌÏÈ

Š) 43-013-30516-00 UTU75023XSVÝSW 179S 17E DÙCHESÑE ÜÌ l ÕÑÜÏÏEÑÌÜUÏÌË(B) 43-013-30499-00 Ü ÜÏŠÒžÏ
PARIETTE BENCH #4 (SWD) SWSE 7 9S 19E IUINTA UT PARIETTE BENCH 43-047-15681-00 UTUO17992 8910069630

O

Page

Injection wells

-'
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- MONUMENT FEDERAL #42-17 SE NË179S 1ÌE DUCHESÑE UT MOÑÙMENT ŠÜÌÌE (B) 43-013-31467-00 UTU74108 UTU75023XONUMEÑŸÉËÒŠÑÃŒk44-8-617B SE SË8 9S 175 DUCHÈŠNE ÚT MÒÑÜÑÍËNT BÜÌÌË(B) 4Š-613-3Ö6ÄiÖ6ÌÙ 4398 UTU75023XPAIUTE FEDERAL #24-8 SE SW 8 9S 17E DUCHESNE UT MONUMENT BUTTE (B) 43-013-30675-00 UTU74108 UTU75023XËDËÑÄÑi1¯TÌ

NW ÑiÑiÌÕŠ 1ÌE DÙCHËŠNE ÜÌ IÁÕÑÜÑEÑT
Š¯ÜÌÏÈ

Š) 43-013-30516-00 UTU75023XSVÝSW 179S 17E DÙCHESÑE ÜÌ l ÕÑÜÏÏEÑÌÜUÏÌË(B) 43-013-30499-00 Ü ÜÏŠÒžÏ
PARIETTE BENCH #4 (SWD) SWSE 7 9S 19E IUINTA UT PARIETTE BENCH 43-047-15681-00 UTUO17992 8910069630

O

Page



03/10/1997 05: 15 1-406-6 164 CRAZY MTN O&G PAGE 02

0 EQUlTABLERESOURCES
ENERGYCOMPANY
WWWN REGION
(406) 259-7860 Telephone
(406) 245-1361 Fax

December 10, 1997

Lisha
State of Utah
Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
Box 145801
Salt Lake City, UT 84114-5801

Dear Lisha:

RE: Equitable Sale of Utah Properties

Effective September 30, 1997, Equitable Resources Energy Company sold all of its Utah

properties to Inland Production Company.

Please feel free to contact me if you require additional infornation.

Sincerely,

Molly Conrad
Agent for Equitable Resources

Energy Company
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18/1997 05:1 CRAZY MTN O&G PAGE 01

CrazyMountain Od &Gas Services
P.O. Box577
Laurel,MT 59044
(406) 6284164
(406) 6284165

TO:

S of LUaJh .

PROM, MollyConrad
CrazyMountain Oil & Gas Services
(406) 628A164

PagesAttached - including CoversheetQ.

NOTE
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00
IL, GAS AND His1NG

oPERAron INLAND PRODUCTION COMPANY
OPERATOR ACCT. NO. y 5160ENTITY ACTION FORH - roRM 6 AcortEss

ACTION CURIENT NEW API MUMBER WELLHAHE WFli 10CAT10N SPUD EFFECTIVE
CODE ENilfY NO. €NTITY NO

90 SC TP RG COUNTY DATE DATED 11995 12275 43-013-31685 MONUMENT ll-2-9-17CD 2 93 17E DUCHESNE 9-30-97
WELL 1 COMMEWIS: *OPERATOR CHANGE FR EQUITABLE RES. EFF 9-30-97. (CASTLE DRAW SECONDARY RECOVERYUNIT)INLAND REQUESTS A COMMONENTITY FOR WELLS WITHIN THE UNIT FOR TAI & REPORTING PURPOSES.

2275 43-047-32737 MONUMENT 32-2 2 9S 17E UINTIEL 9-30-97
ELL 2 COHHEHIS:

B 99999 12275 43-047-32842 CASTLE DRAW 8-2 2 9S 17E UINTAR 9-3 97ELL 3 COMHENTS:

B 99999 12275 43-047--32843 CASTLE DRAM 1-2 2 95 17E UINTAH 9-30-97
ELL 61 COMNENTS:

O
D 11656 12275 43-013-31425 MONUMENT 14-2 2 93 17E DUCHESNE 9-30-97WELL 5 COMMENTS:

D 11742 12275 43-047-32610 HONUMENT 22-2 2 98 17E UINTAE 9-30-97
ACTION CODES (Seo instructions on back of form)

//
A - Establish new entity for new well (single well only) L. CORDOVAF(DOGM)D - Add new well to existing entity (group or unit well)

Signature
C - Re-assign well from one existing entity to another existing entity

BM. MEYST 1-2 19-97
O - Re-assign well from one existing entity to a new ent\tyE - Other (explain in conunents section)

Title Date ·NOTE: Use COHNENT section to explain why each Action Code was selected.
Phone No. ( )
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O e
Division of Oil, Gas and Mining Routing:

OPERATOR CHANGE WORKSHEET 1- 6-1

7- 7-K AS
Attach all documentation received by the division regarding this change. 4- 8-81

Initial each listed item when completed. Write N/A if item is not applicable. 4-VT D 9-FIT F

IB Change of Operator (well sold) O Designation of Agent
O Designation of Operator O Operator Name Change Only

The operator of the well(s) listed below has changed, effective: 9-30-97

TO: (new operator) INLAND PRODUCTION COMPANY FROM: (old operator) EQUITABLE RESOURCES ENERGY
(address) Po Box 1446 (address) c/O CRAZY MTN D&G SYS'S

ROOSEVELT UT 84066 PO BOX 577
LAUREL MT 59044

Phone: (801)722-5103 Phone: (406)628-4164

Account no. N5160 Account no. N9890

WELL(S) attach additional page if needed:
*CASTLE DRAW SEC. REC. UNIT '

Name.*MONUMENT 31-2-9-17CD/GRAPI: 43--047-32563 Entity: 11878 S 2 T 95 R 17E Lease: ML45555
Name:*MONUMENT 11-2-9-17CD/GRAPI: 43-013-31685 Entity: 11995 S 2 T 95 R 17E Lease: ML45555
Name*MONUMENT 32-2/GR API: 43-047-32737 Entity: 12000 S 2 T 98 R 17E Lease: ML45555
Name.*CASTLE DRAN 8-2/DRL API: 43-047-32842 Entity: 99999 S 2 T 9S R 17E Lease: ML45555
Name.*CASTLE DRAW 1-2/DRL API: 43-047-32843 Entity: 99999 S 2 T 9S R 17E Lease: ML45555
Name·*MONUMENT-14-2/WIW API: 43-013-31425 Entity: 11656 S 2 T 9S R 17E Lease: ML45555
Name:*MONUMENT 22-2/WIW API: 43-047-32610 Entity: 11742 STT 9S RR Lease: ML45555

OPERATOR CHANGE DOCUMENTATION

1. (<649-8-10)Sundry or other legaldocumentation has been received from the FORMER operator (attach to this
form). (g / 4

c 2. (<649-8-10)Sundry or other legal documentation has been received from the NEW operator (Attach to this
form). ‡,c'Á79 Ÿ

3. The Department of Commerce has been contacted if the new operator above is not currently operating any
wells in Utah. Is the company registered with the state? (yes/no) If yes, show company file number:

4. FOR INDIAN AND FEDERAL WELLS ONLY. The BLM has been contacted regarding this change. Make
note of BLM status in comments section of this form. BLM approval of Federal and Indian well operator
changes should ordinarily take place prior to the division's approval, and before the completion of steps 5
through 9 below.

5. Changes have been entered in the Oil and Gas Informa,tion System (3270) for each well listed above.

6. Cardex file has been updated for each well listed above. (¡ if-f i)
C 7. Well file labels have been updated for each well listed above. /2 /î-?)

8. Changes have been included on the monthly "Operator, Address, and Account Changes" memo for distribution
to Trust Lands, Sovereign Lands, UGS, Tax Commission, etc. (p-/†-f7

C 9. A folder has been set up for the Operator Change file, and a copy of this page has been placed there for
reference during routing and processing of the original documents.

c:\dons\wpdocs\forms\operchng

O e
Division of Oil, Gas and Mining Routing:

OPERATOR CHANGE WORKSHEET 1- 6-1

7- 7-K AS
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form). (g / 4

c 2. (<649-8-10)Sundry or other legal documentation has been received from the NEW operator (Attach to this
form). ‡,c'Á79 Ÿ

3. The Department of Commerce has been contacted if the new operator above is not currently operating any
wells in Utah. Is the company registered with the state? (yes/no) If yes, show company file number:

4. FOR INDIAN AND FEDERAL WELLS ONLY. The BLM has been contacted regarding this change. Make
note of BLM status in comments section of this form. BLM approval of Federal and Indian well operator
changes should ordinarily take place prior to the division's approval, and before the completion of steps 5
through 9 below.

5. Changes have been entered in the Oil and Gas Informa,tion System (3270) for each well listed above.

6. Cardex file has been updated for each well listed above. (¡ if-f i)
C 7. Well file labels have been updated for each well listed above. /2 /î-?)

8. Changes have been included on the monthly "Operator, Address, and Account Changes" memo for distribution
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C 9. A folder has been set up for the Operator Change file, and a copy of this page has been placed there for
reference during routing and processing of the original documents.

c:\dons\wpdocs\forms\operchng



OPERATOR CHANGE WORKSHEET (continued) - Initial each item when completed. Write N/A if item is not applicable.

TITY REVI

- Entity assignments have been reviewed for all wells listed above. Were entity changes made?
o) If entity assignments were changed, attach copies of Form 6, Entity Action Form.

C 2. Trust Lands, Sovereign Lands, Tax Commission, etc., have been notified through normal procedures of entity
changes.

BOND VERIFICATION - (FEE-WELLSBNEY) *Fop 5 Å.ff7/;21/ // $ /Écc/

C 1. (r649-3-1) The NEW operator of any fee lease well listed above has furnished a proper bond.

2. A copy of this form has been placed in the new and former operator's bond files.

3. The FORMER operator has requested a release of liability from their bond (yes/no) , as of today's date
. If yes, division response was made to this request by letter dated

LEASE INTEREST OWNER NOTIFICATION OF RESPONSIBILITY

l. Copies of documents have been sent on / ff to $ &" " at Trust Lands for changes
involving State leases, in order to remind that agency of their responsibility to review for proper bonding.

2. (r649-2-10) The former operator of any fee lease wells listed above has been contacted and informed by letter
dated 19

_,

of their responsibility to notify all interest owners of this change.

FILMING

1. All attachments to this form have been microfilmed. Today's date: ' Ä '

FILING

l. Copies of all attachments to this form have been filed in each well file.

2. The original of this form, and the original attachments are now being filed in the Operator Change file.

OPERATOR CHANGE WORKSHEET (continued) - Initial each item when completed. Write N/A if item is not applicable.

TITY REVI

- Entity assignments have been reviewed for all wells listed above. Were entity changes made?
o) If entity assignments were changed, attach copies of Form 6, Entity Action Form.

C 2. Trust Lands, Sovereign Lands, Tax Commission, etc., have been notified through normal procedures of entity
changes.

BOND VERIFICATION - (FEE-WELLSBNEY) *Fop 5 Å.ff7/;21/ // $ /Écc/
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2. A copy of this form has been placed in the new and former operator's bond files.

3. The FORMER operator has requested a release of liability from their bond (yes/no) , as of today's date
. If yes, division response was made to this request by letter dated

LEASE INTEREST OWNER NOTIFICATION OF RESPONSIBILITY

l. Copies of documents have been sent on / ff to $ &" " at Trust Lands for changes
involving State leases, in order to remind that agency of their responsibility to review for proper bonding.

2. (r649-2-10) The former operator of any fee lease wells listed above has been contacted and informed by letter
dated 19

_,

of their responsibility to notify all interest owners of this change.

FILMING

1. All attachments to this form have been microfilmed. Today's date: ' Ä '

FILING

l. Copies of all attachments to this form have been filed in each well file.

2. The original of this form, and the original attachments are now being filed in the Operator Change file.



O ODOGM SPEED LETTER

To: Ed Bonner From: Don Staley

School & Institutional Trust Division of Oil, Gas & Mining

Lands Administration

Subject: Operator Change

MESSAGE Date 1/5 19 98

Ed,

For your information, attached are copies of documents regarding an operator change on a state lease(s)

These companies have complied with our requirments. Our records have been updated. Bonding should

be reviewed by your agency ASAP.

Former Operator: Equitable Resources Energy (N9890)

New Operator: Inland Production Company (N5160)

Well(s): API: Entity: S-T-R: Lease:

(See attached list)

cc: Operator File Sign

REPLY Date 19

Signed

O ODOGM SPEED LETTER

To: Ed Bonner From: Don Staley

School & Institutional Trust Division of Oil, Gas & Mining

Lands Administration

Subject: Operator Change

MESSAGE Date 1/5 19 98

Ed,

For your information, attached are copies of documents regarding an operator change on a state lease(s)

These companies have complied with our requirments. Our records have been updated. Bonding should

be reviewed by your agency ASAP.

Former Operator: Equitable Resources Energy (N9890)

New Operator: Inland Production Company (N5160)

Well(s): API: Entity: S-T-R: Lease:

(See attached list)

cc: Operator File Sign

REPLY Date 19

Signed



'

O &

Well(s): API: Entity: S-T-R: Lease:
State 16-2 43-013-30552 01451 16-9S-17E ML3453B

K Jorgenson 16-4 43-013-30572 01452 16-9S-17E ML3453B

Monument 11-36-8-17Y 43-047-32764 12095 36-8S-17E ML44305

Monument 24-2 43-047-32612 11736 2-95-17E ML45555

Monument 13-2 43-013-31482 11738 2-9S-17E ML45555

Monument 12-2 43-013-31481 11745 2-9S-17E ML45555

Monument 21-2-9-17 43-047-32703 11863 2-9S-17E ML45555

Monument 31-2-9-17CD 43-047-32563 11878 2-9S-17E ML45555

Monument 11-2-9-17CD 43-013-31685 11995 2-9S-17E ML45555

Monument 32-2 43-047-32737 12000 2-9S-17E ML45555

Castle Draw 8-2 43-047-32842 99999 2-9S-17E ML45555

Castle Draw 1-2 43-047-32843 99999 2-9S-17E ML45555

Monument 14-2 43-013-31425 11656 2-9S-17E ML45555

Monument 22-2 43-047-32610 11742 2-9S-17E

'

O &

Well(s): API: Entity: S-T-R: Lease:
State 16-2 43-013-30552 01451 16-9S-17E ML3453B

K Jorgenson 16-4 43-013-30572 01452 16-9S-17E ML3453B

Monument 11-36-8-17Y 43-047-32764 12095 36-8S-17E ML44305

Monument 24-2 43-047-32612 11736 2-95-17E ML45555

Monument 13-2 43-013-31482 11738 2-9S-17E ML45555

Monument 12-2 43-013-31481 11745 2-9S-17E ML45555

Monument 21-2-9-17 43-047-32703 11863 2-9S-17E ML45555

Monument 31-2-9-17CD 43-047-32563 11878 2-9S-17E ML45555

Monument 11-2-9-17CD 43-013-31685 11995 2-9S-17E ML45555

Monument 32-2 43-047-32737 12000 2-9S-17E ML45555

Castle Draw 8-2 43-047-32842 99999 2-9S-17E ML45555

Castle Draw 1-2 43-047-32843 99999 2-9S-17E ML45555

Monument 14-2 43-013-31425 11656 2-9S-17E ML45555

Monument 22-2 43-047-32610 11742 2-9S-17E



RESOURCES INC.

February 26, 1998

State of Utah
Division of Oil, Gas and Mining
P.O. Box 145801
Salt Lake City, Utah 84114-5801

Attn: Mr. Michael Hebertson

Re: Sundry Notices and Reports on Wells (Form 5)

Dear Mr. Hebertson:

Enclosed are the above referenced documents providing the weekly status or surface spud

information for wells on our current drilling program. If you should have any questions,
please contact me at (303) 382-4441.

Sincerely,

Shannon Smith
Engineering Secretary

Enclosures
Cc: Bureau of Land Management

Vernal District Office, Division of Minerals
170 South 500 East
Vernal, Utah 84078
Well File - Denver
Well File - Roosevelt

410 Seventeenth Street, Suite 700, De ver, CO 80202 • 303-893-0102 • FAX
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Enclosures
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Vernal, Utah 84078
Well File - Denver
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410 Seventeenth Street, Suite 700, De ver, CO 80202 • 303-893-0102 • FAX



DCSMFonn5

May 5, 1987

STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5. LEASE DESIGNATION AND SERIAL NO.

ML-45555
i. SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBALNAME

(Do not use this forn for proposals to drill or to deepen or plug back to a different reservoir. N/A
Use "APPLICATION FOR PERMIT--" for such proposals.)

O
7. UNITAGREEMENTNAME

OIL GAS
WELL WELL OTHE INJECTION WELL NA

2. NAME OF OPERATOR 8. FARM OR LEASE NAME

INLAND PRODUCTION COMPANY BALCRON MONUMENT STATE

3. ADDRESS OF OPERATOR 9. WELL NO.

410 17TH STREET, SUITE 700, DENVER, COLORADO 80202 22-2
(303) 893-0102

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.* 10. FIELD AND POOL, OR WILDCAT
See also space 17 below.)
At surface 8 MILE FLAT NORTH

SE/NW 1980 FNL 1980 FWL
I l. SEC., T., R., M., OR BLK. AND

SURVEY OR AREA

SE/NW Section 2, TO9S R17E

14. API NUMBER 15. ELEVATIONS (Show whether DF, RT, GR, etc.) 12. COUNTY OR PARISH 13. STATE
43-047-32610 5047 GR UINTAH UT
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TEST WATERSHUT-OFF PULL OR ALTER CASING WATER SHUT-OFF REPAIRING WELL

FRACTURE TREAT MULTIPLE COMPLETE FRACTURE TREATMENT ALTERING CASING

SHOOT OR ACIDIZE ABANDON* SHOOTING OR ACIDIZING ABANDONMENT*

REPAIR WELL (OTHER) Recompletion

(OTHER) (Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)
17 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any

proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

WEEKLY STATUS REPORT FOR WEEK OF 2/19/98 - 2/25/98

Well ready for injection 2/21/98.

PerfDsds@4778-88'.

18. I hereby certify that the foregoing is true and cortect

SIGNED ,ygg TITLE Engineering Secretary DATE 2/26/98

(This space for Federal or State office use)

APPROVED BY _ TITLE DATE

CONDITIONS OF APPROVAL, IF ANY:

* See Instructions On Reverse
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RESOURCES INC.

March 3, 1998

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas & Mining
P. O. Box 145801
Salt Lake City, Utah

RE: Mechanical Integrity Test
Monument State #22-2
SE NW Section 2-T9S-RI7E
Uintah County, Utah

Dear Mr. Jarvis:

Attached herein is a copy of Form 5, Sundry Notices and Report on Wells, and Form 8, Completion Report,
following work performed on the above referenced well. Should you have any questions or require
additional information, please contact me at (303) 382-4434.

Sincerely,

Debbie E. Knight
Permitting Specialist

cc: Mr. Edwin Forsman, BLM

410 Seventeenth Street, Suite 700, Denver, CO 80202 • 303-893-0102 • FAX
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801 789 1877

Form 3160.5 UNITED STATES Fo
DEPARTMENT OF THE INTERIOR

BUREAU OF LAÑD MANAGEMENT . . a.«NEW

SUNDRY NOTICES AND REPOMTSON WELLS .

Do not use this form for proposals to drill or to deepen or reentry to a different rwaarvoir
Use "APPLICATION FOR PEAMIT-" for such proposals
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O O
RESOURCES INC.

Daily Workover Report

MONUMENT STATE 22-2 Spud Date: 3/6/95
SE/NW Sec. 2, 9S, 17E TD: 5798'
Uintah Co., Utah Workover Rig: Flint #4097
API # 43-047-32610

2/17/98 PO: Perf D sds. (Day 1)
Summary: 2/16/98 - TP: 0, CP: 0. Well still flowing est 10 BPH. Flowed back 1350
BW since Sat. AM. MIRU Flint #4097. ND wellhead. Release Arrowset 1 pkr. NU BOP.
TOH & tally injection string - LD pkr. PU & TlH w/4-3/4" bit, 5-1/2" csg & 153 jts 2-

7/8" 8rd 6.5# J-55 tbg (injection string). PU additional 20 jts 2-7/8" J-55 tbg. Ran
scraper past existing perfs to 5430'. Circ hole clean. TOH w/tbg. LD bit & scraper. PU
& TlH w/5-1/2" RBP & tbg. Set plug @ 4830'. Pull EOT to 4770'. Press test plug &
BOP to 3000 psi. Swab FL dn to 3000'. Rec 68 BTF. SIFN w/est 1418 BWTR.
DC: $5,339 TWC: $5,339

2/18/98 PO: Frac D sds. (Day 2)
Summary: 2/17/98 - TP: O, CP: 100. Bleed gas off csg. IFL @ 200'. Plug leaking?
TlH w/tbg. Release plug @ 4830'. Reset @ 4838'. Press test plug to 3000 psi.
Leaking off 50 psilmin. Release plug. TOH w/tbg. LD plug. PU & TIH w/new 5-1/2"
RBP & tbg. Set plug @4830'. Press test plug to 3000 psi. Swab FL dn to 4200'. Rec
90 BW. TOH w/tbg. RU HLS & perf D sds @ 4778-88' w/4 jspf. TIH w/tbg to 4808'.
IFL @ 4200'. Made 4 swab runs, rec 8 BTF. FFL @ 4800'. SIFN w/est 1516 BWTR.
DC: $3,759 TWC: $9,098

2/19/98 PO: CO sd. Swab well. Pull plug. (Day 3)
Summary: 2/18/98 - TP: 0, CP: O. IFL @ 4100'. Made 4 swab runs, rec 12 BTF. FFL
@ 4700'. TOH w/tbg. NU isolation tool. RU Halliburton & frac D sds w/40,400# 20/40
sd in 229 bbls Delta Frac. Perfs broke dn @ 2746 psi. Treated @ ave press of 2020 psi
w/ave rate of 20 BPM. ISIP: 2069 psi, 5 min: 1948 psi. Flowback on 12/64 choke for
3-1/2 hrs & died. Rec 126 BTF (est 42% of load). SIFN w/est 1355 BW recovered.
DC: $17,768 TWC: $26,866

2/20/98 PO: TOH. Break & dope collars. TIH, land inj. String. (Day 4)
Summary: 2/19/98 - CP: 600. Thaw well head & BOP w/HO Trk. Bleed csg off. Rec
est 7 BTF. TIH w/RH & tbg. Tag sd @ 4764'. CO sd to RBP @ 4830'. Pull EOT to
4806'. IFL @ sfc. Made 15 swab runs, rec 145 BTF w/no sd, no oil. TlH w/tbg. CO 2'
sd to RBP @ 4830'. Release plug. TOH w/60 jts tbg & plug. Breaking each cplg &
dopping each pin w/Liquid O-Ring. EOT @2958'. SIFN w/est 1507 BW recovered.
DC: $2,156 TWC: $29,022

2/21/98 PO: Csg integrity test. Ready for injection. (Day 5)
Summary: 2/20/98 - TP: 800, CP: 800. Thaw tbg, well head & BOP w/HO Trk. Bleed
well dn, stays flowing. Con't TOH w/tbg & RBP f/2958'. Break each cplg & dope each
pin w/Liquid 0-Ring. LD RBP. PU & TIH w/redressed 5-1/2" Arrowset 1 pkr, SN, 149 jts
2-7/8" Srd 6.5# J-55 tbg. Retorque each connection & TlH. ND BOP. Land tbg on
flange. Pmp 75 BW treated w/Ann Hib II. PU on tbg & set pkr @4690' (wlend of pkr @
4693'). Land tbg on flange w/14,000# tension. Press test csg & pkr to 1200 psi. Lost
200 psi in 2 hrs. Pmp up again to 1200 psi. SIFN w/est 1507 BW recovered.
DC: $3,072 TWC:
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RESOURCES INC.

Daily Workover Report - Page Two

MONUMENT STATE 22-2 Spud Date: 3/6/95
SE/NW Sec. 2, 9S, 17E TD: 5798'
Uintah Co., Utah Workover Rig: Flint #4097
API # 43-047-32610

2/22/98 PO: Csg integrity test. Ready for production. (Day 6)
Summary: 2/21/98 - TP: 800, CP: 910. Check pressures on well. Re-pressure csg to
1110 psi. RDMO. Perform csg integrity test. Well ready for injection.
DC: $426 TWC:
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STEP RATE RECORD
Mechanical Integrity Test

2-21-98

Monument State #22-2
SE NW Sec 2-T9S-R17E

Uintah County, Utah

0 Min 800 psig
5 Min 1110 psig
10 Min 1110 psig
15 Min 1110 psig
20 Min 1110 psig
25 Min 1110 psig
30 Min 1110 psig
35 Min 1110 psig
40 Min 1110 psig
45 Min 1110 psig
50 Min 1110 psig
55 Min 1160 psig
60 Min 1160 psig
65 Min 1160 psig
70 Min 1160 psig
75 Min 1160 psig
80 Min 1160 psig
85 Min 1160 psig
90 Min 1160 psig
95 Min 1160 psig
100 Min 1160 psig
105 Min 1160 psig
110 Min 1160 psig
115 Min 1160 psig
120 Min 1160 psig
125 Min 1160 psig
130 Min 1160 psig
135 Min 1160 psig
140 Min 1160 psig
145 Min 1160 psig
150 Min 1160
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RESOURCES INC.

March 16, 1999

State of Utah
Division of Oil, Gas & Mining
Attn: Dan Jarvis
1594 West North Temple - Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

Dear Dan:

Please findenclosed Step Rate Testsfor the Monument State #14-2 and Monument State
#22-2. Both of these wells are in the Castle Draw'Unit. These Step Rate Tests have been also
submitted to Mr. Edwin Hogle with the Environmental Production Agency. At the Monument
State #14-2 were requesting a change in the Maximum Allowable Pressure to 1928 based upon
this Step Rate Test. At the Monument State #22-2 were requesting a change in the Maximum
Allowable Pressure to 1927 based upon this Step Rate Test.

As always, thanksforyour assistance. If you have any questions or need further
information, please don't hesitate to call me.

Sincerely,

Brad Mecham
Operations Manager

Enclosures

cc: Environmental Protection Agency

/bm

Inland Production Company Field Office • RO. Box 1446 • Roosevelt, UT 84066 • 801-722-5103 • FAX 801-722-9149

41O Seventeenth Street, Suite 700, Denver, CO 80202 • 303-893-0102 • FAX
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DOGM Fomi 5

May 5, 7987

STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 5. LEASE DESIGNATION ANDSERIALNO.

ML-45555

e SUNDRY NOTICES AND REPORTS ON WELLS 6. 1FINDIAN.ALLOTTEEORTRIBALNAME

(Do not use this form for proposals to drill or to deepen or plug back to a ditTerent reservoir N/A

Use "APPLlCATiON FOR PERMIT--" for sucli proposals.)

7. UNIT AGREEMENT NAME

OIL GAS
WELL WELL OTHER X INJECTION CHStie DrBW UHit

2. NAMEOFOPERATOR 8. FARMORLEASENAME

INLAND PRODUCTION COMPANY IIALCRON MONUMENT STATE

3. ADDRESS OF OPERATOR 9. WELL NO.

ROUT #3 BOX 3630 MYTON, UTAH 84052 22-2

(435) 646-3721
4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements * 10 FlELD AND POOL OR WILDCAT

See also space 17 below.)
At surface 8 MILE FLAT NORTH

SEINW 1980 FNI 1980 FWI
I I SEC.. T., R.. M .OR BLK. AND

SURVEY OR AREA

SE/NW Section 2, T09S R17E

14 API NUMBER 15. ELEVATIONS (Show whether DF, RT, GR, etc.) [2 COUNTY OR PARISH 13 STATE

43-047-32610 5047 GR UINTAH UT

16 Check Appropriate Box To Indicate Nature of Notice, Report, or Other Data

NOTICE OF INTENTION TO: SUBSEQUENT REPORT OF:

TESTWATERslitT-GFF PULLORALTERCASlNG \VATERSHUT-OFF itEPAIRlNGWELL

FRACTURE TREAT A1ULTIPLE COMPLETE FRACTURE TREATMENT ALTERING CASING

SHOOTOR ACIDIZE ABANDON* SHOOTING OR AClDiZ1NG ABANDONMENT*

REPAlR WELL (OTHER) Step Rate Test

(OTHER) (Note Report results of mulliple completion on Well

Completion or Recompletion Report and Log form.)

17 DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any

proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

On March 12, 1999 Inland Production Company conducted a step-rate test (SRT) on the Balcron Monument State 22-2 in the
Castle Draw Unit.
Due to the results of this SRT , we are requesting that the Maximum Allowable hajection Pressure be changed to 1927 psi.

S TITLE District Manager DATE 3/16/99
Brad Mecham

(This space for Federal or State ofúce use)

APPROVED BY TITLE DATE

CONDITIONS OF APPROVAL. IF ANY

Approved by the
Utah Division of

• * See nstructions On Reverse
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M ment State 22-2
(Castle Draw unit)

Step Rate Test
March 15, 1999
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 5. LEASE DESIGNATION AND SERlAL NO.

ML-45555

l. SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDlAN,ALLOTTEEORTRIBALNAME

(Do not use this form forproposals to drill or to deepen or plug back to a different reservoir. N/A
Use "APPLICATION FOR PERMIT--" forsuch proposals.)

00
7. UNITAGREEMENTNAME

OlL GAS

WELL WELL OTHER CASTLE DRAW

2. NAME OF OPERATOR 8. FARM OR LEASE NAME

INLAND PRODUCTION COMPANY MONUMENT ST 22-2

3. ADDRESS OF OPERATOR 9. WELL NO.

Rt. 3 Box 3630, Myton Utah 84052 MONUMENT ST 22-2
435-646-3721

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.* 10. FIELD AND POOL, OR WILDCAT

See also space 17 below.)
At surface MONUMENT BUTTE

SE/NW Section 2, T9S R17E
1980 FNL 1980 FWL 11. SEC., T., R., M., OR BLK. AND

SURVEY OR AREA

SEINW Section 2, T9S R17E

14 API NUMBER 15. ELEVATIONS (Show whether DF, RT, GR, etc.) 12. COUNTY OR PARlSH 13. STATE

43-047-32610 5047 GR UINTAH UT

16. Check Appropriate Box To Indicate Nature of Notice, Report, or Other Data
NOTICE OF INTENTION TO: SUBSEQUENT REPORT OF:

TEST WATERSHUT-OFF PULL OR ALTER CASING WATER SHUT-OFF REPAIRING WELL

FRACTURE TREAT MULTIPLE COMPLETE FRACTURE TREATMENT ALTERING CASING

SHOOT OR ACIDIZE ABANDON* SHOOTING OR ACIDIZING ABANDONMENT*

REPAIR WELL (OTHER) 5 Year MIT

(OTHER) (Note: Report results of multiple completion on Well

Completionor Recompletion Report and Log form.)

17 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any

proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

A 5 Year MIT was conducted on the subject well. On 1/27/03 Mr. Al Craver w/ EPA was contacted and gave
permission to conduct a MIT on the casing. On 1/30/03 the casing was pressured to 1330 psi w/ no pressure
loss charted in the 1/2 test. No governmental agencies were able to witness the test.

18 ISIhereby ce ng is

TITLE Production Clerk DATE 2/7/2003

cc: BLM
(This space for Federal or State ofilce use)

APPROVED BY TITLE DATE

Iggo AP O A F

Accepted by the RECElVED
coman100m Utah Division of

* See Instructions On Reverse Side Oil, Gas and Minin' FEB112003
Date: C
By:

DIV.OFOIL,GAS&
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Mechanical Integrity Test
Casing or Annulus Pressure Mechanical Integrity Test

U.S. Environmental Protection Agency
Underground Injection Control Program, U1CDirect Implementation Program 8P-W-GW

999 18* Street, Suite 500 Denver, CO 80202-2466

EPA Witness: Date: i / 31 / 03
Test conducted by: Mrer ÑOmé
Otherspresent:

Location: SE /5 See: X T A N / S R t7 E / W County: MM State:_g
Operator: Mo Ÿmyxxx Ûp.
Last MIT: / . / MaximumAllowable Pressure: NT7 PSIG

Is this a regularly scheduled test? [><]Yes [ ] No

Initial test for permit? [ ] Yes [>(] No
Test after well rework? [ 1 Yes [NQNo

Well injecting during test? [ ] Yes [k] No If Yes, rate: bpd

Pre-test casing/tubing annulus pressure: O psig

MIT DATA TAB E T t #2 Test #3
TUBEG PRESSURE

InitialPressure ps

C4SING / TUBEG ANNULUS PRESSURE
O minutes ISTO psig psig psig
5 minutes (SSO psig psig psig

10 minutes iSSO psig psig psig
15 minutes igge psig psig ps¡g
20 minutes igge psig psig psig
25 minutes USS psig psig psig
30 minutes YS psig psig psig

minutes psig psia sia

Does the annulus pressure build back up after the test ? f 1 Yes IYl
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MECHA ICAL INTEGRITY PRE URE TEST
Additional comments for mechanical integrity pressure test, such as volumc of fluid added to annulus
and bled back at end of test, reason for failing test (casing head leak, tubingleak, other), etc.:

Signature of Witness:

OFFICE USE ONLY - COMFDANCE FOLLC NUP

Staff Date: 1 Ï
Oo you agree with the reported test results? ] YES ( ] NO

If not. why?
Passible violation identified7 ( ] YES [ ] NO

If YES. what
if YES - folio

( ) NO - why not?

[ ] Data Entry [ ] Compliance Staff [ ] 2"6 Data Entry ( ] Hardcopy
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g e
Corporations Section E o, Geoffrey S. Connor
P.O.Box 13697 Secretaryof State
Austin, Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, doeshereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimony whereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Come visit us on the internet at http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:

g e
Corporations Section E o, Geoffrey S. Connor
P.O.Box 13697 Secretaryof State
Austin, Texas 78711-3697
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Prepared by:



ARTICLES OF AMENDMENT the
g·$ ofthe

TO THE Secretaty of3tate ofTexas
ARTICLES OF INCORPORATION

OF $ËPÛ2 ËÊ
INLAND PRODUCTION COMPAN Y CorporationsSection

- Pursuant to the provisions of Article 4.04 of the TexasBusinessCorporationAct (the
"TBCA"), the unders,ignedcorporation adopts the following articles of amendment to the articles

of incorporation:

ARTICLE 1 - Name

The name of the corporation is Inland Production Company.

ARTICLE 2 - Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adoptedby the shareholders of the corporation on August 27, 2004.

The amendment alters or changes Article Oné of the Articles of Incorporation to change
the name of the corporation so that, as amended, Article One shallread in its entirety as follows:

"ARTl,CLE ONE - The name of the corporation is Newfield Production Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective upon filing.

The holder of all of the shares outstanding and entitled to vote on saíd amendment has
signed a consent in writing pursuant to Article 9.10 of the TBCA, adopting said amendment, and
any written notice required has been given.

IN WITNESS WHEREOF,the undersigned corporation has executed these Articles of
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

By:
Susan G. Riggs,

ARTICLES OF AMENDMENT the
g·$ ofthe
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Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET l. GLH

Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 9/1/2004
FROM: (oldOperator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052

Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721

CA No. Unit: CASTLE DRAW

WELL(S)
NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
MON ST 14-2 02 090S 170E 4301331425 12275 State WI A
MONUMENT ST 12-2 02 090S 170E 4301331481 12275 State OW P
MONUMENT ST 13-2 02 090S 170E 4301331482 12275 State WI A
MONUMENT ST l l-2-9-17CD 02 090S 170E 4301331685 12275 State WI A
CASTLE DRAW 10-2R-9-17 02 090S 170E 4304731195 12275 State WI A
MON ST 31-2-9-17CD 02 090S 170E 4304732563 12275 State WI A
MONUMENT ST 22-2 02 090S 170E 4304732610 12275 State WI A
MONUMENT ST 24-2 02 090S 170E 4304732612 12275 State OW P
BALCRON MON ST 23-2 02 090S 170E 4304732613 12275 State WS I
MONUMENT ST 21-2-9-17 02 090S 170E 4304732703 12275 State OW P
MONUMENT ST 32-2 02 090S 170E 4304732737 12275 State OW P
CASTLE DRAW 8-2 02 090S 170E 4304732842 12275 State D PA
CASTLE DRAW 1-2-9-17 02 090S 170E 4304732843 12275 State OW S
CASTLE DRAW 9-2-9-17 02 090S 170E 4304733238 12275 State OW P
CASTLE DRAW 15-2-9-17 02 090S 170E 4304733239 12275 State OW P
CASTLE DRAW 16-2-9-17 02 090S 170E 4304733240 12275 State WI A

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:

Newfield Castle Draw FORM 4B.xls 3/15/2005

Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET l. GLH

Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 9/1/2004
FROM: (oldOperator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052

Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721

CA No. Unit: CASTLE DRAW

WELL(S)
NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
MON ST 14-2 02 090S 170E 4301331425 12275 State WI A
MONUMENT ST 12-2 02 090S 170E 4301331481 12275 State OW P
MONUMENT ST 13-2 02 090S 170E 4301331482 12275 State WI A
MONUMENT ST l l-2-9-17CD 02 090S 170E 4301331685 12275 State WI A
CASTLE DRAW 10-2R-9-17 02 090S 170E 4304731195 12275 State WI A
MON ST 31-2-9-17CD 02 090S 170E 4304732563 12275 State WI A
MONUMENT ST 22-2 02 090S 170E 4304732610 12275 State WI A
MONUMENT ST 24-2 02 090S 170E 4304732612 12275 State OW P
BALCRON MON ST 23-2 02 090S 170E 4304732613 12275 State WS I
MONUMENT ST 21-2-9-17 02 090S 170E 4304732703 12275 State OW P
MONUMENT ST 32-2 02 090S 170E 4304732737 12275 State OW P
CASTLE DRAW 8-2 02 090S 170E 4304732842 12275 State D PA
CASTLE DRAW 1-2-9-17 02 090S 170E 4304732843 12275 State OW S
CASTLE DRAW 9-2-9-17 02 090S 170E 4304733238 12275 State OW P
CASTLE DRAW 15-2-9-17 02 090S 170E 4304733239 12275 State OW P
CASTLE DRAW 16-2-9-17 02 090S 170E 4304733240 12275 State WI A

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:

Newfield Castle Draw FORM 4B.xls 3/15/2005



6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE
6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: na/

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005

3. Bond information entered in RBDMS on: 2/28/2005

4. Fee/State wells attached to bond in RBDMS on: 2/28/2005

5. Injection Projects to new operator in RBDMS on: 2/28/2005

6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal wel1(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*

The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield Castle Draw FORM 4B.xls 3/15/2005
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5. Injection Projects to new operator in RBDMS on: 2/28/2005
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1. Federal wel1(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*

The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield Castle Draw FORM 4B.xls 3/15/2005



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES 5. LEASE DESIGNATIONAND SERIAL NUMBER:

DIVISION OF OIL, GAS AND MINING UTAH STATE ML-45555

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposalsto drill new wells, significantlydeepen existing wells below currentbottom-holedepth, reenter plugged 7. UNIT or CA AGREEMENTNAME:

wells, or to drill horizontal laterals. Use APPLICATIONFOR PERMITTO DRILL form for such proposals. CASTLE DRAWUNIT

1. TYPE OF WELL:
OIL WELL GAS WELL O OTHER

8. WELL NAME and NUMBER:

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4304732610
3. ADDRESSOF OPERATOR: PHONE NUMBER 10. FIELD AND POOL,OR WILDCAT:

Route 3 Box 3630 ciTY Myton STATE UT ZIP 84052 435.646.3721 MONUMENT BUTTE

4. LOCATIONOF WELL:

FOOTAGES AT SURFACE: 1980 FNL 1980 FWL COUNTY: UINTAH

OTRIOTR.SECTION.TOWNSH[P.RANGE.MERIDIAN: SENW, 2, T9S, R17E STATE: UT

a CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENTFORMATION

O NOTICE OF INTENT
(Submit in Duplicate> 0 ALTER CASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximate date work will CASING REPAIR O NEW CONSTRUCTION O TEMPORARITLY ABANDON

O CHANGETO PREVIOUSPLANS OPERATORCHANGE O TUBINGREPAIR

O CHANGE TUBING PLUO AND ABANDON VENT OR FLAIR

SUBSEOUENTREPORT Q CHANGE WELL NAME PLUG BACK O WATER DISPOSAL

(Submit OriginalForm Only)
CHANGEWELL STATUS PRODUCTION(START/STOP) WATERSHUT-OFF

Date of Work Completion: O COMMINGLEPRODUCINGFORMATIONS O RECLAMATIONOF WELL STIE O OTHER. -

10/22/2006 O CONVERTWELL TYPE RECOMPLETE- DIFFERENTFORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details includingdates, depths, volumes, etc.

The subject well was recompleted in the Green River Formation on 10/22/06. A new packer was put in at 4685'.

On 10/4/06 Nathan Wiser with the EPA was contacted concerningthe MITon the above listed well. Permission was given at that time
to perform the test on 10/22/06. On 10/22/06 the csg was pressured up to 1100 psig and charted for 30 minutes with no pressure
loss. The well was not injecting during the test. The tbg pressure was 1150 psig during the test. There was not an EPA
representative availableto witness the test. EPA# UT20776-04276 APl#43-047-32610

RECEIVED

NAME (PLEASEPRIxr) Callie Duncan TITLE Production Clerk

SIGNATURE DATE 10/25/2006

(This space for State use

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES 5. LEASE DESIGNATIONAND SERIAL NUMBER:

DIVISION OF OIL, GAS AND MINING UTAH STATE ML-45555

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposalsto drill new wells, significantlydeepen existing wells below currentbottom-holedepth, reenter plugged 7. UNIT or CA AGREEMENTNAME:

wells, or to drill horizontal laterals. Use APPLICATIONFOR PERMITTO DRILL form for such proposals. CASTLE DRAWUNIT

1. TYPE OF WELL:
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OTRIOTR.SECTION.TOWNSH[P.RANGE.MERIDIAN: SENW, 2, T9S, R17E STATE: UT

a CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENTFORMATION

O NOTICE OF INTENT
(Submit in Duplicate> 0 ALTER CASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximate date work will CASING REPAIR O NEW CONSTRUCTION O TEMPORARITLY ABANDON

O CHANGETO PREVIOUSPLANS OPERATORCHANGE O TUBINGREPAIR

O CHANGE TUBING PLUO AND ABANDON VENT OR FLAIR

SUBSEOUENTREPORT Q CHANGE WELL NAME PLUG BACK O WATER DISPOSAL

(Submit OriginalForm Only)
CHANGEWELL STATUS PRODUCTION(START/STOP) WATERSHUT-OFF

Date of Work Completion: O COMMINGLEPRODUCINGFORMATIONS O RECLAMATIONOF WELL STIE O OTHER. -

10/22/2006 O CONVERTWELL TYPE RECOMPLETE- DIFFERENTFORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details includingdates, depths, volumes, etc.

The subject well was recompleted in the Green River Formation on 10/22/06. A new packer was put in at 4685'.

On 10/4/06 Nathan Wiser with the EPA was contacted concerningthe MITon the above listed well. Permission was given at that time
to perform the test on 10/22/06. On 10/22/06 the csg was pressured up to 1100 psig and charted for 30 minutes with no pressure
loss. The well was not injecting during the test. The tbg pressure was 1150 psig during the test. There was not an EPA
representative availableto witness the test. EPA# UT20776-04276 APl#43-047-32610

RECEIVED

NAME (PLEASEPRIxr) Callie Duncan TITLE Production Clerk

SIGNATURE DATE 10/25/2006

(This space for State use



Mechanical Integrity Test
Casing or Annulus Pressure Mechanical Integrity Test

U.S. Environmental Protection Agency
Underground Injection Control Program

999 18'" Street, Suite 500 Denver, CO 80202·2466

EPA Witness: Date: / /
Test conducted by:
Otherspresent:

Well Name: Npg(Migi 22 -.2.
- 9 / 7 Type: ER SWD Status: AC TA UC

Location:.5 E/§¿¿/ Sec: A T 4 N / R / 7('F) W County:ty Tal, State:g
Operator: /\/e; ¢ Ac/
Last MIT: / / Maximum Allowable Pressure: PSIG

Is this a regularly scheduledtest? ( ] Yes (X] No
Initial test for permit? [ ] Yes [X) No
Test after well rework? (;<] Yes [ ] No
Well injecting during test? [ ] Yes [¾ No If Yes, rate: bpd

Pre-test casing/tubing annulus pressure: psig

MIT DATA TABLE Test #1 Test #2 Test #3
TUBING PRESSURE
Initial Pressure psig psig Psig
End of test pressure psig psig Psig

CASING/ TUBING ANNULUS PRESSURE
0 minutes psig psig Psig
5 minutes psig psig Psig

10 minutes psig psig Psig

15 minutes psig psig Psig

20 minutes psig psig Psig

25 minutes psig psig Psig

30 minutes psig psig Psig

minutes psig psig psig

minutes psig psig psig

RESULT [. ] Pass ( ]Fail [ l Pass [ ]Fail [ ] Pass
_{

]Fail

Does the annulus pressure build back up after the test ? [ ] Yes y No

MECHANICAL INTEGRITY PRESSURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluid added to annulus
and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Signature of

Mechanical Integrity Test
Casing or Annulus Pressure Mechanical Integrity Test

U.S. Environmental Protection Agency
Underground Injection Control Program

999 18'" Street, Suite 500 Denver, CO 80202·2466

EPA Witness: Date: / /
Test conducted by:
Otherspresent:

Well Name: Npg(Migi 22 -.2.
- 9 / 7 Type: ER SWD Status: AC TA UC

Location:.5 E/§¿¿/ Sec: A T 4 N / R / 7('F) W County:ty Tal, State:g
Operator: /\/e; ¢ Ac/
Last MIT: / / Maximum Allowable Pressure: PSIG

Is this a regularly scheduledtest? ( ] Yes (X] No
Initial test for permit? [ ] Yes [X) No
Test after well rework? (;<] Yes [ ] No
Well injecting during test? [ ] Yes [¾ No If Yes, rate: bpd

Pre-test casing/tubing annulus pressure: psig

MIT DATA TABLE Test #1 Test #2 Test #3
TUBING PRESSURE
Initial Pressure psig psig Psig
End of test pressure psig psig Psig

CASING/ TUBING ANNULUS PRESSURE
0 minutes psig psig Psig
5 minutes psig psig Psig

10 minutes psig psig Psig

15 minutes psig psig Psig

20 minutes psig psig Psig

25 minutes psig psig Psig

30 minutes psig psig Psig

minutes psig psig psig

minutes psig psig psig

RESULT [. ] Pass ( ]Fail [ l Pass [ ]Fail [ ] Pass
_{

]Fail

Does the annulus pressure build back up after the test ? [ ] Yes y No

MECHANICAL INTEGRITY PRESSURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluid added to annulus
and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Signature of
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATIONANDSERIALNUMBER:
DIVISION OF OIL, GAS AND MINING ML-45555

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNIT or CA AGREEMENTNAME
Do not use this formfor proposals to drill new wells, significantly deepen existing wells below current bottom-holedepth, reenter plugged

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMITTO DRILLform for such proposals. CASTLE DRAWUNIT

I TYPE OF WELL: 8. WELL NAME and NUMBER:
OIL WELL GAS WELL OTHER MONUMENT ST 22-2

2 NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4304732610
3 ADDRESSOF OPERATOR: PHONE NUMBER 10. FIELD AND POOL,OR WILDCAT:

Route 3 Box 3630 CITY Myton sTATE UT ZIP 84052 435.646.3721 MONUMENT BUTTE
4 LOCATION OF WELL:

FOOTAGESAT SURFACE: 1980FNL 1980 FWL COUNTY: UINTAH

OTR/OTIL SECTION.TOWNSHIP.RANGE.MERIDIAN: SENW, 2, T9S, R17E STATE UT

a CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN O REPERFORATECURRENTFORMATION
O NOTICEOF INTENT

(Submit in Duplicat•> 0 ALTER CASING O FRACTURETREAT SIDETRACKTO REPAIRWELL

Approximate date work will O CASING REPAIR O NEW CONSTRUCTION O WORARTTLY ABANDON

O CHANGETO PREVIOUSPLANS O OPERATORCHANGE TUBINGREPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLAIR

SUBSEOUENT REPORT O CHANGE WELL NAME PLUGBACK WATERDISPOSAL
(Submit OriginalForm Only)

CHANGEWELL STATUS PRODUCTION(START/STOP) WATER SHUT-OFF

Date of Work Completion: O COMMINGLE PRODUCINGFORMATIONS O RECLAMATIONOF WELL SITE OTHER: - Recompletion/MIT

01/04/2007 Q CONVERTWELLTYPE RECOMPLETE- DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details includingdates, depths, volumes, etc.

The subject well was re-completed in the Green River Formation. One new intervals were perforated, the CP1 sds @5558'-5576' all
w/4 JSPF for a totalof 72 shots. Frac CP1 sds w/ 40,240# of 20/40 sand in 338 bbis of lightning 17 frac fluid. Packer @4691'
On 11-6-06 Dennis Ingram with the State of Utah DOGM was contacted concerning the MITon the above list well. Permission was
given at that timeto perform thetest on 12-20-06. On 12-20-06 thecsg was pressured up to 1100 psig and charted for 30 minuteswith
no pressure loss. The well was not injecting during the test. The tbg pressure was 800 psig during the test. There was not a State
representative availableto witness the test.

Accepted by the
Utah Division of

Oil, Gas and Mining

FORRECORDONLY

SNAME (PLEASEPRIN'O TifLE Orlo/d0uctionClerk

I

is space for S use only)

R CEIVED
JANO8

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATIONANDSERIALNUMBER:
DIVISION OF OIL, GAS AND MINING ML-45555

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNIT or CA AGREEMENTNAME
Do not use this formfor proposals to drill new wells, significantly deepen existing wells below current bottom-holedepth, reenter plugged
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SUBSEOUENT REPORT O CHANGE WELL NAME PLUGBACK WATERDISPOSAL
(Submit OriginalForm Only)

CHANGEWELL STATUS PRODUCTION(START/STOP) WATER SHUT-OFF

Date of Work Completion: O COMMINGLE PRODUCINGFORMATIONS O RECLAMATIONOF WELL SITE OTHER: - Recompletion/MIT

01/04/2007 Q CONVERTWELLTYPE RECOMPLETE- DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details includingdates, depths, volumes, etc.

The subject well was re-completed in the Green River Formation. One new intervals were perforated, the CP1 sds @5558'-5576' all
w/4 JSPF for a totalof 72 shots. Frac CP1 sds w/ 40,240# of 20/40 sand in 338 bbis of lightning 17 frac fluid. Packer @4691'
On 11-6-06 Dennis Ingram with the State of Utah DOGM was contacted concerning the MITon the above list well. Permission was
given at that timeto perform thetest on 12-20-06. On 12-20-06 thecsg was pressured up to 1100 psig and charted for 30 minuteswith
no pressure loss. The well was not injecting during the test. The tbg pressure was 800 psig during the test. There was not a State
representative availableto witness the test.

Accepted by the
Utah Division of

Oil, Gas and Mining

FORRECORDONLY

SNAME (PLEASEPRIN'O TifLE Orlo/d0uctionClerk

I

is space for S use only)

R CEIVED
JANO8



NE WFIELD

January 4, 2007

Mr. Brad Hill
State of Utah, DOGM
1594 West North Temple-Suite 1310
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Re-Completion, MIT
Monument State 22-2-9-17
Sec.2, T9S, Rl7E
API #43-047-32610

Mr. Brad Hill:
An MIT was conducted on the above listed well. Please find enclosed the sundry,

tabular sheet, and a copy of the chart. If you have any questions please call me at
435-646-4843.

S epl,
entri P k

Production

NE WFIELD

January 4, 2007

Mr. Brad Hill
State of Utah, DOGM
1594 West North Temple-Suite 1310
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Re-Completion, MIT
Monument State 22-2-9-17
Sec.2, T9S, Rl7E
API #43-047-32610

Mr. Brad Hill:
An MIT was conducted on the above listed well. Please find enclosed the sundry,

tabular sheet, and a copy of the chart. If you have any questions please call me at
435-646-4843.

S epl,
entri P k

Production
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Mechanical Integrity Test
Casing or Annulus Pressure Mechanical Integrity Test

U.S. Environmental Protection Agency
Underground injection Control Program

999 18m Street, Suite 500 Denver, CO 80202-2466

EPA Witness: Date: /7 / N / A

Test conducted by / vÌ ÑCr?
Others present:

WellName: /MMTÑ ) > *¾~2 7 Type: ER SWD Status: AC TA UC

Field: Phk(/NY/T43rf Ña
LOocationr:S. 5 Se LT ¶ N R W County: O 74L State:g

Last MIT: / / Maximum Allowable Pressure: PSIG
I

Is this a regularly scheduled test? [ ] Yes ] No
Initial test for permit? [ ] Yes [ M No
Test after well rework? (y ] Yes [ ] No
Well injectingduring test? [ ] Yes [ No If Yes, rate: bpd

Pre-test casing/tubing annulus pressure: psig

MIT DATA TABLE Test #1 Test #2 Test #3

TUBING PRESSURE
Initial Pressure psig psig psig

End of test pressure psig psig psig

CASING/ TUBING ANNULUS PRESSURE
0 minutes psig psig psig

5 minutes psig psig psig

10 minutes psig psig psig

15 mmutes psig psig psig

20 mmutes psig psig psig

25 minutes psig psig psig

30 mmutes psig psig psig

minutes psig psig psig

minutes psig psig psig

RESULT [g Pass j lFail [ ] Pass ( lFail [ ] Pass [ ]Fail

Does the annulus pressure build back up after the test ? [ ] Yes [ No

MECHANICAL INTEGRITY PRESSURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluid added to annulus

and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Signature of

Mechanical Integrity Test
Casing or Annulus Pressure Mechanical Integrity Test

U.S. Environmental Protection Agency
Underground injection Control Program

999 18m Street, Suite 500 Denver, CO 80202-2466

EPA Witness: Date: /7 / N / A

Test conducted by / vÌ ÑCr?
Others present:

WellName: /MMTÑ ) > *¾~2 7 Type: ER SWD Status: AC TA UC

Field: Phk(/NY/T43rf Ña
LOocationr:S. 5 Se LT ¶ N R W County: O 74L State:g

Last MIT: / / Maximum Allowable Pressure: PSIG
I

Is this a regularly scheduled test? [ ] Yes ] No
Initial test for permit? [ ] Yes [ M No
Test after well rework? (y ] Yes [ ] No
Well injectingduring test? [ ] Yes [ No If Yes, rate: bpd

Pre-test casing/tubing annulus pressure: psig

MIT DATA TABLE Test #1 Test #2 Test #3

TUBING PRESSURE
Initial Pressure psig psig psig

End of test pressure psig psig psig

CASING/ TUBING ANNULUS PRESSURE
0 minutes psig psig psig

5 minutes psig psig psig

10 minutes psig psig psig

15 mmutes psig psig psig

20 mmutes psig psig psig

25 minutes psig psig psig

30 mmutes psig psig psig

minutes psig psig psig

minutes psig psig psig

RESULT [g Pass j lFail [ ] Pass ( lFail [ ] Pass [ ]Fail

Does the annulus pressure build back up after the test ? [ ] Yes [ No

MECHANICAL INTEGRITY PRESSURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluid added to annulus

and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Signature of



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATIONAND SERIALNUMBER
DIVISION OF OIL, GAS AND MINING UTAH STATE ML-45555

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-holedepth, æenter plugged
7. UNIT or CA AGREEMENTNAME:

wells, or to drill horizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for such proposals. CASTLE DRAWUNIT
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(Submit in Duplicate) O ALTER CASING O FRACTURE TREAT SIDETRACKTO REPAIR WELL
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Date of Work Completion: O COMMINGLEPRODUCINGFORMATIONs O RECLAMATIONOF WELL SE OM: -

07/13/2007 O CONVERT WELL TYPE O RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSEDOR COMPLETED OPERATIONS. Clearly show all pertinentdetails includingdates, depths, volumes, etc.

The above subject well had workover procedures (tubingleak) performed on 06/18/07, attached is a daily status report.

Ac
. i by theL n

Division ofOil, Gas and MiningFORRECORDONLY

NAME (PLEASEPRINT) J ntri Park TITLE Production Clerk

SIGNATURF DATE 07/13/2007

I

(This space for State use on

RECEIVED
JUL18 2007

DIVOF0lL,GAS&
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Mechanical Integrity Test
Casing or Annulus Pressure Mechanical Integrity Test

U.S. Environmental Protection Agency
Underground Injection Control Program

999 18* Street, Suite 500 Denver, CO 80202-2466

EPA Witness: Date: 7 / / / / Ú7
Test conducted by: ff hy <.X/L
Others present:

WellNameÈbrwirievirsTar 1 -A-9-t'7 Type: ER SWD Status: AC TA UC
Field: 17 Ør7my/e-y¡T B,rtfo
Location:<5EAc47 see: LT ci N R / 7(lÛW County: IEn Fa< M State:(
Operator: de pt/ Ág,f
Last MIT: / / Maximum Allowable Pressure: PSIG

Is this a regularly scheduledtest? [ ] Yes [g No
Initial test for permit? [ ] Yes M No
Test after well rework? [X) Yes [ ] No
Well injecting during test? [ ] Yes M No If Yes, rate: bpd

Pre-test casing/tubing annulus pressure: psig

MIT DATA TABLE Test #1 Test #2 Test #3

TUBING PRESSURE
Initial Pressure psig psig psig

End of test pressure psig psig psig

CASING / TUBING ANNULUS PRESSURE
0 minutes psig psig psig

5 minutes psig psig psig

10 minutes psig psig psig

15 minutes psig psig Psig

20 minutes psig psig psig

25 minutes psig psig Psig

30 minutes psig psig psig

minutes psig psig psig

minutes psig psig psig

RESULT ] Pass j ]Fail [ ] Pass [ lFail ( l Pass j ]Fail

Does the annulus pressure build back up after the test ? [ ] Yes [ g No

MECHANICAL INTEGRITY PRESSURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluid added to annulus
and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Signature of

Mechanical Integrity Test
Casing or Annulus Pressure Mechanical Integrity Test
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Signature of





SummaryRig Activity Page 1 of 1

Daily Activity Report

Format For Sundry

MON 22-2-9-17
5/1/2007 To 9/30/2007

6/15/2007 Day: 1 Tubing Leak

NC #3 on 6/14/2007 - MIRUSU. ND wellhead. NU BOP. RU rig floor. X- over to tbg
eq. Release Pkr. Drop std valve down tbg. RU sandline & push std valve to SN. RU
hot oiler & attempt to pressure test tbg to 3000 psi. Pump 50 bbis water down tbg @
1500 psi. No test. Retrieve std valve. RD sandline & std valve. TOH inspecting &
doping pins w/ 80- jts 2 7/8. Found hole in jt # 81. SDFD @ 6:00.

6/16/2007 Day: 2 Tubing Leak

NC #3 on 6/15/2007 - 6:00-6:30 c/ travel. Cont TOH inspecting & doping pins w/
69- jts 2 7/8 SN & Pkr. PU TIH w/ new Arrowset Pkr, SN, 149- jts 2 7/8. Changed
out 40- 2 7/8 collars. Pressure tes tbg to 3000 psi for 1 hr. Good test. RU sandline to
retrieve std valve. RD sandline & std valve. RD rig floor. ND BOP. NU wellhead. Pump
20 gallons pkr fluid & 50 bbis fresh water. ND wellhead. Set Pkr w/ 15000 tension.
NU wellhead. Pressure test csg & Pkr to 1300 psi w/ 3 bbis fresh water for 1 hr.
Leave pressure on csg & check on monday. SDFD @ 7:00. 7:00-7:30 c/ travel.

6/19/2007 Day: 3 Tubing Leak

NC#3on6/18/2007-Checkpressureoncsg.Pressurehaddroped600psi.
Pressure test csg to 1300 psi for 1 hr. Good test. RDMOSU @ 10:00. READY FOR
MIT!!

7/12/2007 Day: 4 Tubing Leak

Rigless on 7/11/2007 - On 6/13/07 Nathan Wiser with the EPA was contacted
concerning the MIT on the above listed well (MS 22-2-9-17). Permission was given
at that time to perform the test on 7/11/07. On 7/11/07 the csg was pressured up
to 1200 psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tbg pressure was 1000 psig during the test. There was
not an EPA representative available to witness the test. UT# 20776-04276 API# 43-
047-32610

Pertinent Files: Go to File List

http://www.inewfield.com/denver/SumActRpt.asp?RC=600152982&API=4304732610000...
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STATE OF UTAH
DEPARTMENT OF NATURALRESOURCES

5. LEASE DESIGNATION AND SERIALNUMBER:DIVISION OF OIL, GAS AND MINING UTAH STATEML-45555

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLGITEEORTRIBENAME:

Do not use this formfor proposalsto drill new wells, significantlydeepen existing wells below currentbottom-holedepth, reenter plugged 7. UNIT or CA AGREEMENTNAME:

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals. CASTLE DRAW UNIT

1. TYPE OF WELL: 8. WELL NAME and NUMBER
OIL WELL GAS WELL O OTHER MONUMENTST 22-2

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4304732610
3. ADDRESSOF OPERATOR: PHONENUMBER 10. FIELD AND POOL,OR WILDCAT:

Route 3 Box 3630 CITY Myton STATE UT ZIP 84052 435.646.3721 MONUMENTBUTTE
4. LOCATIONOF WELL:

FOOTAGESAT SURFACE: 1980 FNL 1980 FWL COUNTY: UINTAH

OTR/OTR.SECTION.TOWNSHIP.RANGE.MERIDIAN: SENW, 2, T9S, Rl7E STATE UT

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE O DEEPEN REPERFORATECURRENT FORMATIONO NOTICEOF INTENT
(Submit in Duplicate) O ALTER CASING O FRACTURETREAT O SIDETRACKTO REPAIRWELL

Approximate date work will O CASINGREPAIR O NEW CONSTRUCTION TEMPORARifLY ABANDON

O CHANGETO PREVIOUSPLANS O OPERATOR CHANGE O TUBINGREPAIR

0 CHANGETUBING O PLUGAND ABANDON VENT OR FLAIR

SUBSEOUENTREPORT 0 CHANGEWELL NAME O PLUGBACK O WATERDISPOSAL
(SubmitOriginalForm Only)

CHANGEWELL STATUS PRODUCTION(START/STOP) WATERSHUT-OFF
Date of Work Completion: O COMMINGLEPRODUCINGFORMATIONS O RECLAMATIONOF WELL S= 0 OTHER: -

10/22/2007 Q CONVERTWELLTYPE RECOMPLETE- DIFFERENTFORMATION

12. DESCRIBE PROPOSEDOR COMPLETEDOPERATIONS. Clearly show all pertinentdetails includingdates, depths, volurnes, etc.

The above subject well had workover procedures (tubingleak) performed on 10/08/07, attached is a daily status report.

On 09/27/07 Nathan Wiser and Dan Jackson with the EPA was contacted concerning the MITon the above listed well. Permission was
given at that timeto perform the test on 10/18/07. On 10/18/07 the csg was pressured up to 13-90 psig and charted for 30 minutes
with no pressure loss. The well was not injecting during the test. The tbg pressure was 1040 psig during the test. There was not an
EPA representative available to witness the test. EPA# UT20776-04276 APl#43-047-32610

NAME (PLEASE PRIgg ntri Par TTTLE Production Clerk

SIGNATURE DATE 10/22/2007

(Thissp only) RECElVED
,

OCT24 2007

DIV,OFOIL,GAS&
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.Summary Rig Activity Page 1 of 1

Daily Activity Report

Format For Sundry

MON 22-2-9-17
8/1/2007To12/30/2007

10/5/2007 Day: 1 Tubing Leak

Western #2 on 10/4/2007 - MIRU Western #2. Bleed well down. ND wellhead & PU
on tbg--packer was still set. Release pkr & NU BOP. RU HO trk to tbg. Drop standing
valve & pump to SN W/ 35 BW. Pressure up on tbg to 3000 psi. Leaks to zero in 3
minutes. TOH & LD tbg on trailer. LD pkr (looks good). MU new Weatherford
Arrowset1-X pkr (W/ hardened steel slips & W.L. re-entry guide) and new SN.
Talley, drift, PU & RIH W/ used/inspected BB 2 7/8 Brd 6.5# J-55 tbg. Broke each
collar, inspected pins & applied Liquid O-ring to pins. Ran 50 jts tbg. SIFN.

10/6/2007 Day: 2 Tubing Leak

Western #2 on 10/5/2007 - leed well down. Con't talley, PU & TIH W/
used/inspected BB 2 7/8 Brd 6.5# J-55 tbg. Broke each collar, Inspected pins &
applied Liquid O-ring to pins. Tbg detail as follows: Weatherford Arrowset1-X pkr
(W/ hardened steel slips & W.L. re-entry guide), 2 7/8 SN & 148 jts used/inspected
BB 2 7/8 Brd 6.5# J-55 tbg. Ran standing valve in SN and pressure test tbg as RIH.
Final test held solid 3000 psi for 30 minutes. Retrieve standing valve W/ overshot
on sandline. ND BOP & land tbg on flange. Mix 15 gals Baker Hughes WCW 87 & 5
gals X-Cide 370 in 70 bbis fresh wtr. RU HO trk & pump dn annulus @ 90°F. PU on
tbg & set pkr W/ SN @ 4735', CE @ 4740' & EOT @ 4744'. Land tbg W/ 16,000#
tension. NU wellhead. Pressure test casing & pkr to 1400 psi. Lost 125 psi in 30
minutes. Re-pressure annulus to 1400 psi. Monitor over weekend. SDFD.

10/9/2007 Day: 3 Tubing Leak

Western #2 on 10/8/2007 - Annulus pressure @ 850 psi. RU HO trk & bump
pressure up to 1400 psi. Moniter pressure for 30 minutes W/ no leakoff. Leave
pressure on well. RDMOSU. Well ready for MIT.

10/19/2007 Day: 4 Tubing Leak

Rigless on 10/18/2007 - On 9/27/07 Dan .lackson and Nathan Wiser with the EPA
was contacted concerning the MIT on the above listed well (MS 22-2-9-17).
Permission was given at that time to perform the test on 9/27/07. On 9/27/07 the
csg was pressured up to 1390 psig and charted for 30 minutes with no pressure
loss. The well was not injecting during the test. The tbg pressure was 1040 psig
during the test. There was not an EPA representative available to witness the test.
EPA# UT20776-04276 API# 43-047-32610

Pertinent FIIes: Go to File List

RECEIVED
0CT2 4 2007

DIV.0FOIL,GAS&MINING

http://www.inewfield.com/denver/SumActRpt.asp?RC=600152982&API=430473261000...
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Mechanical Integrity Test
Casing or Annulus Pressure Mechanical Integrity Test

U.S. Environmental Protection Agency
Underground injection Control Program

999 18th Street, Suite 500 Denver, CO 80202-2466

EPA Witness: Date: /O / /Ÿ / O 7
Test conducted by: A Á¾ $ t

Others present:

Well Name:Ñ&A. 9¾ .2..2- .- Ÿ -/ 7 Type: ER SWD Status: AC TA UC

Location: Sec:A T N / R /7ÊV W County: (A. State:g-
Operator: to ( G | Vd ha O -

Last MIT: / / Maximum Allowable Pressure: / 7 PSIG

Is this a regularly scheduled test? [ ] Yes [ ] No
Initial test for permit? ( ] Yes [ ] No
Test after well rework? [kYes ( ] No
Well injecting during test? ( ] Yes ()<LNo If Yes, rate: bpd

Pre-test casing/tubing annulus pressure: Û psig

MIT DATA TABLE Test #1 Test #2 Test #3
TUBING PRESSURE
Initial Pressure psig psig psig
End of test pressure psig psig psig

CASING/ TUBING ANNULUS PRESSURE
0 minutes psig psig psig
5 minutes psig psig psig
10 minutes psig psig psig
15 minutes psig psig psig

20 minutes psig psig psig
25 minutes psig psig psig
30 minutes psig psig psig

minutes psig psig psig
minutes psig psig psig

RESULT Pass ( ]Fail [ ] Pass [ ]Fail [ ] Pass [ ]Fail

Does the annulus pressure build back up after the test ? ( ] Yes [ No
MECHANICAL INTEGRITY PRESSURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluid added to annulus
and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Sianature of Witness:
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Operator: to ( G | Vd ha O -

Last MIT: / / Maximum Allowable Pressure: / 7 PSIG

Is this a regularly scheduled test? [ ] Yes [ ] No
Initial test for permit? ( ] Yes [ ] No
Test after well rework? [kYes ( ] No
Well injecting during test? ( ] Yes ()<LNo If Yes, rate: bpd

Pre-test casing/tubing annulus pressure: Û psig

MIT DATA TABLE Test #1 Test #2 Test #3
TUBING PRESSURE
Initial Pressure psig psig psig
End of test pressure psig psig psig

CASING/ TUBING ANNULUS PRESSURE
0 minutes psig psig psig
5 minutes psig psig psig
10 minutes psig psig psig
15 minutes psig psig psig

20 minutes psig psig psig
25 minutes psig psig psig
30 minutes psig psig psig

minutes psig psig psig
minutes psig psig psig

RESULT Pass ( ]Fail [ ] Pass [ ]Fail [ ] Pass [ ]Fail

Does the annulus pressure build back up after the test ? ( ] Yes [ No
MECHANICAL INTEGRITY PRESSURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluid added to annulus
and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Sianature of Witness:
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RECEIVED: Sep. 12, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-45555 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 MONUMENT ST 22-2 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43047326100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1980 FNL 1980 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 02 Township: 09.0S Range: 17.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

9 /10 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  5 YR MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 On 09/06/2012 Nathan Wiser with the EPA was contacted concerning
the 5 year MIT on the above listed well. On 09/10/2012 the casing was
pressured up to 1200 psig and charted for 30 minutes with no pressure

loss. The well was injecting during the test. The tubing pressure was
1860 psig during the test. There was not an EPA representative

available to witness the test. EPA# UT20776-04276

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 9 /12 /2012

September 13, 2012

Sundry Number: 29890 API Well Number: 43047326100000Sundry Number: 29890 API Well Number: 43047326100000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-45555

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MONUMENT ST 22-2

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43047326100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

1980 FNL 1980 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 02 Township: 09.0S Range: 17.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/10/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: 5YRMIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 09/06/2012 Nathan Wiser with the EPA was contacted concerning Accepted by the
the 5 year MIT on the above listed well. On 09/10/2012 the casing waS Utah Division of
pressured up to 1200 psig and charted for 30 minutes with no pressure Oil, Gas and Mining

loss. The well was injecting during the test. The tubing pressure was FOR RECORD ONLY
1860 psig during the test. There was not an EPA representative September 13, 2012

available to witness the test. EPA# UT20776-04276

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 9/12/2012

RECEIVED: Sep. 12,

Sundry Number: 29890 API Well Number: 43047326100000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-45555

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MONUMENT ST 22-2

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43047326100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

1980 FNL 1980 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 02 Township: 09.0S Range: 17.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/10/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: 5YRMIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 09/06/2012 Nathan Wiser with the EPA was contacted concerning Accepted by the
the 5 year MIT on the above listed well. On 09/10/2012 the casing waS Utah Division of
pressured up to 1200 psig and charted for 30 minutes with no pressure Oil, Gas and Mining

loss. The well was injecting during the test. The tubing pressure was FOR RECORD ONLY
1860 psig during the test. There was not an EPA representative September 13, 2012

available to witness the test. EPA# UT20776-04276

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 9/12/2012

RECEIVED: Sep. 12,



RECEIVED: Sep. 12, 2012

Sundry Number: 29890 API Well Number: 43047326100000Sundry Number: 29890 API Well Number: 43047326100000

Mechanical IntegrityTest
Casingor AnnulusPressureMechanicalIntegrityTest

U.S.EnvironmentalProtection Agency
UndergroundInjectionControl Program

999 18mStreet, Suite 500 Denver, CO 80202-2466

EPA Witness: Date: "1 / /O / ÅR
Test conducted by: o n er
Others present: /

Well Name: A7n Type: ER SWD Status: AC TA UC

Field:
Location: 2 2 See: 2 T N R / W County: (( State:y

Last MIT: / / Maximum Allowable Pressure: PSIG

Is this a regularly scheduledtest? [ ] Yes [ ] No

Initial test forpermit? [ ] Yes [ ] No

Test after well rework? [ ] Yes [ ] No
Well injectingduring test? Q Yes ( ] No If Yes, rate: bpd

Pre-test casing/tubing annulus pressure: psig

MIT DATA TABLE Test #1 Test #2 Test #3

TUBING PRESSURE

Initial Pressure /Ý&O P"iß P'18 P"if

End of test pressure psig psig psig

CASING/ TUBING ANNULUS PRESSURE

0 minutes ))gg psig psig psig

5 minutes }Qg psig psig psig

10 minutes psig psig psig

15 minutes psig psig psig

20 minutes psig psig psig

25 minutes psig psig psig

30 minutes )RO O E'

minutes psig psig psig

minutes psig psig - psig

RESULT - K Pass ( ]Fail [ ] Pass I lFail I ] Pass j ]Fail

Does the annulus pressure buildback up after the test ? [ ] Yes [ ] No

MECHANICAL INTEGRITY PRESSURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluid added to annulus

and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Signature of

Sundry Number: 29890 API Well Number: 43047326100000

Mechanical IntegrityTest
Casingor AnnulusPressureMechanicalIntegrityTest

U.S.EnvironmentalProtection Agency
UndergroundInjectionControl Program

999 18mStreet, Suite 500 Denver, CO 80202-2466

EPA Witness: Date: "1 / /O / ÅR
Test conducted by: o n er
Others present: /

Well Name: A7n Type: ER SWD Status: AC TA UC

Field:
Location: 2 2 See: 2 T N R / W County: (( State:y

Last MIT: / / Maximum Allowable Pressure: PSIG

Is this a regularly scheduledtest? [ ] Yes [ ] No

Initial test forpermit? [ ] Yes [ ] No

Test after well rework? [ ] Yes [ ] No
Well injectingduring test? Q Yes ( ] No If Yes, rate: bpd

Pre-test casing/tubing annulus pressure: psig

MIT DATA TABLE Test #1 Test #2 Test #3

TUBING PRESSURE

Initial Pressure /Ý&O P"iß P'18 P"if

End of test pressure psig psig psig

CASING/ TUBING ANNULUS PRESSURE

0 minutes ))gg psig psig psig

5 minutes }Qg psig psig psig

10 minutes psig psig psig

15 minutes psig psig psig

20 minutes psig psig psig

25 minutes psig psig psig

30 minutes )RO O E'

minutes psig psig psig

minutes psig psig - psig

RESULT - K Pass ( ]Fail [ ] Pass I lFail I ] Pass j ]Fail

Does the annulus pressure buildback up after the test ? [ ] Yes [ ] No

MECHANICAL INTEGRITY PRESSURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluid added to annulus

and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Signature of



RECEIVED: Sep. 12, 2012

Sundry Number: 29890 API Well Number: 43047326100000Sundry Number: 29890 API Well Number:Sundry Number: 29890 API Well Number:
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FRAC JOB
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DEFTH LANDED 271 25' Kit
1,756,840# 16 30sand. A TP-2400, ATR-

HOLE SIZE.12-1 Y 31A bpm, ISIP-2450, 5 min-1940, 10 min-

CE¾ŒNT DATA 160 sa Class G 2% CCI i 1/4;isk cellollake 1590, 15 min-1520, 30 min-1390

2/19|98 4778'-4788' Fracw'40.4004 20/40sd in 229 bbis Deha
Frx. Perfs lxoke da p 2 246 psi Treated

Cemem topyi 13HP , . A ave press of 2020 psi w/ave rate of 20
bpm. IstP. 2069 psi. 5 min 1948 psi.
Flowback ou 12;&‡ ek for 3.1 2 his & died
Rec 126 ITTF (est 42% of loady

PRODUCTION CASING 10/22/06 Workover - Packer Leak - New pkr.
CSG SIZE 5-1/2"

GRADE 1-55
11/04/06 5558' 5574' Frac w 40,2404 10 40 sd in 338 bhls ofl

M I 10HT 15.54 ighming P fiac fluid Treated we avg press
of2SSO psi (« avg rateof 14.4 BPm ISlP
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DEPTil LANDED 5748 79 KB 07/11/07 Tubing Leak Tubing detail updated
HOLE SlZE:7 7 8
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10:08AT Tubing leak(MIT)
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PERFORATION RECORD
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UlNTAH CO, UTAH

API #43-047-32610; LEASE #ML-45555
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